Google 



This is a digital copy of a book that was preserved for generations on library shelves before it was carefully scanned by Google as part of a project 

to make the world's books discoverable online. 

It has survived long enough for the copyright to expire and the book to enter the public domain. A public domain book is one that was never subject 

to copyright or whose legal copyright term has expired. Whether a book is in the public domain may vary country to country. Public domain books 

are our gateways to the past, representing a wealth of history, culture and knowledge that's often difficult to discover. 

Marks, notations and other maiginalia present in the original volume will appear in this file - a reminder of this book's long journey from the 

publisher to a library and finally to you. 

Usage guidelines 

Google is proud to partner with libraries to digitize public domain materials and make them widely accessible. Public domain books belong to the 
public and we are merely their custodians. Nevertheless, this work is expensive, so in order to keep providing tliis resource, we liave taken steps to 
prevent abuse by commercial parties, including placing technical restrictions on automated querying. 
We also ask that you: 

+ Make non-commercial use of the files We designed Google Book Search for use by individuals, and we request that you use these files for 
personal, non-commercial purposes. 

+ Refrain fivm automated querying Do not send automated queries of any sort to Google's system: If you are conducting research on machine 
translation, optical character recognition or other areas where access to a large amount of text is helpful, please contact us. We encourage the 
use of public domain materials for these purposes and may be able to help. 

+ Maintain attributionTht GoogXt "watermark" you see on each file is essential for in forming people about this project and helping them find 
additional materials through Google Book Search. Please do not remove it. 

+ Keep it legal Whatever your use, remember that you are responsible for ensuring that what you are doing is legal. Do not assume that just 
because we believe a book is in the public domain for users in the United States, that the work is also in the public domain for users in other 
countries. Whether a book is still in copyright varies from country to country, and we can't offer guidance on whether any specific use of 
any specific book is allowed. Please do not assume that a book's appearance in Google Book Search means it can be used in any manner 
anywhere in the world. Copyright infringement liabili^ can be quite severe. 

About Google Book Search 

Google's mission is to organize the world's information and to make it universally accessible and useful. Google Book Search helps readers 
discover the world's books while helping authors and publishers reach new audiences. You can search through the full text of this book on the web 

at |http: //books .google .com/I 



^ •■■4. ■ ■■; - 



^''*^3<N->: 



> 



PRACTICAL ELECTRICITY 



AND 



MAGNETISM 



fl 



PHYSICAL AND ELECTRICAL ENGINEERING 
LABORATORY MANUALS.— Vol. 1. 

ELEMENTARY PHYSICS. By John Hender- 
son, B.Sc. (Edin.), A.I.E.E., Lecturer in 
Physics, Manchester Municipal Technical School. 
Crown 8vo, 2s. 6d. 



LONGMANS, GREEN, AND CO. 

LONDON^ NEW YORK AND BOMBAY 



PHYSICAL AND ELECT RICAL ENGINEER ING 
LABORATORY MA NUALS 

VOL. II. 

PRACTICAL ELECTRICITY 

I 

MAGNETISM 



JOHN HENDERSON, B.Sc. (EDIN.), A.I.E E. 




LONGMANS, GREEN, AND CO. 

39 PATERNOSTER ROW, LONDON 

NEW YORK AND UOMBAY 






F 



PREFACE TO THE SERIES 

In bringing before the public these laboratory manuals, it has 
been the object of the authors to provide a course of instruc- 
tion for carrying out a progressive series of experiments in 
Physics and Electrical Engineering, arranged so that the usual 
apparatus at the disposal of a laboratory, though not especially 
designed for any particular experiment, may nevertheless be 
used with advantage in a variety of ways. 

Able courses of instruction in experimental work have 
already appeared, and have done a vast amount of good; 
but as these usually require expensive apparatus made and 
arranged for each experiment, they have not become so 
generally useful as otherwise might have been the case, 
especially in such instances where the scope of the work 
undertaken, precludes all possibility of separate and special 
apparatus being provided for each independent experiment. 
In technical work this is more particularly the case, seeing that 
in actual practice a set of instruments must be put to very 
divergent uses, in order that results may be obtained quickly 
and with sufficient accuracy for commercial work. This use 
of apparatus for ends not specially intended, is in itself a 
training of considerable importance, to any student who will 
afterwards, in his daily life, have to so adapt for different 
purposes, such instruments as may be available at the time. 
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It has not, however, been forgotten that most apparatus thus 
used is too often placed under circumstances inconsistent witlx 
accurate work, and to this end very careful instructions w^ill 
be found in the more advanced volumes, for guarding against 
such disturbing influences as time, situation, temperature, anci 
magnetic forces; this»being too often neglected in general labo — 
ratory and commercial work, it being frequently forgotten thsL't: 
a set of apparatus arranged for a particular test, is sometime ^ 
not only a centre of disturbance itself, but is liable to disturl> — 
ance from other apparatus in use in its neighbourhood. Th^^ 
precautions thus indicated are of especial importance ii 
technical work, where the disturbing influences are of such 
powerful nature as may be found in engine-rooms and dynamo^ 
houses, where high and varying temperatures and leakage 
magnetic lines are very prevalent. 

Another way in w^hich an alteration has been effected is to, 
as far as possible, arrange experiments where a student working' 
alone ^ may be able to obtain satisfactory results. In a large 
proportion of the existing laboratory manuals, groups of 
students are expected to work together; but a number of 
years of practical experience with students of all kinds has 
convinced the authors, that habits of individual accuracy and 
self-reliance can only be acquired by separate and unaided 
work. Of course, in advanced work it is often necessary, that 
two or more students should work together, in order that 
simultaneous observations should be taken; but it is most 
desirable that students so combined, should have had con- 
siderable individual training and experience. 

It is particularly desirable that every experiment should be 
repeated until a set of consistent results have been obtained. 
In this way only, can experience and accuracy be acquired. 

This series is divided into two courses, to which Vol. I. is 
a general introduction. The future volumes will contain the 
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advanced work in both Physics and Electrical Engineering, 
and it is intended, that students should be able to take either 
the one or the other, thus specializing in Physics or Electrical 
Engineering; but they may combine the two courses with 
advantage, where time will admit. 

J. HENDERSON. 

S. JOYCE. 
Manchester, 1895. 



PREFACE 

"he present volume, which forms the second of the series of 
*hysical and Electrical Engineering Laboratory Manuals, has 
•een entirely devoted to practical work in electricity and 
ciagnetism, as it was found that the importance of this do 
>artment of physical work demanded a volume to itself. 

The arrangement and treatment of the subject-matter in 
he present volume is essentially different from that adopted 
n Vol. I., since it was found that, although it was extremely 
lesirable to present instructions to elementary students in as 
)rief and concise a manner as possible, it was impossible to 
bllow the same method with more advanced work. A con- 
iderable amount of explanatory matter has therefore been 
idded to the descriptions of the various measurements. In 
'^ery few cases have proofs of formulae assumed been given, 
LS it was found that this would lead to the book assuming 
inwieldly dimensions ; besides, mathematical investigations 
io not come within the scope of a practical manual, but of a 
heoretical treatise. In order, however, to assist the student 
LS much as possible in this direction, references are given to 
lources where the required proofs may be obtained. 

One of the principal features of the book, and one which 
he author hopes will commend itself to others engaged in writing 
cientific works, is the list, given at the end of each chapter, of 
eferences to the more important original papers published in 
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the various scientific periodicals, which bear on the subject- 
matter of the chapter. So much valuable matter is buried in 
the "Proceedings" and "Transactions" of various learned 
societies, and in monthly and weekly scientific publications, 
which in many cases are only indexed for each volume, there 
being no general index, that it becomes a very formidable 
task, and one involving a great expenditure of time, to ransack 
perhaps many volumes of back numbers in order to get a 
single paper. 

Feeling the want of such references himself, and knowing 
that others were necessarily in the same position, the author, 
after considerable labour, has compiled lists of references to 
the more important papers on subjects treated, of in the 
present volume which have appeared in — 

(i) The Philosophical Transactions of the Royal Society of 
London. 

(2) The Proceedings of the Royal Society of London. 

(3) The Transactions of the Royal Society of Edinburgh. 

(4) The Proceedings of the Royal Society of Edinburgh. 

(5) The Philosophical Magazine. 

(6) The Electrician. 

Several references have also been made to " Nature,'' 
the '' B.A. Reports," the " Journal of the Institution of Electrical 
Engineers," and to a few foreign scientific periodicals. Irx 
many cases, where the same paper appears in several of th^ 
above publications, more than one reference is given, as the?^ 
student may not have access to all the above-mentioned 
books. 

These lists are not to be looked upon as giving all the refer- 
ences to the subjects with which they deal, but they will 
supply the student with a ground-work to start upon, and if 
he consults the papers mentioned he will in them find the 
further references which he requires. It is also hoped that 
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these lists will be found useful by students and others engaged 
in original research. 

As regards the arrangement of the material in the present 
volume, the measurement of resistance is dealt with first, on 
account of its great importance. At the end of this chapter 
there is a very brief account of some of the methods of 
measuring resistance in absolute units ; this is not given with 
the hope of the student making highly accurate determinations 
of the length of the mercury column which represents the 
practical unit of resistance, but simply to familiarize him 
with the methods of making such determinations, and also as 
an exercise in absolute measurement, albeit his results may 
not be correct to one or even ten parts in ten thousand. 

In choosing methods for the various measurements it has 
been the author's aim to take only the best suited for the 
purpose, and the book does not pretend to be a dictionary of 
possible methods, or, as is sometimes the case with practical 
handbooks on physics, to show how many different experiments 
could he performed with any given piece of apparatus. 

Figures and diagrams of representative pieces of apparatus 
have been included, and in a few cases they are taken from 
photographs of apparatus in the author's own laboratory. 

The last chapter has been devoted to a description of 
experiments with electro-magnetic waves, this the author 
believes is also new to practical books on electricity, but the 
i"apid growth of this section of the subject, and the many 
possible practical applications of electro-magnetic phenomena 
^n the near future, is sufficient justification for its inclusion. 

Tables of logarithms, etc., and of physical constants have 
been added for the convenience of the student. 

The author takes this opportunity of acknowledging his 
indebtedness to Messrs. Elliott Bros., The Davies Motor Co., 
The Royal Society, and the Editor of the Philosophical 
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Magazine for permission to reproduce illustrations ; also to Mr. 
Jas. White, Glasgow, the constructor of Lord Kelvin's current 
balances, for illustrations and for special permission to use a 
large part of his descriptive pamphlet on that instrument. 

The author will be obliged to any of his readers who will 
point out errors in the text which have escaped correction in 
the proof-reading. 

JOHN HENDERSON. 

Physical Laboratory, 

Municipal Technical School, Manchester, 

November^ 1897. 
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PRACTICAL 

ELECTRICITY AND MAGNETISM 

I. 

INTRODUCTION. 

I . In all physical measurements, with any pretence to accuracy, 
and which are intended to be of any permanent value, the 
student must grudge no amount of time and trouble in making 
them. He must never be in a hurry. A week spent in 
discovering and overcoming some source of error will be 
well-spent time, and may be of more educational value than 
the performance of the original experiment itself. Above all 
things, however, the experimenter must be methodical; all 
results and measurements must be recorded exactly as obsei-ved. 
No corrections, however simple, should be made mentally at 
the time of observation, and the results must be recorded 
immediately after they have been obtained — the memory ought 
never to be trusted. 

In order to impress the student with the necessity of being 
methodical in his work, a few hints are given respecting the 
method of recording results. 

The observation of general conditions which may affect the 
experiment — 

{a) The date, time, and place where the experiment is 
performed should invariably be recorded. 

(J?) The temperature of the room during the experiment, 
and the barometric pressure, should be noted in cases where 
a variation of either of these quantities might affect the results. 

(c) There should also be a complete description of all the 
apparatus employed, with the reference numbers of the \at\ow"5> 
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instruments, and a diagram showing the disposition of the 
apparatus, and giving some idea of the relative distances of 
various i)icces of apjxiratus from one another, more especially 
when there is reason to susixx:t that one instrument may exert 
an effect on others near it. The great importance of these 
precautions is very evident. Suppose, for instance, that after 
some experiment it was found that a resistance coil in a box 
was faulty, then unless the exact part played by that particular 
coil in the experiment was known, a correction for the error 
so introduced would be impossible. Too great elaboration 
cannot be given to this somewhat tedious and uninteresting 
part of experimental work, and the author would advise every 
student who intends to devote his time to experimental physics, 
to first of all read Faraday's "Experimental Researches in 
Electricity," not only for the sake of the valuable information 
contained in them, but also to learn how to record results of 
experiments, nothing being too unimportant to record to that 
prince of experimenters, even to the lengths of the cormecting 
wires employed. 

2. Before commencing any experiment, it is assumed that 
the student is perfectly familiar with its object He should 
also read as much of the literature bearing on the subject as 
he can lay his hands on. Should any irregularities occur, the 
causes of them must be hunted down Oind. proved — they should 
never be shelved as being merely "experimental errors." 
Nothing must ei^er be taken for granted^ everything must be 
conclusively proved. No deductions should be made from 
results at the time of recording, as it is better that the mind 
should be entirely given up to accurate observation ; then after- 
wards, on reading over and studying his results, the student 
will be better able to make deductions, and to devise further 
experiments to test uncertain points, or to be crucial tests of 
any theory he may have proposed. 

Adjustment and Carp: of Apparatus. 

3. Galvanometers, — The number of forms which galvano- 
meters may take is legion, but there are a number of remarks 
on their adjustment and care which apply equally to all forms* 
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e table or stand on which the galvanometer is placed should 
separate from that on which the rest of the apparatus is 
anged, otherwise it is liable to be shaken when adjusting the 
ler instruments. The table or stand must be arranged to be 
free from vibration as possible. In some laboratories the room 
which the sensitive galvanometers are kept is in the base- 
int, the stands being built up specially from the foundation, 
order to secure freedom from vibration. This cannot always 
managed, and very often small brackets are attached to the 
lis, on which the galvanometers may be placed; provided 
I walls are thick, and there is no heavy running machinery 
ar them, this makes a very satisfactory stand. All large 
isses of iron which would influence the galvanometers must 
removed from the neighbourhood of the testing-room, 
itionary masses of iron, such as iron pillars, are not so 
iportant, as the effect due to them will be constant, unless the 
ignetic field around them alters in value. Also movable 
ignets, or anything of a magnetic nature, such as knives, keys. 
Itches, etc., must be placed where they will exert no influence 
I the instruments. 

Great care must be taken to prevent the magnetic eflect 
the current in the other pieces of apparatus affecting the 
Ivanometer. In order to ascertain whether or not there is 
ly such action, it is advisable to send a current through the 
)paratus, having previously disconnected the galvanometer. 
ny deflection obtained under these circumstances points to 
e magnetic eflect of some part of the apparatus on the 
ilvanometer, and the apparatus must be rearranged until no 
ich effect is observed. For this reason it is advisable in 
>nie cases to twist the wires leading to the galvanometer 
'gether for some distance from it. 

4. In some experiments, as for instance the measurement 
' insulation resistance, the insulation of the galvanometer 
ecomes very important, and the instrument must be tested 
>r leakage. This can best be done by connecting up one 
inninal of the galvanometer to one pole of a battery of 
iveral cells, the other pole of the battery being earthed, whilst 
ie other galvanometer terminal is insulated. A de^ecX\otv o^ 



4 Practical Electricity and Magnetism, 

the needle under these circumstances points to a leakage to 
earth from some part of the galvanometer coil. This test . 
should be made to each terminal of the galvanometer 
separately, since the leak might be close to one, when of j 
course no deflection would be obtained on the battery being i 
connected to that terminal. Should a small leakage be found 
which would interfere with the accuracy of the measurements, 
the galvanometer should be placed on blocks of freshly 
scraped paraffin wax, one under each levelling screw ; this will 
completely insulate the instrument from the earth. 

5. The galvanometer must be set up so that the needle 
oscillates freely when disturbed from its zero position, the instru- 
ment being levelled so as to bring the needle into the centre of 
the field. In the case of a reflecting galvanometer, any friction 
between the needle and the coil can be detected by observing 
the motion of the spot of light on the scale when the needle is 
set oscillating, an irregular, jerky motion denoting friction 
between the two. 

It is also advisable, whenever possible, to so arrange the 
galvanometer that the needle will point to the zero on the scale 
when under the influence of the earth's field alone. This is 
not essential, as the needle can always be brought to zero by 
means of a bar magnet, but it is often desirable. 

6. Most galvanometers are supplied with a movable directing 
magnet, attached to the frame of the instrument, and by means 
of which the needle may be adjusted to zero by turning the 
magnet on its axis,. or the controlling force may be altered by 
altering the distance between the needle and controlling magnet. 
Such an arrangement is shown in Fig. i. Here the directing 
magnet is attached to the top of the case of the galvanometer, 
and the rotation is given to the magnet by means of a worm 
and worm-wheel, whilst the controlling force is altered by slid- 
ing the magnet up or down the vertical brass rod. The great 
objection to this arrangement is that it is almost impossible 
to alter the position of the magnet without seriously shaking 
the whole instrument, thus making it very difficult to rapidly 
vary the controlling field so as to give a long period of swing 
to the needle. This difficulty may be overcome by mounting 
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% -directing iiiagnct on a separaLe stand, A sinipiu form 
iployed by the author is shown in Fig. 2, A represents 
sliding board, moving in the frame F, between the guide 
irs G, G ; to it is fixed the vertical rod P, on which the 
agnet slides, so as to adjust it to the ht;ight of the ( 




The rod P is free to rotate in its socket, 
i is turned by means of a small band passing round 
; pulley S and the pulley T, to which a milled head is 
ached. The to-and-fro motion is given by means of a 
nd, B, attached to A, and passing over two rollers, R, R, 
one of which a milled head, M, is attached. The w^^oVii 
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apparatus may be made in the laboratory workshop. In use it 
is placed behind the galvanometer, and the magnet adjusted on 
the rod P until it is on a level with the needle. The milled 
head M is then turned so as to pull the magnet nearer the 
galvanometer until the required sensitiveness is obtained. 

7. Suspension of the Magnetic System, — The suspension 
of the needle of a galvanometer is a very important matter. 
The function of the suspending fibre may be twofold — either 
simply to suspend the needle, or, in addition, to supply the 
controlling force — and of necessity the nature of the suspen- 
sion varies with the above conditions. If a suspension only 
is required, the fibre must be as torsionless as possible; if 
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a controlling force is required, that must be supplied by the 
torsion of the fibre. In the first case it is necessary to get some 
substance which, when of suflftciently small diameter, is practically 
free from torsion, and is at the same time strong enough to sup- 
port the weight of the suspended system. One such substance 
is unspun cocoon silk. This is produced by the silkworm as a 
double thread, each part having a diameter of about 0*0005 
inch. The threads are separated from each other by wash- 
ing them with warm water, painted on from a camel's-hair bnish, 
in order to dissolve the gum by which they are fastened together. 
One such thread has been found to support a weight of about 5 
grammes before breaking.^ A number of such fibres should be 
kept ready for use, suspended inside a glass tube, with small 

* See Gray's ** Absolute Measurements in Wectricity and Magnetism," 
vol. i. p. 241. 
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Weights attached to them to keep them stretched. The torsion 
in silk fibres is very small, but the fibre is affected by both 
temperature and moisture, so that the zero of instruments in 
which such suspensions are employed is liable to alteration. 

8. A much better material for a suspension is a thread from 
a garden spider's web ; this, although possessing the properties 
of an almost ideal suspension, seems to be very little used. It 
is very strong, considering its size. Joule found that it could 
support a weight of 2 grammes without breaking.^ The 
greatest point in its favour is that experiments go to show that 
it is almost absolutely torsionless.^ ExperirAents by Bottomley 
and Tanakadate go to show that a spider line capable of carry- 
ing a mirror and magnet weighing 0*2 gramme has a torsional 
rigidity —^ that of a single cocoon silk fibre. Its extension 
with temperature is also very small, a fibre 23 inches long, 
loaded with a weight of i gramme, not altering more than about 
0*7 % in length for a rise of over 50° C, a lengthening of about 
2 % taking place when dry air was changed for moist. This, 
however, need be no drawback, since, on account of its great 
freedom from torsion, very short fibres may be employed. 

9. Another material for galvanometer needle suspension is 
quartz fibre, originally prepared by Professor C. V. Boys, F.R.S.'' 
Such fibres can be obtained of any desired degree of fineness. 
As regards strength. Professor Boys has shown that, for a fibre 
"^^^^y 10000 ^^ ^^ ^^^^ ^^ diameter, the breaking stress was 
517 tons per square inch. In addition to its other properties, 
quartz fibre is an almost perfect insulator even in a damp 
atmosphere, which makes it invaluable as a means of suspend- 
ing charged bodies, such as the needle of an electrometer. 
The following hints regarding the method of suspending sub- 
stances by quartz fibres have been taken from Professor Boys' 
Cantor Lectures on " Instruments for the Measuring of Radiant 
Heat " :— 

" Having chosen a fibre of the right diameter, and longer 

* Joule's ** Scientific Papers," vol. i. p. 479. 

* Cantor Lecture on ** Instruments for the Measuring of Raiiant 
Heat," Boys, p. ii ; also Bennet, Phil. Irans.^ 1792. 

» See Pro. Roy. Soc.^ vol. 46, p. 253 ; also Phil. Mag:^ Aug., 1889. 
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than is ultimately required, the first thing to do is to faster 
a small fragment of gummed stamp-paper to one end. Thi! 
acts as a weight and makes the following processes mon 
easy. The upper or fixed support must next be fastened t( 
the free end of the fibre. I prefer a common blanket-pii 
passing through a cork to any of the more elaborate contriv 
ances in common use ; however, whatever is going to be use( 
for the fixed support should be pointed at the lower end. I 
the needle or other thing to be supported is very light, u 
now^here approaching the breaking weight of the fibre, sheila 
varnish is the best thing to use as the cement. Just moistei 
the last five millimetres above the pin with this varnish — ^holc 
ing the fibre near its free end in one hand, and the pin in th 
other, with the little finger of one hand resting against the littl 
finger of the other for the sake of steadiness — immediate) 
apply the fibre to the varnished surface, to which it will sticl 
Then pull it endways through a distance of half a millimeti 
about, to make sure that when all is dry there will be no sudd^ 
bend in the fibre. A hot piece of wire, or knife, or pair 
pliers must then be applied to the pin above the varnish, ; 
that the heat may be conducted down slowly to drive off tl 
remaining alcohol and melt the shellac. After this the fibre 
securely held at that end. If the thing to be supported is ve 
heavy, varnish is not so good as melted shellac, but this 
much more difficult to apply. The pin must be warmed ai 
smeared near the joint, and while hot the fibre must ' 
applied and slightly pulled. Assuming one end of the fibre 
properly fastened, the next thing is to determine the exs 
length required. For this purpose I always make a drawl: 
on a perfectly clean and smooth board, showing the point of t 
pin at one end, the extreme end of the thing to be supporte 
and the position of the mirror or whatever else determines t 
length of the fibre. The holding pin is then raised up until t 
paper weight is hanging in the air. This is then allowed to re 
on the board, and slowly dragged along until the point of t. 
pin is exactly over the corresponding mark on the boar 
and the paper wafer is in the line of, but beyond the otb 
mark. 
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" The fibre is then straight, and must pass over the mark which 
indicates the upper end of the apparatus that is to be suspended, 
though of course nothing can be seen. A knife is then drawn 
across the board, say 5 millimetres beyond this mark. By 
this means the fibre is cut, and the 5 millimetres are left for 
the purpose of attachment. The needle or suspended thing is 
then fastened the same way as the pin." 

10. Metallic suspensions are employed in galvanometers 
built on the D'Arsonval principle, in which case they have not 
only to supply the controlling force, but also to make electrical 
contact between the suspended coil and the terminals. Flat 
strips of phosphor bronze have been found very satisfactory for 
suspensions of this kind, but it has been shown that a better 
naaterial would be platinum silver for both coil and sus- 
pension, since the strip is liable to have its torsional rigidity 
^Jtered by change of temperature, and in the case of platinum 
silver the percentage diminution of torsional rigidity is almost 
equal to the percentage increase of electrical resistance; so 
^^t the same potential difference at the terminals of a 
galvanometer possessing such a suspension would always pro- 
duce the same deflection throughout a considerable range 
0^ temperature, the one variation being made to compensate 
for the other. 

1 1. In making connection to the galvanometer, fine double 
silk-covered wire (about No. 26) should be used. If thick 
^^^res are employed, mechanical vibrations may be transmitted 
^long them from the rest of the apparatus, which will keep 
the galvanometer needle continually shaking; also the wires 
leading to the galvanometer should not be coiled into spirals, 
^s these form electro-magnets which produce a disturbing effect 
0^ the galvanometer needle, but should rather be twisted 
^^gether, or, at least, run parallel to one another close together, 
so that their magnetic effects will tend to neutralize. 

12. In some cases, especially where a busy street runs near 

'^^ laboratory, it may be found impossible to get a support for 

t^^ galvanometer which is free from vibration. In the event of 

^■^j it is sometimes the practice to place the galvanometer on a 

^oard suspended from the roof by long indiarubber tope?». 
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which absorb the greater part of the vibration. A new trouble 
is, however, sometimes introduced in the shape of a pendulum 
swing of the whole apparatus. 



Contacts, Connecting Wires, etc. 

13. All connections should be made with well-insulated 
copper wire ; and it is not a bad plan to record the lengths and 
diameters of the various connecting wires employed in any experi- 
ment, as some point might turn up afterwards in which a small 
correction had to be applied for the resistance of the leads, 
and if this was not measured at the time, it may be estimated 
afterwards from the record of the nature and distribution of the 
connecting wires. 

In cases where the resistances of leads, connecting wires, etc., 
become important, however, it must be borne in mind that to 
have the resistances of the connecting wires small is not enough, 
since the resistance introduced at the contacts between the 
wires at terminals and binding screws, often far exceeds the 
resistance of the leads, and especial care has to be exercised in 
order to make all such contacts as perfect as possible. Two 
methods of connecting wires together are available : (i) Mer- 
cury contacts, (2) metallic contacts. 

14. Mercury Contacts. — In mercury contacts a cup of som^ 
insulating material is required to hold the mercury. Such ^ 
cup may be cut out of a solid, homogeneous block of paraffin 
wax, this block being afterwards fixed to a w^ooden stand; ^ 
the bottom of the cup is placed a plate of well-cleaned copp^' 
which has been amalgamated by placing in a vessel containif 
dilute nitric acid and mercury, and rubbing the mercury ov^ 
the surface of the plate. On the top of this plate is pour^ 
pure mercury, into which the ends of the wires to be connect^ 
together, and which have also been amalgamated, dip, pressix^ 
on the copper plate. A cover should be placed over the oX- 
to keep dust and dirt from getting at the mercury. This for^ 
of mercury cup will probably give as good a contact as it 
possible to obtain, so long as the mercury and the wires remst' 
clean. It is, however, so difficult to manage this, and mercu^ 
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is so dilli[;u!t to purify, that this form of comiuutiun is iioi re- 
commended for ordinary laboratory work. 

15. Metallic Cmitacts. — In order to get a good metallic 
contact, the surfaces in contact should he large and perfectly 
clean. Such a contact may be obtained between two copper 
jilates, which have had their surfaces filed and scraped true, 
and which are then bolted together with a strong bolt having a 
large nut, the under surface of which has also been filed and 
scaped trae, so that it makes contact all over. Such surfaces 
nwy be easily cleaned from time to lime, but after cleaning 
should never be touched by the hand, as a thin film of oil 
is liable to get on the contact surface, thus increasing its 
resistance. Metallic contacts such as this will in general be 
found much more satisfactory than mercury ones. 

16. Keys. — In all circuits which have to be made and 
hroken, suitable keys must be employed. 

I, Simple Makc-and-Break Key. — This may take the form 
of either a plug key (see Fig. 3), which may be arranged as a 
one-way or multiple-way key, or a tapping key (see Fig. 4). 





'1 the first form, the metal part consists of brass blocks fixed 
''^ an elionite base, and insulated from one another. They 
inajr }j(. connected together by means of a plug, in the same 
'"'ay as the brass blocks in a resistance box are. The tapping 
^ey consists of a brass spring attached to an ebonite base ; to 
'he lower side of the spring a plantinum contact piece is 
attached, which, when the key is depressed, makes contact 
1^'ilh a similar platinum contact piece on the base, which is 
in connection with the other terminal of the key. The contact 
points should be as large as possible, and arranged so that 
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iht-y may Ijc easily accessible, in order to cleao and adjusi 
tliem. The brass spring has an ebonite button attached la il 
for the finger to press on. 

17. II, ^Afnwj/flg- AVvJ.— One form of reversing key is shown 
in Fig. s, and is similar 10 
(he tapping key, only there 
are two tappers instefid 
<if one. Normaily, both 
springs press on the upper 
contacts, which are at- 
tached to the brass bridge 
over the key. When tfie 
keys are depressed they ■ 
make contact with the 
lower contacts, which are connected to the terminal on the far 
side of tlie key. In using this key, the battery must not he 
connected to the two tappers, otherwise, when the key is nol 
depressed, it will be short circuited, but to the terminals con- 
nected to tl\e upper and lower contacts respectively, the circuit 





in which the current is to be reversed being connected to ti 

terminals attached to the tappers. A very highly insulate 
form of reversing key is also shown in Fig, 6, which is snppliS 
with cams to hold the tapping springs in any position. 
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nother very useful form of reversing key is Polil's mercury 
mutator (see Fig, 7). This key may not only be used as a 
rsing key, but also for connecting either of two circuits to a 
I, which is very useful, for instance, in comparing the fall 
Potential in an unknown resistance 

that in a standard resistance. The 
■wing diagrams show the connections 
le two cases : — ■ 

) Asanordinaryreversingkey(Fig.8), 
1 one position of the rocker, i is con- 
ed to 3 and 2 to 4 ; in the other posi- 

I is connected to j and z to 6 ; contacts 3 and 6, also 4 
5, being permanently connected by copper straps. 





i) For connecting either of two circuits to a third, the two 
per straps are removed (Fig, 9), 

/hen I is connected to 3 and 2 to 4, the first and third 
uits are connected together ; also where i is connected to 5 
2 to 6, the second and third circuits are connected. 
8, HigA-Insulatioft Keys. — In cable and condenser work, 
s of special construction and of high insulation are re- 
■ed. One form lai^ely used is shown in Fig. 10. This 
sisis of a movable brass tongue attached to a long ebonite 
ir. The tongue moves between an upper and lower con- 
■, both of which are highly insulated from the base ; there 



14 Practmil Electricity and Magnetism. 

are alsu t«o dttcnts attathcd to leitrs marked "discharg* 
and " insulate \\ hen the tongue is depressed, it is held 
the lower contaa b> tht, detent attached to the "insulatB 
lever. If this lever is dtpressed the tongue springs up uni 
it is caught 1(> the other det(.nt nhich holds it midn^ 
between the two contacts Uhen the le\er marked 
charge is depressed tht tongue springs up to the uj^ll 
contact The ehonite insulating pillars should be comigatei 
in order to otfer a (,realer resistance to surfat.e leakage ; ae 
the screws bj which they are ittaclied to the base should odi 
enter the ebonite a short distance otherwise the advantage! 
all the insulation is lost Such keys ind in fact all k^ 




should be carefully cleaned before being used. The 
should occasionally be well washed with soap and distill* 
water and dried before a good fire; drying by rubbing is 
to electrify the ebonite, and this in some cases would introdW 
errors into the experiments. Such instruments also shoM 
always be lifted by the metal part, as the hand is apt t 
a film of moisture on the ebonite which might spoil 
sulating properties, 

19. Batteries. — In many experiments one of the necessf 
requirements is a battery of constant E.M.F. No ordii 
primary battery will fulfil this condition, unless the can 
taken from it is very small and is only required for a si 
interval of time. When large currents are required, a 
constant E.M.J"., for any length of time, a secondary bat 
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Tiust be employed. Small-size secondary batteries of about 
[4 ampbre hours* capacity will be found very useful for general 
aboratoiy work, and they may be relied upon to maintain a 
:onstant potential difference at their terminals, provided they 
ire not used immediately after being charged, but after having 
3een partially "discharged. Great care must be taken not to 
iccidentally short circuit such cells, since the internal resist- 
ince is very small, and a large current might not only damage 
:he cell but also the external resistance. It will sometimes be 
ound a good plan to make up sets of three such cells in boxes, 
uside which is a resistance in series with them, sufficient to 
Protect the cells from a dangerous short circuit. 

Dry batteries and Leclanch^s will be found very useful for 
ordinary testing and bridge work, where the constancy of the 
-urrent is not of such vital importance. The latter cells will 
3e much improved if potassium permanganate crystals are 
nixed up with the manganese doxide in the porous pot ; and 
if this cannot be done, the cells may be " revived " from time 
to time by pouring a solution of potassium permanganate into 
the porous pot through one of the air tubes. Other forms of 
battery, such as Daniell's and Latimer Clark's cells, will be dealt 
with later on in connection with standard cells. 

20. In many cases an E.M.F. very much smaller than that 
given by any of the above batteries, but of known value, is 
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Fig. II. 



required ; this may be obtained as follows. A current from an 
ordinary cell is sent through a very high resistance, say 10,000 
ohms, in series with a low-resistance sensitive galvanometer 
(see AB in Fig. 11). The terminals A, C supply a potential 
difference which may be any desired fraction of AB, b^ ^Yrcv^Vj 
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moving V. nearer to or farther from B. The object of tfie 
galvanometer is to enal)le the potential betri'een A and C to 
be kept constant when the resistance across AC varies; as 
the external circuit attached to AC diminishes in resistance, the 
potential difference between A and C will fall, and this will be 
indicated by the galvanometer deflection falling off. The 
point B must now be adjusted so as to diminish the total 
resistance between A and B until the galvanometer deflection 
is restored to its original value, the P.D. betw^een A and C 
then being the same as before, and the same" fraction of the 
original value of AB, the fall of potential down which may 
be taken as equal to the E.M.F. of the cell. 

2 1 . Resistances, — In addition to the ordinary resistance boxes, 
post-oflfice bridges, etc., which are accurately adjusted, but meant 
only to carry small currents (in no case more than o'ooi ampere 
should be allowed to pass through them), resistance coils are 
often required, which, while still being accurate, are capable of 




Fig. 12 



carrying much stronger currents without heating to such an 
extent as to alter their resistance appreciably. Such coils may be 
made of manganin, wound in non-inductive spirals and stretched 
on a large wooden frame, so as to expose a large cooling 
surface, the ends of the coils being soldered to thick copper 
wires ; a very convenient form used by the author being that 
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a 



^ 



B 



shown in Fig. 12, one of the copper end pieces being shown 
in Fig. 13, and consisting of a piece of thick copper wire first 
doubled in two, the end of the resistance coil being soldered into 
the bend, and then one 
limb being bent at right 
angles at the middle point, 
B. The object of this 
being to enable the cur- 
rent to be sent in at A, 
and B to be used as a 
potential terminal when 
it is required to measure 
the fall of potential down 
the coil. 



C 



B 



Fig. X3. 



The following table gives the sizes of wires that may be 
employed for the various resistance coils : — 



Resistance. 



Size in B.W.G 



1-5 ohms 

10-50 

100-200 

500-1000 

1000-5000 

10,000 



20 
26 

30 

34 

36 
40 



The wires in all cases are double silk covered. Also, in 
cutting the lengths of wire for the coils, it is advisable to test 
each gauge for specific resistance, as various specimens of 
manganin are found to vary among themselves. The coil, before 
being finally adjusted, should be artificially aged by heating to 
a temperature of 140° C. in an air-bath for 5 hours ; some 
authorities also recommend coating the wire with shellac var- 
nish, to protect it from the oxidizing action of the air. The 
advantage of using manganin is its high specific resistance and 
negligible temperature coefficient. 

22. In addition to such resistances as the above, variable un- 
known resistances are often required to regulate the current in 
a circuit. For purposes of this k ind, Varley's carbon rheostat (see 

C 
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Fig. 14) will be found very useful. This consists of a 
of discs of carbonized cloth, through which the current pas» 
and by compressing the discs ihe resistance can be diminish^ 
Ranges from 500 ohms to y^ olim may be obtained h 
instruments. 




Liquid resistances will also be found very useful, 
form which can be easily constructed in any laboratory is shol 
in Fig. 15. A is a long glass specimen jar, fitted with a 
rubber cork, U, through which a hole has been bored and fiti) 
with a brass connector, C, the lower screw of which has b 
removed; through this passes a copper rod, R, to the end of wl 
is attached a copper plate, P, forming one electrode ; the otlj 
electrode, P', is connected to a wire, W, which is well ii 
down to the point where it is attached to P'. A solutioi 
copper sulphate is employed. To vary the resistance, the j 
R is pushed in or pulled out, so causing the plate P to apprc4 
or recede from P", the upper screw of the connector bci 
employed to clamp the rod R in any position. Such a 
ance is capable of considerable variation, not only by alteril 
the distance apart of the plates, but also by employing so I ul ions j 
of various densities. 
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The Calibration of a Sensitive Galvanometer. 

23. In the majority of experiments in which the indications 
of a galvanometer, reflecting or other- 
wise, are employed to denote the 
relative values of the currents passing 
through it, the assumption is fre- 
quently made (except in the case of a 
standard galvanometer as a tangent 
or sine) that the currents are directly 
proportional to the .deflections. This 
may be true for the majority of re- 
flecting galvanometers for small de- 
flections on either side of the zero, 
but, as the deflections increase, the 
needle of the galvanometer may 
move out of the uniform magnetic 
field, and then this assumption is no 
longer correct. In all experiments 
of an accurate nature it is desirable 
to calibrate the galvanometer em- 
ployed, and to deduce the relation- 
ship between the currents and the 
deflections from the calibration curve. 
The shape of this curve depends on 
the winding of the galvanometer, the 
relative positions of the fixed and 
movable magnetic systems, and the 
nature and strength of the controlling 
force. Consequently, if any of these 
are altered, the calibration curve is 
also liable to alter. It is therefore 
necessary to carefully specify the 
nature of these conditions at the time 
of calibration, so that it will be 
possible to readjust them to their original values should ihey 
at any time be altered. 

In the following method of calibration, advantage is taken 
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of the relation that the current in a simple circuit varies inversely 
as the total resistance of the circuit, when the E.M.F. acting 
in it remains constant. Therefore, by comparing various 

deflections with the values of ^ corresponding to them, where 

R represents the total resistance of the circuit, the calibration 
of the instrument may be effected. 

Since the galvanometer itself is part of the circuit traversed 
by the current, it will be necessary to determine its resistance. 
The most satisfactory method of doing this being, to connect it 
up to a Wheatstone bridge and measure its resistance in the 
ordinary way, taking the precaution in the case of a suspended- 
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Fig. i6. 



needle galvanometer of removing the needle before making 
the measurement, and in the case of a D' Arson val galvanometer 
of fixing the movable coil, so as to prevent the suspension from 
being strained by the relatively large testing current employed. 
Having obtained the galvanometer resistance and the tempera- 

• 

ture at which the measurement was made, the calibration is 
next proceeded with. Since the galvanometer is a sensitive 
one, it will be impossible to connect it up in series with a 
battery, unless there are available some very high and accurately 
adjusted resistances. It is therefore more convenient to use 
the method described in par. 20, of employing a small 
fraction of the total E.M.F. of the battery. Fig. 16 shows a 
diagram of the connections. S represents a secondary batter}' 
connected to the resistance AB, which should not be less than 



Galvanometer Calibratiov. 21 

10,000 ohms. In series with this resistance, and forming part 
of it, is the low-resistance galvanometer g^ to show variations in 
the current strength ; and once the experiment is started, the 
deflection of g must be kept constant by altering, if necessary, 
the value of AB, i.e. by bringing the point B nearer A. G is the 
galvanometer to be calibrated, and is connected, through the 
reversing key K and resistance R, to A and C ; AC representing 
a small fraction of the total resistance in the battery circuit AB. 
The galvanometer ,;^ may be dispensed with if the resistance 
of the galvanometer G is not less than a hundred times AC, 
as in this case the percentage variation of P.D. across AC, with 
a variation of resistance in the galvanometer circuit, is ex- 
ceedingly small. The galvanometer G having been adjusted 
properly, R is increased until a small deflection is obtained 
on G ; this is recorded. The reversing K is then rocked over, 
and the deflection on the opposite side of the zero obtained ; 
this is also recorded, along with the value of R. R is then 
varied so as to increase the galvanometer deflection by a few 
degrees, and deflections to right and left of zero are again 
obtained, and so on, until the deflection is as large as can be 
measured. The temperature of the coils R and of the galva- 
nometer must be determined, also the time of swing of the 
galvanometer needle must be taken. The needle is set swing- 

• 

ing, the galvanometer having been first disconnected from the 
rest of the apparatus, and a stop-watch is started just as the 
spot of light or galvanometer needle is crossing the zero on 
the scale ; the time that elapses until the next transit is made 
in the same direction is the periodic time of swing. By taking 
ten or twenty such swings, and dividing the total time by the 
number of complete swings, a more accurate determination 
^11 be got. The periodic time specifies the relative value of 
the controlling force acting on the needle or movable magnetic 
system. The distance of the mirror from the scale must be 
Pleasured, in the case of a reflecting galvanometer, and the 
length of a scale-division, in centimetres. The readings may 
how ■ then be tabulated thus— 
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Resistance R 
corrected for 
temperature. 



Deflection to 
left. 




Galvanometer i 
resistance I 

corrected for | 
temp. g. 



Total 

resistance 

R + ^. 



Values of 

I 

R+^. 



Periodic time of swing = 
Length of a scale division = 
Distance of mirror from scale = 
Temperature during test = 

The calibration curves are obtained by plotting the deflec- 
tions to right and left respectively against the corresponding 



values of 



, values of 



being taken as ordinates 



and the deflections as abscissae. Two curves will thus be 
obtained ; but if the deflections on either side of the zero are 
identical, they will coincide. 
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24. The following data were obtained in calibrating a reflect- 
ing galvanometer : — 
The galvanometer resistance = 1609 ohms at 14° C. The 
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temperature during the calibration was 9° C. Using as tem- 
perature coefficient of copper o'388 % per 1° C, the galvanometer 
resistance corrected for temperature was 1578 ohms. Since the 
box of known resistances was adjusted for a temperature near 
that of the room, no temperature correction was made on 
them, as the galvanometer was not sensitive to that amount. 



Resistance 


Deflection to 


Deflection to Galv. resist. 


Total resist. 


X 


R. 


right. 


left. 

1 


e- 


R+^. 


R-*-^ 


13330 


23-5 


24*0 ] 


15/8 


I49C8 


0-000 67 


IIOOO 


28-0 


290 ] 


[578 


12578 


o'ooooSo 


lOOOO 


30-5 


31 ] 


.578 


1 1578 


0-000087 


QOOO 


335 


33'5 1 


1578 


10578 


0-000095 


8000 


37*5 


370 ] 


578 


9578 


000104 


7000 


415 


41-5 1 


1578 


8578 


0000116 


6OCO 


47*5 


46-5 ] 


1578 


7578 


0*000132 


5500 


SO'S 


50-0 i ] 


1578 


7078 


0000141 


5OCO 


55 'o 


54-0 , 1 


1578 


6578 


0*000152 


45CO 


59 -o 


58-5 1 


1578 


6078 


0-000165 


4000 


645 . 


630 ] 


■578 


5578 


0-C00180 


3500 


71 


69-5 ] 


1578 


5078 


0-C00197 


3C00 


79*o 


770 ] 


1578 


4578 


0000219 


2600 


860 


li'^ ' 


1578 


4178 


0-CC0240 


2/\DO 


91*0 


880 ] 


IS-/ 8 


3978 


0-000252 


2200 


95*5 


92-5 ] 


1578 


3778 


0-C0O266 


2COD 


ioi"5 


975 1 


■578 


3578 


0-000280. 


1900 


104-0 


100-5 ' 


1578 


3478 


0-000289 


1700 


III'O 


1070 ] 


1578 


3278 


0-000306 


1600 


114-0 


1 100 ] 


1578 


3178 


0000316 


1500 


120 


112*5 ' 


1578 


3078 


0*000326 


I4CO 


123-5 


116-5 1 


■578 


2q78 


0-C00337 


I3CO 


127-5 


119-5 1 


1578 


2878 


0-000349 


1200 


133-0 


124-0 1 


1578 


2778 


0*000362 


IICX) 


138-5 


128-5 1 


[578 


2678 


0-000375 


1000 


1430 


>33-5 \ J 

1 


[578 


2578 


0*000390 



Periodic lime of swing ;= 6*5 seconds. 
Distance of mirror from scale = i metre. 
Length of one scale-division = i mm. 
Temperature during test = 9° C. 
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25. One of the most important of all electrical measure- 
ments, and perhaps that most frequently made, is the measure- 
ment of the resistance of a conductor. In 1827 Ohm first 
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stated the relationship, which is now known as Ohm*s law, that 
for any given material, provided its physical conditions remain 
unaltered, there is a constant ratio between the potential 
difference at its ends, and the steady current flowing through it 
due to that potential difference. This ratio is defined as the 
resistance of the conductor. 

The methods employed in determining this ratio in absolute 
measure will be given later ; at present we are only concerned 
with the methods of comparing different resistances with one 
another, and of expressing the resistance of a conductor in 
terms of a suitably chosen standard, this latter process being 
meant when we speak of measuring a resistance. 

26. The following measurements will be dealt with in this 
chapter : — 

(a) The measurement of resistances of ordinary value. 

(b) The measurement of very low resistances. 

(c) The measurement of very high resistances. 
{d) The measurement of liquid resistance. 

(e) The measurement of battery resistance. 

(/) The measurement of specific resistance. 

(£) The variation of specific resistance with temperature. 

(Ji) The variation of specific resistance with molecular 
change. 

(y) Fault testing. 

{k) The absolute determination of resistance, and constnic- 
tion of standards. 

27. Two of the methods employed in the measurement of 
resistances of ordinary value, and in the comparison of resist- 
ances which are nearly equal to one another, have already 
been mentioned in Vol. I. (p. 47). The first of these, the 
substitution method, is not susceptible of the same accuracy as 
the Wheatstone bridge method, and we will therefore pass it over 
in favour of the latter, the proof of which we will now proceed to 
give. Four coils. A, B, C, D, are connected together, as shown in 
Fig. 18. A galvanometer, G, is connected across one diagonal 
of the diamond-shaped figure from c to b^ and a battery across 
the other from a to d. If now the resistances are so arranged 
that when the battery circuit is closed and then the gal van 0- 
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meter circuit, there is no deflection in the galvanometer, the 
points c and b must be at the same potential. Hence the 
current in A will be the same as that in C, and that in B 
the same as that in D. Let <:i be the current flowing in A and 




Fig. 18. 

C, and C.2 that flowing in C and D. Also let «, h^ c, d represent 
the potentials at the corners of the figure, and A, B, C, D the 
resistances from a to c, a to b, c to d^ and b to d respectively. 
Then by Ohm's law — 

A = , C = - , B = , D = , 

Ci Ci c, c.^ 

1 ^ a ^ c c -- d y a — b b — d 

and c^ = — ; — = — : also Co= = 

A C ' B D 

But since there is no galvanometer deflection, the potential at 
c is equal to that at b, and « — r=a — /^ = Pi, while c ^ d = 

^ — // = Po. 



Therefore ^^ = ?? and ^ = -- 
AC B D 



Hence Pj = 



AP 



2 _ 



C 



B" 

BP, 

D 



A B 

It will be observed here that in order to calculate the resist- 
ance of any one coil, we do not need to know the resistances 
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of the other three, but only that of one of them, provided we 
know the ratio of the resistances of the other two. 

2&. An apparatus for measuring resistances according to this 
method, and known as the post-office resistance box, is shown 
in Fig. 19, and consists of three rows of resistance coils attached 




to brass blocks fi\ed on an ebonite plate, and so arranged that 
by placing a brass plug in between two blocks the coil between- 
them is short circuited The values of the coils and thi 
method of connection are shown in Fi;,'. 20, the lettering beinj 



the same as thai employed in Fig. 18. The coil to be measured. 
is connected from b to d, the galvanometer from !• to c, and the' 
battery from a to d. The coils from n to c and r to rf repre^ 
sent coils A and c in the other figure, and are known as th9 
latio coils or the proportional arms. The maximum pc 



Post-Office Bridge. 27 

limits to which the bridge could measure would be, for high 

resistances, when the arms were in ratio, ~ = , and B 

C 10,000 

had all the plugs withdrawn, giving 11,110 ohms; then — 

10 _ 11,110 
10,000 D 

or D = 11,110,000 

= 11 megohms practically ; 

and for the inferior limit, = ^^'^^^ ; then — 

C 10 

10,000 _ I 
10 " D 
or D = o'ooi ohm. 

ITie above measurements could not, however, be made with 
any pretence to accuracy, the practical limit of working of the 
above bridge being from about 01 ohm to a megohm. 

It will be observed, in Fig. 19, that a hole is drilled in the 
centre of each block to admit of a plug being inserted. This 
is exceedingly useful, as it allows of sets of coils being com- 
pared against one another, say the i, 2, 3, 4 against the 10, 
etc., and also it admits of a fall of potential down a known 
resistance being taken from the box. 

The wires of which the coils are wound consist, in the more 
expensive boxes, of platinum-silver, and in the cheaper forms, 
of platinoid, German silver, or manganin. They are adjusted 
so as to be correct at the temperature stated on the box. A 
hole is provided in the ebonite top for the insertion of a 
thermometer to measure the temperature of the coils. 

29. When making a measurement of resistance, if an exact 
balance cannot be obtained, the galvanometer deflections for 
resistances above and below the true value are taken, and the 
exact value of the resistance obtained by interpolation, as 
explained in Vol. I. 

In using a post-office box of coils, great care must be exer- 
cised in seeing that the plugs are fitting tightly into the holes, 
and make good contact. For this reason the metal part of the 
plugs should never be held in the hand, since a film of oil is 
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apt to get over the surface and affect the contact between the 
plug and the hrass blocks. 

lo. In order to minimize the effect of the plugs and reduce 
their number as much as possible, the form of bridge showm in 
Fig. 2 1 is sometimes employed ; this is known as the dial bridge. 
The coils in this form are arranged in four sets — units, lens, 
hundreds, thousands. The ten coils attached to each dial are 
all of the same value, and are in series with one another ; so 
that by means of one plug, one coil, or any number up to ten 

series, can he inserted into the circuit. This arrangement 



1 







for the inter-comparison of the coits nith one 
another, since the ten coils in series in one dial shoidd equal 
the first in the next above it. 



The Metre BRinr.E. 
desired to compare the resistances of two coil^ 
wn resistance in termi 



31. If it 
or to determine the value of a 
of that of a standard coil, the most satisfactory and accurat 
method to adopt is to compare the resistances on the wire -^* 
metre bridge. 

In this apparatus, so called because the wire employed 
usually I metre in length, the ratio of the resistances require 
is obtained in terras of the ratio of two parts of the bridge 



r 



Metre Bridge. 2g 

The theory of the iiisIruQient is the same as that of the Wheat- 
stone bridi^e just described, the wire taking the place of the 
proportional arms in that arrangement. A rough outline of 
the method of using the wire bridge has already been given 
in Vol. I.,^ which contains a description of an apparatus 



capable of giving results sufficiently accurate for most com- 
mercial purposes ; for more accurate work, however, such as 
kl die standardization of coils, etc., a more carefully made and 
H|»elaborate apparatus is required. The following is the descrip- 
■ Hon of such a bridge, which has been designed by the author 



1 J3a^~' 



©inr^" 




for his own laboratory, and in which there is a special com- 
inutating device for interchanging the coils without having to 
tmploy mercury contacts, designed by the author's colleague, 
Mr, S. Joyce. 

Fig. 33 gives a general view of the bridge, while Figs. 23, 
24, and 25 give dimensioned sk-etches of various parts. 

The base of the instrument is of teak, and the copper con- 
ductors are fastened to it by screws which pass through 
ebonite washers, thus completely insulating them from it, while 
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allowing the whole of the bridge to be taken to pieces in a 
very short time for cleaning. The scale, which is of boxwood, 
is also insulated from the base by pieces of ebonite. 

There are in all four gaps in the bridge for the insertion 
of coils, these are shown in A, B, C, D (Fig. 23), the coils, the 
ratio of whose resistances is required, being placed in the gaps 




B and C ; then, when the copper connecting arm A, is turned so 
as to connect terminals (1) and (3), and the arm Aj connects 
(4) and (6), the resistance in the gap B is next to that in gap A, 
and the resistance in gap C is next to that in gap D. But by 




simply swinging the arms round so as to connect (2) and (3), 
and (4) and (5), the coil in C is next A, and that m B is next D, 
or the coils B and C ha\e been interchanged with respect to' 
the other conductors in the bndge '1 he rotating arms A, and 
A.J make contact with large terminal screws, so that the contact 
resistance is small, also the time occupied in making the change 
over is ^ery small Ihe galvanometer is connected to the 
blocks to which terminals (3) and (4) are attached, one of the 
battery terminals is connected to the terminal on the central 
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small block between B and C and marked b, the other being 
attached to the sliding contact. 

The bridge wire is not soldered at its ends to the copper 
bars, but clamped by means of small copper plates screwed 
down on the copper bars. 

The details of the sliding contact are shown in Figs. 24 and 
25. The tapping contact slides along a brass rod, | inch ex- 
ternal diameter, and can be clamped tightly to it by means of 
the small set screw S, the final adjustment being made by 
means of the micrometer screw M, which moves the whole rod. 

A wooden cover encloses the whole bridge when not in use, 
thus keeping it clean and protecting it from damage. Also on 
the inside of the cover is pasted the calibration curve of the 
stretched wire. 

32. Calibration of a Bridge Wire, — Before describing the 
methods of comparison of resistances on a wire bridge, w^e 
must first consider the various sources of error likely to affect 
such a measurement. 

The method of comparison is essentially the determination 
of the ratio of the resistances of the two coils in terms of the 
resistances of two portions of a stretched uniform wire. If the 
wire is uniform, and has the same physical properties through- 
out its length, then the resistances of the portions will be 
directly proportional to their lengths. This is the first -assump- 
tion, and a set of experiments made with a view to discover 
whether or not it is warranted, is usually termed the calibration 
of t/u bridge wire, 

33. The first method of calibration to be described is a 
modification of that due to Mattheissen and Hock in. ^ Two 
coils, A and B (see Fig. 26), of equal resistance, which should be 
about twenty times that of the wire, are placed in the outer gaps 
of the bridge. Two other coils of resistances, Rj and Roj 
differing from each other by about y^ per cent., are placed across 
the inner gaps, the galvanometer and battery being connected 
up in the usual way, a balance is obtained at some point, B,, 
on the scale. A small known resistance, r, is then inserted 

' See Report of Electrical Standards Committee of British Ass., 1864, 
Appendix C. 
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in series with A, and the balance is altered to some point, B^. 
A 4- ;- and B are then interchanged, and a third balancing 
point, B3, is obtained. Then, if the resistance of the bridge 
wire and end contacts is represented by w, and the length of 




B2 B3 B. 

Fig. 26. 



the bridge wire between B^ and B3 in millimetres by /, it can 
be shown that the resistance of the part B^Bg of the wire is 
equal to — 

^^^(A + B + «, + ;■), 
and the resistance per millimetre of this part of the wire equals — 

w^i"- + ^ + " + '■^- 

In order to proceed with the calibration of the wire, the value 
of /' is gradually increased, and so the balance is obtained at 
various parts of the wire. To get the value of (A + B+-7i/+/'), 
the coils Rj and R2 should be disconnected, also the battery 
and galvanometer, and the resistance between P and 1^ 
measured on a post-office bridge in the usual way. A table 
giving resistance per millimetre, at various parts of the wire, 
may be made, and a calibration curve plotted from it with 
resistance in ohms per millimetre for ordinates, and scale- 
divisions for abscissae. 

34. Calibration of a Wire by fall of Potential — The second 
method of calibrating a bridge, or any other wire, is a fall of 
potential method. A steady current from a secondary battery, 
with resistance in series with it, is sent through the wire to be 
calibrated, the current being kept small in order to prevent any 
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T^Berious heating in it, which might alter its resistance. The fall 
of potential along the wire is then proportional to its resistance ; 
so that by comparing the P.D.'s per centimetre run of the wire, 
we get a series of numbers proportional to the resistance 
per centimetre of the mre. 

In order to tap the wire at points i cm, or other convt:nient 
distance apart, the following arrangement is adopted, Tivo 
small thin brass or copper plates are attached to two separate 
I small rectangular blocks of ebonite or wood well boiled in 
I paraffin (see Fig. 27). The brass springs are attached so as 
I to project over the ends of the ebonite blocks. To the under 
I surface of the brass plates are soldered short straight pieces of 

rWout platinoid wire, which have been filed to fonn knife-edges. 
These small block'; are laid on the bridge in such a way that 




the platinoid knife-edges press on the wire, the pressure being 
maintained by the springs to which they are soldered, and the 
ends of the knife-edges projecting on to the scale indicate 
their position on the wire. The two blocks are then arranged 
at a suitable distance apart on Che wire, and are clamped in 
position by means of a small wooden clamp. The galvanometer 
is connected to the terminals attached to the brass springs, and 
should have a high resistance compared with that of the length 
of wire experimented upon, so as not to sensibly atfect the 
potential difference by the current which it takes ; the galva- 
nometer must have been previously calibrated, since the values 
of the P.D,'s are to be deduced from its deflections. 
I The apparatus is connected up as shown in Fig. 18, The 
secondary battery, B, is connected to the ends of the bridge 
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wire through a regulating resistance, R, and a key, K. Starting 
at one end with the tapping contacts, deflections are obtained 
for every centimetre length of the wire The first reading should 
be repeated frequently, to test for constancy in the current flowing 
through the wire. The readings obtained in this way give us 
a means of calibrating the wire relatively to one of the centi- 
metre lengths. If the calibration is required to be absolute. 



B 



K 
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Fig. 28. 



that is, to determine the ohmic resistance per centimetre of 
the wire, a standard resistance of -j^, y^, or y~7 o^^"" "^"st 
be included in series wuth the wire during the test, and the fall 
of potential between its ends measured on the galvanometer, 
thus enabling the ohmic resistances of the sections of the 
wire to be calculated from the deflections produced by them. 
The results should be tabulated thus — 



Part of wire under test. 



Galvanometer deflection. 



The sum of all the deflections represents the deflection that 
would have been obtained if the galvanometer had been con- 
nected to the ends of the bridge wire. 
J5. The calibration curve is obtained by plotting the lengths of 
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the bridge wire as ordinates against the sum of the deflections 
obtained from the commencement to the end of these given 
lengths as abscissae. Thus the ratio of the length of the 
abscissa at any part of the curve to the total length of the 
horizontal scale minus that length, will be the ratio of the re- 
sistances of the two portions into which the wire has been 
divided at that point. Thus let Fig. 29 represent such a curve, 
and let the sum of all the deflections come to 865. Then, if 
the balance on the wire came at 500 in a metre bridge, the 
ratio of the other resistances is not -ff^, but f^, on account of 
the inequality of the wire, 400 being the length of the abscissa 

JOOO 



I 



I 



^ 




Deflections 



865 



Fig. 39. 

at the 500 point, and 465 is the total length of the horizontal 
scale minus the abscissa, or 465 = (865 — 400). 

Such a curve having been drawn for a bridge wire, it may be 
pasted on a wooden board and kept beside the bridge, and 
when a measurement is made on the bridge, the effective lengths 
of the two portions of the wire on either side of the balance 
point are obtained from the curve, instead of taking the actual 
lengths as determined from the scale over which the wire is 
stretched. In all experiments like the above the hand must 
not be brought near the contacts, as thermo-electric currents 
will be set up which will interfere with the results. To make 
quite sure that no such effect is taking place, the battery circuit 
^ ^ should be broken at K (see Fig. 28), when, if there is no 

I disturbing effect in the tapping circuit, the galvanometer needle 

1 ihould remain at zero. 
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36. The following are the data obtained in the calibration 
of the wire of a metre bridge, the sensitiveness of the galvano- 
meter being such that a variation of the distance between the 
tapping-points of i mm. represented a variation of about six 
scale-divisions on the galvanometer scale : — 



Tapping-points. 


Galvanometer 
deflection. 


Sum of deflections. 


{centimetres}. 






0-6 


418 


418 


6-1 1 


336 


754 


11-16 


337 


IO91 


16-21 


336 


1427 


21-26 


335 


1762 


26-31 


330 


2092 


31-36 


330 


2422 


36-41 


330 


2752 


41-46 


338 


3090 


46-51 


335 


3425 


51-56 1 


336 


3761 


56-61 


336 


4097 


61-66 


337 


4434 


66-71 


337 


4771 


71-76 


337 


5108 


76-81 


325 


5433 • 


81-86 


334 


5767 


86-91 


330 


6097 


91-96 


335 


6432 


96-100 


251 


6683 



Fig. 30 represents the curve drawn from the above data. 

In this case it will b6 seen that if balance was obtained at 
the middle point on the wire, instead of the resistances being 
equal they would be in the ratio of — 

33^o_ 3360 _ I'oi 
6683 - 3360 ~ 3323 ~ I 

In the following modification of the last method of calibrating 
the wire, which, if not so accurate, has the advantage of being 
simpler and of not requiring any special tapper, the sliding 
contact of the bridge is itself used as a movable contact-piece, 
the other contact being fixed permanently to one end of the 
bridge wire. Fig. 31 shows the connections of the apparatus. 
The battery B, with a large resistance, R, in series with it, is 
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connected to the ends of the wire XY through the key K. One 
terminal of the galvanometer is connected to X, while the other 
goes to the movable contact-piece P of the bridge. Readings 
are taken with the contact-piece P at various positions between 
X and Y, say every centimetre, until the middle point of the wire 
is reached, when the wire from the galvanometer is disconnected 
from X and connected to Y, the readings being then continued 
until P reaches Y. The object of changing the galvanometer 
terminal from X to Y when half the wire has been calibrated is 
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Fig. 31. 



in order to allow larger deflections to be obtained on the 
galvanometer, since the maximum P.D. at the terminals of the 
tapping circuit will then be half the total fall down the wire, 
whereas, if the change had not been made, the total P.D. at the 
tapper and down the wire would have been the same. The 
change of course alters the direction of the current in the 
galvanometer, unless a reversing key is placed in its circuit. 
The results are tabulated thus — 



Distance, XP. 



Galvanometer deflection. 



Wire Calibrahoti. 



iO 



From this table the deflections corresponding to equal 
lengths of the wire may be calculated, and the result plotted 
graphically, as in the last case. The remarks on thermo-electric 
effects at the tapping-point apply equally to this method, and 
the test for such an effect should be applied between each pair 
of readings. If such an effect persists it must be allowed for 
by adding or subtracting the deflection produced by it from 
the deflection when the current is flowing in the wire, according 
as it acts against, or with, the main effect. 

The galvanometer deflections are supposed to be propor- 
tional to the currents flowing through it ; the instrument must 
be calibrated, however, and, if necessary, corrections applied 
from its calibration curve, should it not be a straight line. 

37. The following numbers were obtained in calibrating a 
wire according to the above method. On account of a deflec- 
tion due to thermal currents in the conductors a correction had 
to be applied to each reading. 



Distance along 


Deflection due 


Deflection on 


Corrected 


Deflection per 


XY 


to thermal effect. 


tapping. 


deflection. 


10 cm. 


O-IO 


— 10 


+34*5 


35'5 


35*5 


0-20 


-1.5 


+685 


700 


35*5 


0-30 


— 20 


+ 103-5 


105-5 


34-5 


0-40 


— 2*0 


+ 139*5 


141-5 


360 


0-50 


-30 


+ 175-0 


178-0 


36-5 


100-90 


-5*5 


+29*5 


350 


35-0 


100-80 


-4*5 


+64-5 


69*0 


34-0 


IGO-70 


-4*5 


+990 


103-5 


34*5 


100-60 


-4*5 


+ 134-5 


139-0 


36-5 


100-50 


-3*5 


+ 171-5 


175-0 


36-0 



From these numbers the following table can be calculated 
from which the curve is plotted (see Fig. 32), a previous 
experiment having shown that the galvanometer deflections 
were proportional to current : — 
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Part of wire. 


Deflection. 


O-IO 


35*5 


0-20 


70*0 


0-30 


105-5 


0-40 


141-5 


0-50 


1780 


0-60 


214-0 


0-70 


250*5 


o-«o 


2850 


0-90 


3190 


0-100 


354*0 



(w) 



s 



&0 



'OO 

09 






I 



^tCO 



50 too. ISO 200 250 500 350 

Galvanometer Deflections 
Fig. 32. 



38. Correction for tlie Contacts at t/ie Ends of tlie Wire and i 
End- Pieces of the Bridge, — In bridges where the wire is solder< 
at X and Y, or as in Fig. 23, where it is clamped by copp 
clamps, if the contact is not good a small resistance is inti 
duced at each end of the wire in addition to the resistance 
the copper end-pieces, which practically lengthens it. T 
value of the resistance thus introduced is best determined 
terms of a length of the wire, and the correction is applied 
such. One method of determining this is to insert kno^ 

resistances R, and R^ in the gaps ; the ratio of ^ should 

Ra 
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large. Let the balancing-point be B„ and let the distance 
XB, = A'l, also let the length XY = /, 0-1 = resistance at the 
end, X and o-g = resistance at the end Y, expressed in terms 
of a length of bridge wire. Having got a balance, R, and 




Rj are interchanged, and a second balancing-point, Bg, is 
obtained, let XB2 = x^. Then — 

R, X^ + CTi 



and— 



(I) 



(2) 



R«2 (^ - Xy) + 0-2 

Ri (^ — x^ + o-._, 



R. 



^2 + o-i 



Calling the ratio ^ = K, we get — 

K2 

K(jr2 + o-i) = / — X2 + 0-. 
j^(a:i + o-,) = / - a:, + 0-2 

^Mience subtracting we get — 

__ JCj -f- K(jCi — jx:^) — K^Jt'2 

In a similar manner we get — 

__ K(^2 — -^i) — ^(i — R"^) + -^'2 — K-^Ji', 



(To = 



I - K*^ 



We thus have the effects of the end resistances expressed in 
terms of the effective lengthening which they produce on the 
bridge wire. In making the above measurement it is assumed 
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that when taking the bridge wire readings corresponding to the 
ratio of the resistances Rj and R2, allowance is made for any 
irregularity in the bridge wire by the aid of a previously 
determined calibration curve. 

39. The following data were obtained in order to determine 
the resistances of the side-pieces and end-contacts in a metre 
bridge : — 

Rj was a standard coil of 100 ohms resistance, 
R2 was a standard coil of 10 ohms resistance. 

The temperature at which the measurement was made was 
15*5° C, and was that at which the coils were correct. 

The first balance on the wire was obtained at 91*15 cm. 
The second balance, after interchanging Ri and Rg, was at 
8*90 cm. 

__ 91*15 + 10(91*15 — 8*90) — 100 X 8-90 
Hence 0-1= 



I - 10' 



s= 0*23 cm. 



and 0*2 = 

= 0*28 cm. 



10(8*90 — 91*15) — 100(1 — 10^) + 8*90—10^ X 91*15 



I — 10' 



40. Fall of Potential Method of finding the End Resistances on 
a Metre Bridge, — The following method may be employed 
instead of the last, in order to determine the resistances of the 




Fig. 34. 



ends of the bridge. The bridge wire is connected in series 
with a battery b of constant E.M.F., and a large resistance R 
(see Fig. 34). The galvanometer G has one of its terminals 
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connected to one of the bridge side-pieces and the other to the 
movable tapping-contact, and its sensitiveness is so adjusted 
that when the tapping-point Bi is about i cm. from the end of 
the wire a large deflection is obtained. Galvanometer readings 
are taken with the tapping-point at Bi, Ba, etc., points about 
0*1 cm. apart. The first reading should from time to time be 
repeated in order to test the constancy of the current in the 
wire. A similar set of readings are taken with the galvano- 
meter, at the other end of the wire. 

If curves are now plotted with the galvanometer deflections 
for ordinates, and the tapping-points as abscissae, they will be 
found to run as shown in Fig. 35. The curve obtained does 



Deflections 



a 



^ 



TappUtd Points 



Fig. 35. 



not run to zero, but to some point, a, on the vertical scale ; this 
is on account of the resistance of the end-contact. If we 
project the curve backwards till it cuts the horizontal axis at ^, 
then the length o;3, measured on the same scale as the hori- 
zontal axis to the right of the zero, represents the length of 
bridge wire which would have the same resistance as that of 
the end-contact. 

This method will be found very convenient, and its accuracy 
depends on the number of readings taken at each end of the 
wire. 

41. To determine the resistances at the ends of a bridge wire, 
the following data were obtained from the calibration of a 
centimetre of wire at each end of the bridge by means of the 
fell of potential method : — 
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I. Left-hand end of wire — 



Division of wire. 


Galvanometer 
deflection. 


centimetre. 




O-O'I 


86 


0-0'9 


78 


0-0-8 


72 


0-07 


65 


o-o'6 


56 


o-o*5 


50 


0*4 


42 


0-0-3 


36 


0-0*2 


29 


0-0 I 


22 



II. Right-hand end of wire — 



Divi^on of wire. 


Galvanometer 
deflection. 


centimetres. 




99*0-100 


92 


99-1-100 


82 


99-2-100 


74 


99-3-100 


65 


99-4-100 


55 


99-5-100 


47 


99*6-ioo 


38 


99*7-100 


30 


99'8-joo 


22 


99*9-100 


13 


99-95-100 


8 



The curves drawn from these data are shown in Figs. 36 
and 37. 

42. The Tapping Error, — A source of error is sometimes 
introduced into bridge measurements on account of the pointer 
which indicates the position of the tapping knife-edge on the 
wire, not being situated immediately above the knife-edge, but 
a little to one side or other of it ; this is known as the tapping 
error, and may be eliminated by obtaining two balances with 
the coils interchanged. Thus let R and x in Fig. 38 repre- 
sent the two coils whose resistances are to be compared. Also 
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let Bi represent the balancing-point, as indicated by the pointer 
attached to the tapping-key, and let the true point of contact of 
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the knife-edge be at a distance t on the Y side of B,. Then — 

R __ XBi -f T 

■^"/-(XB/.f-T) 

is the length of the bridge wire XY. 




On interchanging the coils R and .r, a second balancing- 
point, B2, will be obtained, and — 

R _ / -- ( XB, -f r) 

x^ XB -f T 
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By adding together the numerators and denominators of these 
two equations, we get — 

R__XBi + /- XR, 
x" l" XBi-t- XB2 

An expression which, it will be noticed, is free from t. So, by 
taking the mean value of the resistance of the coil x in the two 
positions, the tapping error, if any exists, will be eliminated. 

43. The ThermchElectric Effect, — When a metre bridge is 
connected up to measure the resistance of a coil, the circuit 
may include several junctions of dissimilar metals where thermo- 
electric effects might occur. There are always the contacts 
between the stretched wire and the copper end-pieces ; and if 
the wire to be measured is not of copper, it will also introduce 
two such junctions ; besides these, there is the junction between 
the wire and the tapping knife-edge. Should these junctions 
be at different temperatures, thermo-electric currents will be set 
up in the network which will disturb the balancing of the 
resistances. The tapping-point is one of the most likely places 
for such an effect to occur, since it is liable to get heated by 
radiation from the hand ; it is therefore advisable to work the 
tapper by means of a long ebonite rod, so as to keep the hand 
as far as possible from the point of contact. The whole of the 
bridge should be kept as far as possible at the same tempera- 
ture, and thus minimize as far as possible the thermo-electric 
effects at the other junctions. It must, however, be borne in 
mind that the passage of the testing current itself will tend to 
produce differences of temperature at the various junctions on 
account of the reversible Peltier effect ; it should therefore be 
kept small, and only allowed to flow for as short a time as 
possible. The presence of thermo-electric effects may easily 
be observed by opening and closing the galvanometer circuit, 
the battery being disconnected ; if any deflection is obtained it 
must be due to thermo-electric currents. If these effects are 
present they may be allowed for by taking the deflection due to 
the thermo-electric currents as the true zero on the scale, and 
balancing so as to obtain that deflection. A more satisfactory 
method is to reverse the battery current, and take two readings 
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for each position of the coils, since in one case the thermo- 
electric effects will act with, and in the other against, the battery 
current, so that the mean of the two results will be free from 
this error. In order to diminish as far as possible any thermo- 
electric effect at the tapping-point, the galvanometer may be 
replaced by the battery in the tapping-circuit ; any such effect 
then will only increase or decrease the battery current, and the 
balancing-point is independent of the current. An objection 
sometimes urged against this method is, that local heating might 
occur at the point of contact between the tapping knife-edge 
and the wire, and so injure the latter ; this, however, is very 
unlikely, on account of the very small value of the bridge 
currents employed. There is, however, one point that must be 
borne in mind if this method is adopted, namely, that if there 
is self-induction in the circuit whose resistance is being 
measured, the galvanometer connection must not be made 
until after the battery circuit has been closed, otherwise a 
swing will be obtained on the galvanometer, due to the back 
E.M.F. of self-induction, which might be mistaken for a want 
of balance. This effect is only instantaneous, and occurs at 
the moment of making or breaking the battery circuit. 

44. Sefisitiveness of the Wheatstone Bridge, — In Vol. I. the 
student, when making measurements of resistance with the post- 
office bridge, would find out the best arrangement for the arms 
of the bridge, experimentally. It can, however, be shown 
mathematically ^ that the bridge is most sensitive when all four 
arms are of equal resistance, and the battery and galvanometer 
resistance each equal to that of one of the arms. This arrange- 
ment is, of course, not always practicable, nor can we always 
manage to have the battery and galvanometer resistance 
variable. Generally speaking, the galvanometer will be wound 
with two coils, one of high resistance and the other of low 
resistance ; the unknown resistance may, however, have a value 
halfway between these. When this is the case, it can be 
shown* that the best arrangement for the bridge is to connect 
the battery or galvanometer — whichever has the higher 



* See Gray's "Absolute Measurements," vol. i. p. 331. 
2 Sec Kemp's " Handbook of Electrical Testing," p. 19$. 
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resistance — across from the junction of the two higher resistances 
in the bridge arms to the junction of the two lower resistances. 

In the wire bridge, for maximum sensitiveness, the wire 
should have twice the resistance of the coil to be measured. 
In general, the wire has a low resistance, but this can be 
increased by placing equal resistances in R3 and R4, thus 
virtiKilly lengthening the wire, the resistances R3 and R4 being 
expressed either in ohms or in terms of so; many centimetres of 
bridge wire. By employing an arrangement of this kind, the 
sensitiveness of the bridge is greatly increased, but, at the same 
time, the range of resistances capable of being compared is 
very much smaller, since the arrangement is equivalent to a 
bridge wire, perhaps ten or a hundred times the length of the 
bridge, but of which only a small portion in the middle is 
available for tapping on. 

The resistances R3 and R4 are generally wound on the same 
bobbin, so that they are both subject to the same temperature 
variations, and therefore the ratio of their resistances will 
remain constant. 

It may be found convenient to make a set of coik of this 
kind for use with the bridge, one pair of 10 ohms each, one of 
100 ohms, and one of 1000 ohms, the resistances being carefully 
marked on them in terms of centimetres of bridge wire. 

45. In making a measurement of resistance, after obtaining a 
balance, the tapping-key should be displaced until a deflection 
on the galvanometer is just noted; this gives a practical test of 
the sensitiveness of the arrangements, and may be expressed as 
so many scale-divisions deflection per millimetre of bridge wire. 

46. Measurement of Temperature, — One of the most im- 
portant precautions necessary in an accurate comparison of 
resistances is that required in the measurement of temperature. 
The temperature of each of the coils employed must be 
accurately known ; this is liable to alter, both on accoimt of 
the coil being above or below the temperature of the surround- 
ing space, and on account of the heat generated in it by the 
testing current. This latter cause of heating may be reduced 
to a minimum by keeping the testing current small, and by 
on\y allowing it to flow for very short intervals of time. 
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In cases where the testing current might cause an alteration 

of temperature of the coil, an estimate of the amount may be 

made if we know the value of the current employed. Calling 

C the current in amperes flowing in the coil, and R its resistance 

in ohms, the energy expended in the coil per second which 

causes heating equals C^R ; this produces a rise of temperature 

of the wire, which continues until the rate of loss of heat by 

cooling equals the rate of production. The heat lost per 

second by cooling being represented by (// — A°)SK, t^ 

and t^ are the temperatures of the space outside the wire and 

the wire itself respectively, S the surface from which the 

radiation takes place, and K a constant depending on the 

radiating surface, the construction, and surroundings of the coil, 

and represents the number of units of heat dissipated per square 

centimetre per second per degree excess temperature. 

47. It is almost impossible to give data for K, since it 
depends so largely on the construction of the coil, and should 
be determined experimentally from a cooling curve. The 
following numbers are given by Dr. St. Lindeck* for a 
raanganin standard coil immersed in paraffin oil, similar to 
that described in par. 125 : — 



■r- 



Excess temperature 
of wire. 


K. 


11° c. 

6*7° 
25-0° 
44-0° 


0'0022 
0*0035 
0*0048 
0*0055 



I 



I 



In order to insure constancy of temperature of the space 
round the coil, it should be immersed in a vessel of paraffin oil, 
which latter may be jacketed by a much larger vessel of water, 
the oil being kept constanriy stirred, and a thermometer placed 
in it to register the temperature. 

In cases where the coil has to be kept at 0° C, it is usually 
an:anged so that it may be placed in a vessel, and packed round 

* See Electrician^ vol. xxxvi. p. 509. 
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with melting ice. Even this, however, is not always sufficient 
to insure a temperature of o° C, since heat is liable to be 
conducted to the coil from the outside along the heavy copper 
connecting wires. 

This uncertainty in measuring the temperature is a strong 
argument in favour of adjusting standard coils to a temperature 
near or a little above that of the average temperature of a 
room, in which case the standard temperature can almost 
always be reproduced. 

48. In cases where the temperature of a coil requires to be 
adjusted and kept constant for some time at different values, 

the most convenient method is to employ 
some form of automatic gas regulator or 
"thermostat." This may take various 
forms, but that devised by Ostwald, which 
the author uses in his laboratory, is per- 
haps the most satisfactory. In this instru- 
ment the expansion of some liquid is 
employed to regulate the gas-supply to the 
Bunsen burner. 

The liquid is contained in a long thin- 
walled glass vessel (a test-tube answers 
very well), which is immersed in the water 
in the outer jacket of the heating vessel ; 
this is connected to the side tube of a 
U-tube by means of a long small-bore glass 
tube (see Fig. 39). In the bottom of 
the U-tube there is placed a little clean 
mercury. The gas-supply enters by a glass tube, which slides 
through a cork in the other limb of the U-tube, the end o( 
the glass tube being cut off at right angles to the axis of the 
tube, the gas to the burner escaping through the side tube. 

To set up the apparatus, the test-tube and connecting tube 
are filled w^ith petroleum, and connected to the U-tube by 
means of a small piece of rubber tubing ; the cork c is then 
removed, the space above the mercury filled with petroleum, 
and the cork replaced, care being taken not to admit any air 
into the tube. As the temperature rises the petroleum expands, 
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and forces the mercury up to the open end of the gas inlet 
tube, thus diminishing the gas-supply, and lowering the Bunsen 
flame. The temperature at which this regulation takes place 
may be altered by sliding the gas-supply^ tube further in or out 
of the U-tube. When working properly, the temperature may 
be regulated to a fraction of a degree, and maintained at that 
temperature for many hours. 

The sensitiveness depends, to a certain extent, on the 

diameter of the U-tube, and Ostwaldt gives 3 mm. as the best 

size. The author, using a tube of half-inch bore, has 

succeeded in maintaining a temperature constant to half a 

degree Centigrade. The temperatures with which this regulator 

may be employed cannot be very high, on account of the low 

boiling-point of petroleum ; if a high temperature is required, 

the petroleum may be replaced by a ten per cent, solution of 

calcium chloride. 

In addition to the regulator the Bunsen burner should be 
provided with a by-pass, so as to relight the gas in the event of 
its being shut off at any time by the regulator ; the flame of the 
Bunsen should also be protected from draughts and air-currents 
by a small metal screen. 

49. All thermometers employed in the measurement of the 
temperatures should be graduated to y^^^ C, should be com- 
pared with a standard thermometer, and, if necessary, correc- 
tions applied to their readings. 

50. When the final tests are being made, no two successive 
tests should be made with a smaller interval of time than a 
quarter of an hour between them, in order to allow the coils to 
settle down to a steady temperature. 

51. Resume, — In making an accurate measurement of the 
^1 resistance of a coil by means of a wire bridge, a rough measure- 
ment is first made to determine approximately what its value is. 
Then, if necessary, the resistances R3 and R4 of the proper 

-j magnitude are placed in position, and a standard resistance 
A chosen, which is, as nearly as possible, equal in resistance to 
' the unknown coil. The galvanometer coil most suitable is 
chosen, and connected to the bridge in the manner described 
previously. A balance is then obtained, the battery current is 
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reversed, and a second balance got, thus correcting for any 
thermo-electric effect. The standard coil and the unknown are 
then interchanged, and a third balance obtained, this reversal 
eliminating the tapping error if it exists, a reversal of the 
battery current, and a fourth balance again eliminates thermo- 
electric effects. The resistance in each case should be calcu- 
lated, the effective lengths of bridge wire, as taken from the 
calibration curve, being used, and the correction made for the 
resistances of the contacts at the ends of the wire. The mean 
of these determinations is taken as the true resistance of the coil. 
The resistances of the standard and R3 and R4 are, of course, 
corrected for temperature before making the calculation, and 
the temperature at which the measurement is made is carefully 
taken. 

52. The following data were obtained in the accurate 
measurement of a resistance. 

A preliminary determination of resistance proved that the 
resistance to be measured was approximately too ohms, and 
the bridge wire having a resistance of 1*738 ohms, coils 
of resistance, approximately 100 ohms each, were introduced 
at either end of the bridge wire. These were as follows: 
R3 = 101*76 ohms = 5855*00 cm. of bridge wire, and R4 = 
101*56 ohms = 5843*50 cm. of bridge wire; these being of 
manganin, as well as the bridge wire, they had no appreciable 
temperature correction. A previous measurement had shown 
the end resistances of the bridge to be respectively a = 0*23 
cm. of bridge wire, and ^ = 0*28 cm. of bridge wire. The 
bridge wire was uniform. The standard resistance of 100 
ohms balanced against the coil was correct for a temperature 
of 15*5° C, and was of platinoid. 

Temperature of coil during experiment = 22*0° C. 
Therefore the true resistance of standard = 100*169 ohms. 



First lalancing-point 19*60 cm. 

Balancing-point with current reversed • 19*60 

Interchanging coil and standard, balance 70*30 

Reversing current, balancing-point 70*30 



I 
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Hence (i) 



(2) 



The Carey Foster Bridge, 

^ ^ 100-169 (5843*50 + 0-28 + 80-40) 
(5855*00 + 0-23 + 19-60) 
= loi'oi ohms @ 22° C. 
^ ^ 100-169 (5855-00 + 0-23 4- 29-70) 
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(5843*50 + 0-28 + 70-30) 
= 101-04 ohms @ 22° C. 

Therefore the mean value is :r = 101*02 ohms @ 22° C. 

The Carey Foster Bridge. 

53. The method of using the wire bridge due to Professor 
Carey Foster is specially applicable to the measurement of 
low resistance, since the resistance to be measured is ex- 
pressed in terms of a certain length of the bridge wire. One 
advantage of the method is that it is independent of the 
contact resistances at the ends of the wire; it, however, 
assumes that the bridge wire has been carefully calibrated. 

The connections for this method of using the bridge are 
shown in Fig. 40. In the two middle gaps of the bridge are 




placed two coils, A and B, of known resistance, nearly equal 

A 
I to one another, and such that the ratio of -^ does not differ 

I from unity more than does the ratio of x to the resistance of 
' the bridge wire. A and B may with advantage be wound on 
the same bobbin, so that they are both subject to the same 
temperature changes. The coil x represents the resistance to 
he measured, while D is a thick copper strap of negligible 
resistance. The connections are made as shown, and a balance 
is obtained at some point, B^, on the wire. The coil x and tU^ 
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sirap D are then uilerchanged, and a balance is agai 
some othtT point, B;. 'I'hen we have — 



where / is the length of X\' : 



From (i) and (2) we gel — 



XB, 

c + (/-XB,) 



X - XB, - XB, 
or is equal in resistance to that part of the wire between the 
t>vo balancing-points, the value of which may be got from a 
measurement of the resistance of the whole wire, and from the 
calibration curve; the resistance of XB, — XBj bearing 
same ratio to resistance of XY as the deflection produced b] 
the fall of potential between B, and Bj does to the sum of d 




the deflections obtain 
(see par. 34). 

5^1. The above method of using the wire bridge is specially 1 
wse/uJinromparing standard coils, or in standardizing resistance 



Standardising Resistance Coils. 
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coils, since the difference in the resistances is then very small. 
A special form of bridge for comparing coils is shown in Fig. 
41, and was described by Mr. F. H. Nalder in the Physical 
Society, 1893.' It consists of an ebonite base, on which are 
fixed thick copper bars with mercury cups at their ends. The 
connections being as shown in Fig. 42, AA' and BB" are 




I Connected to two coils of equal resistance wound on (he same 

Ifflbbin. The standard coil is connected to IL, and the coil 

I to be compared with it to JJ'. The bridge wire, which is very 

f short, is mounted on an ebonite plate, and is detachable from 

the rest of the apparatus, so that various wires of different 

Wsistances may be used as occasion demands ; it is connected 

' See Eleelrician, vol. xxxi. p. 241. 
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to HHi. The commutator for interchanging R and X consists 
of a circular ebonite plate, rotating about a vertical axis, to 
which the copper connectors, which dip into the mercury cups, 
are attached, a spring keeping them pressed down into the 
cups. When it is desired to interchange the coils, the plate 
is raised, then rotated through i8o° and lowered. The whole 
instrument is very compact, and the short bridge wires greatly 
reduce the labour of calibration. 

55. Standardization of a Coil by tlie Carey Foster Bridge, — 
In order to standardize a coil of resistance, say i ohm, by 
means of this method, two coils of approximately equal re- 
sistance, which should be about i ohm, are attached to AA'' 
and BB', a standard i-ohm coil is connected to IL, and 
the coil to be standardized to connected to J J'; a bridge wire 
of low resistance, the value of which is known, and which has 
been carefully calibrated, is used. The battery and galvano- 
meter connections are made, and a balance is obtained at some 
point on the wire. Should it be found impossible to get a 
balance on the wire, then the resistance of the unknown coil 
must differ from that of the standard by an amount greater 
than the resistance of the bridge wire, and the coil must be 
removed and roughly readjusted until a balance can be obtained 
on the wire. The position of the standard and unknown coil 
is then interchanged, and a fresh balancing-point obtained on 
the wire. The resistance of the bridge wire between the two 
balancing-points represents the difference in resistance between 
the standard and unknown coil, and can, as previously stated, 
be determined from the resistance of the whole length of the 
wire and the calibration curve. 

In making such a comparison, all the corrections employed 
in making a measurement with the meter bridge equally apply. 
It will be noticed that it is not necessary to know the re- 
sistances of the two middle coils, or even their ratio, pro- 
vided the latter keeps constant during the measurement, 
and for this reason it is usual to wind them together on a 
single bobbin, so that temperature changes will affect both 
equally. 

^(>, The following experiment was made to determine the 
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resistance of a piece of copper wire 64 cm. long and o'ti4 cm. 
diameter. 

The coils A and B were standard i-ohm coils of platinoid, 
both at the same temperature, which was also the temperature 
of the rest of the apparatus and of the copper wire, viz. 21*5° C. 
D consisted of a very thick strap of copper, the resistance of 
which was negligible. 

First balance 50*18 cm. 

Balance with current reversed 50'i4 

Resistances interchanged balance ... ... 49'6o 

Balances with current reversed 49*59 



»» 



Mean balance in first case 50*16 cm. 

Mean balance with coils interchanged 49 '59 



Difference ... ... ... ... ... 0*57 



»» 



»» 



The resistance of the wire was therefore equivalent to the 
resistance of 0*57 cm. of the bridge wire. This resistance had 
previously been determined to be 1738 ohms, and the wire 
being of manganin, the temperature variation of resistance is 
negligible. The ratio of the resistance of the part of the bridge 
wire between 49*59 and 50*16 to the resistance of the whole 
wire, was found from the calibration curve to be the ratio of 
36 to 6683. Hence the resistance of the copper wire is — 

__ 1738 + 36 
- 6683 

= 0*00936 ohm @ 21*5° C. 

Measurement of Very Low Resistance. 

57. In measuring accurately resistances below yjj ohm, it is 
advisable to employ either the wire bridge, after the method of 
Carey Foster, or one of the fall of potential methods to be 
described. The first of these involves the reading of the de- 
flections of a galvanometer, the other is a zero method. 

In the first method, the resistance to be measured is con- 
nected in series with a standard resistance, which should have 
a value as nearly as possible equal to it (the method of con- 
structing such low-standard resistances being described v\\ 
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pars. 61-63), a current from a battery, which has a regu- 
lating resistance, r, in series with it, being sent through the 
two resistances (see Fig. 43). Wires from the ends of the two 
resistances X and R are taken to a Pohl's commutator, K, to 
which the galvanometer G is also connected, so that it may 
either be placed across the ends of X or R, according as the 
rocking lever of the key is turned to one side or the other. 
The galvanometer G must be made very sensitive, so that 
when connected across the ends of the smaller of the two 
resistances a considerable deflection may be obtained, whilst 
the current flowing through the coils must not be allowed to be 
so large as to alter their resistance by heating. The galvano- 









Wwwwwwvv.. 



^. 



Fig. 43. 
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meter is connected across the ends of X, and the deflection 
recorded. The key is then quickly turned over so as to con- 
nect the galvanometer across the ends of R, and the deflection 
obtained is again recorded. To insure that in the mean time 
the current from the battery has remained constant, the reading 
across the ends of X is repeated ; if it is still the same, the 
current flowing may be assumed to have remained the same. 
If the galvanometer deflections are directly proportional to the 
currents passing through it, then the two resistances are directly 
proportional to the deflections ; if not, the relative values of the 
two potential differences may be obtained from the calibration 
curve of the galvanometer. 
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58. The following experiment was performed in order to 
measure the resistance of a manganin resistance coil. 

The coil to be measured was placed in series with a standard 
coil of manganin, whose resistance at 15° C. was 0*00990 ohm, 
an additional resistance, and a secondary battery and key. The 
galvanometer employed was a sensitive D'Arsonval instrument. 
On completing the battery circuit, and connecting the galvano- 
meter across the terminals of the standard coil, a deflection of 
185 scale-divisions was obtained ; while when placed across the 
terminals of the coil to be measured, it gave 190 scale-divisions. 
On repeating the first experiment, the deflection was found still 
to be 185, thus showing that there had been no alteration of 
resistance due to heating. On consulting the calibration curve 
of the galvanometer, it was found that deflections in the ratio 

190 , J . . • ^0-00020I 

-q"* corresponded to currents m the ratio of , 

185 ^ 0*000196 

X 0'00020I 

Hence . = -: — -> 

000999 0000196 

and x-=. 0*01019 o^^^ 

rhe temperature during the experiment was 15*6° C, so that 
no correction was required for the resistance of the manganin 
standard. 

59. The other fall of potential method consists in comparing 
the fall of potential down the unknown resistance and standard 
*'ith that down a calibrated wire, the ratio of the resistances 
being the ratio of the lengths of calibrated wire down which 
there is the same fall of potential. A calibrated Wheatstone 
bridge wire may be employed as follows. A battery is con- 
nected up so as to send a constant current through a bridge 
^ire (Fig. 44), the gaps in the bridge being connected over 
^ith thick copper straps, except one where the battery is in- 
serted, and one where a regulating resistance, r^, is included. 
The resistance to be measured and the standard resistance are 
connected in series with a battery and regulating resistance, r,. 
Wires from the ends of these are brought to a Pohl's commu- 
tator, K, whilst the other terminals of the commutator are con- 
nected, one with the end of the bridge wire at A, and the otVvex 
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through a sensitive galvanometer, G, with a tapping contact, B 
The currents in the two circuits must be arranged so that the 
fall of potential down the bridge wire is greater than the fal 
down the larger of the two resistances, X and R ; also so thai 
the value of the current in either circuit is not likely to produce 
heat sufficient to alter the value of the resistance, and that th< 
currents in the two are in such a direction that a balance i 




X 



...l.[ 



n 



Fig. 44. 



obtainable. The commutator K is then arranged so that the 
ends of the resistance X are connected to A and B, and a 
balance is obtained by adjusting the position of the contact B 
until there is no deflection in the galvanometer ; the tapping- 
point is noted and recorded. The key is then altered so that 
R is connected to A and B, and a second balancing-point 
obtained. To insure that the currents have remained constant 
during the change, the first reading is repeated. If this is the 
same, then the resistances of X and R are directly as the 
lengths of wire AB on which a balance was obtained for each 
respectively, assuming the wire uniform ; if not uniform, the 
relative lengths are obtained from the calibration curve ol 
tht wire. It must be remembered in this measurement tha 
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the contact resistance at the end of the bridge wire is included 
in addition to the resistance of the portion of wire AB. 

60. The following comparison of resistances was made by 
this method. 

A platinoid standard coil of o'oioo ohm resistance at 15*5° 
C. was placed in series with the coil to be measured, the 
rest of the connections being as shown in the above diagram. 
A balance was obtained for the standard coil when the 
tapper of the bridge was placed at 85*35 cm., and for the 
unknown coil at 86'oi cm. The temperature of both coils 
was 15*6° C. No temperature correction was therefore 
judged necessary for the platinoid standard. The left-hand 
end contact of the bridge had a resistance equivalent to 0*22 
cm. of bridge wire. The calibration curve of the wire showed 
that the lengths of wire, 85*35 and 86*01, were proportioned to 
resistances in the ratio of 4262 and 4298 respectively. So that 

X 4262 + 0*22 

0*0100 ~ 4298 + 0*22 

X - 0*00991 ohm @ 15*6° C. 

61. Standards of Low Resistance, — Standard coils of low 
resistance for use in measurements, such as are described in 
pars. 57-60, should be supplied with two sets of terminals, one 
^or the current entering and leaving, and the other pair— the 
potential terminals — the resistance between which is the value 
niarked on the coil. Such resistances may be made as follows. 

AC D B 

[3-n — ^^EZD 



Fig. 45. 

A piece of manganin wire is chosen of such a diameter that 
the largest current likely to be sent through it will not heat it 
dangerously. From a measurement of resistance of a consider- 
able length of the wire, the approximate length required for 
the standard is calculated, and a piece slightly longer is cut off. 
The ends are bared and soldered to copper plates, A and B 
(see Fig. 45), to which the current terminals are attached. 
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The insulation is removed for a few centimetres at either end 
of the wire, and a copper or manganin wire is soldered to the 
wire AB at a point, C, near one end. Some other point, D, 
near the other end must now be found, such that the resistance 
between C and D is exactly the value required for the 
resistance. To find this the calibrated wire of a Wheatstone 
bridge is employed. The wire AB is fastened down to a 
board, and the end A is connected to one end, X, of the bridge 
wire (see Fig. 46), whilst the other, B, is connected to the end Y. 




Fig. 46. 

A current is sent through the two wires in parallel from the 
battery ^, regulated by means of the small resistance r. A 
Pohl's commutator, K, is arranged so that the galvanometer G 
can be placed across from C to E, the contact being adjusted 
till there is no deflection on the galvanometer, C and E then 
being at the same potential. From the calibration curve of 
the wire XY, and its known resistance, a point F can be found 
such that the resistance between E and F is the value required 
between C and D. The contact at E is then placed at F, and 
the key K is rocked over so as to connect F with a wire which 
makes contact with the wire AB near the end B. By shifting 
this contact-piece about, a point, D, is found such that when 
the galvanometer is placed across FD no deflection is obtained; 
the point D on the wire is marked, and the second potential 
terminal wire is soldered to it. 

62. In using such a standard, it is connected in series with 
the resistance to be measured and the battery, etc., by the 
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terminals A and B (see Fig, 47), and the fall of potential 
between T, and Tj is compared with that down the unknown 
resistance; the fall of potential between T, and T, being 
proportional to the resistance between C and D. 



* — r 

I { 



tk 







The advantage of such a standard is that it is quite inde- 
iwndent of the resistance of connecting wires, etc. 

When made of manganin it is advisable to varnish it over 
iiLth shellac vamish, to prevent o\idalion from the an 

63 \nother form of low resistance which is verj easy to 
make and adjust, and which will carry considerably stronger 
lurrents than the last form, can be constructed out of a sheet 
nianganm as follows 

f 



t rectangular sheet of 
manganin of proper thick 
less has a series of saw 
cuts made in it as shown , 
Fig 48, thus forming a 



^%Kt% strip of manganin, ^ '^^ 
as shown by the shaded ^^ 
portions. Large termi- 
nals, A and B, are attached to the ends of the strip to convey 
the current to it, while small potential terminals, T„ '1';, are 
bolted to the plate at some distance from them. The resistance 
of the strip is taken between T, and T',,. The end strips of the 
resistance are at least twice the breadth of the others, and the 
noles into which T, and T^ are bolted are oblong, so as to admit 
of a small adjustment. A preliminary adjustment is made by 
altering the positions of T'l, '\\ in the rectangular holes, the 
final adjustment being obtained by filing the saw-cuts deeper. 
The end strips are screwed to ebonite blocks raised above 
the surface of the base-board, so as to allow the air to circulate 
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about the resistance, which may be coated over with lamp- 
black, in order to make it a better radiator of heat. 

64. Making and adjusting an Ordinary Resistance Coil. — 
In making a resistance coil of an ohm or a few ohms in 
value, a piece of well-insulated, double silk-covered manganin 
wire is selected of a length considerably more than will be 
required. This must first be artificially aged by heating in an 
air bath to 140° C. for several hours; its resistance is then 
measured roughly, and a piece cut off having a resistance 
slightly above that required. The wire is then doubled on 
itself and wound on a bobbin or frame of ebonite ; the ends, 
and the part of the wire at the bend, where it is doubled on 
itself, are left free. The ends may now be soldered to two 
thick copper wires or terminals, and the whole wire varnished 
over with shellac varnish and again heated in the air bath at 
140° C. for several hours. If it is required to be very accurate, 
the coil should be reheated several times, extending over a few 
weeks, in order to allow it to recover from strains that may 
have been set up in winding, and to come to a permanent state. 
This latter condition may be found by measuring the resistance 
of the coil from time to time against a standard coil, it always 
being at the same temperature during the measurement, until it 
shows no permanent alteration in resistance after heating and 
cooling. In order to finally adjust it to the correct value we 
may proceed in two ways. 

(i) The coil should be connected up to a Metre or Carey 
Foster bridge and placed against a standard resistance coil, 
both coils being placed in thermostats adjusted to temperatures, 
which in the case of the standard is that at which it is correct, 
and in the case of the coil to be measured should be about the 
temperature of the room (/>. 15^-1 6° C). The tapping-contact 
of the bridge is adjusted to the reading at which it should be 
when the coil is exact, allowance being made for inequalities 
in the bridge wire and for end contact resistances, etc. The 
current is then momentarily sent through the bridge; if the 
galvanometer deflects the coil is not exact. The free end at 
the bend is now bared of its insulation, and the wires twisted 
together by means of a pair of pliers till a balance is obtained, 
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\ drop of solder is then run into the twisted wire to keep it in 
position, and the bared part carefully insulated and varnished 
Dver with shellac. Should the drop of solder make the 
resistance slightly too low, it may be readjusted by scraping 
the wire a little, either with a knife or with sandpaper, until 
exact balance is obtained. 

65. (2) The other method of adjusting, although simpler to 
carry out, is apt to make the coil bulky and, consequently, slow 
to alter in temperature. 

The coil is placed in a thermostat as before, regulated to the 
temperature at which it is desired that it should be exact. Its 
resistance is then accurately measured on a bridge, and its 
excess over the desired value calculated. A simple calculation 
is now made to find the resistance of a wire which, if placed as 
a shunt across the coil, will make it the exact value. If S is 
the resistance of the shunt coil required, r the resistance of the 
coil as measured above, and R the correct value required, then — 

The wire for the shunt coil should be of much smaller gauge 
than the wire of the coil, and should be of manganin which 
has been artificially aged by heating. The required length is 
soldered on to the main terminals and wound non-inductively 
' round the bobbin. This method of shunting cannot well be 
applied to coils above 10 ohms resistance. 

I Measurement of Very High Resistance. 

66. In the case of resistances too high to be measured 
accurately on the Wheatstone bridge, such, for instance, as those 
over a megohm, special methods have to be employed and 
special precautions taken. Also in the measurement of the 
dielectric resistance of cables, the E.M.F. applied in the test 
must always be slightly in excess of the PIM.F. likely to be 
employed with the cable ; thus electric light leads intended to 
cany current at a pressure of 100 volts say, must be tested for 
insulation with an E.M.F. of 100 or 200 volts at least, and not 
of I or 2 volts, since the insulation might be suffidenl ^01 ^ 

Y 
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low voltage, whereas it would be broken down by the greater 
strain of the high. 

The first method to be described, which is also the simplest, 
and applicable for measuring all except exceedingly high resist- 
ances, is that known as the direct deflection method, the con- 
nections being as follows (see Fig. 49). A battery, B, of 



<z> 






^ 



R 



|,|...-^.-H 

Fig. 49. 

suitable E.M.F., is connected to the ends of a very high re- 
sistance, R, >vhich should be about 10,000 or 100,000 ohms, and 
may consist of two or more resistance boxes in series. To the 
ends of R is connected the resistance X to be measured, in 
series \vith a high-resistance galvanometer, G, and high-insula- 
tion key, K. The deflection obtained on the galvanometer is 




Fig. 50. 

noted. Should this not be large, the sensitiveness of the 
galvanometer, or else the value of the resistance R, must be in- 
creased until a good deflection is obtained : call this deflection 
8,. The resistance X is then removed, and a resistance box pu* 
in its placdj the connections being altered as in Fig. 50. Th( 
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ilvanometer and resistance R3 being placed across only a 
nail part, R2, of the large resistance R, by altering R3 and Ro 
convenient deflection may be obtained on the galvanometer ; 
is may be arranged to be the same or nearly the same as 81 : 
ill it §2. Then, assuming the currents in the galvanometer to 
t proportional to the deflections (the galvanometer must be pre- 
ously calibrated, and, if necessary, the relative currents obtained 
om the calibration curve),' and calling E the E.M.F. of the 
ittery, in the second experiment the E.M.P\ at the ends of 

Ro 

le galvanometer circuit = — E, and hence we have, calling 

R 

the unknown resistance, and g the galvanometer resistance — 

(i) 8, oc - K 

R.) T^ 



(2) 8. « 4i 



^.+K 



8 (R.,+.y ) R, 

is here assumed that the E.M.F. of the battery B remains 
istant during the change, and also that R.., + g is great in 
aparison with Rj. 

7. Precautions, — In all high-resistance measurement there 
several practical points that must be attended to, or else the 
surements will be of little value. First the experimenter 
be sure that it is the dielectric resistance of the specimen 
' test that he is measuring, and not that of the apparatus 
)yed ; consequently all keys, wires, and connections from 
leakage might occur, must be very carefully insulated. 
I wires have to stretch long distances, they must be sup- 
on glass or ebonite rods, or, better still, suspended by 
res, and in no case must the insulation of the wire alone 
mded upon. Keys must be carefully cleaned and dried 
ise. The galvanometer should be well insulated from 
s should also the battery and resistance R, 'VVv^ 
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apparatus should be arranged so that the resistance X is 
between the key and galvanometer, and the high-potential 
terminal of the battery, as then the tendency to l^kage at the 
key and galvanometer will not be so great. 

68. If the resistance to be measured is the dielectric re- 
sistance of a long cable, it should be coiled up and placed 
into a large metal tank filled with water, completely covering it, 
except only the two ends, which are left outside. These ends 
require very carefully insulating, in order to prevent surface 
leakage. 

One method of preparing the ends is to strip off 3 or 4 inches 
of insulation from each end, and to scrape and clean the insula- 
tion for at least 6 inches beyond that point The whole 9 or 
10 inches is then immersed repeatedly in a bath of melted 
paraffin wax until it is completely encased in a thick layer of 
insulation. The wax is then partly cut off, so as to bare the 
core at one end to make contact to the battery with ; the other 
terminal of the resistance being the metal vessel which, through 
the medium of the water, is in contact with every part of the 
surface of the insulation. 

69. A much simpler and better method of preventing surface 

leakage is that due to Mr. W. A. Price,^ and is known as the 

guard-ring method. Leakage can only take place between two 

points at different potentials ; if, therefore, the outer surface of 

the insulation near the ends 

Insulation 
i 



> ■ \ 



is raised to a potential 
^^ equal to that of the inner 
' coating there will be no 
QuarjRind tendency for leakage to take 

pj^ ^ ^ place along the end surfaces. 

This method of preventing 
leakage in the case of a cable consists in baring the ends of 
the cable for 2 or 3 inches, and then over the insulation, and 
close to the end, is placed the guard-ring, consisting of a few 
turns of fine bare copper wire (see Fig. 51). The connections 
in the direct-deflection method of measuring the resistance are 

I Electrical RevUiv, vol. xxxvii. p. 702, 1895 > also Phil. Mag., vol. 
xlii., August, p. 150. 
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then as shown in Fig. 52. The guard-rings are connected 
directly to the positive pole of the battery, and the galvano- 
meter, which in this case must be highly insulated from the 
ground, is placed between the positive pole of the battery and 
the cable. This, it will be seen, insures that the guard-rings 
and inner core are at the same potential, and consequently there 
will be no surface leakage over the insulation at the bared ends 




of the cable. This method has a great advantage over the other 
in being much simpler and more satisfactory. 

In making the test it will probably be found that the galva- 
nometer deflection does not remain steady, but gradually 
diminishes ; this diminution is not due to any alteration in the 
resistance, but to the effects of electrical absorption in the 
dielectric, and may continue for some hours. Thus it is 
possible, by taking readings on the galvanometer with the 
current left on for different lengths of time, to get a number 
of results which differ considerably from each other. Strictly 
speaking, the true resistance should be calculated only from 
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the galvanometer deflection when it has become steady, but 
since this may not occur for a considerable time it is usual to 
take the deflection after the current has been running for some 
definite time, usually one minute, this " time of electrification " 
of the cable, as it is called, being specified along with the 
resistance. 

70. The temperature at which the test is made, is important, not 
so much on account of the variation of the specific resistance of 
the insulation, but on account of the large variation in the 
electrical absorption of the dielectric with temperature, which in 
some cases is as large as two per cent, per 1° C. between 0° C. 
and 24° C, and is greater at lower than at higher tempera- 
tures. The rate at which absorption goes on varies very 
much with the material, being much larger in the case of india- 
rubber than with guttapercha, while it is very small in the case 
of mica. 

Since the resistance of the galvanometer enters into the 
calculation, and since it is likely to be high, the temperature 
of the coils should be taken, in order to allow for the variation 
of its resistance with temperature, should the resistance have 
been measured at some other temperature. The insulation of 
the galvanometer must be tested before making the experiment, 
the method of doing this being given in par. 4, 

71. Finally, in testing a long cable, or any resistance the 
electrostatic capacity of which is large, the galvanometer should 
be short-circuited during the time the circuit is being completed 
at K, otherwise the needle will receive a violent shock, due to 
the electrostatic charge which the cable receives. 

72. The following test w^as made of the dielectric resistance 
between two coils wound on the same bobbin. The battery of 
two Hellesen cells in series was connected across the ends of a 
resistance of 10,000 ohms @ 15*5° C. The galvanometer, of 
resistance 6091 ohms @ 14° C, was placed in series with the 
unknown resistance across the ends of the 10,000 ohms resistance, 
and the mean of three deflections taken was 40*1 after one 
minute electrification. The unknown resistance was then 
removed, and the galvanometer terminals connected across 
I ohm of the 10,000 ohms, and the mean of three readings was 
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50*5 . The temperature of the galvanometer, boxes of coils, 
and unknown resistance was 22° C. 

The temperature coefficient of the 10,000-ohm coils was 
0*026 per cent, per 1° C. ; hence the correct value of this 
resistance = 10,017 ohms. The temperature coefficient of the 
galvanometer was 0*38 per cent, per 1° C. ; hence its resistance 
corrected to 22° C. = 6286 ohms. Then — 

= ^°°'3 ^ 5°"5 X 6286 - 6286 

I X 40*1 

= 78697000 ohms 

= 787 megohms practically 

73. Loss-of-Charge Method of measuring High Resistance, — 
In cases where the resistance is too high to be measured 
accurately by means of the direct- deflection method, such as in 
the case of a very short length of cable dielectric or the dielectric 
resistance of a condenser, some other more delicate methods 
have to be employed ; one of these is known as the loss-of- 
charge method. The principle involved is briefly as follows. 
If one plate of a condenser is charged with a certain quantity 
of electricity, its potential rises, and the value of its potential is 
a measure of the quantity of electricity that has been given to 
It. If the insulation was perfect, the charge would remain on 
the plate, and the potential would keep constant ; if, however, 
the charge leaks slowly away, the potential will fall, and from the 
measured fall of potential in a given time the quantity of 
electricity lost, and therefore the insulation resistance, may be 
calculated. Thus let R = the dielectric resistance in ohms, 
K = electrostatic capacity of the condenser in farads, Vi and 
V2 the values of the potential of the charged plate at the 
beginning and end of a time = t seconds, q = the instantaneous 
value of the quantity of electricity in the condenser, and v = 
the instantaneous value of the potential, then — 

q = Kv . 
also dq = K.dv 
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But by definition of current we have — 



Integrating we get — 
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" df- 


7' 

R 


K^7' 


V 




•'• dt 


= R 




and j^-^ 


dv 

" 7' 
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, V, 




.-. R = 


/■ 




Klog, 


v., 



R = 



Klog.f 

O) 



If K is given in microfarads, R will work out in megohms. 
From this it will also be seen that, since the potential is propor- 
tional to the quantity of electricity in the condenser, we might 
measure the quantity of electricity in the condenser at the 
beginning and end of the time /, ^nsfteadof^ttle potential. This 
may be done by means of a ballistic galvanometer, the throws 
of which may be taken as proportional to the quantity of 
electricity passing through it, as will be shown later. Calling 
8, and L the throws obtained at the beginning and end of time 
/, we may write our formula — 



74. The measurement of the electrostatic capacity of the 
resistance, if not too small, may be determined by comparing 
it with a standard condenser, according to some of the methods 
given in Chapter V. If the capacity is very small, then it may 
not be possible to determine it in this way, and the following 
variation of the method may then be adopted. The resistance 
of a standard condenser is determined as above; then the 
resistance to be measured is placed as a shunt across its 
terminals, and the joint resistance of the two in parallel 
measured, the electrostatic capacity being taken as that of the 
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nser alone. From these two measurements the unknown 
nee can at once be calculated. 

In making the measurement by observing the fall of 

ial, an electrometer is employed, the needle being charged 

statically, the connections being as shown in Fig. 53. R 

resistance to be measured, the terminals of which are 

cted to the electrometer E, one being also earthed at c, 



--Ih- 



B 



K 





the other is connected to the battery B through the high- 

mce key K, the other battery terminal being earthed. 

I key K is depressed, and the electrometer reading 

; K is then opened, and time readings of the electro- 
deflection taken. To insure that the leakage does not 

)lace at the electrometer, one pair of quadrants should be 

lid, and then insulated, the other pair being earthed, and 

;flection of the needle 

^ed. If the insula- '^i "^ 

is good this will 

n constant ; if slight 

je occurs, time read- 
of the deflection 

i be taken. Two 

5 are then plotted on ^2 

ime sheet, one giv- 

le fall of potential, 

) the combined leakage of R, K, and electrometer, and the 
the leakage from K and electrometer only. By adding 

ffierence between this latter curve and the initial value of 

jtential V^ to the first curve, we get a curve representing 

:11 due to the resistance R alone (see Fig. 54). The 



--. E •♦- K 
^E+ K ■^ 



Time 

F.G. 54. 
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resistance may now be calculated by taking a number of pairs 
•of readings for Vi and Vg, the value of /, the time elapsing 
between them, being obtained from the curve. In each case, 
also, the total time that has elapsed since insulating R must be 
specified, in order to give some idea of the effect that electrical 
absorption may have on the results. 

The particular advantage of the method is that the progress 
of the leakage can be watched over a considerable interval of 
time, and a large number of data obtained from which to 
calculate the resistance. All the disadvantages consequent on 
the use of an electrometer are, however, attached to the method ; 
these will be dealt \>ith more fully later on (see Chapter III.). 

Should the guard-ring method of preventing surface leakage 
be employed, the guard-ring, after being raised to the same 

potential as the core of 
the cable, must be insu- 
lated from it and the 

* 

charging battery, but 
the paraffining will be 
more satisfactory in this 
case. 

76. A slight modifi- 
cation of this method 
is sometimes employed 
when the rate of fall oi 
potential is very small, 
and is due to the late 
Fig. 55. Professor Fleeming 

Jenkin, being known as the " Inferred zero method." ^ 

The arrangement of connections are as follows (see Fig. 55)' 
The electrometer E, used heterostatically, is made very sensitive, 
and the defection produced by i cell of a battery, B, is noted : 
let it be = S^. The positive pole of the whole battery B, of 
;/ cells, is then connected to terminals 2 and 3, which are at 
first connected together, the other battery pole being earthed. 
This brings both pairs of quadrants to the same potential, 
which we will call V„ and which is ;/ times that of one cell. If 
' See Kemp's *' Electrical Testing," p. 362. 
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the electrometer is properly adjusted, no deflection will be 
obtained. Terminal i is next connected to the two others, and 
then the connection between 2 and 3 is broken, leaving 2 
connected to i, and 3 to the battery. Leakage of the charge 
from the pair of quadrants connected to terminal 2 now takes 
place through R, and the potential of that pair of quadrants 
consequently falls ; the other pair, being still connected to the 
battery, maintain their original potential; the electrometer 
needle therefore begins gradually to deflect. Let the deflection 

at the end of /seconds be 82, then - ^~^ represents the fraction of 

its original value by which the potential has fallen in that 
time. We can therefore, knowing the value of K, the electro- 
static capacity, determine the resistance by the aid of the 
relation — 



R = 



Kloge-Ji 

* 2 



Since the rate of fall of potential is slow, the sensitiveness of 
the electrometer can be adjusted so that, say, a variation of one 
per cent, in the potential is represented by a deflection the 
whole length of the scale, the true zero being a long way past 
the end of the scale and is said to be inferred. If the cells 
composing the battery are all in good condition, they should 
have the same E.M.F. If great accuracy is desired, they must 
be tested individually on the electrometer, and the E.M.F. of 
all in series deduced from the separate deflections. 

The same precautions apply to the insulation of the electro- 
meter and keys as in the last case, and the readings may be 
taken from curves drawn as before. 

77. In measuring the dielectric resistance of a i -microfarad 
condenser by means of an electrometer, the following data 
Were obtained. 

The electrometer and key were connected to the battery, 
and a deflection of 100 scale-divisions was obtained ; the battery 
Was then disconnected, and the following time-readings of the 
electrometer deflection were taken :— 
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Time. 


Electrometer 
deflectioa. 


minutes. 




O 


lOO'O 


I 


99*6 


2 


994 


3 


99*2 


4 

1 


990 

9S-« 
986 



The condenser was then placed in circuit, as shown i 
^ ig* 53> ^"^ the following readings were got : — 



rr«* 


'. Electrometer 


Time. • 


1 deflection. 

1 


minutes. 


, 





1 lOO'O 


I 


984 


2 


97*2 


3 


9'V2 


4 


95*2 


5 


94*2 


6 


1 932 



The curves of fall of potential plotted from these reading 




z 3 f- 

Time in. Minutes 

Fig. 56. 



are shown in Fig. 56, the dotted curve representing the cur 
due of the resistance of the condenser alone. 
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The resistance of the condenser calculated from these 
Ladings by the aid of the relation— 



R = 



Kloge 






re as follows : — 



Time of 
electrification. 


Resistance in 
megjhins. 


I 
2 


5550 
6066 


3 

4 

I 


7905 
7905 
7905 
7905 



78. LosS'Of- Charge Method^ using a Ballistic Galvanometer, — 
t has been already shown that the dielectric resistance of a 
able or other high resistance may be measured from a know- 
sdge of the loss of charge in a given time, as well as from the 
ill of potential, the measurement of quantity of electricity 
'eing made on a ballistic galvanometer. 

The arrangement of the apparatus for this measurement is as 
hown in Fig. 57, G represents a highly insulated sensitive 



rd) 



il 




Fig. 57. 



•allistic galvanometer, which is connected in series with R, the 
nknown resistance, K, a high-resistance key, and B, a battery ; 
ne terminal of the battery and one of the galvanometer being 
arthed. 

The key K is closed, and the first throw of the ballistic 
eedle 81, measured, this is proportional to the quantity of 
ectricity given to R. K is now opened, and the time noted. 
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Opening K disconnects R from the battery, and consequently 
the charge on R slowly leaks away. After the lapse of / 
seconds, K is again closed, and the throw on the galvanometer 
taken : let it be K^ ; this is proportional to the quantity that has 
leaked away, consequently 8, — 83 will represent the quantity 
of charge remaining. Determining K as before, we have — 

R= . 

The object of charging and recharging the resistance, instead of 
charging and discharging, is in order to have the throws always 
to the same side of the scale, and to a certain extent to avoid 
some of the effects produced by electrical absorption. 

All the apparatus, such as keys, galvanometer, and wires, 
must be highly insulated. It will be found better to place 
the galvanometer on the earthed side of R rather than between 
R and B, since then the chances of leakage are diminished. 

79. In all measurements of this kind simplicity and cleanness 
in connections and apparatus is of the very greatest importance; 
elaborate and complicated keys, for instance, are to be avoided, 
as introducing great opportunities for leakage, unless kept very 
clean and dry. A key for a make and break, for instance, as 
in the last experiment, cannot be surpassed for high insulation 
by a block of ebonite into which two holes are drilled to contain 
mercury, and connections are brought to these, and the circuit 
may be made or broken by raising or lowering a bridging con- 
tact of copper wire, the ends of which dip into the mercury cups, 
and which is attached to a glass or ebonite rod by silk threads. 

80. The following experiment was made in order to determine 
the dielectric resistance of a one-third microfarad condenser. 
Five sets of readings were taken, each set consisting of three 
readings. In every case the condenser was connected for one 
minute to the battery terminals before insulating ; it was then 
insulated for a certain interval of time and recharged, the 
resistance being calculated from the formula — . 



R = 



TT 1^ 
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tery employed was a single Hellesen cell. 



Throw on 
charge. 



211 
2IO 
209 
216 
212 
210 
215 
215 
213 
215 
214 

214 
216 

214 
215 



^ Time of 
insulation. 



minutes. 
I 
I 
I 
2 
2 
2 

3 
3 
3 

4 
4 
4 
5 
5 
5 



I'hrow on 
recharge. 


Resistance. 




megohms. 


24 


i5«« 


23 


1588 


23 


; 1588 


45 


1557 


46 


1506 


43 


1613 


63 


1569 


63 


1569 


62 


1569 


78 


1596 


77 


It)i9 


78 


1596 


90 


1677 


89 


1696 


, 90 


1696 



Mean value ... 



1 601 



Temperature = 23° C. 

The dielectric resistance of the insulation of a short 
f copper wire covered with indiarubber and two layers 
ffined cotton was then determined according to the 
ation of the loss-of-charge method mentioned in par, 74. 
re was 78 cm. long, and was immersed in a copper 
containing water, the ends being carefully insulated 
)ught out of the water. The following are the means 
I separate readings when shunted across the condenser 
Is:— 



1 

Throw on • 


Time of 


Throw on 


Resistance. 


charge. 


insulation, 
minutes. 


recharge. 






212-3 


I 


313 


1 148 


2IIO 


2 


54'o 


124s 


212-6 


3 


82-0 


1 126 


211*3 


4 


980 


1160 


21 ro 


5 


113-6 


1 166 


Me 


an value . 


■ • • • • 


1 168 

I 
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o- III 



III 

jt:~ B " A 

_ AB 
•^ "" A - B 

1168 X 1601 

"^ 433 

= 4318 megohms at 23° C. 

Measurement of Liquid Resistance. 

82. With respect to their electrical conductivity, liquids may 
be divided into three classes : (a) Bad conductors, such as oils, 
etc. ; {b) conductors such as mercury and fused metals ; (^) 
electrolytes, or those which conduct and at the same time 
decompose, as in the case of salt solutions. 

(a) In order to determine the resistance of liquids in the 
first class, those methods which have already been described 
for the measurement of dielectric resistance may be employed) 
the liquid being contained either in a tube into w^hich dip 
electrodes, or else held as a thin film between two metal plates 
by its own surface tension. In either case great care must 
be taken in the measurement of the cross-sectional area of 
the liquid through which the current flows. This will be 
discussed later, in the chapter dealing with Specific Resistance 
Measurement. 

(/;) Good conducting liquids, like mercury, present no par- 
ticular difficulty in the measurement of resistance, except that 
of the exact measurement of the length and area of the column 
tested. 

(c) The last class of liquids — electrolytes — however, present 
certain difficulties which prevent ordinary methods of measure- 
ment from being applicable. \Vlien a current is sent through 
an electrolyte the liquid decomposes, and the polarization at 
the electrodes sets up a back electromotive force, which, il 
ordinary methods of measurement were employed, would be 
measured as a resistance; consequently it becomes necessarf 
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adopt some method in which polarization is either prevented, 
rom taking place or else is allowed for. An example of the 
itter method has been given in Vol. i. p. 56. It is not, 
lowever, very reliable, since the assumption that the polariza- 
ion remains constant during the various measurements is found 
lot always to be borne out in practice. 

83. Regarding the methods in which the polarization is 
•revented from taking place, the best known is that due to 
Cohlrausch/ In this method the liquid is contained in a tube, 
ito which suitable electrodes are attached. This is connected 
p to a metre wire bridge^ just like an ordinary resistance; 
istead, however, of using a battery to send a continuous 
urrent through the bridge, an alternating current is used, this 
eing usually taken from the secondary of a small induction 
oil. Currents in opposite directions following one another 
ufficiently rapidly are found to neutralize each other's polarizing 
ffect. A balancing-point on the stretched wire is obtained, 
s in the other case, only this cannot be found by using a 
;alvanometer, the current being alternating, not continuous; 

telephone, therefore, is used instead. . There should, theo- 
etically, be silence in the telephone when the balance is 
)btained. 

The objection to the method is that the ohmic resistance 
s not the only determining factor in the balance, the self- 
induction of the various arms of the bridge also having an 
effect; the resistances might all be the same, yet if the self- 
inductions of the different arms were not the same, no point 
of absolute silence in the telephone would be found. The 
electrostatic capacity of the arms also has an effect, but in 
the opposite direction to that of self-induction, the two effects 
tending to counteract on6 another. In practice, the balancing- 
point is one where the sound in the telephone is a minimum. 

Again, the induction coil employed to send the alternating 
eunrent through the bridge must have the condenser attached 
to it removed, otherwise the currents in reverse directions will be 
unequal, and consequently polarization will occur. Kohlrausch 

* Pogg. Aftn,, vol. cxxxviii. ; also Kohlrausch, " Physical Measure- 
n»ents," p. 317. 
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employs a magnet rotating inside a coil of wire to produce the 
current; and he also finds that large electrodes are necessary 
to get consistent results. 

84. A modification of Kohlrausch*s method, which has been 
employed successfully at Cambridge,^ employs a galvanometer 
instead of a telephone, but arranged with a commutator so that 
the galvanometer terminals are reversed at the same instant 
that the battery current is reversed ; this insures the current in 
the galvanometer always flowing in the same direction. The 
difficulty with respect to the self-induction is got over by 
arranging that the balance is at the same point on the wire at 
all speeds of reversal of current. 

85. Fall-of'Potential Method, — A very satisfactory method of 
measuring liquid resistance, which is free from many of the 
objections to which the previous methods are open, is the fall- 
of-potential method, due originally to Branly, 

Fig. 58 represents the form of apparatus employed by the 



Ei 




V, 

=2^ 



?> 




Fig. 58. 

author. T represents the tube containing the liquid whose 
resistance is to be measured. This may consist of a graduated 
burette tube with the ends cut off. At each end are fitted on 
glass vessels, V, Vi, also filled with the liquid, and into which 
dip the electrodes E, E. There are two openings near the 
bottom of the glass vessels, which are opposite one another. Into 
one the end of T is fixed by means of a cork, while into the 
other passes a fine glass tube, g^ closed at one end and filled 
with mercury. These tubes can slide in and out of T, and one 
is shown enlarged in Fig. 59, contact being made between the 

» See B. A, Report, 1886, p. 328. 






Measurement of Electrolytic Resistance, 83 

:ury in the tubes and the liquid by means of the platinum 

P fused through the;, glass. The wires dipping into the 

:ury are taken to a key, K (see Fig. 60), by means of which 
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Fig. 59. 

may be connected to the quadrants of the electrometer E. 
electrodes are connected to a battery, B, in series with a 
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Fig. 60. 



-n resistance, R (the ends of which are also connected to 

ey K), and a break-circuit key. 

I completing the battery circuit, a steady current may b^ 
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maintained in the tube T. The glass tubes ^, ^ are now 
adjusted with their ends at a measured distance apart, and on 
connecting them to the electrometer E by means of the key K, 
a deflection is obtained which is proportional to the difference 
of potential between them. The key K is then altered so that 
the P.D. at the ends of R is measured on the electrometer, 
the ratio of the deflections in the two cases being proportional 
to the ratio of the resistances of the liquid between the tubes 
g g^ and of R. The resistance R being known, that of the 
liquid may be calculated. Since no current is taken from the 
platinum electrodes of g, g, there will be no polarization. 
The tube T during the measurement should be placed in a 
water bath or thermostat and its temperature recorded. 

Battery Resistance. 

86. The measurement of the internal resistance of a battery 
is a problem closely related to the measurement of liquid re- 
sistance. It is, however, much more difficult to get consistent 
results here than in the previous measurements. 

The resistance of a battery has no real meaning unless the 
current which the battery is supplying is also specified, since it 
is a well-known fact that the resistance varies with the current 
supplied, decreasing as the latter increases. As in illustration 
of this Professor Carhart found ^ that in the case of a Gassnier 
cell the resistance fell from lo ohms to 2*5 ohms for an 
increase of current from 0*02 amperes to o'2 amperes. 

Then, again, when a current is taken from a battery, the 
effect of polarization is to lower the E.M.F. of the cell, thus 
increasing the calculated value of the resistance in methods 
which depend on the measurement of the relative values of the 
P.D. at the terminals of the cell when supplying different 
currents. Consequently, the resistance of a cell not in use is 
very different from that of the same cell when supplying »|- 
current. We must therefore, in measuring the resistance, care-L 
fully specify the conditions under which the battery is working |^ 
when the measurement is made.^ 

* See Physical RevieiVy vol. ii. No. 5; aho Electrician^ vol. xxxv. p. I^| 
- See Electrician^ vol. xxxi. p. 262. 
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The most satisfactory method of measuring battery resistance 
is that known as the condenser method. A condenser in series 
with a ballistic galvanometer is charged from the terminals of 
the battery when the latter is on open circuit. The first throw 
of the ballistic needle (8i) is, therefore, proportional to the 
E.M.F. (E) of the cell. The battery terminals are now con- 
nected by a resistance (;), and the condenser again charged 
from the battery terminals. Let the second ballistic throw be 
82. Then we have — 

(i) 81 oc E 
(2) 82 oc P.D. 

/' 
oc — ,— . E 

where b - battery resistance, therefore from (i) and (2) we 
get— 

87. In practice it is preferable to take the P.D. reading first, 
and then the open circuit reading immediately on breaking 
the circuit ;*, so as to get the value of the E.M.F. as reduced 



r<Z> 



. c 



r 




\ 

Fig. 61. 

by polarization, and therefore the actual E.M.F. in the circuit 
during the passage of the current. Fig. 61 shows the arrange- 
ment of apparatus. G represents the ballistic galvanometer in 
series with the condenser C, the key Ko, and the battery B. 
A separate circuit from the battery goes to the resistance ;- in 
series with the key Kj. In making a measurement, Ki is first 
depressed and then Ko, the throw on the ballistic galvatvomeXex 
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being recorded. Kj is then opened, and the condenser short- 
circuited for an instant ,by means of its short-circuit plug. Ki 
is opened and K3 again depressed, thus getting the throw due 
to the condenser being charged from B on open circuit The 
cell B is now removed, and replaced by a standard cell, the 
condenser being charged from this cell on open circuit only; 
from the galvanometer throw due to the standard cell the scale 
of the galvanometer may be calibrated to read in volts, assuming 
the throws are proportional to the E.M.F/s. In this way, know- 
ing the P.D. in volts, and the value of r in ohms, the current 
in amperes supplied by the cell during the experiment may be 
estimated. 
The results are then tabulated thus — 



Temperature 
of cell. 



K 



K 



Current in 
ainperes. 



b 
(ohms) 



The numbers in the second last column being = 



Sa^n volts) 



A curve should now be drawn, showing the connection 
between the resistance of the cell and the current supplied 
by it. 

A separate set of experiments should be made to detemiine 
the effect on the throw 82, of keeping the key Ki depressed for 
various intervals of time before taking the P.D. reading, and 
also on the rate of recovery of the E.M.F. after the circuit Ki 
has been broken. 

88. The following data were obtained from the measure- 
ment of the resistance of a freshly made-up Daniell cell. 

The E.M.F. of the cell was I'lo volts. 
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Temperature 


8, 


K 




b 


of cell. 


r 


(ohms). 


16° c. 


I2D 


23 


I 


4-2 


16° 


120 


3S 


2 


4-8 


1 6° 


120 


45 





50 


16° 


120 


50 


4 


5-6 


16° 


130 


60 


5 


5-8 


16° 


120 


65 


9 


7-6 


16° 


130 


70 


10 


8-5 


16° 


130 


75 . 


15 


II'O 



Current in 
amperes. 



0'2I 
0*l6 
014 
O'll 
O'lO 
0066 

o*o6 
0*04 



The accompanying curve (Fig. 62) shows the relation between 
he internal resistance of the cell and the current flowing 
trough it. 
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Galvanometer Resistancij:. 

89. To measure this important quantity various methods 
have been devised, the principal object being to use the 
deflections of the galvanometer itself, to furnish the data from 
Mrhich to calculate its resistance, so as to avoid the necessity of 
having to employ a second galvanometer. In general, however. 
It will be found that these methods do not give consistent 
Results, the only satisfactory method being to measure it as an 
Ordinary wire resistance on a Wheatstone bridge. Before 
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r,, ^ „ Galvanometer 

lemperaturc. resistance. 



Shunt resistance. 



Date. 



t 
TO 



1 



TWO 



Time. 



making the measurement it is necessary to first remove the 
suspended needle in the case of a needle galvanometer, or to 
fix rigidly the suspended coil in the case of a D*Arsonval 
galvanometer, as in the first case the magnetic eflfect of the 
testing current might be sufficient to reverse the polarity of 
the needle, and in both cases a very severe strain would be 
thrown on the suspension, due to the relatively large testbg 
current. The temperature of the coils must be determined at 
the time of the test. If the galvanometer is supplied with a 
shunt box, the resistances of the shunt coils should also be 
determined. To insure the temperature of the shunt coils 
and galvanometer coils being the same, they should be placed 
together under a glass shade for some hours before a measure- 
ment is made. Measurements of this kind should be made on 
different days, when the temperature is diflferent, in order to 
determine the temperature coefficient of the galvanometer and 
shunt coils (see par. 98), but in every case the galvanometer 
and shunt coils must be kept under the glass shade for at least 
an hour, at a constant temperature before the measurement is 
made. 

All the precautions already given in connection with the use 
of the Wheatstone bridge apply in this case. 

The results may then be tabulated as follows : — 



and from these the following table calculated: 
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nperature coefficient 
^vanometer. 



Mean temperature coeffi- 
cient of shunt coils. 



I 



T03 



I 
TKTJ 



Ratios temperature coeffi- 
cient of galvanometer to 
temperature coefficient of 
shunt coils. 



1 
T5 



1 



T090 



:he material employed in winding the shunt coils is the 
as that on the galvanometer, the ratios will be unity ; if 
ire of different materials a knowledge of the temperature 
:ients is necessary in order to calculate the value of any 
:ular shunt at any stated temperature. 

The following data have been calculated from measure- 
5 of resistance of a 10,000-ohm galvanometer and shunt 
>n different occasions at different temperatures. 





1 

1 

Galvanometer 

resistance. 1 

■ 
i 


Shunt resistance. 


lempefature. 


A 


^ 


T53J 


10° C. 
12° 

20° 


ohms. 
10389-6 
10459-4 1 
10589*4 
10789*2 


1154*4 
1163-3 
1176*6 
1 198-8 


104*93 

105-73 
106 '94 

108*96 

1 


10*40 
10-48 

io-6o 

IO-8D 

1 


ch data we 


obtain the 


following : — 





temperature coefficient 
ilvanometer per cent. 

°C. 



Mean temperature coefficient ^.'j°f temperature coeffi- 

of shunt coils per cent, per : "!?' ^ ^^'''^"T*''^^ ' r 
or temperature coefficient of 

shunt coils. 



1 



0*40 



0*40 



1 
TM 



1 

1035 



0*40 0*40 



1 


1 


1 


TO 


103 


1030 


• 






I 


I 


I 



^e above shows that the copper of which the ^sXn^ccvo- 
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meter and the shunt were wound had the same electrical 
properties. 

Specific Resistance. 

91. The resistance (R) of a substance in the form of a rod 
or wire is directly proportional to its length (/), inversely as its 
cross-sectional area (A), and directly as some constant (p), the 
value of which depends upon the nature and physical con- 
dition of the material. This constant p is known as the 
specific resistance of the material, and may be defined as the 
ohmic resistance, between the opposite faces of a centimetre 
cube of the substance. The above relations may be expressed 
algebraically thus — 

RA 

and p = -. 

In order to determine the constant p of any material, we 
measure the resistance of a specimen of known length and 
constant known area, and calculate as above. The measure- 
ment of resistance may be made by means of a Wheatstone 
bridge, all the ordinary precautions necessary for accuracy 
being taken, and the temperature at which the measurement 
was made also being specified. The specimen of material if 
insulated wire must first have the insulation removed from it; 
this had better be done by hand, as any scraping is apt" to 
injure the uniformity of the wire ; the wire should then be 
cleaned by rubbing with a dry cloth before being connected to 
the bridge. The length must be measured between the points 
where the bridge terminals clamp it. To do this a fine scratdi 
should be made at these points, and the wire removed from the 
bridge after the resistance has been measured, and stretched 
over a scale, in order to measure the exact length between the 
scratches, care being taken in the case of fine wires not to 
lengthen it by stretching. The ends are then cut off at the 
scratches. The determination of the area may now be made 
in two ways — either by measuring the diameter {d), and calcu- 

IT 

la ting the area from the relation A ±= -tP, or else it may be got 
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rom the length, weight, and specific gravity of the wire. This 
alter method should be adopted, the first being, if necessary, 
ised to check it, as there is a connection between the specific 
gravity of a substance and its specific resistance, so that the 
ipecific gravity would have to be determined in any case, this 
Dcing done by weighing in air and water. The wire is coiled 
ip into a loose spiral, and suspended from the beam of a 
balance by means of a fine glass fibre, the weight of which has 
3een counterbalanced, and the weight of the wire taken. The 
:oil of wire is then plunged into a vessel of boiling distilled 
»vater, which, after all air bubbles have come off, is allowed to 
:ool down. When near the temperature of the room the water 
k^essel is supported under the beam of the balance, so as to 
lUow the wire to be weighed when immersed in the water : the 
:emperature of the water must be taken when the weight in 
^vater is determined, and this should be as near as possible to 
the temperature at which the resistance measurement was made, 
the weight of the partially immersed glass fibre being counter- 
balanced in a preliminary experiment. 
The specific gravity is then calculated from — 

weight in air 
specific gravity = weight in air'^T^dght inVater 

Should the temperature of the water not be that of its maximum 
iensity point, 4° C, the above calculation must be multiplied 
>y the density of water at the temperature at which the 
Weighing was made. Corrections for the different air dis- 
placements of the weights and wire are very small, and 
ixcept in cases where very high accuracy is required, may be 
ieglected. 

Then if W = weight of wire, V =- its volume, and A = its 
pecific gravity — 

W = VA 
= /AA 

A ^^ 
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Combining this equation with the resistance equation, we get 
for the specific resistance — 

92. To measure the diameter of a wire directly, the most 
satisfactory method is by means of the micrometer microscope. 
A small scale engraved on glass is introduced in front of the 
eye-piece, so that a slightly magnified image of it is seen, and 
the relative size of any object looked at through the microscope 
may be expressed as so many divisions of this magnified scale. 
To get the absolute size of the object the magnified scale- 
divisions have to be calibrated, this being done by placing on 
the stage of the microscope a piece of glass on which a number 
of lines at a known distance apart, say j^ or yqq^ ^™'» ^^^ 
been ruled by a dividing engine, and seeing how many of these 
divisions correspond to a division on the eye-piece scale, the 
magnifying power of the microscope being kept the same. 

In a piece of wire 100 cm. long, readings of the diameter 
should be taken every 2 or 3 cm. along its length, and the 
mean diameter used in the calculation for the area. 

93. The following measurement of specific resistance of a 
piece of manganin wire was made : — 

A piece of No. 20 S.W.G. silk-covered manganin wire, about 
100 cm. long, was cut from a large coil, the insulation was 
carefully removed, and the wire soldered to thick copper leads. 
The exact length was then carefully measured, and found to be . 
97 cm. The resistance measured on a Wheatstone bridge, 
after making all necessary corrections, was found to be 
0*627 ohms @ 9*8° C. The specific gravity was determined 
by weighing in air and water, and was equal to 8*50, the 
weight of the wire being 5 '150 gms. in air. . This gave a mean 
area of 0*062 sq. cm. for the cross-section of the wire, and 
a specific resistance of 0*00040. 

94. Specific Dielectric Resistance. — In the measurement of 
specific dielectric resistance, the calculation would be similar to 
that for a wire, if a rod or slab of material is employed in 
the measurement, but in the case of a wire covered with 
insulation, the calculation becomes more difficult. The 
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insulation may be considered as a cylinder surrounding the wire. 

Let the circle A represent the external circumference of the 

ring (see Fig. 63), uc. the outside of the 

insulated wire, and let r^ be its radius 

(B represents the conductor of radius ri), and 

let c be any layer of insulation of infinitely 

small thickness = dr^ and radius r, then, 

calling p the specific resistance, and / the 

length of the cable, since — 

/ 

we have for the resistance of the layer c — 

pdr 
A 
pdr 
~~ 27rr/ 
but the total resistance of the dielectric is made up of an 
infinite number of such layers in series, therefore — 




r = 



R = 



27r/ 




9 1 ^'2 



or f) = 



27r/ 
27r/R 



95. In the case of the measurement of the dielectric resist- 
ance of the insulation of a length of copper wire, see par. 81. 
The length of the specimen was 78 cm. and the internal and 
external radii of the insulating covering were 00635 cm. and 
0*127 cm. respectively. The dielectric resistance was found to 
be 4318 megohms at 23° C. 

2Tr/R 
Hence p = — 



log, 



r-i 

r. 



__ 2 X 3* 142 X 78 X 4318 X 10" 

~ log, 2 

= 3 X 10*- ohms per cub. cm. at 23^^ C 
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96. Specific Resistance of Liquids, — In the determinatiiDn 
of the specific resistance of liquids, the form of apparatus 
and method employed will he one of those described in 
pars. 82-85. If the liquid is contained in a glass tube, such 
as that shown in Fig. 58, the length between the platinum 
points at the ends of the tubes g^ g must be measiured, also 
the mean area of the tube between these points must be* 
found. If, as suggested, the tube is a part of a burette, then ' 
the mean area may be found from the graduations, but if not, 
or if it is desirable to measure it directly, the tube T is 
disconnected from the end vessels, one end is corked up, and 
a little mercury poured into the tube, which is then weighed. 
The tube is placed vertically, and the level of the mercur)' 
noted ; more mercury is now poured in, care being taken to 
avoid air bubbles and to keep the temperature constant; the 
increase in level (/) is measured and the increase in weight (w) 
found. Calling A the specific gravity of mercury at the 
temperature of the experiment, the mean area A of the part of 

W 

the tube occupied by / cm. of mercury is A = tt. Proceeding 

in this way until the tube is completely filled, the mean area 
may be determined for various parts of the tube. 

In all cases of the measurement of specific resistance of 
liquids, full particulars regarding the preparation of the solution 
should be given — as, for instance, whether chemically pure or 
commercial salts were employed, ordinary or distilled water 
as solvent, and the percentage composition of the solution by 
weight or volume, also the density of the solution and the 
temperature at which the measurement was made. 

97. In the following measurement of the specific resistance of 
a solution of potassium chloride, the strength of which was o'2 
molecular equivalent per 1000 cub. cm. distilled w^ater, the 
burette graduations for i cub. cm. were i cm. apart, so that 
the mean area of the tube was i sq. cm. The electrodes 
connected to the electrometer were placed 20 cm. apart, and 
the resistance in series with the liquid was 900 ohms. A 
Hellesen dry battery consisting of four cells in series was 
employed. 



Variation of specific Resistance with Temperature, 95 

The circuit was completed, and the electrometer deflection, 
rhen placed across the ends of the movable electrodes, was 
79 scale-divisions; when placed across the 900-ohm resist- 
.nce, it was 270 scale-divisions. On repeating the first deflec- 
ion it was found to have remained constant. 

Hence-^ = ^ 

900 270 

X = 930 ohms at 18° C. 
RA 

_ 930 X I 

20 
= 46*5 ohms per cub. cm. at 18° C. 

The temperature was maintained constant by placing the tube 
containing the liquid in a thermostat regulated to 18° C. 
The 900-ohm coil was of manganin, and had no temperature 
correction. 



Variation of Specific Resistance with Temperature. 

98. In general, when the temperature of a conductor is 
altered, there is an alteration in its specific resistance, along 
with alterations of various other physical properties. In order 
to determine the variation of the specific resistance with tempe- 
rature, we measure the resistance of a substance at various 
temperatures, and from these data we can- calculate the various 
Values of the specific resistance. In cases where very great 
accuracy is required, we must take into account in the calcu- 
lation the fact that both / and A are varying with temperature, 
since our specific resistance is expressed in terms of a constant 
Volume, I cub. cm. of the substance, whereas the mass only is 
Constant. To do this we would require a knowledge of the 
coefficient of expansion of the substance with heat, or else we 
Nvould require to determine the dimensions of the specimen at 
each different temperature. In the majority of cases, however, 
•on account of the exceeding smallness of the change of volume 



g6 Practical Electricity and Magnetism. 

with temperature within the usual ranges of temperature likel) 
to be met with, this correction is unnecessary.^ 

In making the measurement of resistance, the Wheatstoiw 
bridge method had best be employed. The chief difficulties 
in addition to those ordinarily met with in bridge work, are (j 
the accurate measurement of the temperature of the coil unde 
test, and (2) in allowing for the variation of resistance of th< 
unequally heated leads connecting the coil with the bridge. 

99. In designing the coil of wire to be tested, certain pointj 
have to be borne in mind. The mass of wire employed in th( 
coil should be as small as possible, so that it may rapidly arrive 
at the temperature of the surrounding space ; the wire should 
not be wound close on a massive bobbin, but should be in an 
open spiral, or wound into the form of a ring of large diameter, 
tied loosely together with silk thread, the winding of course 
to be non-inductive. The advantage of a shallow ring over a 
long spiral is that in the former every part of the wire is nearly 
at the same level in the heating vessel, this being important, 
since the temperature often varies considerably at different 
depths. 

The wire is cut about 2 cm. longer than is required, and i 
cm. at each end is soldered to the ends of thick copper leads 
(No. 12 S.W.G.). The exact length of the wire between the 
soldered joints is then very carefully measured, and the bared 
part of the wire at the joint coated over with shellac varnish or 
other insulating covering which will not be affected by the 
highest temperature to be used. A second pair of thick copper 
leads, of exactly the same length, are cut from the same material 
and soldered together at one end, these being used as com- 
pensating resistances ; the method of connecting up will be 
shown presently. 

100. The heater consists of a vessel containing paraffin oil> 
placed inside and jacketed by a much larger vessel of water, 
which can be heated by means of a Bunsen burner, to which a 
sensitive regulator is attached. The large mass of water m- 
sures slow variation of temperature, and it is therefore possible 

* See Dewar and Fleming on " Measurement of Resistance at Very Low 
Temperatures,*' Electrician, Oct. 7, 1892. 
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to maintain the temperature steady for long periods of time. 
The heating vessel must be placed sufficiently far away from 
the rest of the apparatus to prevent the latter from being heated 
by radiation. 

The following is the diagram of the connections (see Fig. 64). 
S represents the standard coil, X the test coil, and C the com- 
pensating leads ; these are the same length as the leads going to 
X, and dip into the heater to the same depth, consequently, 
being on the opposite arm of the bridge, and being under 
exactly the same physical conditions, they compensate for the 
leads at X at all temperatures. This is similar to the method 
employed by Callendar in his platinum thermometer. If it is 
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Fig. 64. 

desired to interchange S and X, the compensating leads must 
also be changed to the opposite end of the bridge. 

In all measurements the temperature must be kept constant 
for at least a quarter of an hour before a measurement is 
made, and no two consecutive measurements should be made 
within this interval of each other. 

10 1. In obtaining the variation of resistance by this method, 

it is assumed that the resistance of the bridge wire is known, 

and its calibration curve has been obtained. Then, if S is kept 

at a constant temperature, various balancing-points will be 

found on the wire corresponding to different temperatures of 

the coil in the heating vessel ; from the known resistance of the 

wire, the calibration curve, and the measured displacement of 

the tapping- contact, the increase in resistance for a given 

increase of temperature can be calculated. The resistance of 

the coil and leads is taken at the temperature of the room, and 

also the resistance of the leads alone at the same temperature ; 
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by subtracting this latter value from the former, we obtain the 
resistance of the coil alone at the temperature of the room, and 
by adding on the increments of resistance at the different 
temperatures as determined above, the actual resistance of the 
coil at the different temperatures can be found, from which the 
specific resistance is calculated. 

A curve should now be drawn with values of p for ordinates 
and temperatures for abscissae ; from this curve the law of 
variation of specific resistance with temperature may be 
deduced. This law may be expressed in general by the follow- 
ing relation : — 

ve = Po (i ± a^° ± ^^) 

where p/ =• specific resistance at temperature /° C, p© = specific 
resistance at o° C, a and ^ are coefficients which depend on 
the material of the wire, and may be either positive or negative 
according to the nature of the material, ^ being always an 
exceedingly small quantity, and representing the variation of a 
with temperature. Provided fi is large enough, it may be 
deduced from a very carefully plotted curve, thus — 
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Fig. 65. 



From the temperature scale erect a number of perpendiculars, 
AB, CD, EF, etc. (see Fig. 65); equidistant from one another. 
Measure the differences (AB - CD), (CD - EF), etc., and 
plot these against the mean temperature between A and C, C 
and E, etc. From this curve, which represents the variation of 
a with temperature, and which will be practically a straight 
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mine /?. Putting this value of ^ into the equation 
+ a/ + /?/2)^ from two values of p/we can calculate a. 
; of a is positive if the specific resistance increases, 
tive if it decreases with temperature. Similarly, ^ is 
f a increases with temperature, and negative if it 

3r most substances it is sufficient to calculate a only, 
values of p. 

p/2° "" I + a^2° 
p4 — pA 



a = 



^ o ^ o 

t'l 9t^ — ^1 p/o 

en shown by Mattheissen ^ that for all pure metals, 
n and thallium, a has a value about 0*00366. 
ore recently, Dewar and Fleming,^ in a research on 
ion of specific resistance of metals and alloys at low 
res, in which they employed temperatures down to 
., have shown that in all pure metals the curves of 
re variation of specific resistance tend to meet at 
It near the absolute zero of temperature ; also that 
net kinds of curves exist — those given by iron, tin, 
d copper, in which ^ is positive; those by gold, 
palladium, and silver, in which ^ is negative : and that 
ium, in which yS = o. 

ase of alloys they found the curves to be in general 
les, but differing from those of the pure metals in 
did not run towards the absolute zero on the 
re scale, the direction depending on the metals 
\ the alloy. If, for instance, the alloy consisted of 
:he same group, such as platinum-iridium or platinum- 
ts behaviour more nearly corresponded to that of a 
I than in the case of an alloy such as platinoid, where 
Dnent metals are dissimilar. A very small trace of 

rans., 1 862. 

var and Fleming on " Resistance of Melals and Alloys at Low 

2," Phil. Mag,y vol. xxxiv., Oct., 1892 ; also vol. xxxvi., Sept., 
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impurity was found to produce a marked effect on the dir 
of the curve. 

104. The following exjx^riment illustrates the meth 
measuring the coefficients of resistance variation of a c 
wire. The wire was made up into a loose coil and place 
thermostat, the temperature of which could be very accu 
regulated ; heavy copper leads connected it to a metre b 
the wire of which had been calibrated and all the corre 
determined, compensating leads were also taken to the b 
The coil was allowed to stand for half an hour in the b 
each temperature before a reading was taken. The ter 
tures were taken by means of thermometers reading to j 
on which yJ,7j° could be estimated. The thermometers h 
been compared with one another, and with a standard th 
meter. The standard coils were of manganin. After n 
all corrections, the following resistances were obtained f 
coil at various temperatures : — 

Temperature. Resistance. 





ohms. 


10° 


1 03 892 


20^ 


107*810 


30- 


II 1753 


40- 


II572I 


K 


II9715 


60^ 


123753 


70^ 


i^im 


80^ 


131-846 


90^ 


135*940 



From these readings a curve may be plotted, and the vali 
a and fi deduced, or they may be calculated as follows. 

Assuming the law to be R/ = Ro (1 + a/ + /?/-), we 
taking the first and second readings — 

io3'892 = Ro (i + loa + 100^3) 
107*810 = Ro(i + 20a + 400^) 

fiom which we get — 

a = 0*00382 
and ^ = 0*0000012 



iffect of Molecular Change on Specific Resistance, joi 
From similar equations, we get — 



Coefficients. 



Temperature. 








a 


)3 


lo— 20 


0*00382 


00000012 


20—30 


0*00384 


0*0000012 


30—40 


000387 


0*0000013 


40—50 


000389 


0'00000I2 


50—60 


0*00392 


o'cooooi3 


60—70 


0*00394 


O'00000I2 


70—80 


0*00397 


0*0000012 


80 — 90 


0*00400 


0*0000013 


Mean value ... 


0*00390 


0*0000012 



105. Effect of Molecular Change, — It will be seen from the 
table of specific resistances on pp. 272, 273, that the values 
obtained by different experimenters are by no means identical, 
even when the chemical composition and method of manu- 
facture is as nearly as possible the same. These divergences 
must therefore be put down to some difference in molecular 
arrangement, due to some slight difference in handling or in 
manufacture. 

In the case of copper, it has been shown by Fitzpatrick^ that 
there is some connection between the specific gravity of the 
material and its specific resistance, an increase in the former 
Causing a decrease in the latter; this decrease, however, is 
t\ot proportional to the increase of specific gravity, but changes 
rnore rapidly. He also showed that even in wires of the same 
inetal there may be a slight difference in density due to some 
difference in drawing. 

106. The permanent effect of heat on the resistance of wires 
^s very marked, in consequence of the wire becoming annealed, 
^be specific resistance of all metals being diminished by 
Annealing, although in the case of alloys the effect is very 
^uch less than in that of pure metals. Thus Matthiessen ^ 



» B. A, Report, 1890. 



2 Phil, Trans., 1862. 
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found that the resistance of copper wire diminished by about 
2% on annealing by heating to redness and then cooling slowly; 
whereas the platinum-silver alloy (66% Ag., 33% Pt.) did not 
alter appreciably. 

Partial annealing may, however, occur in a material due to 
age : this has been found in the case of both hard-drawn silver 
and copper wires ; but those conductors that do not alter in 
resistance by baking at a temperature of 100° C. for several 
days, are found not to alter much with age. 

107. All mechanical operations, such as winding, etc., set up 
mechanical strains in wires, which harden them and raise their 
resistance ; this, however, gradually returns to its original value, 
but the change may be hastened by heating and annealing. 
This change, for a wire of any given guage, is always greater the 
smaller the diameter of the spiral into which the wire is coiled. 
It is therefore important, in the case of standard resistance coils, 
that the diameter of the bobbin should be large compared with 
the guage of the wire, in order to prevent excessive strains being 
set up in the material due to winding. 

108. A frequent cause of alteration of resistance in the case 
of alloys is the presence of zinc in the alloy. This has been 
found to slowly crystallize out, and cause a permanent alteration 
and rotting of the material in the case of German silver. 

The whole question of molecular change and consequent 
alteration of specific resistance in metals and alloys is exceed- 
ingly important, and would form a good line of investigation for 
more advanced students. 

Fault Testing. 

109. In cables or coils of wire which may be immersed in 
a conducting liquid, faults are liable to occur the accurate 
determination of the position of which is of great importance. 

The faults likely to occur in the case of such an insulated 
cable are the following : — 

(a) Complete fracture of the wire and insulation, the broken 
end of the wire making a good " earth." 

(/;) Local breakdown of insulation, causing partial earth, but 
no fracture of wire. 
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(c) Complete fracture of wire, but no breakdown of 
nsulation. 

The first case is that of a cable which has snapped in two, the 
)are copper end making contact with the earth, as shown 
iiagrammatically in Fig. 66, where ABC represents the sub- 
Tierged cable, fractured at B. To find the distance from A to 
:he fracture we measure the resistance between A and earth on 




Fig. 66. 

I post-oflfice bridge, and thus get the resistance of the part of 
wire AB (the resistance of the earth being negligible). Con- 
sequently, knowing from the specification of the wire its re- 
sistance per mile, we can calculate what length this measured 
resistance corresponds to. 

no. The second case, which is more important, as occurring 
more frequently in practice, could be determined in the same 




r 



B 



Fig. 07 

way, provided the earthing of the wire had been good ; but if 
there is only a partial earth, the resistance and polarization 
introduced there would interfere with the results. Of the 
various methods which may be employed in this case, perhapst 
that known as the " loop test " is the best ; it however requires 
a second cable (see Fig- 67). Let AB and CD represent the 
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two cables, one of which, AB, has a partial earth at E. The 
ends B D are joined or " looped " together by a wire of small 
resistance ; A C are joined by a bridge galvanometer G, and 
by two resistances, AF and CF, the point F being connected 
through the key K with the battery B', the other pole of which 
is earthed at e. 

It will now be seen that this arrangement of conductors con- 
stitutes a Wheatstone bridge, FA and FC being two arms, 
whilst AE and CBDE are the others. 

The resistances FA and FC are adjusted until, on depressing 
the key K, and making the galvanometer circuit, there is no 
deflection. Then — 

FC_CE 
FA " AE 

But CE + AE = R (where R = the resistance of the two 
cables in series) ; 

.'. CE = R - AE 

, FC R - AE 

^'^"^FA= AE 

orAF- ^^^"^y 

So that, knowing the resistance per mile of the cable, we can 
calculate the distance corresponding to the resistance AE. 

The advantage of this method is that resistance and polari- 
zation at E do not affect the measurement. The battery B, 
however, must have sufficient E.M.F. to overcome any back 
E.M.F. due to polarization at E. 

III. The third type of fault is the most difficult to localize. 
Two methods are available, and it is advisable to use one as 
a check on the other. The first is the measurement of the 
dielectric resistance of the cable, and the second is the measure- 
ment of its electrostatic capacity from one end to the break, 
the other end of the cable being insulated. 

The first method assumes (which may not always be the 
case) that the dielectric resistance is uniform along the cable. 
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I par. 94 we have already shown that in a cable the dielectric 
si stance is — 



R = 



log, 



27r/ ^^ ri 

here p -•= specific resistance of the insulating material, / = 
le length of the copper conductor /a and r,, the external and 
iternal radii respectively of the insulating covering. The 
alue of R may be found by some of the methods described in 
he section dealing with high resistance measurement, and p 
nay be found from previous tests, or by testing a known length 
)f the cable. From these measurements / may be calculated 
ipproximately. 

112. As a check on this measurement, the following capacity 
measurement should be made, since it has been shown in 
par. 262 that the capacity of a cable of length /and S.I.C. = o-, 
whose external and internal insulation radii are r, and ;*i, is — 

o-/ 



K = 



2 loge ^ 



the capacity being measured between the free end of the cable 
and earth by some of the methods described in Chapter V., 
o- being determined either from previous tests or from an actual 
test of a measured length cut from the cable, and the length 
I calculated. These two measurements should be made from 
^ch end of the cable, and the mean value of / taken for each 
end. 

113. In order to practise these tests an artificial cable may 
l^e constructed as follows. A number of coils of insulated wire, 
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such as No. 40 manganin, are soldered to separate terminals, 
AB, CD, EF, etc. (see Fig. 68), so that they can be connected 
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up in any manner to the terminals T, T, T', T', which represent 
the ends of the lines; a wire, E, of low resistance stretched 
between them represents the " earth." The coils are arranged 
so that they can be locked up in a box with only the terminals 
T, T, T, T', E, E projecting out. The demonstrator can thus 
arrange any fault on the artificial cables — such as a " dead earth," 
by connecting one of the coil terminals to the wire E ; or a 
" partial earth," by connecting one terminal of a coil to E through 
a small battery — and then lock up the box, leaving the student 
to localize it ; the total length and resistance of the wire on the 
coils being known. 

Absolute Measurement of Resistance. 

114. In making comparisons and measurements of resistance, 
it is necessary that we should have some standard of resistance 
in terms of which we are to express the values of the resistances 
we measure. Several such standards have been proposed from 
time to time ; the most important, however, was that due to 
Werner Siemens (i860), who proposed, as a standard of resist- 
ance, that of a column of pure mercury, 100 cm. long, and 
I sq. mm. in cross-sectional area, at a temperature of 0° C. 
This standard was quite empirical, and simply represented a 
value which was found to be approximately of the order oi 
the resistances which were most commonly measured at that 
time. Later investigations showed that a resistance could be 
expressed in terms of the units of length, time, and mass. 
When this was done for the Siemens unit it was found to be 
proportional to a velocity of 0*98 x 10® cm. per second; it was 
then decided to call that resistance which had a value pro- 
portional to a velocity of 10'* cm. per second, the practical unit 
of resistance. 

Starting from this definition, fresh determinations of resistance 
in absolute measure had now to be made, in order to determine 
the exact length of a mercury column which would represent the 
unit of resistance, since the legal definition of the ohm was 
expressed in terms of a mercury column. Mercury being a sub- 
stance which, whilst being a good conducter, is a liquid, and is 
therefore free from internal strains which might alter its physica 
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roperties, and which are liable to occur in a solid conductor, 
•n account of the difficulty of working with mercury resistances, 
is usual to determine in absolute measure the resistance of a 
ire conductor, which is immediately afterwards compared on a 
ire bridge with a column of mercury. 

115. We cannot here enter into the full discussion of the 
arious methods of determining resistance in absolute measure, 
5 that would be of little use, since very few physical labora- 
)ries can afford to provide the apparatus necessary for such a 
urpose ; yet the main principles involved can be illustrated by 
try simple apparatus, from which the student may be able to 
rasp the difficulties to be met with in more accurate work. It 
lust, however, be strictly borne in mind that we do not presume 
call the measurements made in this way " determinations." 

In order to obtain the resistance of a wire directly in absolute 
neasure, we have the choice of two fundamental principles upon 
vhich to base our methods, the first being Joules' law of heating, 
.vhich establishes a relation between the current, the resistance, 
md the heat produced in the wire, and the other, some applica- 
tion of Ohm's law, which defines the resistance of a wire as the 
ratio between the potential difference at its ends and the 
current flowing through it. Methods based on both of these 
principles will be described, but the student is recommended to 
study the original papers, references to which are given, in 
order to get the full discussion of these experiments, since we 
only propose to describe the method sufficiently for measure- 
ments being made to a first approximation. 

116. Joules' Method, — This method of determining the value 
of the resistance of a wire in absolute measure, in terms of the 
amount of heat generated in it when a current of known strength 
flows through it, cannot rank along with the other methods for 
accuracy, both on account of the difficulty of making the 
measurement of the heat evolved, and also since an accurate 
knowledge of the mechanical equivalent of heat is required, this 
quantity not being known to the degree of accuracy with which 
we can determine resistance by the methods based on Ohm's 
law. The practice of the method, however, forms a splendid 
test of the ability of a careful student. The apparatus leo^vt^d 
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for this experiment consists of a thin copper calorimeter, which 
is suspended inside a water-jacketed space ; inside the calori- 
meter is placed the wire resistance which is to be measured, 
and which should consist of a coil of bare manganin wire, which 
has been varnished over to make it insulating. The coil should, 
if possible, take the form of an open spiral, so that the liquid in 
the calorimeter is in contact with every part of it, a bobbin 
being objectionable, on account of the difficulty of ascertaining 
its exact temperature and calculating its heat capacity. The 
wire is soldered to two copper leads, the dimensions of which 
may be so chosen that their rise of temperature shall be 
approximately equal to that of the liquid, thus avoiding a 
correction for heat lost bv conduction throuojh the leads.^ In 
series with the manganin resistance is a voltameter or standard 
galvanometer, a secondary batter}', regulating resistance, and 
break-circuit key. The liquid in the calorimeter may be water 
or, better still, analine,- the specific heat of which is accurately 
known, and remains more constant with alteration of tempera- 
ture than that of water. 

If we call R the resistance of the manganin coil in absolute 
units, C the current in absolute units, / the time in seconds 
during which the current flows, H the quantity of heat given 
out in gramme degrees Centigrade, and J the mechanical 
equivalent of heat, i.e. 4*2 X 10" ergs, then — 

Heat produced in coil = heat given out 

CR/= TH 

and R = p., . 

The accurate measurement of H, the heat given out by the 
coil, is somewhat difficult, since, in addition to the heat gained 
by the liquid surrounding the wire, we have to take into account 
the heat gained by the calorimeter, stirrer, thermometer, and 
the wire coil itself, besides estimating the heat lost by radiation. 
The heat gained by the apparatus is calculated from its water 

* See Ayrton and Haycraft, Proc. Phys. Soe,, Dec. 14, 1894. 
2 Griffiths, "Specific He it of Analine," Phil. Afag.^ vol. x)cxix.,-Jan.i 
1895. 
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equivalent, which may be experimentally determined, as 
described in vol. i. p. 76; whilst the heat radiated may be 
found by an experiment similar to that described in vol. i. p. 
77. The water equivalent of the apparatus may also be 
calculated, since it is equal to the product of the weight of 
each part immersed into its specific heat. The correction for 
radiation may be made negligible by arranging the current 
so that the temperature at the end of the experiment is as 
much above the temperature of the air as it was below it at the 
commencement. 

A known weight of liquid is placed in the calorimeter, and 
the temperature taken by means of a delicate thermometer 
graduated to ^0° C, on which the temperature may be estimated 
to Y~y-° C. ; a second thermometer is placed in the jacketed 
space surrounding the calorimeter. 

The current is now started and maintained constant until the 
liquid, which has been kept continuously stirred, has risen a 
few degrees in temperature ; the current is then stopped, and 
the time during which it has flowed noted accurately on a stop- 
watch. The thermometer in the calorimeter should, if the 
stirring has been performed properly, cease rising almost at 
the same instant that the current was stopped ; this temperature, 
i T./, is now noted. Then, if Ti° was the initial temperature of 
the liquid, m its mass in grammes, s its specific heat, W^ the 
Water-equivalent of the apparatus, and R the number of units 
of heat lost by radiation during the time /, and which has been 
determined by a separate experiment, the total quantity of 
heat given out by the coil is — 



• 



\ 



H = ;;/j(T/ - Ti°) + W,(T,° - T,°) + R 

^he current C is now obtained in absolute units from the 
^tirrent-measuring apparatus employed (see par. 130), and the 
^alue of R calculated in absolute units. The student should 
^*^en proceed to check this result by measuring the resistance 
^f the manganin coil on a wire bridge against a standard 
^^sistance, when the resistance in ohms x 10^ should give 
^*^e same result as that obtained in the above experiment. 
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117. In the second class of methods, the principle of which 
depends on Ohm's law, the resistance is expressed in terms of 
an electromotive force and a current, the values of which must 
be known in absolute measure. 

One of the best-known methods of this class is that proposed 
by Lord Kelvin,^ and usually known as the British Association 
or B. A. method. 

In this method a circular coil of wire is mounted in a frame, 
so as to be free to rotate about a vertical axis in the earth's 
magnetic field. At the centre of the coil, and protected, by 
a closed glass vessel, from air currents, a magnetic needle, with 
mirror attached, is suspended by a long silk or spider line. 

As the coil rotates in the earth's field, the flux of lines of 
force through it is continually altering with the position of the 
coil with respect to the magnetic meridian ; an E.M.F. will 
therefore be induced in it, the magnitude of which may be 
calculated from the known strength of the field, and the rate 
of change of lines in the coil. If the coil has its circuit 
completed by joining the ends together, this E.M.F. will induce 
a current in it, which will be alternately in opposite directions 
with respect to the coil itself, but will always be in the same 
direction with respect to the needle at its centre ; this current 
produces a deflection of the needle, from which its magnitude 
may be calculated in absolute measure, and hence, by dividing 
the E.M.F. in absolute measure by the current in absolute 
measure, we obtain the resistance of the coil also in absolute 
measure. 

118. The following calculation may be regarded as giving 
the resistance of the coil to a first approximation. 

Let E = E.M.F. set up in the coil in absolute measure; 
C = current in the coil in absolute measure ; 
R = resistance of the coil in absolute measure ; 
II = horizontal intensity of the earth's magnetic field ; 
A = eflective area of the coil, i,e, the sum of the areas 

of each turn ; 
N = total number of lines passing through the coil \ 
n = speed of rotation in revolutions per second ; 
' See Appendix D., B. A. Report^ 1863. 
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then, when the coil is inclined to the magnetic equator at 

an angle — 

N = HA cos 

dO 
and E = HA sin $ j^ 

dO 
But -^^ = 2irn 

:, E = 27r;/HA sin 

This, by Ohm's law, neglecting the effect of self-induction, 
is = CR. Hence — 

27r;/HA sin 

C= R 

Now, the magnetic force/, at right angles to the plane of the 
coil, acting on a needle of pole strength, ;;/, at the centre of 

the coil, is — 

2irCs?n 

f=—r 

where s is the number of spirals on the coil, and r is the 
mean radius of the coil in centimetres ; 

^Tj^smullA sin 

and, for simplicity, call this — 

/= A sin^ 

Now, /can be resolved into two components at right angles 
to one another, one,/, acting at right angles to the magnetic 
meridian, and the other, f^, acting along the meridian ; and if 
is the angle which /makes with the meridian, then we have — 

/=/sin^ 
= A sin^ $ 
and/, =/cos 6 

= A sin ^ cos 

Integrating the values of/ and/ for a complete revolution 
of the coil, we get — 

A 



mean value of/ = 
mean value of/ = O 
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Hence the deflection of the magnet at the centre of the coil 
is due to the component /„ and, calling this deflection 8, we 
have — 

/i = wH tan 8 

therefore - „ — = wH tan 8 
2Rr 

and R = -— ^- 

r tan d 

or, since A = irr'^s 

27rV// 



R = 



tan 8 



which expresses the resistance of the coil in absolute measure. 
It must be noted that the deflection 8 is the angular deflection 
of the needle, and not that of the spot of light. The speed 
of rotation of the coil may be measured by the stroboscopic 
disc method, described in par. 120. For the full details of the 
method, the student is referred to the Report of the Elednd 
Standards Committee of tJie British Association^ 1863. 

119. Another method of determining resistance absolutely, 
which has the additional advantage of being a very good 
method of comparing low resistances, is that due to Lorenz, and 
modified by Professor V. Jones.^ 

In this method of determining resistance, the fall of poten 
down the resistance carrying a current is balanced against 
E.M.F. of a simple dynamo, so arranged that the E.M.F. 
be calculated from its dimensions, and whose magnetic field 
produced by the current flowing through the resistance. 

The dynamo consists of a copper disc rotating inside a 
of wire and coaxial with it, as is diagrammatically shown 
Fig. 69. The coil is in series with a battery, B, a regula 
resistance, ;*, and the resistance R to be determined absolut 
From the ends of R potential wires are taken through 
galvanometer G, one to the axis, and the other to the peripb 
of the copper disc, which is rotated so as to produce an E.M. 
in opposition to the P.D. at the ends of R, the speed 

' Phil, Tram., 1891. 



Lorenz Method of Measuring Resistance, 1 1 3 



)tation being altered until no deflection is obtained on the 
ilvanometer G. Then, calling C the current in the coil and 
. its resistance in absolute units, M the coefficient of mutual 




WWWMA — N 



Fig. 69. 

duction between the coil and the disc, and ;/ the speed of 
tation of the disc in revolutions per second — 

The E.M.F. produced by the disc is E = M//C 

»t this, by Ohm's law, is equal to CR ; hence — 

R= M;/ 

le value of M may be calculated from the dimensions of the 
»c and coilji but the calculation is very complicated; M, 
Wever, does not require to be known if it is only desired 
compare two resistances. In this case one of the resistances, 
^ Ri, is placed in the position of R in the diagram, and the 
'c rotated until there is no deflection on the galvanometer G. 
t the speed be n^ revolutions per second. The coil Ri is now 
>laced by the other coil, R2, and the disc again rotated till the 
Vanometer needle shows no deflection. Let the speed now 
n^ revolutions per second, then — 

(i) Ri = M;/i 
and (2) R2 = y^n., 

hence t»- = — 
K2 ih 

See Fhil, Ma^.y Jan., 1889, also July, 1896; and B, A, Report^ \%^\. 
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If Ra is a standard resistance, the value of Rj may thus be 
calculated. 

1 20. In order to be able to regulate the speed of the disc, 
and in cases where the highest accuracy is not required, also to 
measure it, the apparatus known as the stroboscopic disc may 
be employed. 

This consists of a cardboard disc attached to the same axle 
that carries the copper disc, and therefore rotating at the same 
speed. On this are drawn a number of concentric rings, which 
are divided up into a number of segments, painted alternately 
white and black, or white and red. The number of segments 
differing in each ring, say 60 in the first, 34 in the second, 
20 in the third, 16 in the fourth, etc. In front of this disc is 
placed a tuning-fork, to the prongs of which are attached thin 
aluminium plates, overlapping one another and with a long J: 
narrow slit cut in each, parallel to the prongs, so that when the 
fork is at rest the slits coincide, and when it is vibrating they 
coincide twice in every double vibration. When the disc is 
rotating, say 10 times a second, the first ring of segments will 
pass the slits at the rate of 600 per second, the second ring at 
340 per second, and so on. Now, if the fork vibrates 300 
times per second, a person looking through the slits at the 
rings of segments would see them 600 times a second, and 
consequently the first ring of 60 segments would appear to be 
at rest whilst the others would appear to be moving in the 
opposite direction to that of the disc. The speed of rotation|: 
of the disc is calculated from the number of teeth on the 
segment which appears to be at rest, and from the rate of 
vibration of the tuning-fork. Should none of the segments be 
absolutely at rest, the speed may be calculated by timing the 
apparent rate of rotation of the slowest moving one, and from 
the direction of its motion. For instance, if in the above case 
the 60-segment ring appeared to move past the slits at the rate 
of I segment per second, the speed of rotation wdth the above 
fork would be 600 -f i, according as the apparent direction 01 
rotation was with or against that of the disc. 

Some difficulty may be experienced from thermal currents|; 
set up at the rubbing contacts ; these, if constant, may be eith< 
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lowed for, by observing the galvanometer deflection which 
ey produce, and using that as the true zero, or else they may 
J annulled by introducing an E.M.F. in opposition to them, 
bich will just balance their effect. In order to obtain good 
)ntact at the periphery of the disc, more than one brush may 
i employed. In Jones's modification of the Lorenz method 
e brushes consisted of thin metal tubes, through which a 
ream of mercury was kept flowing, the edge of the copper 
sc being amalgamated ; this was found to give exceedingly 
tisfactory results. 

For further details of the method the student is referred to 
e original papers.^ 

Resistance Standards, 

121. The results of many careful researches have given us 
ita from which the dimensions of the standard ohm may be 
ilculated. This quantity is now legally defined as follows : — ^ 

" The ohm, which has the value 10* in terms of the centi- 
metre and the second of time, is represented by the resistance 
ffered to an unvarying electric current by a column of mercury 
t the temperature of melting ice, 14*4521 grammes in mass, 
f a constant cross-sectional area, and of a length of 106*3 
entimetres." 

Practically, it is found that a mercury column is not a con- 
enient form in which to embody the unit. The requirements 
fa practical unit being briefly as follows : (i) it must be easy 
5 construct; (2) it ought to be made of some substance of 
igh specific resistance, in order to avoid having a large bulk ; 
3) its temperature variation of resistance should be as small 
s possible ; (4) it must not be liable to change its value with 
me, either from oxidation or from molecular change; (5) 
• must be able to stand handling without injury, and be of 
^ch a form that its temperature may be accurately determined. 

122. After many experiments on various substances,^ the 
lost satisfactory, both as regards permanency, low temperature 

} Phil, Trans. J 1891 ; Electrician, vol. xxxi. p. 620; vol. xxv. pp. 543, 
^2 ; vol. jtxxv. p. 351. 

' See London Gazette, Aug. 24, 1894. 

* See B. A, Report, 1862-65. 
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variation, and high specific resistance, was found to bi 
alloy of 66'6 per cent, silver and ^y^ per cent, platinum, 
Idiown as platinum-silver, having a specitic resistance equal to 
14 microhms, and a temjveraturc variation of resistance of 
0-031 per cent, per 1" C, 

123. The accompanying figure (Fig. 70) shows the form 
taken by the standard. A double silk-covered, well-paraffined 
platinum-silver wire is wound non-inductively in the space 
between two brass cylinders, the free ends being soldered 10 
thick copper wires, and the space round the wire filled up with 
paraffin wax. The case is immersed to the depth of the 
narrow part in melting ice, and the temperature taken by .1 





thermometer which passes into thu inner tube. The d 
objections to this form are that it is difficult to insure I 
every part of the coil is at the same temperature, and that 
thermometer registers this temperature. It also takes a l( 
time to settle down to a steady temperature, on account of 
large mass of parafiin was surrounding the wires, and it 1 
been suspected that the strains set up in the wire, due 
expansion and contraction of the paraffin wax, may causfr 
permanent alteration in the resistance of the wire.' 

4. A modification of this form of standard, which gels 01 
of these difficuhies, is that due to Dr. Fleming' (s 
Fig. 7r). The coil is wound in the form of a flat spiral, 
Elettrieian, vol. xxix, p, 277 ; B.A. Rtport, iSijo, 
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its ends soldered to thick copper leads, which pass up from the 
coil inside ebonite tubes, insulated from them by air, except 
at the ends, where they are held by ebonite cups containing 
paraffin oil. The coil is placed between two annular discs of 
brass, with flat grooves in their opposite faces, which, when 
screwed together, form a closed space of rectangular section. 
The coil is embedded in paraffin wax in the lower groove, but 
the upper groove is empty, an opening being made into it 
through which air may be forced when the apparatus is 
immersed in water, to test for leakage at the joints. The 
advantages claimed are, better insulation and more uniform 
temperature throughout. 

125. A description of the standards would, however, be 
incomplete without mention of the standards employed at the 
Berlin Reichsanstalt.^ The general form taken by the i-ohm 
standard being shown in Fig. 72. 

The wire is No. 18 B.W.G. manganin double white silk 
covered, the ends being soldered to copper washers, which are 
then screwed and soldered with silver solder to the ends of 
thick copper leads, the resistance of which together amounts to 
about 140 microhms. The bobbin on which the wire is wound 
is a hollow brass cylinder 4 cm. diameter, covered first with 
a shellaced silk tape dried at 140° C. ; the wire is also shellac 
varnished and dried for 10 hours at 140° C. The insulation 
resistance of the wire is of the order of a million megohms ; 
the wire when wound on the cylinder being held by a dry 
cloth and not in the bare hand. The axial length of the coil 
is 4 cm. The coil hangs by the leads, in a vessel of paraffin 
oil II cm. broad, 48 cm. long, and filled to a depth of 12 cm., 
provided with a fan to keep the liquid in circulation. The 
radiating surface of such a coil is about 100 sq. cms. With 
Such standards a maximum current of i ampere could be 
Used. 

126. Kelatiojis between the Various Standards. — Since from 
time to time, on account of new and more accurate determina- 
tions of the ohm having been made in terms of a certain length 

* See translation of a paper by Feussner and St. Lindeck, Electrician^ 
^OL xxxvi. o. COO. 



1 1 R Practical Electricity and Magnetism. 

or mercury column, fresli standards liavc been issued, and 
different experimenters have used different standards, we here 
enumerate the mure iniporlanl standards, and give a table 




I 



showing the relation of each to the present legal staiitlaiJ, 
hich is defined in terms of a mercury column io6'3 < 
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Centimetres of mercury t *..»c ^r.N«<>.^r.»^ 
Smndards. ato»C.a„d '" 'l^aUh^m"'"' 

T sn. mm. sertinn. ° 



I sq. mm. section. 



nen's unit icxj'oo 0*9407 

.. unit (1864) I 104*88 0*9866 

al ohm (1884) io6*oo 0*9972 

jent legal ohm (1892) ... 1 106*30 I'oooo 



n connection with the various standards of resistance that 

e from time to time been employed, the student must be 

eful, when studying any published paper or research, to 

e the particular unit of resistance employed in the measure- 

nts. If the unit employed was one of the older ones, the 

isurements must be reduced in terms of the 1892 standard 

3re they can be compared with recent experiments. 

IS, if the standard employed was the legal ohm of 1884, 

measurement of resistance made in terms of it must 

io6'3 
reduced in the ratio of -, in order to compare it with 

isurements made in terms of the 1892 standard. The same 
ark applies to the determination of E.M.F., which involves 
product of a current into a resistance. Determinations 
le in terms of the 1884 ohm will, therefore, be about 
p>er cent, too high as compared with those made from the 
2 standard. 
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II. 

CURRENT. 

129. The measurement of current should really have been 
dealt with before the measurement of resistance, since the 
absolute measurement of the latter quantity involves an abso- 
lute measurement of current. We have, however, taken resist- 
ance measurement first, chiefly on account of its very great 
importance, and also since " measurements " of resistance are 
in general only comparisons of the resistances of coils with 
that of some standard coil, and do not involve a measurement 
of current. 

The absolute unit of current is defined in terms of the 
magnetic force which it produces, and is that current wbidi, if 
flowing in a circuit of i cm. length, bent into an arc of i cm. 
radius, would exert unit force (one dyne) on a unit magnetic 
l)ole placed at the centre of the arc. 

The practical unit of current is the ampere, and has a value 
y\^ absolute unit. 

In making absolute measurements of current the magnetic 
effect alone is employed, but for ordinary measurements either 
of the two other effects of the current may be used, viz. the 
heating effect or the chemical effect, provided they have been 
once for all standardized in terms of the magnetic effect. 

130. Absolute Determinations of Current. — In accordance 
with the definition of unit current, we must measure the mag- 
netic force which the current exerts at a certain point ; it is, 
however, impossible to construct an apparatus for this purpose 
in terms of the definition, and therefore it is usual to employ 
circular coils, and calculate the total effect which a current 
flowing in them will produce at their centre. 
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[n general two classes of instruments are employed in 
king absolute determinations of current strength, these 
ng— 

(i) Standard galvanometers. 

(2) Standard electro-dynamometers, 
the first class of instrument the magnetic force set up by 
\ current flowing in a circular coil of known dimensions, acts 
a magnetic needle suspended at its centre, under the in- 
ence of a magnetic-controlling force of known strength, 
lilst in the second class the galvanometer needle described 
ove is replaced by a coil of wire of known dimensions 
rough which the current to be measured also passes, its value 
ing deduced from the magnetic force with which the one 
il acts on the other. 

131. In constructing an apparatus for the absolute measure- 
ent of current, there are certain conditions which must be 
Ifilled in order to insure accuracy, and which it will be as 
2II to enumerate. 

[a) The " constants " of the apparatus must be of a very 

-rmanent character, and should not be affected to any 

)preciable extent by slight relative displacements of the 

rious parts, such as might occur due to expansion, contraction, 

warping. 

(h) There should be no variable quantity introduced into the 
easurement over which the experimenter has not got complete 
ntrol. 

[c) The number of measurements which involve readings of 
e highest possible accuracy, should be as few as possible. 
In the various methods for determining current in absolute 
easure to be described, we shall point out wherein certain 
sthods have an advantage over others in respect to the above 
nditions. 

Standard Galvanometers. 

132. Tangent Galvafiometer. — This instrument is so called 
cause the tangents of the angles of deflection of the needle 
i proportional to the currents producing them, and is one 
the simplest and easiest to use of the various standard 
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current-measuring instruments, although in point of accuracy it 
may be inferior to some of the others. 

In its simplest form the tangent galvanometer consists of a 
single coil of wire, at the centre of which a magnetic needle is 
suspended, so that when under the directive influence of tiie 
earth's magnetism only, its magnetic axis is at right angles to 
the axis of the coil. When a current flows through the coil the 
needle is deflected out of the meridian, until the moment of the 
deflecting couple is balanced by the moment of the controlling 
couple due to the earth. Calling C the value of the current in 
absolute (C.G.S.) measure, ;// the strength of the magnetic pole, / 
the length of the magnet, ;• the radius of the coil, 8 the angular 
deflection of the needle, and H the horizontal intensity of the 
earth's magnetic force, we have — 

27rC//// 



/• 



cos 8 = deflecting couple 



and w/H sin 8 = controlling couple 

27rC//// - 7TT • C* 

therefore cos o = ////H sm o 

;• 

and C = ^ H tan 8 

27r 

If instead of there being only one turn in the coil there are n 
turns, and the radius is sufficiently great for them to be assumed 
to be all at the same distance from the centre of the coil, then— 

C= ' HtanS 

27r// 

The quantity — is, of course, invariable, once the coil is 

r 

wound, and is known as the " constant " of the coil, being 
usually denoted by the letter G. We may therefore write the 
above equation — 

C = xv tan 8 
Also, for a given place, assuming the earth's magnetism to be 

XT 

constant at the centre of the coil, — becomes a constant, and 

the formula may be written — 

C = K Un 8 
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'he constant G of the coil is usually determined once for all 
^hen the coil is wound, although it may be determined electri- 
ally by comparing it with a coil of known constant at any 
ime, without unwinding it ; the method of doing this will be 
escribed later on. 

133. The main objection to the tangent galvanometer as a 
tandard current-measurer is that the calculation involves a 
Jiowledge of H, the horizontal intensity of the earth's mag- 
etic force, this being a somewhat variable and difficult 
uantity to measure with accuracy. 

In some cases the galvanometer-control is supplied by a 
►ermanent magnet, in addition to the earth's control, and the 
eld due to the permanent magnet being much greater than 
iiat due to the earth, small variations in the latter do not 
ecome so important. Such an arrangement, although better 
:ian the previous one, is always open to the objections to the 
se of permanent magnets, which alter with time and tempera- 
are, making it necessary to redetermine the value of H from 
me to time. 

134. In actual practice, it is found necessary to have con- 
iderably more than one turn in the galvanometer coil, and 
ince the turns cannot all be at the same distance from the 
entre, a correction must be applied. If Fig. 73 represents a 




Fig. 73. 

iction through the coil, the depth of the windings being 2^' 
id their breadth 2/, the mean radius of the coils being ;*, then 
can be shown ^ that — 

' Electrician^ vol. xxvii. p. 716 ; also Mascart and Joubert's ** Electricity 
td Magnetism," vol. ii. p. 104. 
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and therefore — 

^=— 1 !'d^ >l Htan8 

The values of d and / should be small compared with r Ac 
mean radius of the coils, which latter dimension should not be 
less than 15 cm. The best proportion between d and /being— 

/" V2 

whilst in any case d should not be greater than -^ r. 

135. The needle of the tangent galvanometer must be small 
compared with the radius of the coil, in order that when 
deflected from its zero position it may move in a uniform 
field. It should not be more than i cm. long, otherwise a 
correction must be made for its length, this correction, howe\'ei; 
disappearing when the deflection is 27°. For a needle of 
length one-tenth the radius of the coil, the divergence from the 
tangent law is about 0*5 per cent. 

136. Constfucfion, — The bobbin on which the wire is to be 
wound should be made of some material which, while being 
an insulator and absolutely non-magnetic, will not be liable to 
change of shape due to warping, etc. In this latter respect, 
wood, ebonite, etc., are unsatisfactory; wood well seasoned, 
however, may be suitable, provided the coil be built up of six 
or eight pieces inclined to one another, so that at different 
parts of the bobbin the grain of the wood will run in different 
directions. Metals, on the other hand, such as brass, 
aluminium, etc., whilst being easy to turn up accurately, are 
liable to contain iron, which renders them quite useless. 
The best material of all would probably be white marble; 
the expense of manufacture, however, is somewhat prohibitive. 
Having got a suitable coil properly "turned up," the circum- 
ference must be accurately measured by means of a steel | 
tape ; this having been recorded, the wire is carefully wound 
on, the mean diameter inside and outside the insulation having 
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ien previously carefully measured by a micrometer gauge, 
' it is required in order to calculate the mean diameter 
^ the coil when wound, this being the diameter of the bobbin 
l-us the depth of the windings. The number of turns wound on 
also recorded. 

137. The needle must be suspended accurately in the centre 
r the coil (both radially and axially) by means of a spider* s- 
eb or quartz-fibre suspension, and may be arranged either to 
idicate its deflections by means of a light pointer moving over 
graduated circular scale, or else more accurately by a mirror 
mp and scale. 

Should the latter method be adopted, the needle may be 
tached to the back of the mirror, and in reading the deflec- 
Dns it must be borne in mind that the angular deflection of 
e spot of light is twice that of the needle. If a straight scale 
used, the deflection in scale-divisions, divided by the distance 
Dm the mirror to the scale, also expressed in scale-divisions, 
ves the tangent of twice the angle of deflection, and the 
ngent of half that angle may easily be obtained from a table 
tangents. For approximate calculation, one-half the tangent 
twice the angle may be taken as equal to the tangent of half 
e angle. 

138. Correction for Torsion, — If the suspension is not too 
ort, and consists of a very fine quartz or spider's thread, it 
11 not be necessary to make any correction for torsion, 
lould the suspension, however,- be stout or short, then a 
•rrection will be necessary, and may be made as follows, 
le needle is allowed to come to rest at zero free from 
rsion ; it is then, by means of a magnet, caused to rotate once 
und, and the scale reading when it comes to rest is noted, 
there is any torsion, the spot of light will come to rest a little 
the opposite side of the zero from the direction of rotation, 
this angle is 0, then the coefficient of torsion, t, is — 

e 

"■ ~ 360 - ^ 
that instead of a deflection, 8, we write- ~ 

8(1 + r). 
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139. Adjustment.— Xn selling up tlic tangent galvanoraeU 
(see Fig. 74), the coil must be set so as to He in the plane d 
the meridian, and then be carefully levelled till the needll 
hangs exactly in the centre of the coil (radially and axinll/) 
The lamp and scale is then set up at the proper distance fro 
the mirror, so that the distance from the centre of the mirror tg 
each end of the scale is llie same, and the image of the ci 
wire in the spot of light is at thu zero on the scale. 




^L anotht 
^1 is not 



A current sufficient to give a moderate deflection on 
scale is now sent through the instrument, and the defiecti< 
noted ; the current is then reversed, and the deflection to 
opposite side of the Kcro noted. If this is not the same as 
previous deflection (the current having been kept constant), 

that the mirror and needle are not parallel to 
another, or, in the case of a pointer instrument, that the point 
is not at right angles to the needle. 
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The mirror, or pointer and needle, must then be adjusted 
elatively to one another until, on reversing the current, the 
ame deflection is obtained on both sides of zero. 

140. Sensitiveness of a Tangent Galvanometer, — The position 
)f maximum sensitiveness in a tangent galvanometer is when 
:he needle is in the plane of the controlling field, as in that 
position the moment of the deflecting force is a maximum, 
ivhilst the controlling moment is a minimum. The minimum 
srror, however, introduced into the calculation by a given error 
n reading the deflection, occurs when the deflection is between 
1^0° and 50°, an error at that portion of the scale of yV 
)roducing an error of 0*35 per cent, in the result. 

141. Determination of the ControlVrng Force at the Needk, — 
^'he determination of the strength of the controlling force 
cting on the needle may be made by the method of Gauss, 
^hich will be fully described later (see par. 268), and which is 
applicable both when it is due to the earth's control, or to the 
-arth and a permanent magnet; we will therefore refer the 
student to the section dealing with the determination of 
he horizontal intensity of the earth's magnetic force. After 
having determined H, the time of swing (i D.V.) of the 
galvanometer needle should be noted and recorded : let it be 
r*! ; then, should the control be at any time altered, it can always 
^e brought back to the original value by adjusting the permanent 
Magnet, so that the needle has again a time of swing, Ti, or, 
>hould it be necessary to reduce or increase the controlling 
orce, the new value of H may be calculated from the new time 
^f swing, for, if Hand Hi represent the controlling forces which 
'ive times of swing Tj and T2, then — 

H __1V 
Hi - Ti^ 

142. Helmholtz Tangent Galvanometer. — In order to have 
more uniform field round the needle, Helmholtz designed a 

mgent galvanometer having two equal coils, with their axes 
n the same line and placed parallel to one another, the 
[stance apart of the coils being equal to their mean radius. 
The needle is hung on the line joining the centres of the 
ils, midway between them. 
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This arrangement (seu Fig. 75) diminates ihe terms of lb 
second order from the calculation, the current in absoluta 
e being obtained from the relation '- 

(- + .OS 



c = 



' H tan 5 



ivhcrii . 



: number of turns on each coil ; 

= mean radius of each coi! ; 

= mean distance apart of the two 




I 



In order to see the effect of tlie two coils on the field re 
the needle, the student is referred to Maxwell's " Electrid 
and Magnetism," vol. ii., where plates showing the distributif 
of the field for one and two coils are given. In this galvai 
meter, when the depth of ibe windings is small compared fli 
the mean radius of the coils, the correcting factor for the len( 
of the needle practically vanishes. 

143. In a single-coil tangent galvanometer, the followi 
were the dimensions : — 



" F.len 



nf Ihe Malhcmatic 



of Eledrit 



Standard Sine Galvanometer. 135 

Mean radius of coils, r = g'6'j cm. 
Radial depth of coils, zd = 0*20 „ 
Axial length of coil, 2/ = 2*40 „ 
Number of turns, « = 27 

^nce the coil-constant G is — 

__ 2 X 3-142 X 27 ( 0^10* _ I -2- i 

9-67 P + 3 X~9"6? ~ 2"x76?) 

= 17-55 X 0-987 

= 17-32 
le torsion coefficient of the silk-thread suspension was 
mined by setting the spot of light on the scale to zero, then, 
)tating the mirror and needle through one complete revolu- 
the spot of light was found to be ten scale-divisions from 
ero. The scale was 1000 mm. from the mirror, and the 
-divisions were half-millimetres. 

10 

Hence —- = 0*005 = tan o"?° 

2 X 1000 ^ '^ 

therefore^ = o^" 
r, the torsion coefficient, is — 

o'3 



T = 



= 0*0008 



360 — 6 360 — o'3 

4. Sine Galvanometer. — The standard sine galvanometer 
ry similar to the standard tangent galvanometer in con- 
tion (see Fig. 76), and the remarks which apply to the 
:ruction of one apply equally to that of the other, with this 
ence, however, that in the sine galvanometer the bobbin 
ing the coils is capable of rotation about a vertical axis, a 
•ate scale and pointer frequently being attached so that 
ngular rotation may be measured. 

le adjustment of the sine galvanometer is similar to that 
le tangent. In using the instrument after the pointer has 
set to zero imder the influence of the controlling force, 
:urrent is sent through it and a deflection of the needle 
ined, the coils are then rotated so as to follow up the 
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molion of tlic needle, the current being kept constant ; thil 
has tlie effect of making the needle deflect still further, but 
eventually, provided [he current is not too strong, the coils ifiH 
gain upon the needle, and the -kto on the scale may be brougit 



I 
I 




under the poinlcr in ita )K'i. r.iu-iiiun; hc lia^v iIkii tquilibrifflt 
between the controlling and deflecting moments, the 
force acting at right angles to the needle, and therefore eie* 
ing its maximum turning moment. 

If we call, as before, C = current in C.G S units, 
r ^= radius of the coil, 
// = number of turns on coit, 
S = angular rotation of coil, 
III = pole strength of needle, 
/ ^= length of needle, 
H — strength of controlling field, 
we have— 

deflecting moment ^ - 
and controlling n 
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erefore — 

2'jrnCml TT 7 • /I 
= Yiml sin d 



and C = H sin 6 

27rn 



or C = psin 6 



2irn 



being — —^ the galvanometer constant ; or, as before (see 
ir. 134), if there are several layers on the galvanometer coil — 






145. For a given controlling field the sine galvanometer does 
^t admit of a very large range of current measurement, since, 
the deflection is at all large, on rotating the coils the position 

instability of the needle is soon reached, when it turns right 

►und ; so that, if required to measure currents of widely differing 
ilues, an adjustable controlling field must be provided, or else 
^e galvanometer must be shunted. 

The sine galvanometer is, however, more sensitive than the 
LHgent, its maximum sensitiveness being reached just at the 
oint of instability of the needle. 

146. The great advantage of the sine law instrument over the 
ingent instrument is in the case where the relative values of 
^0 or more currents are required to be measured, or where 
^^ constant of the instrument is obtained by comparison with 

standard measuring instrument and not calculated from the 
dimensions of the coils, because all galvanometers used in the 
t)ove manner follow the sine law independently of the shape of 
he coil, whilst only circular coils will follow the tangent law. 
^e may therefore obtain the relative calibration curve of any 
i^lvanometer by plotting the deflections of the needle when 
he current is sent through it before the coils are rotated, against 
he sine of the angular rotation of the coils required to bring the 
cale zero underneath the pointer. 

Should the galvanometer coil not be provided with a special 
cale and pointer to register its angular rotation, that may be 
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It bu 
f ih 



easily measured in the following way. After the current b 
been sent through the instrument, and the deflection S of ll 
needle measured, the coils are rotated round to follow up til 
motion of the needle, until the zero on the scale stands u 
neath the pointer. The current is then broken, and the scale 
reading, ^, where the pointer comes to rest noted; then ^ 
represents the angle through which the coib have been rotate^ 
and sin i^ is proportional to the current ; therefore, by plotliq 
values of 8 against sin ^ we gel the relative calibration curvt 
the instrument. 

147. Gray's Standard Stiu GalvafioimUr. — One of 
objections to the ordinary form of standard sine galvanometer! 
the difficulty of measuring the coil constants accurately; ti 
difficulty has been overcome in a modified form of sine galvi 
nometer due to Professor T. Gray,* in wbicb a long solenoi 




is employed instead of a ring-shaped coil. In this «ay, by 
using a solenoid whose length is from eight to ten times ill 
radius, the field produced in the mean plane of the coil is veiJ 
uniform, and may be calculated with great accuracy. 

The coil of about 10 cm. diameter is mounted in a tube, 1 
(see Fig. 77), which is free to rotate about a vertical axis, V, 
attached to the base P, the latter being mounted on threl 
levelling screws, L, L, L. A pointer is attached to one end ol 
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the tube, and moves over the scale S, so that the angular rota- 
tion of the coil may be measured, the end of the coil at S being 
supported on the small feet/,/. 

The needle which is attached to the back of the small mirror 
/// is suspended at the centre in the mean plane of the coil. 
At the end of the tube opposite the mirror there is a small slit, 
i-, supplied with cross wires, and above it a plane mirror, M. 
When the cross wires are illuminated their image is reflected 
from ;// to M, and to the telescope / at the other end of the 
tube. 

The coil is levelled and turned round until the image of the 
cross wires at S coincide with those in the telescope ; the needle 
is then in the meridian, and at right angles to the axis of the 
coil. On sending a current through the instrument, the needle 
deflects ; and in order to again make the cross wires coincide 
the coil must be rotated through an angle, which may be read 
off" on the scale S. Let this angle be ; then, when unit current 
flows in the coil, the magnetic force at its centre is — 

where 2/ = length of the coil j 

;/ = numbers of turns per centimetre ; 

;- = radius of coil. 
Expanding this, we get — 

/= 47r7/ f I - i ^2 + 8/4 - etc. J 

Taking as far as the second term in this expression, we get, for 
the current C in absolute measure — 

H sin (9 



47r// 



(-1^) 



H being the value of the magnetic controlling force at the 
needle. 

From this formula it will be seen that when the length of 
the coil is great compared with its diameter, a small error in 
the determination of r will produce an extremely small effect 
in the calculation of the current. 
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Standard Electro-Dynamometer. 

148. This form of current measurer differs from those pre- 
viously mentioned in that the permanent magnet system is 
replaced by a small coil connected in series with the large coil, 
at the centre of which it is suspended by means of a bifilar 
suspension, which in addition to supplying the controlling force, 
conveys the current into and out of the small coil. 

The normal position of the small coil, when no current is 
flowing, is with its axis at right angles to that of the large coil, 
and in the magnetic meridian. 

When a current is sent through the instrument, the small coil 
tends to set itself coaxially with the larger, this tendency being 
balanced by the controlling couple due to the earth and that 
due to the suspension. 

If we call C = current in absolute measure ; 
G = constant of the large coil ; 

(» = constant of the small coil ; 
H = strength of the earth's controlling field ; 

6 = angular deflection of the small coil ; 
K = constant of the bifilar suspension ; 

then, when the deflecting and controlling moments are in 
equilibrium — 

C'Gg cos = CgH sin ^ + K sin $ 

from this we have — 

tan f - c^H + K 

CgH is always small compared with K, so that, on expanding 
the above, we get — 



tan = 



K 



^^CH^ 



K 



K K 



2 
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f we now reverse the current in the coils, we get a slightly 
lifFerent deflection, ^j, and — 

tan e'l = -g— 4- --^2 — 
(whence, by addition, we get — 

tan ^ + tan 0^ = —^ 

and e = -TT- (tan ^ + tan $,) ^ 

149. We have next to determine K, the constant of the 
3ifilar suspension, and in order to do this we proceed as fol- 
ows. The constant depends on the mass (M) of the suspended 
"oil, and varies proportionally with it; hence we may write — 

K = Mt 

where t is a constant depending only on the suspension. To 
determine r we set the coil vibrating about a vertical axis, and 
determine its time of double vibration, T. From this we get 
■he well-known relationship — 

T = 27r v/ jg. 

t being the moment of inertia of the oscillating system. To 
he coil is now attached a bar of non-magnetic material of 
tnown mass, M', and moment of inertia, V, and the time of one 
double vibration is again taken : let it be V. Then — 



r = 27r v/ 



i + r 



t(M -f M') 

rom the equations for T and T' we get — 

__j7mi__ 
^ ~ M(Ti2 - T') + MiTj*^ 

150. In order to insure greater uniformity of field at the 
* See Electrician^ vol. xxviii. p. 272. 
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suspended coi!, the large coil, in some forms of dynamomeM 
is replaced by two coils arranged after the manner of the cd 
ill the Helmholtz tangent galvanometer, the small suspendf 




CO 1 talc nj, the place of the needle m that instrument ; such I 
amigenent ssho%n n F g 7"^ 

Tie ch ef objections to the ah ol te elect ro-dynamorae( 
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2 the uncertainty introduced by the bifilar suspension, unless 
constant is redetermined for each measurement of current, 

d the difficulty of accurately measuring the mean radii of the 
o coils and the angular deflection of the suspended coil. 
151. Current Balance, — Of all the methods proposed for the 
solute measurement of current, the current-balance method is 
rhaps the most accurate. It has the great advantage over 

3 other instruments previously described, that the final 
Iculation for the current does not involve so many measure- 
ints requiring first-class accuracy. 

In its simplest form the current balance consists of two coils, 
e of large and one of small diameter, the coils being placed 
th their planes horizontal, the smaller one being suspended 
axially above the larger from the beam of a delicate balance. 
le coils are arranged in series, the current being calculated 
•m the dimensions and the attraction of one for the other. 

If we call A = mean radius of the large coil ; 
a = mean radius of the small coil ; 
X = distance between the mean planes of the coils ; 
C = current in absolute measure ; 
nri = the number of turns on the coils ; 
;;/ = mass in grammes which counterbalances the 

force between the coils ; 
g = acceleration of gravity ; 

:n the force acting between the coils can be shown to be ^ — 



= w ^ 



Hence C^ — '.^-^-TJZ±. 
nence u - (.^a^^^xmi 

[t can also be shown that the best conditions obtain when 

A . . 

= — . Putting this value into the equation, we get — 

2 

^ " d'^ mi' ^ 16-97 

Electrician^ vol. xxvii. p. 250; also "Mathematical Theory of Elec- 
ty and Magnetism " (J. J. Thomson), par. 216. 
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From this result it will be noted that we do not require to know 
the exact value of the radius of either coil, but only the ratio 
of the squares of the radii. This is a very important point, since 
the exact determination of the mean radius of a coil is a difficult 
matter, whilst the ratio of the radii of the coils may be deter- 
mined by an electrical method with great accuracy. All the 
other quantities in the calculation are capable of measurement 
with great accuracy. 

In making a measurement, the current may be reversed in 
both coils, and then first in one and then in the other, the mean 
of four values of w, two attractions and two repulsions, being 
taken. 

152. In order to obtain greater sensitiveness and uniformity 
of field. Lord Rayleigh has constructed a balance having two 
fixed coils, one placed coaxially above the other, parallel to it, 
the small coil being suspended midway between the two large 
coils. For further particulars the student is referred to Lord 
Rayleigh's paper on the determination of the electro-chemical 
equivalent of silver,^ for which research the balance was con- 
structed. 

153. Determination of the Ratio of the Radii of Two Coiblri 
Bosschds Method, — In a coil of wire the cross section of which 
is rectangular, it is easy to show ^ that if 2/ represents the axial 
length of the coil, 2d the radial depth, n the number of turns, 
and ;- the mean radius, that the constant G is — 



G = '"-' 



f ^d^ 1 r\ 



Consequently, if Gi, //i, ;'i, ^1, and l^ represent these values for 
one coil, and Gg, ;/2j ^2> 4» k the values for another coil 
then — 



Gi n.rX'^^r^' ^ -^ 



d^ /^ 



G2 ^Vi i Y ^2_ I 4 

V ■'• "T" 3' ,- 2 — "2 ^ a 

^ PM, Trans, Part II., 1884. 

2 Mascart and Joubert, " Electricity and Magnetism," vol. ii. p. 104. 
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md therefore — 



^*2 ^2Gi J y^d^ ^Q\ 

\ I "T 3 2 — 2r~2) 

'2 '2 / 



Now, since the ratios — , — , — , — are small, their squares may 

rx n n ^2 
either be neglected or the values calculated from approximate 

data with sufficient accuracy ; we may therefore write — 

rg ~" WaGi 

In order to get the ratio — '^, the coils are placed with their 

Gi 

planes vertical, one being inside the other and coaxial with it, 
Jie planes of the coils being parallel to the magnetic meridian. 
^ small error in the adjustment of the two coils affects the 
"atio as the square of the displacement.^ 

A very small magnet attached to the back of a mirror is then 
suspended by a fibre at the common centre of the two coils. 
The coils are connected in parallel, but in such a way that if 
V current goes round one in a clockwise direction, it goes in 
t counte: -clockwise direction round the other. Resistances 
ire ?aFerted in the circuit of each coil, the connections being 
ihown diagrammatically in Fig. 79, where, for the sake of 
clearness, the coils are shown as if they were lying apart from 
)ne another. A represents the large and B the small coil, C the 
lattery, K the key, and p^ and p^ the resistances in series 
vith the coils A and B. 

The resistances in the circuits of the coils are then adjusted 
intil, on closing the circuit at K, no deflection is observed on 
he small needle suspended at the common centre of the two 
oils, this being observed with a lamp and scale in the usual 
'ay, the whole arrangement being similar to a differential 
alvanometer. When an exact balance is obtained, if <^i and 

represent the currents in A and B respectively, and Gi and 

» Phil, Trans, Roy, Soc, 1885. 
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Go are the constants of A and B, R^ and Rg being the re 
ances of the two coils, then — 

G,r, = G.jC.^ 

But R,r, = R,^,, where R, = (p^ + Ra) and R, = {p^ + Rb) 

therefore 77^ = ^"' 

Oi K, 

and 'i = '^^ 

It will be noticed that we do not require to know the ex 
value of the resistance of either coil, but only the ratio of 1 




B 



— C 



S K 




p 



B 



Fig. 79. 

two resistances, this being capable of measurement with \ 
great accuracy, as will be seen by referring back to the cha 
dealing with resistance measurement. 

154. A neat method of comparing the resistances of the 
coils whilst in position is due to Lord Rayleigh. In it the 
coils, one inside the other, are connected so as to form 
two arms of a Wheatstone bridge, which we will diagrammatic 
represent as follows (P'ig. 80). A and B represent the 
coils — really one inside the other, but show^n separated for 
sake of clearness ; the common terminal a is connected to 
battery through a reversing key, K ; the other ends of the ( 
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)nnected to the mercury cups b and d^ the coil B being 
cted to d through a known resistance, Rj ; two resistance 
R2 and R3, in parallel form the third, and a coil, R4, the 
arm of the bridge ; the bridge galvanometer, G, is placed 
bd, A thick copper strap connected to the battery, and 
I in dotted lines, can also connect b to d^ 
en the ratio of the constants of the coils is to be deter- 
, the copper strap is placed across bd^ and Ri is adjusted. 




Fig. 80. 

)n completing the battery circuit, there is no deflection 
ed on the little needle suspended at the common centre 
two coils. The strap is then removed, and the battery 
:ted to C ; the coil Rg is then adjusted, till, on completing 
ttery circuit, the bridge galvanometer G shows no deflec- 
Then — 

G, - R4 
• being the resistance of the two coils Rg and R3 in 
1, which may be calculated from their separate values. 



14S 
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155, Fig. Si shows a form of current balance designed Ijy 
till; author for use in the laboratory. It consists of a large c: 
mounted on a brass stand supplied with levelling screws of soch 
a si.;e that it will go inside the case of 3. chemical balance, 
The smaller coil is wound on an ebonite bobbin, and s 
arranged tliat it can be susjjended from one arm of the balance 
when the scale-pan is removed. The brass rods supporting it 
have adjustable screws at their ends, to admit of tho coil beiog 



I 





levelled properly. Inside the ebonite bobbin fits a bras 
From which a galvanometer mirror and needle may be sus- 
pended, when it is required to make a measurement of the ratio 
of the radii by the method of Bosscha. In order to be i 
to adjust the suspended coil accurately, relatively to the la 
coil both as regards centering and distance ajiart of the mean 
planes, brass templates were made of the exact distance between 
the outer circumference of the ebonite coil and the inner 
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circumference of the large coil, and also of the exact distance 
between the upper flanges of the two coils when their mean 
planes were the proper distance apart. The following are the 
data of dimensions and winding of the coils : — 






Z 







1 *' 
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Fig. 82.— Small Coll. 

Small CoiL — The external circumference of the windings 
was carefully measured by a steel tape, and was 6^", the 
total number of turns was 60, being 10 layers each of 6 turns. 
The resistance was i '5 ohms. 




Fig. 83.— Large Coil. 

Large CoiL — The external circumference of the windings, as 
measured by a steel tape, was 15^^'', the total number of turns 
was 460, being 20 layers of 23 turns each. The resistance 
was 4 ohms. 

In setting up the apparatus, the scale-pan is removed from 
one side of a chemical balance, and the small coil hung in its 
place. Very thin insulated copper wires are led from the coil 
to the standard of the balance where they are attached, and then 
led to the rest of the apparatus. The large coil is now adjusted 
in position, and both it and the small coil levelled carefully 
by means of a spirit-level and the templates until they are at 
the required distance apart. Weights are placed in the other 
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scale-pan, to counterbalance the coil, and the final adjustment 
made with sand. 

156. The most convenient way to use the balance is to place 
known weights in the scale-pan, and then adjust the current in 
the coils until the attraction between them exactly counter- 
balances the weight, and brings the pointer of the balance back 
to the scale zero. It will be found that the balance is extremely 
sensitive to small variations of current, and it is better to 
arrange two stops, one on either side of the pointer, to prevent 
it swinging too far from the zero position. A liquid or carbon 
resistance should be placed in series with the balance. 

157. The following comparison was made between a copper 
voltameter and the above current balance. An accuracy of 
more than i per cent, was not aimed at, on account of the 
insensibility of the balance used, which was an old one, and not 
that for which the coil had been designed to be used. The two 
coils were connected in series with each other and with a 
copper voltameter, carbon resistance, and six secondary cells, 
and the following data obtained : — 

Weight of cathode before deposition 60*240 gm. 

afler ,, ... ... 60*903 ,, 



»» j» 



Gain in weight 0*663 ,, 

Time of deposit ... ... ... ... ... ... 22 min. 12 sec. 

Temperature... ... ... ... ... ... ... 12° C. 

Weight required to counterbalance the attraction of 

tiie coils ... .•• ... *•• •«. ... ... 2'IC3 {nil. 

Taking c for copper as 0*0003279, we get — 

0*0003279 X 1332 
= 1*518 ampferes. 
The corrected ratio for the radii of the coils was determined 

by the method of Bosscha, and — = 2*28. 

a 



Hence = .-^^-^'' ""''''' 



460 X 60 X 16*97 
= 0*153 absolute units. 
= 1*53 ampbres. 
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This shows a very close agreement between the measurements, 
and if the balance had been more sensitive, the determination 
of current would have been much more accurate. 

158. In determining the ratio of the radii of the two coils by 
the method of Bosscha, we have — 

; 2 ■" //2G1 //gRi 1 , J. 4^ jL ^^ \ 

The resistances required in series with the coils, in order to 
obtain a balance when a current was sent through the two in 
parallel, were 1000 ohms in series with the smaller coil of 60 
turns, and 3392 ohms in series with the coil of 460 turns. The 
axial lengths and radial depths of the coils were measured, and 
the following data obtained : — 

2/i = 0*375'' 2^\ = 0-488' i\ — 1*050" 
2/2 = 1*250' 2^1 = 1*921' ;., = 1*960' 

I'rom this we get — 

^ + ^ (o*8o6r " ^ (0*806)^ _ 

, (0*960^ , ^^^6^57 - ^97 
^ "^ ^ (1*960)*^ " 2(1.960)^ 

Therefore - = -7-^—— X 0*997 = . q 
/'a 460 X 1000 ^^' 2*28 

Voltameters. 

159. We have seen in the preceding sections how an electric 
Current may be determined in absolute measure by means of 
- he magnetic effect. For ordinary use in the laboratory, in the 
standardization of instruments, etc., it is found more convenient 
o measure current by means of its chemical effect. The value 
if the current cannot be calculated from the chemical decom- 
^sition produced in the same way that it can from the 
leflection of a standard galvanometer, or from the balancing 
^'eights required in a current balance, but the constant depend- 
ng on the nature of the decomposition, and called the electro- 
hemical equivalent, is determined experimentally by comparison 
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with one of the standard current measurers. We are therefore 
able to employ the chemical decomposition produced by a 
current as a sort of secondary standard. The object of thus 
setting up a secondary standard, instead of using one of the 
standard methods, is that the chemical method of measuring 
current is much easier to carry out, and requires less complicated 
apparatus than the other methods, whilst being very accurate. 

Faraday was one of the first to investigate the chemical 
effects produced by an electric current, quantitatively, and the 
results of his researches may be briefly summed up in his own 
words. 

" For a constant quantity of electricity, whatever the decom- 
posing conductor may be, whether water, saline solutions, acids, 
fused bodies, etc., the amount of electro-chemical action is also 
a constant quantity, />. would always be equivalent to a 
standard chemical effect founded upon ordinary chemical 
affinity." ^ 

It will therefore be seen that if we can once for all deter- 
mine the " amount of chemical action " produced by a known 
quantity of electricity, we can at any time measure a quantity 
of electricity by finding the amount of chemical action which it 
produces, and comparing it with that produced by a known 
quantity of electricity. Also, since the quantity of electricity is 
equal to the current flowing, multiplied by the time during 
which it flows, we can, by dividing the quantity of electricity by 
the time, calculate the current strength. 

The determination of the " amount of chemical action " in a 
substance produced by a known quantity of electricity is 
usually called the determination of the electro-chemical equiva- 
lent of the substance, this being expressed as the number of 
grammes of substance electrolysed per coulomb of electricity. 
A coulomb being the quantity of electricity which passes when 
one ampere flows for one second. 

1 60. Numbers of researches have been made to determine 

the electro-chemical equivalents of different substances ; some 

of these results are given in the table at the end of the book. 

It is found, however, that comparatively few substances fulfil the 

* Faraday's ** Experimental Researches," vol. i. par. 505. 
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conditions necessary for secondary standard current measurers ; 
of these silver stands out as better than the others, and for this 
reason it has been adopted as the substance to be used in 
current measurement. The legal definition of the ampere — 
the practical imit of current — being expressed as follows : 
The ampbre is. that current "which has the value of one-tenth 
in terms of the centimetre, the gramme, and the second of time, 
and which is represented by the unvarying electric current, 
which, when passed through a solution of silver nitrate in water, 
in accordance to the specification appended hereto and marked 
A, deposits silver at the rate of o'ooiiiS gramme per 
second." ^ 

161. The determination of the electro-chemical equivalent of 
silver was made by Lord Rayleigh,^ to whose paper the student 
is referred for details of the measurement. 

Although the silver voltameter affords the most accurate 
method of measuring a current by chemical means, yet in 
ordinary laboratory work the copper voltameter is generally 
employed, on account of greater cheapness and ease of manipu- 
lation, although there are various sources of error which must 
be guarded against, and which will be treated of later. 

162. In regard to the silver voltameter, we cannot do better 
than reproduce the specification for its preparation referred to 
in the legal definition of the ampere, since this represents the 
result of long and patient investigation with varying conditions. 

"In the following specification the term silver voltameter 
Cleans the arrangement of apparatus by means of which an 
electric current is passed through a solution of nitrate of silver 
in water. The silver voltameter measures the total electrical 
<luantity which has passed during the time of the experiment, 
^nd by noting this time the time average of the current or, if 
^he current has been kept constant, the current itself can be 
^educed. 

" In emplojdng the silver voltameter to measure currents of 
^bout one ampere, the following arrangements should be 
Adopted. The cathode on which the silver is to be deposited 

* See Lovdon Gazette^ Friday, Aug. 24, 1894. 

* PhiL Trans. Roy. Soc, 1884. 
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should take the form of a platinum bowl not less than lo cm. 
in diameter, and from 4 cm. to 5 cm. in depth. The anode 
should be a plate of pure silver some 30 sq. cm. in area and 
2 mm. or 3 mm. in thickness. 

" This is supported horizontally in the liquid near the top of 
the solution by a platinum wire passing through holes in the 
plate at opposite comers. To prevent the disint^rated silver 
which is formed on the anode from falling on to the cathode, 
the anode should be wrapped round with pure filter paper 
secured at the back with sealing wax. 

" The liquid should consist of a neutral solution of pure silver 
nitrate, containing about 15 parts by weight of the nitrate to 
85 parts of water. 

" The resistance of the voltameter changes somewhat as the 
current passes. To prevent these changes having too great an 
effect on the current, some resistance besides that of the volta- 
meter should be inserted in the circuit. The total metallic 
resistance of the circuit should not be less than 10 ohms. 

" The platinum bowl is washed with nitric acid and distilled 
water, dried by heat, and then left to cool in a desiccator. 
WTien thoroughly dry it is weighed carefully. 

" It is nearly filled with the solution, and connected to the rest 
of the circuit by being placed on a clean copper support, lo 
which a binding screw is attached. 

" This copper support must be insulated. The anode is then 
immersed in the solution so as to be well covered by it, and 
supported in that position ; the connections to the rest of the 
circuit are made. 

" Contact is made at the key noting the time of contact. The 
current is allowed to pass for not less than half an hour, and the 
time at which the current is broken is observed. Care must be 
taken that the clock used is keeping correct time during this 
interval. 

" The solution is now removed from the bowl, and the deposit 
is washed with distilled water and absolute alcohol, and dried 
in a hot-air bath at a temperature of 1 60° C. After cooling in 
a desiccator it is weighed again. The gain in weight gives the 
silver deposited. 
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" To find the current in ampferes, this weight, expressed in 
grammes, must be divided by the number of seconds during 
which the current has passed, and by coon 18. 

" The result will be the time average of the current, if during 
the interval the current has varied. 

" In determining by this method the constant of an instru- 
ment, the current should be kept as nearly constant as possible, 
and the readings of the instrument observed at frequent in- 
tervals of time. These observations give a curve from which 
the reading corresponding to the mean current (time average of 
the current) can be found. The current, as calculated by the 
voltameter, corresponds to this reading." 

163. In connection with the silver voltameter, it is worthy of 

note that Professor T. Gray,^ who has had large experience 

with it, advocates the use of silver plates for both cathode and 

anode, instead of a silver anode and a platinum bowl cathode. 

The advantages claimed being that, on account of the lightness 

of the silver cathode, a more delicate balance may be used on 

which to weigh it ; also it is much easier to clean the silver 

plates before the experiment than the platinum bowl. From 

a large number of experiments he found the best results were 

obtained from a solution of silver nitrate containing from 5% to 

io% by weight of silver nitrate, and working at a current density 

of 200 to 600 sq. cm. per ampbre. If these limits were exceeded, 

It was found that the silver deposit became unsatisfactory and 

<lifficult to wash, on accoimt of its not adhering firmly to the 

^thode. 

164. Copper Voltameter. — For most purposes not requiring 
^he highest accuracy it is usual to employ the copper volta- 
meter in preference to the silver one, since the manipulation of 
fte plates do not require the same skill, nor are the conditions 
^or accurate work so Hmited. The copper voltameter has, 
*^owever, certain peculiarities which, on account of its frequent 
^se in the laboratory, merit special attention. 

Many experimental researches have been undertaken from 
^^0[ie to time with a view to perfecting this instrument, but of 
^hese perhaps the most important is the work done by Professor 

> Phil, Mag,, Nov., 1886. 
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T. Gray* in determining the value of the electro-chemical 
equivalent of copper, and we will largely follow his suggestions 
in connection with this part of the subject 

The voltameter consists of a glass vessel containing a solution 
of copper sulphate, into which, suspended from suitable clips, 
the copper electrodes dip. The plates should be made of good 
electrolytic copper, the cathodes being as thin as is consistent 
with strength, in order that the gain in weight due to the deposit 
may represent a larger fraction of the total weight of the plate 
than it otherwise would if the plates were heav>'; also, by 
having the plates light a more delicate balance may be 
employed, and the weight determined with greater accuracy. 
The anodes may be made of considerably thicker copper plate, 
since they will be gradually dissolved away. 

The plates should be cut with a lug at the top for attach- 
ment to the clips, all the corners being rounded off, and no sharp 
edges left, since it is found that the deposit tends to form in a 
crystalline manner at such places. The clips for holding the 
plates should be of brass, copper, or platinoid springs, so that a 
good electrical contact may be obtained, whilst the plates may 
easily be removed for cleaning and weighing. A convenient 
form of clip is shown in Fig. 84, consisting of a copper spring 
pressing on a copper plate fastened to a backing of ebonite. 
The plates should be about i cm. apart and perfectly parallel 
to one another, otherwise the deposit will not be uniform over 
the surface. 

1 65 . Treatment oft/ie Plates. — The plates, before use, must be 
thoroughly cleaned and polished with sand-paper, the sand 
being afterwards removed by placing them in running water 
and rubbing with a clean rag or brush. Ofi no account an tk 
fingers to be placed on that part of the plate which is to recdvt 
the deposit. 

If the plates are oxidized they may be cleaned by dipping 
them into a bath of potassium cyanide, care being taken to have 
excess of cyanide present. After removal from the cyanide 
they must be thoroughly washed with water. After cleaning, 

* Phil. Ma^.y vol. xxii., Nov., 1886 ; also Phil, Mag.^ vol. xxv., Mar.i 
1SS8. 
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plates are pUced in the vollamelL-r, each cathode being 
een two anodes, the number of cathodes required, depend- 
on the current to be measured and the size of the plates; 
;s of data \vill be given later. 

I the case of the standardization of an instrument, the circuit 
consist of the voltameter, the instrument to be calibrated (if 
ssary so arranged that the current in it may be reversed), a 





He resistance, break-circuit key, and secondary batteiy, 
psistance is adjusted until the required current is obtained, 
Seated roughly by the reading on the instrument ; this is 
id to flow for fifteen minutes, the cathode is removed and 
te plunged into a bath of slightly acidulated water, to 
'le copper sulphate solution from the surface before 
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the plate can oxidize; it is then thoroughly washed in tap- 
water and dried in slightly heated clean white blotting-paper; 
after allowing to cool in a dessicator, it is weighed, the weight 
being taken to y^ mg. The plate should be lifted by means 
of forceps, and, if possible, the fingers should never touch it. 
The plate is now carefully replaced in the voltameter, and 
the current started, the time being taken on a stop-watch. 
During the deposition, which should last one hour, the current 
must be kept constant, by means of the variable resistance 
in circuit, so that the reading on the instrument remains the 
same. When the current is stopped, and the time taken, the 
cathode is removed and subjected to exactly the same treat- 
ment as before, and then weighed. If W represents the gain 
in weight of the cathode in grammes, T the time in seconds 
during which the deposition has lasted, c the electro-chemical 
equivalent of copper, and C the current in amperes, then — 

ci 

1 66. Having described the method of using the voltameter, 
we will briefly state the causes which effect the value of €. 
These are found to be — 

{a) The size of the plates, />. the current density at the 
electrodes. 

(b) The density of the solution. 

{c) The chemical action of the solution on the plates. 

(d) The temperature. 
These points have been investigated more or less fully by Gray 
and others,^ and Gray gives a table of apparent electro-chemical 
equivalents, for various current densities at various tempera- 
tures, which may be assumed to include any errors that may 
arise from cause (c). 

The solution for which this table is constructed is made as 
follows. Pure recrystallized copper sulphate is dissolved in 
tap-water (distilled water is not necessary) until a density of 
it8 is reached, and to this one per cent, by volume of strong 

* Gunnon, £/ec^riciafi, vol. xxxii. p. 216; Schuster, £/fc/rtdanf vol 
xxxii. p. 216 ; Gore, Nature ^ vol. xxv. p. 473 ; Vanni, Wied, Ann^ vol 
^4, p. 214. 
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ilphuric acid is added. The quantity of this used should be 
Dout 3 cub. cm. of solution per square centimetre of plate- 
rea immersed, the solution being used for an aggregate time 
f ten hours and then replaced by fresh. Measurements made 
1 accordance with the above instructions may have a probable 
rror of not more than 0*05 %. 

167. The following table of values of € for copper are given 
y Gray, on the assumption that € for silver is o'ooiiiS : — 



rea of cathode 




Values of e. 


in square cen- 




timetres per 




1 






ampere. 


2°C. 


12° C. 


23= c. 


28° c. 


35° C. 


50 


00003288 


0*0003287 


0*0003286 


00003286 


0*0003282 


lOJ 


0*0003288 


0*0003284 


0*0003283 


0*0003281 


00003274 


150 


0*0003287 


0*0003281 


00003280 


0*0003278 


00003267 


200 


0*0003285 


0*0003279 


00003277 


0*0003274 


0*0003259 


250 


0*0003283 


0*0003278 


0*0003275 


0*0003268 


0*0003252 


300 


0*0003282 


0*0003278 


0*0003272 


0*0003262 


00003245 



It will be seen from the above table that the apparent 
lectro-chemical equivalent increases with the current density, 
le increase being, however, small. The effect of change of 
-mperature is also small until a temperature of about 30° C. is 
-ached, when it becomes important. Alterations in the density 
f the electrolyte produce very little effect between the limits 
f i"i5 and I'lS, there being a slight decrease in the value of 
as the density increases. 

xdZ, One of the most difficult points to determine is the 
^emical action of the solution on the cathode. The dis- 
cing action that appears to go on is attributed by Schuster to 
^e action of the dissolved oxygen in the solution, and on 
ectrolyzing in a vacuum the gain in weight of the cathode 
slightly greater. It was also found to be necessary to have 
e solution distinctly acid before consistent results could be 
stained. Gray has shown that the rate of solution of the 
thode is very irregular but never exceeds -^^ mg. per square 
Itimetre per hour, and it is a minimum for solution densi- 
5 between I'lo to 1*15, 
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Various attempts have been made to obtain a solution which 
will not act on the cathode, and Vanni gives one made by 
adding 0*005 gramme of sulphuric acid per litre to a perfectly 
neutral solution of copper sulphate, this giving a value for « of 
0*0003287 between 50 and 200 sq. cm. per ampere plate-area. 
The same result is claimed by Oettel * using alcoholic solutions 
of copper sulphate. 

1 69. Iodine Voltameter, — For the measurement of very small 
currents of electricity, such as those that are employed in 
ordinary reflecting galvanometers, the usual forms of silver or 
copper voltameters are hardly applicable, the quantity of 
electricity passing in an electrolysis, lasting several hours even, 
being very small, so that the gain in weight of the cathode is 
very slight, and the effect of the dissolved oxygen in the 
solution on the deposit may be serious. In order to measure 
very small currents such as these, an ingenious voltameter has 

been constructed by Mr. Herroun,* which 
depends on the estimation of the amount 
of iodine liberated from one of its salts 
during electrolysis. 

The voltameter consists of a tall narrow 
beaker, at the bottom of which is a platinum 
anode, A (see Fig. 85), connection to which 
is made by means of a platinum wire fused 
into a glass tube containing mercury, B. 
The cathode consists of a rod of pure zinc, 
wrapped in filter-paper, in order to pre- 
vent pieces of zinc which may become | J 
detached from falling to the bottom of tl 
vessel ; this rod only dips a few centimetres into the solution, let 
which is a 10-15 P^^ cent, solution of neutral zinc iodide. §i. 

• 

The zinc iodide solution should be kept in a dark i^ce,m 
contact with a little pure zinc, in order to prevent its decom* 
posing. Should zinc iodide not be obtainable, the electrolyte 
may be made up of a solution containing 15 per cent zii* 
chloride, to which 5 per cent, potassium iodide has been added. 




* Oettel, Electrician^ vol. xxxi. p. 59. 
^ riiil. Ma<r., vol. xl., July, 1895. 
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When a current is sent through the voltameter, iodine 
parates out at the platinum anode, but, on account of its 
eat density, remains at the bottom of the glass vessel. The 
rrent density at the cathode should not exceed i ampere per 
iQ sq. cm. surface, otherwise insoluble periodate is liable to 
: formed. 

After the electrolysis is stopped, the zinc cathode is at once 
moved, and the solution stirred up ; it will have a reddish- 
own colour, due to the liberated iodine. The amount of 
dine liberated is 0*001314 gramme per coulomb, and in order 

determine the amount liberated by the electrolysis, the 
own solution is titrated with a standard solution of pure 
dium thiosulphate, a convenient strength being found to be 
{•845 grammes of pure sodium thiosulphate to 1000 cub. cm. 
iter; i cub. cm. of this solution being equivalent to 0*00657 
amme iodine or 5 coulombs of electricity per cubic centimetre 
thiosulphate required in the titration. 

The vessel containing the brown solution should be placed 
1 a sheet of white paper, and a burette filled with the sodium 
iosulphate solution fixed in a retort stand, so as to be able to 
n it into the iodine solution. The thiosulphate is run in 
Dwly, and, when the brown solution is nearly decolorized, 
'op by drop. When the last trace of colour vanishes the 
irette is closed, and the amount of liquid that has been run 
It noted. Multiplying the number of cubic centimetres of 
luid used by five, and dividing by the time of the electrolysis 
seconds, the current in ampbres is obtained. 
If greater accuracy is desired the burette should be weighed 
ifore and after the experiment, and the volume of thiosulphate 
lution used calculated from its specific gravity and the weight 
ed. 

Also, when the titration has been nearly completed, a little 
iar starch solution may be added to the iodine solution, and 
e exact point when the titration has been completed judged 

the vanishing of the blue coloration produced by the free 
line on the starch. 

170. When very small currents are to be measured, such as 
ly be employed in the calibration of high resistance sensitive 
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galvanometers, the time of electrolysis must be considerable, 
and the form of the voltameter must be altered to prevent the 
diffusion of the iodine through the solution, the most convenient 
form being a U-tube with an asbestos plug at the bend in the 
tube. 

If the thiosulphate solution has been standing for any length 
of time it is liable to decompose, and should be tested with a 
standard iodine solution. 

171. The folio wiug experiment will illustrate the accuracy of 
the above method of measuring current. 

A current from three secondary cells was sent through an 
iodine voltameter in series with a 50-ohm standard coil and an 
adjustable resistance. The current was regulated by the 
adjustable resistance, so that the potential difference at the 
terminals of the 50-ohm coil just balanced the E.M.F. of a 
Clark standard cell of 1*434 volts. The current was allowed 
to flow for 33 min. 20 sec. The zinc was then removed, and 
the solution stirred up, and titrated with the standard solution 
of sodium thiosulphate (5 coulombs per cubic centimetre). It 
was found to require ii'47 cub. cm. 

Current as determined by Clark cell = -4M = 0*0286 amp. 

Current as determined by voltameter = ^i-TZ-_5 «. o'o286amp. 

2000 



Lord Kelvin's Current Balances. 

172. We have already described the principle of the absolute 
current balance, and from the nature of the calculation for the 
current passing through it, it will be seen that its indications are 
independent of the magnetic force of the earth, the controlling 
moment being due to a weight in the scale-pan of the balance. 

This principle has been employed by Lord Kelvin in a series 
of instruments for the measurement of currents, the instruments 
being called current balances. These instruments, however, 
differ from the absolute current balance in this respect: that 
whilst in the former the current is calculated from the dimen- 
sions of the apparatus and the balancing weight employed; in 
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3 latter, the constant of the instrument is determined by the 
i of a copper voltameter. On account of the invariability of 
is constant, the balances may be employed as secondary 
mdard current measuring instruments. 

In each of the balance instruments, except the kilo-ampfere 
lance, each movable ring is actuated by two fixed rings — 
i three approximately horizontal (see Fig. 86). There are 
o such groups of three rings — two movable rings attached to 
e two ends of a horizontal balance arm pulled, one of them 
) and the other down, by a pair of fixed rings in its neighbour- 
)od. The current is in opposite directions through the two 
ovable rings to practically annul disturbance due to horizontal 
►mponents of terrestrial or local magnetic forces. In all the 
strumentsr^fiie balance arm is supported by two trunnions, 
.ch hung by an elastic ligament of fine wire, through which 
e current passes into and out of the circuit of the movable 
igs. In all the balance instruments in which the movable 
ig is between the two fixed rings, the mid-range position of 
.ch movable ring is in the horizontal plane nearly midway 
itween the two fixed rings which act on it. The current goes 

opposite directions through the two fixed rings, so that the 
ovable ring is attracted by one and repelled by the other. 
he position of the movable ring equidistant from the two 
ced rings, is a position of minimum force, and the sighted 
>sition, for the sake of stability, is above it at one end of the 
iam and below it at the other, in each case being nearer to 
e repelling than to the attracting ring by such an amount as 
' give about 0*2 per cent, more than the minimum force. 

The balancing is performed by means of a weight which 
ides on an approximately horizontal graduated arm attached 
' the balance ; and there is a trough fixed on the right-hand 
id of the balance, into which a proper counterpoise weight is 
aced, according to the particular one of the sliding weights in 
5e at any time. For fine adjustment of the zero, a small metal 
ig is provided, as in an ordinary chemical balance. This flag 

actuated by a fork, having a handle below the case outside. 
o set the zero, the left-hand weight is placed with its pointer 

the zero of the scale, and the flag is turned to one dde ox 
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IX until it is found that, with no current in the rings, the 

rests in its sighted position. 

leasure a current, the weight is slipped along the scale 
e balance rests in its sighted position. The strength of 
rent is then read off approximately on the fixed scale 
the inspectional scale) with the aid of the finely divided 
r more minute accuracy, according to the explanations 
elow. Each number on the inspectional scale is twice 
are root of the corresponding number on the fine scale 
1 divisions. 

slipping of the weight into its proper position is 
led by means of a self-releasing pendant, hanging from 

carried by a sliding platform, which is pulled in two 
ms by two silk threads passing through holes to the 

of the glass case. Four pairs of weights, sliding and 
poise, of which the sledge and its counterpoise constitute 
)t pair, are supplied with each instrument. These 

are adjusted in the ratios of i : 4 : i6 : 64, so that 
air gives a round number of amperes, half-ampferes, 
-amperes, or of decimal sub-divisions or multiples of 
magnitudes of current, on the inspectional scale. The 
ange of each instrument is from i to 100 of the smallest 

for which its sensibility suffices, these ranges in the 
npbre, deci-amp^re, and deka-amp^re balances being from 
centi-ampbres, deci-amp^res, and amperes, respectively, 
lances are designed to carry 75 per cent, of their maxi- 
urrent continuously, and their maximum current long 
for all standard purposes. The following table gives for 
pe of instrument the value per division of the inspectional 
)rresponding to each of the four pairs of weights : — 



Weights. 



I. 

Centi-amiJeres 
per division. 



II. 

Deci-ampferes 
per divibion. 



III. 

Ampbres per 
division. 



1st pair 
2nd ,, 
3rd 
4ih 






o 25 
0-50 
10 
20 



0*25 
050 

I'O 

20 



0*25 

0-50 

I'O 
2'0 



i 
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The fixed inspectional scale shows, approximately enough for 
most purposes, the strength of the current ; the notches in the 
top of the aluminium scale show the precise position of the 
weight corresponding to each of the numbered divisions on 
the fixed scale, which practically annuls error of parallax due to 
the position of the eye. When the pointer is not exactly below 
one of the notches corresponding to integral divisions of the 
inspectional scale, the proportion of the space on each side, to 
the space between two divisions, may be estimated inspec- 
tionally with accuracy enough for almost all practical purposes. 
Thus we may readily read off 34*2 or 34*7 by estimation, with 
little chance of being wrong by one in the decimal place. But 
when the utmost accuracy is required, the reading on the fine 
scale of equal divisions must be taken, and the strength of the 
current calculated by the aid of a table of doubled square roots. 
Thus, for example, if the reading is 292, we find 34*18, or say 
34*2, as the true scale reading for the strength of current; or, 
again, if the balancing position of the pointer be 301 on the 
fine scale, we find 34*70 as the true reading of the inspectional 
scale. The centi-ampbre balance, with a thermometer to test 
the temperature of the rings, and with platinoid resistances up 
to 1600 ohms, serves to measure potentials from 10 to 400 
volts, the following being the constants when so used : — 



W:^u*o Resistance in 

eights. • ^ •* I 

* circuit. 



First pair 400 

800 



> I 



1200 

i6cx) 



Volts per division 
of fixed scale. 



10 
2*0 
30 
40 



If the second pair of weights is used, the constants will be 
double those given above. 

173. Adjusimait of the Balances, — The instrument should be 
levelled, in accordance with the indications of the attached 
spirit-level, by means of the levelling screws on which the sole 
plate of the instrument stands. 

^ Including the resistance of the instrument, which is about 50 ohms. 
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In the centi- and deci-ampfere balances, the beam can be 
lifted off its supporting ligaments by turning a handle attached 
to a shaft passing under the sole-plate of the instrument. 

This shaft carries an eccentric, on the edge of which rests the 
lower end of a vertical rod, which is fixed at its upper end to a 
tripod lifter. When the instrument is to be removed by hand 
from place to place, the lifter should be raised \ but when it is 
fixed up for regular use, it is advisable to keep the beam always 
hanging on the ligaments. 

A set of four sliding weights, of which the carriage constitutes 
one, is supplied with each instrument. The carriage is fitted 
with an index to point to the movable scale, and is intended to 
remain always on the rail. One or other of the weights is to 
be placed on the carriage in such a way that the small hole and 
slot in the weights pass over the conical pins. The weights 
are moved by means of a slider, which slides on a rail fixed to 
the sole-plate of the instrument, and carries a pendant with a 
vertical arm intended to pass up through the rectangular recess 
in front of the weight and carriage. The slider and weight are 
shown in position in the figure. The slider is moved by silk 
cords, which pass out at the ends of the glass case. When the 
cords are not being pulled for shifting the weight, their ends 
should be left free so that the pendant may hang clear of the 
>\'eight. 

When a weight is to be placed on or removed from the 
carriage, the slider should be drawn forward at the top until it is 
clear of the weight, and then pushed to one side until the weight 
is adjusted, when it may be replaced in position in a similar 
manner. 

Cylindrical counterpoise weights, with a cross-bar passed 
through them, are supplied for the purpose of balancing the 
sliding weights when they are placed at the zero of the scale. 
The sliding weight should be placed so that the index of the 
carriage points to the zero of the scale, and the proper counter- 
poise weight should be placed in the trough, fixed to the right- 
hand end of the beam, with its cross-bar passing through the 
hole in the bottom of the trough. The flag, which is attached 
to the cross trunnion of the beam, should then be turned by 
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means of the handle projecting from under the sole-plate until 
the index on the end of the movable scale points to the middle 
one of the fine black lines on the fixed scale opposite to it. 
Care must be taken when making this adjustment that the fork 
which moves the flag is not left in contact with it, as this would 
impede the free swing of the beam. The fork should be turned 
back a little after each adjustment of the flag, and, when the 
flag is being adjusted, it is better to watch the flag itself, and 
make successive small adjustments until the beam stands at 
zero, than to make successive trials by pushing the handle 
round while watching the position of the index. 

If the ligament has stretched since the instrument was 
standardized, the index at one end of the movable scale will be 
found to be below the middle line on its vertical scale, when the 
index at the other end is correctly pointing to its zero position. 
The error so introduced would be a small one, but it may easily 
be put right by slightly loosening the movable beam to the base- 
plate, and raising it by slipping one or two thicknesses of paper 
below it until the indexes simultaneously point to their zero 
position. 

In using the centi-ampbre balance as a voltmeter when great 
accuracy is required, care must be taken that the effect of 
change of temperature in changing the resistance of the coils of 
the instrument, and of the external resistance coils is allowed 
for ; and in this use of the instrument it is advisable to employ 
currents such as can be measured by the lightest weight on the 
beam. WhcMi the instrument is to be used as a voltmeter, 
four resistances are provided, three of which are 400 ohms, and 
the fourth is less than 400 ohms, by the resistance of the coils 
of the instrument at a certain specified temperature. The 
smallest resistance is intended to be included by itself in the 
circuit when the lowest potentials are being measured, and in 
series with one or more of the others when the potential is so 
high as to give a stronger current than can be measured with 
the lightest weight on the beam. The correction for tempera- 
ture is, for the copi)er coils of the balance, about o*^2>% per 
i^ C., and for the platinoid resistances, about 0*024% P^^ ^° ^' 
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Siemens' Electro-Dvnamomei 



fA most useful piece of apparatus in the laboratory for 
_ isurement of currents is the Siemens' electro-dyna mo- 
oter. It also partakes of the nature of a secondary standard 
rrent measurer, inasmuch as it is independent of variations 

the earth's magnetism or of the magnetism of permanent 
ignets, the controlling force being' supplied by the torsion of 
spiral spring, the constant of which is determined once for 
, and, provided the instrument is carefully used, will remain 
laltered for years. The instrument is shown in Fig, 87, and 
nsists essentially of two coils^one fixed to the framework of 
e instrument, and the other suspended by a silk thread so 
at it hangs with its axis at right angles to that of the other 
til. To the upper end of the suspended coil is also fixed one 
id of the spiral spring, the other end of which is attached to a 
rsion head, which has a pointer moving over a circular scale 
vided into degrees. A pointer is also attached to the 
ovable coil, which is free to move between two stops on 
ther side of the scale zero. The free ends of the suspended 
jil dip into mercury cups, the connections being made so that 
le fixed and movable coils are in series. In most forms of 
lis instrument there are two fixed coils — one consisting of a 
;w turns of thick wire, and the other of many turns of finer 
ire, thus enabling two degrees of sensibility to be obtained, 
'he central terminal (3) is common to both coils, terminals 

and 3 are those of the suspended coil in series with the 
lin fixed coil, while terminals 3 and 3 are those of the 
uspended coil in series with the thick fixed coil. A spring not 
hown in the figure, actuated by a screw at the back of the 
istrument, can be released when the instrument is not in use, 
nd supports the weight of the suspended coil. 

In setting the instrument up, it must be placed so that when 
le suspended coil swings free its axis is in the magnetic 
leridian, so that the earth's magnetism will not produce any 
eflecting effect on it. The instrument is levelled until the 
oil swings free, and its pointer is at the zero on the scale, the 
irsion head pointer also being at zero. The -Nmdxtvg, 
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instrument is such that when a current traverses the two 
>, the suspended coil rotates in a counter-clockwise direction, 
distance through which it can move being limited by the 
s. The torsion head is now rotated in a clockwise direction, 
1 the pointer attached to the coil is brought back to zero. 
:e the same current flows through both coils, the resultant 
netic effect between them must be proportional to the 
luct of the currents in each— that is, to the square of the 
ent. Also, since in the torsion control the controlling force 
roportional to the angle of torsion <^, we have — 

andC = KV^ 

re K is a constant depending on the torsion control and 
ling of the instrument, and must be determined experiment- 
for the dynamometer. 

75. Determination of the Constant of the Dynatnoinetei\ — To 
rmine the constant K, we must send a known current 
ugh the instrument, and find the angle of torsion <^, required 
ring the suspended coil back to zero. The current may be 
sured by means of a current balance, standard galvano- 
2r, or voltameter. The dynamometer, after having been 
lied as described, is connected in series with a variable 
itance, secondary battery, voltameter, and break-circuit key. 
current is first adjusted until the deflection of the torsion 
i required to produce equilibrium is pretty large, the 
rument being much more sensitive at high than at low 
lings, since the squares of the readings increase less rapidly 
ligh than at low values. The voltameter plates are then 
oved, and after being prepared as described previously, 
'. 165), are weighed, and replaced in the voltameter; the 
trolysis should be allowed to go on for about one hour, the 
mt being kept constant by means of the variable resistance. 
lie current C is calculated from the gain in weight of the 
fiOde, and then the constant calculated, since — 

^- ^ 

»ing the angle of torsion as read off on the dial. Two or 
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three such determinations may be made at various parts of the 
scale, and the mean of the values thus obtained taken as the 
constant of the instrument. 

176. Calibration of a Direct Current Rtcuiing Instrument— 
The Siemens* electro-dj-namometer affords a very simple 
means of absolutely calibrating a direct-reading ammeter, the 
ammeter being connected in series with the d3mamometer, and 
with a variable resistance, battery, and break-circuit or reversing 
key. Simultaneous readings are taken on both instruments with 
various currents, the currents being calculated from the reading 
on the Siemens' electro-d>Tiamometer, by multiplying the square 
root of the reading of the torsion angle by the dynamometer 
constant. Thus a calibration curve may be plotted for the 
direct-reading instrument, or a table of corrections made out. 

In using the electro-d>'namometer in connection with other 
apparatus, care must be taken that the magnetic effect of the 
current in the other apparatus does not affect it. 

177. In order to determine the constant of a Siemens' 
electro-dynamometer, it was connected in series with a copper 
voltameter, carbon resistance, break-circuit key, and six 
secondary cells. The copper cathode was carefully weighed 
before the deposit. 

Weight of cathode before deposit 58*654 gm. 

after ,, ... ... ... 60*244 ,> 



j» »> 



Gain in weight ... ... 1*590 ^ 

The time of deposit was one hour, and the temperature of the 
bath was 11° C. The dynamometer reading was kept constant 

at 59*3- 

Taking c for copper as equal to 0*0003279 — 

1*590 

current = — — ? — 

00003279 X 3600 

= 1*347 amperes 

Hence, since C = KV<^ 

1*347 = K^/59*3 
and K = o'i75 
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III. 

ELECTRO-MOTIVE FORCE, 

79. The absolute determination of an electro-motive force in 
lectro-magnetic measure is made from the relations which sub- 
ist between electro-motive force, current, and resistance, the 
►reduce of current and resistance being equal to electro-motive 
3rce. This being so, if current and resistance are expressed 
:^ absolute units, the electro-motive force will be in absolute 
nits ; if current is in amperes and resistance in ohms, electro- 
motive force will be in volts, the volt being the practical 
riit of electro-motive force, and being that necessary to send 
current of one ampbre through a resistance of one ohm. 

Standards of E.M.F. 

180. A standard of E.M.F. might be arranged by sending 

known current through a known resistance, and using the 
-.M.F. at the ends of the resistance as the standard. This is 
one in some cases, but it is found much more convenient to 
niploy some form of voltaic cell whose E.M.F. is a known 
Multiple of the unit. 

If such secondary standards are to be employed, they must 
ilfil certain conditions. 

{a) They must be easily made and reproduced. 

{b) They must remain absolutely constant under constant 
hysical conditions. 

(c) Their alteration with the alteration of conditions must be 
^curately known. 

{d) They must always return to their original value when the 
^iginal conditions are reproduced. 
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Standard Cells. 

181. Very few, of numbers of primary batteries that have 
been brought out from time to time, fulfil the above condi- 
tions. One or two cells, however, stand out from the others 
as being suitable for use in this direction. Of these we pro- 
l)ose to describe the three best known — 

(i) The Clark cell. 

(2) The Daniell cell. 

(3) The Weston cell. 

Of these the first is by far the most important, both on account 
of its constancy, and on account of the exact knowledge we 
possess of its behaviour under varying conditions, since its 
action has been the subject of numerous researches. It is 
also important because the legal definition of the volt is ex- 
pressed in terms of the E.M.F. of one of its modifications, 
the definition being as follows : — 

182. "The volt which has the value 10" in terms of the . 
centimetre, the gramme, and the second of time, being the 
electrical pressure that, if steadily applied to a conductor whose 
resistance is one ohm, will produce a current of one amp^ 
and which is represented by 0*6974 (ix3t) ^^ ^^ electrical 
pressure at a temperature of 15"" C. between the poles of the 
voltaic cell known as Clark's cell, set up in accordance with 
the specification appended and marked B." * 

183. The following is the specification for the construction 
of the above-mentioned standard : — 

'* The cell consists of zinc or an amalgam of zinc with mer- 
cury and of mercury in a neutral saturated solution of zinc 
sulphate and mercurous sulphate in water, prepared ^ith 
niorcurous sulphate in excess. 

'' Frcpa ration of t/w Materials. 

'* I. 7/i(' MiTcury, — To secure purity it should be first 
treated with acid in the usual manner, and subsequently dis- 
tilled in vacuo. 

"2. 77/f' /f///r.--Take a portion of a rod of pure redistilled 

' London Gazette y Aug. 24, 1894. 
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!:inc, solder to one end a piece of copper wire, clean the whole 
«rith glass-paper or a steel burnisher, carefully removing any 
oose pieces of the zinc. Just before making up the cell dip 
:he zinc into diluted sulphuric acid, wash with distilled water, 
md dry with a clean cloth or filter-paper. 

" 3. The Mercuroiis Sulphate, — Take mercurous sulphate 
Purchased as pure, mix with it a small quantity of pure mercury, 
md wash the whole thoroughly with cold distilled water by 
igitation in a bottle ; drain off the water, and repeat the pro- 
cess at least twice. After the last washing, drain off as much 
3f the water as possible. 

- " 4, The Zinc Sulphate Solutioti, — Prepare a neutral saturated 
solution of pure (* pure recrystallized ') zinc sulphate by mixing 
n a flask distilled water with nearly twice its weight of crystals 
i>f pure zinc sulphate, and adding zinc oxide in the proportion 
:>f about two per cent, by weight of the zinc sulphate crystals 
;o neutralize any free acid. 

"The crystals should be dissolved with the aid of gentle 
leat, but the temperature to which the solution is raised should 
lot exceed 30° C. Mercurous sulphate, treated as described in 
5, should be added in the proportion of about twelve per cent. 
>y weight of the zinc sulphate crystals, to neutralize any free 
^inc oxide remaining, and the solution filtered, while still 
Varm, into a stock-bottle. Crystals should form as it cools. 

" 5. Mei'curous Sulphate and Zinc Sulphate Paste, — Mix the 
Vashed mercurous sulphate with the zinc sulphate solution, 
i-dding sufficient crystals of zinc sulphate from the stock-bottle 
o insure saturation, and a small quantity of pure mercury, 
^hake these up well together to form a paste of the consistence 
>f cream. Heat the paste, but not above a temperature of 
&o° C. Keep the paste for about an hour at this temperature, 
L^itating it from time to time, then allow it to cool ; continue 
o shake it occasionally while it is cooling. Crystals of zinc 
Xilphate should then be distinctly visible, and should be dis- 
fibuted throughout the mass ; if this is not the case add more 
t^stals from the stock-bottle, and repeat the whole process. 
'^his method insures the formation of a saturated solution of 
inc and mercurous sulphates in water. 
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" To set up tlie Cell. 

184. " The cell may be conveniently set up in a small test- 
tube of about 2 cm. diameter and 4 cm. or 5 cm. deep. Place 
the mercury in the bottom of this tube, filling it to a depth ot 
say, 0*5 cm. Cut a cork about 0*5 cm. thick to fit the tube; »t 
one side of the cork bore a hole through which the zinc rod can 
l>ass tightly ; at the other side bore another hole for the ^ 
tube which covers the platinum wire; at the edge of thecoi 
cut a nick through which the air can pass when the coik is 
pushed into the tube. Wash the cork thoroughly with warn 
water, and leave it to soak in water some hours before use. 
Pass the zinc rod about i cm. through the cork. 

" Contact is made with the mercury by means of a platinuffl 
wire about No. 22 guage. This is protected from contact vith 
the other materials of the cell by being sealed into a glass tube. 
The ends of the wire project from the ends of the tube; one 
end forms the terminal, the other end and a portion of tbc 
glass tube dip into the mercury. 

" Clean the glass tube and platinum wire carefully, then 
heat the exposed end of the platinum red hot, and insert it in 
the mercury in the test-tube, taking care that the whole of the 
exposed platinum is covered. Shake up the paste and intro- 
duce it without contact with the upper part of the walls of the 
test-tube, filling the tube above the mercury to a depth of 
rather more than i cm. 

" Then insert the cork and the zinc rod, passing the glass rod 
through the hole prepared for it. Push the cork gently down 
until its lower surface is nearly in contact with the hquid. The 
air will thus be nearly all repelled, and the cell should be left 
in this condition for at least twenty-four hours before sealing, 
which should be done as follows : — 

" Melt some marine glue until it is fluid enough to pour by 
its own weight, and pour it into the test-tube above the coA 
using sufficient to cover completely the zinc and soldering, 
'i'he glass tube containing the platinum- wire should project|_- 
some way above the top of the marine glue. 

" 'i'he cell may be sealed in a more permanent manner 
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►ating the marine glue when it is set with a solution of sodium 
licate, and leaving it to harden. The cell thus set up may be 
ounted in any desirable manner. It is convenient -to arrange 
le mounting so that the cell may be immersed in a water bath 
p to the level of, say, the upper surface of the cork. Its 
imperature can then be determined more accurately than is 
'ossible when the cell is in air. In using the cell sudden varia- 
ions of temperature should as far as possible be avoided. 
" The form of the vessel containing the cell may be varied. 
n the H form the zinc is replaced by an amalgam of 10 parts of 
^inc to 90 of mercury. The other materials should be pre- 
>ared as already described. Contact is made with the 
Lmalgam in one leg of the cell, and with the mercury in the 
>ther, by means of platinum wires sealed through the glass." 

185. The E.M.F. of the Clark cell was determined by Lord 
^ayleigh,^ by balancing its E.M.F. against the fall of potential 
>f a known current down a known resistance, the current being 
neasured on the current balance, and was found to be i'4345 
^olt at 15^ C. This value, however, varies with temperature 
nd from a long series of experiments Lord Rayleigh deduced 
he following expression, from which the E.M.F. may be 
alculated at any temperature f C. : — 

E = 1-4345 {i - o-ooo77(/'" - 15)} 

186. One objection to the form of cell just described is that 
fter use for some time it is found that the mercury is apt to 
ome into contact with the zinc, if the cell has been carried 
bout a good deal, and consequently shaken ; also that local 
ction is apt to take place between the mercury salt and the 
inc, the zinc becoming amalgamated and altering the E.M.F. 
lightly. Also, on account of its comparatively high tempera- 
ire coefficient, special precautions have to be taken to insure 
le exact temperature of the cell being known, this temperature 
eing kept constant for some time before the cell is used, since 
le alteration of E.M.F. is found to lag behind the alteration of 
mperature.^ 

» Phil. Trans, Roy, Soc, Part II., 1885. 

^ Ayrton and Cooper, Proc. Roy. Soc, vol. lix. p. 368. 
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-Atiain, cm refcrrin;,' to the method of construction, it »ill be 
seen that Ihe zinc sulphate solution is saturated at 30° C. ; hence 
at ordinary tumjiuraturL's some of the salt must ciystallize out, 
and a slight variation of temperature will mean a redissolving 
or a orystallizing out of a small portion of the salt. This is found 
to givi; rise lo variations in density throughout the liquid, which 
might even hecome supersaturated, thus of course affecting the 
constancy of the <a;ll. To remedy these defects Professor 
Carhart has devised a form of Clark cell which differs some- 
what from the above form.' 

187. In the Carhart Clark cell the electrodes are zincsmd 
mercury, the construction of the cell differing slightly from (be 
]}..\.form, and is shown in Fig. 88. The solution and salts are 
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prejiared in Uie same way as previously described, except thai iht 
/inc sulpliate solution is saturated at 0° C. instead of at 30° C 
For this cull Professor Carhart claims that it gets overlhe objec- 
tions just mentioned, and also that its temperature coefficient b 
abc)ul half that of the H.A. form, The electro-motive force and 
its alteration with temjierature being expressed as follows ;— 
E=i-438;i - oooo387(/' - is)] 
When using this cell on a circuit of over 30,000 ohms rtsiS' 
' Phil. Mai; vol- ""viii., Nov., 1889. 
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ance no polarization was detected, and when the resistance was 
diminished to 10,000 ohms it only amounted to yo^o P^^^ ^^ 
five minutes. 

Sta7tdard Daniell Cell, 

188. The Daniell cell, although much simpler to construct 
than the Clark cell, has the disadvantage that it is not portable. 
If, however, care is exercised in making it up, it will be found 
a very convenient form of standard for laboratory work, and 
has also the great advantage that its temperature coefficient is 
practically negligible. 

The best form in which to embody this standard, and the 
"best conditions for working, have been carefully investigated by 
Dr. J. A. Fleming.^ 

The cell consists of a glass U-tube fixed to a wooden base. 
Into one limb of the tube dips the copper, and into the other 
the zinc plate ; the copper plate being surrounded by a solution 
of copper sulphate, and the zinc by zinc sulphate solution, the 
liquids being carefully poured into the tube so that the interface 
fcetween them is sharp. The interface may be arranged so as 
to be at the level of an escape-tube provided with a glass 
tap, so that when it becomes blurred as the liquids diffuse into 
c>ne another, a little of the solution may be run off and the inter- 
fece again made sharp. Two additional glass reservoirs, one 
oonnected to each limb of the U-tube, may be provided, in 
"^vhich a supply of solution, CUSO4 in one and ZnS04 in the other, 
^■^ay be kept. The copper plate should consist of a thin copper 
'^vire 4' long, on which copper has been plated until it is about 
i'' thick, the rod being always freshly plated before use. 
T'he zinc rod, of about the same dimensions, should be of 
^Vrice-distilled zinc, which has been cast into rods and then 
Amalgamated with pure mercury. 

189. Solutions. — The solutions may be made of various 
strengths, but the E.M.F. of the cell varies slightly with the 
density of the solution. The two sets of solutions most 
'Vequently employed are equi-dense solutions of specific gravity 

' Fleming " On the use of Daniell's Cell as a Standard of Electro-Motive 
-^orce," FhiL Mag,, vol. xx., Aug., 1885. 
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1*2 at 15° C, and ZnS04 solution specific gravity i"4 and 
CUSO4 solution specific gravity i*i at 15° C. 

Of these the equi-dense solutions of specific gravity 1*2 are 
made by dissolving 28*25 parts by weight of pure crystallized 
CUSO4 in 7175 parts of distilled water, and 32 parts by weight 
of ZnSOj in 68 parts of distilled water; whilst the ZnSOi 
solution of density 1*4 takes 55*5 parts by weight of ZnSOj 
crystals to 44*5 parts of distilled water, and the CUSO4 of density 
1*1, i6*5 parts by weight CUSO4 to 83*5 parts by weight of 
distilled water. 

1 90. Electro- Motive Force? — Careful measurements of E.M.F. 
were made, using the above solutions, the standard of reference 
being the Clark cell, which was taken as i*435 volt at 15° C, 
the results being as follows : — 

Using equi-dense solutions of 1*2 sp. gr. — 

E.M.F. = I-I02 volt 

Using ZnSC)4 = i'4 sp. gr. and CUSO4 = i*i sp.gr. — 

E.M.F. = 1*072 volt 

These representing the values as obtained from a freshly 
made up cell. After standing about an hour these values in- 
crease by about 0*003 volt. 

191. Causes of Variation of E,M,F. in tJie Daniell Cell — The 
purity of the electrodes greatly affects the E.M.F. of the cell; 
if, for instance, the copper rod is cleaned with sand-paper instead 
of being electroplated, the E.M.F. increases by about o'^% 
Oxidation of the copper raises the E.M.F. by uncertain 
amounts. 

The difference between pure zinc and pure zinc amalgamated 
is very small ; oxidation of the zinc lowers the E.M.F., whilst 
the smallest deposit of copper on it, which will occur if any ^^ 
the CUSO4 solution diffuses into the ZnS04, lowers the E.M.K 
by from 2% to 3%. As regards the solutions, an increase in 
density of the ZnS04 lowers the E.M.F., whilst an increase in 
density of the CUSO4 raises it. 

Tht effect of temperaluie otv live cell is small, the E.M.F. 

^ See aVso -^^^x . 110 » 
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falling by about 0*00015 volt per degree Centigrade rise of 
temperature. 

When not in use the rods should be removed from the 
solutions and kept in separate vessels. 

Weston Cadmium CelL 

192. This cell, invented by Mr. Weston,^ represents an 
endeavour to obtain a cell with a small or negligible tempera- 
ture coefficient, which at the same time will fulfil the require- 
ments of a standard cell. 

The electrodes of the cell are pure mercury and an amalgam 
of mercury and cadmium, the electrolyte being a saturated 
solution of cadmium and mercurous sulphates. One form of 
cell is shown in Fig. 89. 
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Fig. 89. 



The cadmium amalgam is made by adding cadmium to 
mercury heated in a crucible, in the proportion of about 7 of 
mercury to i of cadmium by weight. The amalgam on cool- 
ing should solidify. 

The E.M.F. of this cell is given as 1*019 volt, and the tem- 
l>erature coefficient, which is practically negligible, o*oi% per 



°C. 



The salts of cadmium are equally soluble in hot and cold 
^ater, so that variations of temperature do not tend to alter the 
ciensity of the solution. 

An elaborate research on the behaviour of this form of 
standard, extending over two years, has been made \^^ M.^^'s^'s*. 

' Patent No. 22482, 1891. 
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Jaeger and Wachsmuth/ The E.M.F. was determined in terms 
of that of a Clark cell, and was found to be 1*019 ^^^ ^^ 20° C, 
the composition of the cadmium amalgam being iCd to 6Hg.; 
the mercurous sulphate (Hg2S04) was rubbed into a stiff 
paste with crystals and a concentrated solution of cadmium 
sulphate together with mercury. 

The results of tests made on six cells gave, as the variations 
of E.M.F., with temperature between the limits of 5° C. and 
25^ C. - 

E/ = Eo„ - 3*8 X io-\t - 20) - 0-065 X io-'(/ - 20)2 
(E20 = 1*019 volt) 

Tests were also made on the effect of impurities in the materials 
employed. The cadmium should be prepared electrolytically 
from sulphate of cadmium solution, ordinary commercial 
cadmium containing traces of zinc. An increase of one per 
cent, of cadmium in the composition of the amalgam gave an 
increase of cooi volt in the E.M.F. 

The saturated solution of cadmium sulphate, 3Cd + SHjO, 
is made by shaking the powdered salt with water and allowing 
to stand for a considerable time. 

The cadmium sulphate must be tested for free acid, which if 
present is neutralized by digesting with cadmium hydrate 
(obtained by precipitating from CdS04 by sodium hydrate and 
repeated washing), filtering, and evaporating until the crystals 
separate. 

The mercurous suli)hate is similar to that used in the Clark 
cell. 

The cells were found very constant over a period of two 
years, only one out of thirty-three varying more than o'oooi volt. 
They were also found to remain constant after having been 
carried about for some time. 

Care, of Stattdard Cells, 

193. In using standard cells the greatest care must always be 
exercised to prevent the possibility of a short circuit, and it is 

* Ulcd. Ann.^ vol. lix., No. II, p. 575. 
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advisable to connect in series with a cell whenever it is used, a 
resistance of the order of 10,000 ohms. 

In general it is found convenient to get a case containing two 
cells (see Fig. 90), one being used for testing, etc., and marked 
in some suitable manner, the other being only employed to 
check the first from time to time, and its termi- 
nals should be protected so as to prevent 
the possibility of its being accidentally used 
for testing purposes. 

In the case of those cells having an appreci- 
able temperature coefficient, it is necessary to 
keep the cell at some definite temperature 
for a little while before using. This may be 
done by packing it in a box with cotton wool, 
when the temperature will alter very slowly, 
or, still better, by placing it in a thermo- ''"^-s"- 

Stat. The temperature of the cell is usually recorded by a 
thermometer which dips into it. These thennometers are of 
two kinds— one with a straight stem, the other with the stem 
bent so as to lie along the top of the cell. The former, 
although the more fragile, is by far the better form, as the 
mercury column is liable to break at the bend in the tube, and 
the temperature cannot be accurately taken. 

Comparison ok E.M.F.'s. 

194. Any method of comparing E.M.F.'s of cells to be 
accurate must he a null method, i.e. one which does not involve 
the taking of a current from the cell, thus avoiding polarization 
which would otherwise occur and vitiate the results. 

One of the most accurate methods of comparing two electro- 
motive forces is probably one or other modification of the 
potentiometer principle. Since a special section is devoted to 
^fie application of the potentiometer principle to the com- 
parison of resistances, currents, and electro-motive forces, 
-Scription of this method will be held over. 

Another null method available is one employing a condenser. 

X95. Coiidaua Methods of Comparhig E.M.F'.%.-—^S^ Q. 
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represents the quantity of electricity required to charge a con- 
denser of capacity, K, to a potential difference, V, then — 

Q=KV 
Q 



and V = 



K 



We may therefore, using the same condenser, compare two 
E.M.F.'s by comparing the quantities of electricity with which 
they charge the condenser, the plates of which are initially at 
zero potential. To measure the quantity of electricity, a 
ballistic galvanometer is employed, the amptitude of the first 
swing of the needle being to a first approximation proportional 
to the quantity of electricity which has passed through the 
galvanometer. (The student is here recommended to refer to 
the section dealing with the ballistic galvanometer for full 
details of its theory and action.) 

The arrangement of apparatus for the comparison of the 
E.M.F.*s of two cells by this method is shown in the accom- 
panying diagram (see Fig. 91). The ballistic galvanometer 

B, 




^ K 



Fig. 91. 

BG and the condenser C are connected in series with the 
tongue of the two-way key K. One of the cells, B„ is con- 
nected to the condenser and the upper contact of K, the other 
cell, B2, from the condenser to the lower contact of K. The 
condenser C is provided with a short-circuiting plug, by means 
of which the plates may be connected together. The con- 
denser must be short-circuited (K being midway between the 
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upper and lower contact), and the plug removed before every 
reading. 

\Vhen K is raised, the condenser is charged by the battery Bj, 
and the throw 81 is observed on the ballistic galvanometer.* 
After the condenser has been discharged by means of the short- 
circuit plug, and the galvanometer needle has been brought to 
rest, K is depressed and a throw, 83, is obtained, the condenser 
being charged from B2. If Vj and Vo are the E.M.F.'s of Bj 
and B2 respectively, then — 

8, _ KVi _ Vi 
82 " KV2 " v.. 

If one of the cells, Bj, is a standard cell, the E.M.F. of B2 may 
be calculated from the above relation and the known value 
ofV,. 

The capacity of the condenser employed may be about \ 
microfarad. 

Temperature Coefficient of a Battery. 

196. The total effect of change of temperature on the 
electro-motive force of a cell is made up of several separate 
temperature effects, and it may either be determined as a 
whole, or synthesized out of its component parts. It forms an 
interesting experiment to determine it both ways and compare 
the results. 

A good example of the synthetic process has been worked 
out by Professor Carhart, in connection with the Daniell and 
Clark cells,^ which, since it is of considerable interest, w^e pro- 
pose to describe. 

In an ordinary cell having two electrodes and two electro- 
lytes, there are three quantities which may be separately 
affected by change of temperature, and which will affect the 
total -E.M.F. of the cell; these are (i) the E.M.F. betw^een the 
positive electrode and the electrolyte round it, (2) that between 
the negative electrode and its electrolyte, and (3) the E.M.F. 
between the two electrolytes, these forming, as it were, three 

* Carhart, Elccirician^ vol. xxvii. p. 167 ; also Bouty, Jotir. de. Fhys., 
1880, p. 229. 
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thennal couples. The effect of change of temperature may be 
determined sei)arately in each case, the algebraic smn repre- 
senting the total effect. 

197. We shall first describe the method of measuring the 
effect of change of temperature between the electrodes and the 
electrolytes. For this a special form of cell must be employed, 
consisting of two tubes communicating with each other near 
their upper ends by means of a long tube of narrow bore; (see 
Fig. 92). Both tubes and the connecting tube are filled with 



B 



Fig. 92. 



one of the electrolytes ; the electrodes A and B are made of 
the same metal that is placed in that electrolyte in the cell. 
The two tubes containing the electrodes are put each into a 
thermostat, T, so that the temperature may be regulated and 
kept constant at any desired value. 

First the temperatures of both are kept the same, and then 
there should be no difference of potential between A and B if 
tested on a potentiometer or other instrument for measuring 
Pl.M.F.'s ; then, keeping one tube at constant temperature, the 
other is raised to different temperatures, and the E.M.F. 
between A and B noted for the various differences of tempera- 
ture. If the connecting tube is of sufficiently fine bore, and 
the ai)paratus is tilted so that the heated tube is at a slightly 
higher level than the cold one, there will be no fear of liquid 
convection currents being set up inside the tubes. 

A curve should be i)lottcd from the results, showing the con- 
nection between the K.M.F. and the difference of temperature 
between A and B ; from this curve the mean E.M.F. per 1° C 
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difference of temperature may be calculated. Record must 
also be kept of which electrode is at the higher potential. 

The above is then repeated, using electrodes of the other 
metal employed in the cell, and for electrolyte the liquid in 
which it is immersed. 

198. Lastly, there is the determination of the thermo-electric 
effect at the junction of the two electrolytes. This is more difficult 
to carry out experimentally than the other, Fig. 93 showing a 
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Fig. 93. 

form of apparatus which may be employed. Into the tubes A 
and B, through tightly fitting corks, pass the tubes C and D, 
the other ends of which terminate in the vessels E and F. 
The tubes A and B are filled with one electrolyte, whilst EC 
and DF are filled with the other. The junctions between the 
electrolytes are near the ends of the tubes C and D, where they 
dip into A and B. The tubes A and B are placed as before 
into thermostats. Contact is made by means of platinum wires 
dipping into E and F, the temperatures at E and F being kept 
constant during the experiment. The tube A is then heated 
up, B being kept at constant temperature, and the mean E.M.F. 
per 1° C. rise of temperature calculated from a curve plotted 
as in the last case. The total thermal effect in the cell will be 
the algebraic sum of these separate effects. 

199. In the case of the Daniell cell, Carhart found that the 
E.M.F. generated at the zinc-zinc-sulphate junction (the zinc 
sulphate being saturated at 0° C.) was 0*00079 volt per 1° C, 
the cold zinc rod being at the higher potential, whilst that of 
copper in copper sulphate (density i*ii) was 0*00073 volt 
per 1° C, the cold plate again being positive to the heated 
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one; the E.M.F. generated at the junction of the two liquids 
was found to be negligible, being less than 0*00003 volt per 1° C. 
The total temperature coefficient should therefore be — 

0*00079 ~ 0*00073 = 0*00006 volt per 1° C. 

A Daniell cell was then made up with the same solutions, and 
its E.M.F. measured at different temperatures. This may be 
done by placing it in a thermostat, and steadying the tempera- 
ture for some time before each reading. This was found to 
give a variation of 0*000073 volt per 1° C, and dividing this 
by 1*09, the E.M.F. of the cell, we get the true temperature 
coefficient — 

0*000073 

= 0*000063 

which agrees closely with the value as determined by the first 
method. The student is recommended to make the same in- 
vestigation for the other standard cells. 

Testin(; a Primary Battery. 

200. In order to make a complete test of a primary batter)' 
so as to report upon its merits, the following data must be 
obtained :-- 

(1) The K.M.F. of the cell on open circuit ; 

(2) The temperature coefficient of the cell; 

(3) The internal resistance ; 

(4) The behaviour of the cell when sending a current; 

(5) The life and cost of working the cell. 

In order to make the above measurements, any of the fore- 
going methods may be emi)loyed ; but probably the simplest 
will be the potentiometer method, for the details of which see 

par. 219. 

The methods of measuring E.M.E., temperature coefficient, 
and internal resistance, have already been dealt with, and need 
not be repeated. In (4), however, w^e have the most important 
test of all. 

201. This test should be made in two parts, first taking^ 

relatively small current (lovw the cell, and another test taking 

a hr^re current from it. \v\ t\\\s, ^'a \x\ ^ >C!cv^^'^^\^sste^the 
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suits obtained from experiments on one cell cannot be taken 
conclusive ; a number of cells must be tested individually, 
id from all the results thus obtained the general behaviour of 
e battery may be deduced. 

In the first test, using small currents, after the E.M.F. and 
mperature coefficient have been determined, the cell is con- 
icted up to a resistance, which may have any value between 
> and 100 ohms — about 50 ohms will be found convenient, 
ime readings of the P.D. of the cell are then taken at intervals 

five minutes at first, and afterwards at longer intervals ; 
so the circuit of the cell is broken, from time to time, just long 
lough to allow of a measurement of its E.M.F. being made, 
his test may be continued for twelve hours, the circuit is then 
roken, and time-readings of the recovery of the E.M.F. are 
ken. 

Curves showing the variations of E.M.F., P.D., and internal 
isistance with time of discharge may then be plotted from the 
ata obtained, also a recovery of E.M.F. curve. 

From these curves may be deduced the mean percentage fall 
f P.D. per minute and the mean rate of recovery. The 
pproximate value of the current flowing should be stated on 
le curves. Several determinations of the above are made, 
sing fresh cells each time. Another batch of cells are then 
isted for the high rate of discharge. In this case, the external 
:isistance may have any value between i and 5 ohms, and 
ladings similar to those made above are taken. The discharge 
lay be kept on for 15 min. at a time, and recovery-readings 
iken after each discharge until the cell is completely exhausted ; 
Iso, some cells may be discharged right on to exhaustion, 
-^he time-intervals between the readings must be smaller in 
his experiment than in the slow-discharge experiment, for 
'bvious reasons. 

From the curves plotted from the above, the percentage fall 
'f P.D. and recovery of E.M.F. per minute may be calculated, 
nd also the number of ampere hours supplied by the cell may 
'e estimated from a curve showing the variation of the current 
^ith the time. 

202. \Ti the case of cells required to give out \ri\.e\u\v\X.^ri\. 
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rurrents in j^ractice, such for instance as cells required to ring 
bells, etc., a test should be made in which as nearly as possible 
the actual working conditions are reproduced. The circuit 
may easily be arranged so as to be made and broken at fixed 
intervals, by driving the key by clockwork, such for instance as 
a series of radial spokes attached to the main spindle of the 
minute hand of an American clock, which may, by dipping into 
mercury cups, be arranged to make and break the circuit at 
any desired interval, readings of E.M.F. and P.D. being 
taken from time to time, and the life of the cell calculated. 

203. The question of cost of working the cell is not very 
important, as, except for running bells, etc., primary cells are 
not much used commercially. But an estimate of the cost may 
l)e got by (in the case of cells requiring fresh electrolyte, etc.) 
supplying the cell with fresh chemicals until the plates are worn 
out ; then, adding the price of the chemicals to the price of the 
cell, and dividing by the number of ampfere hours supplied, we 
can get the price per ampere hour. This, of course, will only 
give a rough estimate, and is only intended to be done in the 
case of isolated cells ; when large numbers of cells are employed, 
other things must be taken into consideration. But even with 
the best conditions obtaining, Ayrton has shown that the cost 
l)er Board of Trade unit, with the best-known cells, varies from 
\s, to \s. 6^/., whilst from engines and dynamos the cost price 
is about \d. 

Electrometers. 

204. Since electrostatically charged conductors attract or 
repel one another according as they are oppositely or similarly 
charged, and since, other things being the same, the force 
between the charged bodies depends on their difference of 
])otcntial, the value of this difference of potential may be 
calculated, provided the value of the force is known. 

It is on this principle that the absolute electrometers of Lord s 
Kelvin have been constructed. 

It must, however, be distinctly borne in mind that any such 
measurement of potential difference will be expressed in electro- 
static units, whilst the practical unit of potential difference —the 
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expressed in electro-magnetic units ; so that if we desire 
ert the potential difference as given by the absolute 
neter into volts, we must know what relation the one 
of units bears to the other. This ratio is not known 
;at accuracy, but is very approximately — 

tential in the electrostatic system of units i 

itial in the electro-magnetic system of units "" 3 x lo^'* 

It, it must be remembered, is 10® electro-magnetic units. 
Absolute Electrometer^ — ^The value of the attractive force 
1 two charged conducting plates can be shown ^ to be 
ed by the following equation — 

f is the force in dynes, A the area of one of the 
ig plates in square centimetres, d the distance between 
tes in centimetres, and V the potential difference 
1 them in electrostatic units. This relation assumes 
; distribution of the electric intensity is uniform over the 
This latter condition, however, does not obtain in the 
a flat plate of finite area, the distribution at the edges 
ig the same as that over the surface. To overcome this 
y. Lord Kelvin adopts an ingenious device known as a 
-ring." This consists of a ring of metal, G, which sur- 
one of the plates, B, the plates being circular (see Fig. 94), 

G B 6 



C 

Fig. 94. 

aving a very small gap between them all round the 

■erence of B. If G and B are raised to the same 

il, the inductive action of G on B prevents the distribu- 

the electric intensity at the edge of B from differing 

J. J. Thomson's "Elements of the Mathematical Theory of 
ty and Magnetism," p. 97. 

O 
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from ihat over ils surface. The othtr plate, C, is much laigi 
than B, so Ihat although the distribution at the edges may a 
be uniform, that over the part that attracts B may be a; 
quite uniform. 

One effect of the air gap between G and B is to increase tb 
effective area of B by an amount et^ual to half the a 
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ans of a screw of accurately known pitch, the head of the 
ew being supplied with a graduated disc, so that fractions of 
evolution may be read off accurately. 

In order to use the instrument, the plate C is earthed 
ig. 94), and G and B are charged. The plate C, still earthed, 
then gradually raised by means of the screw imtil the plate 
is pulled into the plane of the guard-ring by the force of the 
Taction between them, the exact position of B being indicated 

sights attached to the instrument. The position occupied by 
is noted, it is then insulated from earth and connected to the 
)dy whose potential (V) is required, and again adjusted until, 
' means of the sights, the plate B is seen to occupy a position 

the plane of the guard-ring. The position of C is again 
)ted. 

Let d = distance between the first and second position of C ; 

Vb = the potential of B, and A its effective area ; 
en, firstly — 

A(Vb - of 



d secondly- 



>m this we get- 



. A(Vb - Vr 



V 



=V¥ 



In order to determine/, which is a constant of the apparatus, 
id depends on the spring supporting B, the plates and guard- 
ig are discharged, and known weights are placed on B until it 
iks to the plane of the guard-ring ; if w represents this weight 

grammes, then — 

f = w X 981 dynes 

From the formula it will be seen that, since the force varies as 
s square of the potential difference, it will be very small for 
lall potential differences. The instrument can therefore only 
used to measure large potential differences. 
2 06. Quadrant Electrometer, — For the measurement of small 
tential differences^ the quadrant electrometer is getv^x^Wj 



I 
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employed. This, in its simplest form, consists of four metal 
quadrants supported on insulating stands, adjacent quadrants 
being insulated from one another, but the alternate quadrants 
are connected together. Over the top of these is suspended a 
fiat ]>addle-sha])ed needle of aluminium, which, in its normal 
condition, occupies a position symmetrically over the gaps 
between the quadrants (see Fig. 96). When the needle is 

charged, the quadrants being all 
connected to earth, there should 
be no deflection. If the needle 
does deflect, it shows that it is 
not symmetrical with regard to 
the quadrants, and the position 
of one of the latter, which is ad- 
justable, is altered until equi- 
librium is obtained. If now alter- 
nate quadrants are brought to 
diflerent potentials, a deflection 
of tlie needle will result, it being 
attracted by one pair of quadrants 
and repelled by the other ; the controlling force acting on the 
needle being the torsion of the suspending fibre, the earth's 
magnetic force, or gravity, according to circumstances. 

207. In the better forms of electrometer the quadrants com- 
pletely enclose the needle. Fig. 97 shows one of the most 
modern forms of electrometer, designed by Messrs. Ayrton, 
Perry & Sumpner.^ This instrument has been designed espe- 
cially with a view to sensitiveness and accessibility of the 
working parts. 

The quadrants, which are smaller than in most electrometers, 
are mounted on long glass rods which are attached to the base- 
plate of the instrument, one of the quadrants being free to 
move out or in by means of a screw attached to the slide which 
carries the glass stem and quadrant. The needle is suspended 
by a silk fibre attached to the movable piece N ; from the 
lower side of the needle projects a piece of platinum wire which 
dips into a lead vessel, L, containing strong H2SO4, the 

* Pro. Roy. Soc.^ June, 1891. 



Fig. 96. 
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vessel being supported by a strong wire, X, from a screw, Y, on 
the vertical rod R, ivhich ends in a glass stem, and is therefore 
insulated from the base. The rods attached to the terminals 
T, T pass through the holes in the base of the instrument and 
are fixed to the ends of two glass stems, contact being made 
from these points to the quadrants. 

The chaining is performed through the charging rod cc^ which 
is attached to a glass stem, but hinged so that its upper end, 




on which there is a lead ball, may either be in contact with 
R.R or not, as desired. To charge the needle, the rod ec is 
turned so as to bring the ball into contact with RR ; to the 
other end of the rod there is applied a charged electro phorus, 
Or other source of electrification. After charging, the rod is 
disconnected (by a tap from the charging body) from RR, thus 
■ Oiinimii^ing the chance of leakage. The mirror attached to the 
"eedle is surrounded by a guard-ring, made in two halves, 
^rried by the arms A, A, 

The whole of the parts are enclosed in a glass shade, which 
*lso serves as a Leyden jar to keep the needle charged. 
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The controlling force in this instrament is magnetic, a small 
magnet being attached to the back of the mirror. 

208. One of the chief difficulties in connection with an electro- 
meter is the difficulty of getting good insulation for the needle 
and ([uadrants. To insure this, the glass-supporting steins 
must be perfectly clean and well dried, the air inside the case 
of the instrument being kept dry by the strong HaS04. 

Before using an electrometer it must be tested for insulation. 
To do this the needle should be charged, the quadrants being 
earthed, then one pair of quadrants is charged and the deflec- 
tion noted ; if this remains steady (the quadrant being insulated 
after charging) the leakage from this pair of quadrants is 
negligible. The other pair of quadrants are then tested in the 
same way, the first \ysAx being earthed. 

Should the deflection fall off, it shows that either the needle 
or quadrants are leaking. If the quadrants are then connected 
to the poles of a cell, the needle being charged, and the deflec 
tion falls, it points to leakage from the needle, since the quad- 
rants are at a constant potential. Where this leakage has been 
stopped a repetition of the first test will show whether the 
(quadrants are leaking. 

209. One other point must be borne in mind when using the 
(juadrant electrometer, namely, that if part of the circuit is 
brass and part coi)per, as the quadrants and the leads, or in 
fact any pair of dissimilar metals, a deflection may be obtained 
due to the contact difference of potential between the dissimilar 
metals ; this can be determined experimentally. 

210. AVith regard to the law of the instrument, it can be shown 
that, if Vj and V.^ are the potentials of the quadrants, V« the 
potential of the needle, and the angular deflection of the needle, 
then — 



= K 



<V,-V^(v.-?L±y) 



K being a constant depending on the construction of the 
instrument. From this it will be seen that, if V« is very large 

* " Elements of Mathematical Theory of Electricity and Magnetism 
(J. J. Thomson), p. 98. 
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compared with Vj and Vg, then the angular deflection is 
approximately proportional to the difference of potentials of 
the quadrants. This method of using the electrometer with 
the needle highly charged is called the hetero static method* 
On the other hand, if the needle is connected to one pair of 
quadrants, V,, becomes equal to Vj or Va and — 

the deflection .being proportional to the square of the potential 
difference. The instrument in this form is said to be used 
idiostatically, and is not so sensitive, but is adapted for measur- 
ing greater P.D.'s; it is also capable of measuring alternating 
E.M.F.'s, since the needle changing its potential with the quad- 
rants causes the deflection to be always on the same side of zero. 

211. In some forms of electrometer a special arrangement, 
known as a replenisher, is employed to charge the needle, the 
potential of the latter being roughly indicated by means of a 
small auxiliary guage, working on the principle of the absolute 
electrometer; if leakage occurs the guage falls, and may be 
brought back to its original position by recharging the needle 
from the replenisher. Many experimenters, however, object to 
using it, and prefer to charge the needle some time before the 
instrument is required for use, so as to give the potential time 
to settle down to a steady value. The potential of the needle 
can always be tested for constancy by taking the deflection pro- 
duced by a standard cell. 

The most usual way of using the electrometer for the 
comparison of E.M.F.'s is to charge the needle to a high 
potential by means either of an electrophorus or of a dry pile 
kept at a constant temperature. 

The E.M.F. to be measured is then applied, and the 
deflection obtained recorded ; the connections are then 
reversed and the deflection to the other side taken. The 
mean deflection is calculated. The same process is repeated, 
using a standard cell of known E.M.F., and from the ratio 
of the two mean deflections the ratio of the E.M.F.'s may be 
obtained. 

212. In order to measure the E.M.F. of a Daniell cell an 
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electrometer was employed the needle of which had been 
charged to a high potential by means of an electroi^oms some 
hours previously, and had retained its charge, as was proved 
by the instrument giving always the same deflection when cm- 
nected up to a standard Carhart Clark cell. 

The temperature of the Clark cell was i8° C, and die 
following readings were obtained : — 

Deflection to right with standard cell ... 123 scale-divisioDS. 
»f *^^ t» >» f» ••• ^^S »» »» 

Mean deflection 124 

Deflection to right with Daniell cell ... 91*5 acale-divisions. 
ff *eit „ y, y, ••• 93*^ »» »» 

Mean deflection 92*5 

E.M.F. of standard cell = i-438{i - 0-000387(18° - 15°)} 

= 1*436 volt 

1-436 _ 124 

Hence = . ^ 

X 92-5 

r = I '07 1 volt 



The Potentiometer. 

213. We have several times referred to this instrument as 
one suitable for making comparisons of resistances, currents, 
and electro-motive forces. But instead of describmg it in each 
of the chapters dealing with these measurements, we have 
considered it better to devote a special section to it and its 
applications. 

In all cases the comparisons, whether of resistance, current, 
or E.M.F., are reduced to a comparison of E.M.F.'s, resist- 
ances being compared in terms of the fall of potential in them 
when carrying the same current, and currents by comparing the 
potential differences which they produce at the ends of a 
standard resistance. 

Of the various experimenters who have worked at tlus 
instrument, it has perhaps gained more at the hands of Mr. 



I 
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.. E. Crompton than any one else, and the arrangement 
hich we describe here is a modification of the form of 
Dtentiometer constructed by him.^ 

214. The potentiometer consists of a wire which is divided 
p into fifteen parts, such that all the segments have the same 
ectrical resistance. The last segment at one end consists of 
are wire stretched over a graduated scale, and is provided 
ith a sHding tapping-contact similar to that on a wire bridge, 
'he other fourteen segments may be wound into coils, 
otential wires being brought away from the ends of the 
igments (see Fig. 98). 



IWV»f^^A<»<WW<»f<M<MfMW<i<WM»NM»<IIWA>WV^tlMI^M<^W>t<WW»t<W^ 
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Fig. 98. 

In constructing the potentiometer, it is not necessary to 
lake the fifteen lengths separately and then join them in 
sries; it will, in fact, be found much more convenient to 
ut off one long piece of wire sufficient for the whole instrument 
nd then solder on the potential wires A, B, C, D, etc., so as 
:> divide up the whole wire into fifteen parts of equal resistance. 
""he first fourteen segments may then be coiled up and the 
fteenth stretched over its scale. In this way we avoid 
aldered joints in the wire itself. The wire should be made 
f some substance possessing high specific resistance and low 
imperature coefficient, such, for instance, as manganin. The 
wsistance of each segment being somewhere near 2 ohms. 

After the coils have been adjusted and the wire stretched, 
^e latter must be carefully calibrated by some of the methods 
^escribed already (see par. 32), and then each of the fourteen 
^ils accurately compared with the stretched wire, by sending 
I current through them and comparing the fall of potential 
iown each coil with that down the stretched wire. In this 
^ay, taking the length of the stretched wire as a standard, the 
^ective lengths of the coils may be obtained in terms of it, 

* See Electrician^ voL xxxi. p. 32, and vol. xxxvi. p. i^S. 
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m 

and a tabic of corrections constructed if necessary. A coi 
vcnicnt method of arranging the coils is shown in Fig. 9' 
This can he used in conjunction with a metre bridge, the wii 
of which, if of eciual resistance to the coils, may be used as tl: 
stretched wire. 

The fourteen coils are wound on bobbins and enclosed i 
a box, the potential wires being soldered to the contact stud 
I, 2, 3, 4, etc. The sliding arm A makes contact between tfa* 
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Fig. 9y. 

Studs and the two-way switch Sj, to which one ^ terminal of E 
and El is connected, the switch 83 making contact between the 
other terminals of P^ and Ei and the galvanometer G. 

In using the potentiometer, a steady current must be main- 
tained in the fourteen coils and stretched wire, from a secondary 
battery, B, in series with a variable resistance, R. Primary 
batteries cannot be used satisfactorily . for this purpose, on 
account of their E.M.F. falling off rapidly when supplyi^S 
a current. 

215. Comparison of Resistances,— \kx order to compare tvo 
resistances by means of the potentiometer, the resistances are 
connected in series with one another and a current from a 
secondary battery sent through them. Should the resistances 

■ 

be small it is necessary to have a variable resistance in senes 
with them, to prevent the current from the battery being too 
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great. Potential wires are then taken from the ends of the 
resistances to terminals E and Ei respectively of the potentio- 
meter. The switches Si and S2 are then adjusted so as to 
connect the terminals E to the potentiometer wire, and by 
adjusting the rotating arm A and the tapping-contact connected 
to G, the fall of potential down the coil may be balanced 
against the fall of potential down a portion of the potentiometer 
wire, as shown by the galvanometer G giving no deflection. 
The positions of A and of the tapping-point are noted; the 
switches Si and S2 are then altered so as to connect the 
terminals Ei to the potentiometer wire, and another pair of 
balancing-points are found for the other coil. The ratio of the 
effective lengths of potentiometer wire between the balancing- 
points in the two cases is the ratio of the two resistances, and 
\f one of the resistances is a standard coil, the resistance of the 
other coil can be calculated. 

In making such a comparison of resistances, care must be 
ta.ken to insure that the direction of the current in the coils to 
be compared is such that the potential difference at their ends 
is in opposition to the potential difference on the wire, and 
also that the fall of potential down the larger of the two 
resistances is not greater than the total difference of potential 
a.t the ends of the potentiometer wire. 

The accuracy of a comparison such as the above depends on 

tile sensitiveness of the galvanometer and on the accuracy of 

^calibration of the potentiometer wire and coils, and may be 

*nade very high. The standard resistances employed with the 

potentiometer should be of the form described in par. 21, 

'^hich is specially designed for this kind of measurement. The 

!> S^lvanometer used may be of any sensitive type, but one or 

\ ^ther modification of the D' Arson val galvanometer will be 

' *0\ind most convenient to work with, on account of its high 

\ ^^nsibility and freedom from magnetic control. 

I All precautions respecting the measurement of the tempe- 

\ *^lure of the coils which have been previously dealt with, apply 

^xially in this case. 

. 216. The following comparison of resistances was made on 
'^^ potentiometer. 



204 Practical Electricity and MagnetisiH. 

The wire and coils of the potentiometer were calibrated by 
the fall of potential method, the galvanometer employed 
having been previously tested and foimd to have a straight-line 
law within the limits of the deflections employed in the 
experiment. The following readings were obtained in the 
calibration : — • 



Coil. 


Deflection. 


1 — 2 


IIO'O 


2—3 


1 10*0 


3-4 


IIO'O 


4—5 
6-7 


IIO'O 
II 0*0 
1 100 


7-8 


IIO'O 


8-9 


IIO'O 


9—10 


1 100 


lO— II 


IIO'O 


II — 12 


IIO'O 


12—13 

13—14 
14—15 

Stretched wire 


109-5 

io9'o 
1095 

III'O 



A calibration of the stretched wire, which, like the coils, was 
of manganin, proved it to be perfectly uniform. 

The first balance, when the coil connected to the terminals 
E was tested, was obtained with the arm A at stud 4, and the 
tapping-contact at 97*50, and therefore the fall of potential 
was proportional to — 



(3 X 110) ^--^^ X III = 438 22. 



100 



The second balance of the fall of potential down a standard 
I -ohm coil (manganin) against the fall of potential in the wire 
gave arm A at stud 8, and the tapping-point at 83'5S, or a fall 
of potential proportional to — 

83*55 
7 X iio-f -^^^ X III =862'74 
100 ' ^ 



-L 
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ind the ratio of resistances is — 

X 438*22 
T~ 86274 
ox X = 0*508 ohm. 
7he temperature of the coil x was 12° C. 

217. Measurcfnent of CwTent, — In the measurement of 
urrent by the potentiometer, the current is sent through a 
tandard resistance, which, if the current is large, must be 
pecially constructed to carry heavy currents without seriously 
leating. The P.D. at the ends of the coil is balanced against 
he fall of potential in the potentiometer wire, as in the last 
:ase. The E.M.F. of a standard cell is then balanced against 
he fall of potential in the wire ; from these two readings, and 
he known E.M.F. of the standard cell, the P.D. in volts at the 
erminals of the known resistance, may be calculated, and, divid- 
ng this by the resistance in ohms, we get the current in ampferes. 

The limit of accuracy in the measurement of current by this 
nethod depends on the accuracy to which the E.M.F. of the 
standard cell is known, />. to about i part in 1400, the E.M.F. 
>f the cell being of course corrected for temperature in the 
tbove measurement. 

218. In measuring a current oh the potentiometer, the cali- 
> ration table of which is given in par. 216, the current was 
ient through a standard i-ohm manganin coil, and the potential 
lififererice at its ends was balanced against the fall of potential 
r^ the wire and coils, and gave the following reading : Rotating 
^rm A at stud 10, sliding contact at 98*30 on the scale. A 
-lark cell was then balanced on the potentiometer, and gave 
Uding arm A at stud 14, tapping-contact at 38*00. The 
^tnperature of the cell was 15° C. 
^he E.M.F. of the Clark cell was = 1*438(1 -*ooo387(/- 15°) 

= 1*438 volt 
^^he first fall of potential was proportional to — 

98*30 

Q X no H X III = IOQQ*II 

^ 100 ^^ 

^he second fall of potential was proportional to — 

^8 
1640 + ^— X III = 1691*18 
^^ 100 ^ 
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Hence, calling E the potential difference at the ends of the 
I -ohm coil, we have — 

E looo'ii 

a = -T^ o = 0*940 volt 

1-438 i6oi'i8 ^^ 

E 0*040 V 

Therefore the current = — = - "^ -- = 0*940 ampere 

219. Comparison of E, Af, F*s, — The comparison of E.M.F.'s 
is made in exactly the same manner as that just described 
above, only two cells are compared instead of a cell and the 
P.D. at the terminals of a resistance. The instrument, how- 
ever, may be adjusted so as to read directly in volts, and thus 
saves time and calculation. To do this the E.M.F. of the 
standard cell corrected for temperature is calculated ; suppose 
it is 1*4346 volt. The sliding contact A is then turned to 
the extreme left-hand stud 15, and the tapping-point on the 
wire is adjusted to read 34*6 (the wire being divided itffoa 
hundred parts) on the scale. The length of wire between the 
tapping-points is then 1 4*346 segments. The variable resistance 
R is now adjusted until the fall of potential downthe i4'34^ 
segments is equal to the E.M.F. of the standard cell. If any. 
other cell is balanced against the fall of potential down the 
wire now, the number of segments between the balancing- 
points will be ten times the E.M.F. in volts. Thus supposing, 
in order to get a balance with another cell, the arm A had to 
be turned so as to make contact with stud 12, and the tapping- 
point gave a balance when placed at 57*0, the E.M.F. required 

would be ^' = 1*257 volt. It is assumed here that, after 
10 

the instrument has been standardized by the standard cell, the 
current in the wire keeps perfectly constant. In order to test 
this, readings with the standard cell should be taken from 
time to time. It is also assumed that the resistance of each 
of the fourteen coils is equal to that of the stretched wire, and 
that the stretched wire is perfectly uniform. 

The accuracy which the potentiometer is capable of, is very 
great when comparisons only are to be made ; but if a measure- 
ment of E.M.F. or current is desired, it is limited to the 
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accuracy of our knowledge of the E.M.F. of the standard 
cell. 

220. As an exercise on the use of the potentiometer the 
following investigation was carried out on a Daniell cell in 
which dilute sulphuric acid was used as the electrolyte surround- 
ing the zinc instead of zinc sulphate solution. The cell was 
prepared in the following manner. The coppjgf-plate was 
freshly plated with copper before using. The zinc rod em- 
ployed was of double distilled zinc, and free from impurity ; 
it was well amalgamated with pure mercury before using. The 
copper sulphate solution was made by dissolving crystals of 
CUSO4 in tap-water till the solution was saturated at 15° C. 
First of all, experiments were made by adding acid to the 
livater in the porous pot surrounding the zinc only ; the results 
^ere, however, not satisfactory, on account of the alteration 
3f E.M.F. produced by the slow passage of the acid into the 
"opper sulphate solution. After many experiments, the best 
md most constant results were obtained by adding acid to 
3oth the Hquids. 

The table below gives the E.M.F.'s of the cell when made 
ip with different quantities of acid. In making these measure- 
lients, aftet the liquid had been made up, the cell was short- 
circuited for two minutes, and then allowed to rest, its E.M.F. 
>eing measured on the potentiometer against a standard Clark 
•ell. After two minutes it was found to reach a steady value, 
he numbers recorded in the table representing the value of 
tie E.M.F. after fifteen minutes' rest. 



niellcc 
alance. 


Electrolyte surrounding copper 




plate. 




a-^ 








1 14*8 


CUSO4 


dissolved in tap 


-water 


119*7 


100 C.C. 


CuS04+o-5 c.c. 


H2SO4 


ii9'5 




» + I ,. 




118-3 




» + 2 „ 




ii6-8 




„ + 5 M 




1 15 '9 




,. +10 „ 




115'^ 




„ +15 1, 




ii4'7 




„ +20 „ 





Electrolyte surrounding zinc rod. 



tap- water 

100 C.C. HoO+O'5 c.c. H2SO4 

+ I 

+ 2 

+ 5 
+ 10 

+ 15 
+20 






» » 



>> 



»> 
>» 

>» 
>» 






O «; 



Volts. 

1*095 
1*142 

1*140 

1*128 

1*114 
1*106 
1*099 
1-094 
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The E.M.F. of the Clark cell corrected for temperature wa 
1*434 volt. The following curve (Fig. loo) shows the varia 
tions in voltage with amount of add added. 
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Fig. zoo. 

The first reading, with no acid in the cell, is very variable 
and liable to sudden changes if the cell is shaken. 
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IV. .■■'.■;. 

QUANTITV, 

• . f '_ 

• '. • I ■ f 

2 2. The practical unit of quantity of electricity is the 
oulomb, and is the quantity of electricity conveyed along a 
onductor by a current of one ampbre flowing for oiie second. 

The practical measurement of quantity of electricity may be 
lade by means of a voltameter, which is really a quantity, and 
ot a current measuring apparatus^ since the weight of the ions 
berated by electrolysis is proportional to the quantity of 
I ectrici ty which •■ has passed through the instrunient . 

For the measurement. of very small quantities of electricity 
le voltameter is not a convenient instrument to use, a ballistic 
ilvanometer being employed instead; * 

2.23. In general construction, the main difference betweerl a 
illistic galvanometer and an ordinary reflecting galvanometer 

in the shape of the needle, which in the former instrument is 
ade very massive, and shaped so as to offer as small a surface 

air friction as possible.' Whea^a- discharge of electricity 
kes place through the coils of the galvanometer, the needle 
ceives a sudden impulse, which causes it " to deflect, the 
>.plitude of the first swing of the needle being proportional 

the quantity of electricity which has passed through the coils, 
Ovided that the whole of the discharge took place before the 
tidle started on its swing. It is with the object of insuring 
58 latter condition that the galvanometer needle is made so 

tssive. 

» . ... 

Theory of the Ballistic Galvanometer. 

^24. The following is the proof of the relation belv^eexv \}cve. 
"istants of the ballistic gai variometer and the quanXJvVj ol 
z^tricity producing a given swing of the needle. 
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Let M = magnetic moment of the galvanometer needle ; 
I = moment of inertia of galvanometer needle ; 
G = galvanometer coil constant ; 
<i) = angular velocity of the needle at any instant ; 
Q = total quantity of electricity in absolute units ; 
a = amplitude of the first swing of the needle ; 
H = horizontal intensity of the earth's magnetic field; 
T = periodic time of swing of the needle. 

The quantity of electricity Q = ^ where ^ is the cunent 
strength, and t the time during which it flows. 

Moment of the force on the needle due to ^ = MGr 
The total impulse given to the needle = MG^ 

= Io> 
MG^ 



0) = 



(I) 



I 

If the pole strength of the needle is m^ and its length 3/, 
the work done in deflecting the needle through an angle a 
is— 

2w/H(i — cos a) = MH(i — cos a) 

But the work done on the needle = kinetic energy in needle 

= i la,^ 
/. i Ia)« = MH(i - COS a) 



/ 2MH(l — COS a) ■ , 

and <o = \/ ^-^ ' (2) 

Now, combining equations (i) and (2), we get — 

MGQ __ / 2MH( i - COS g) 
I -V I 



a 



, _ 2 sin 2 / HI , . 

andQ = -^^V/M l/^) 

Now, the periodic time T = 277 \/-jjjg, and equation (3) 



may be written — 

^ HT . a 

Q = — 7T 2 sm — 

^ 27lG 2 
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Multipljdng this result by 10 gives the number of coulombs, 
since there are 10 coulombs in i C.G.S. unit of quantity. 

225, Correction for Damping, — In the above calculation we 
have assumed that the only retarding force acting on the 
needle is that due to the controlling-field H. There are, how- 
ever, other causes which affect the amplitude or the swing of 
the needle. Of these the most important are (j) the induced 
currents set up in the galvanometer coil, due to the motion of 
the needle inside it, in accordance with Lenz's law; (2) the 
resistance to the motion of the needle due to the friction of the 
air; (3) the temporary alteration in M due to the field pro- 
duced by the current in the galvanometer coil; and (4) the 
torsion of the suspending fibre. 

The effect of (3) may be made small by sending discharges 
through the galvanometer, which will only produce small swings ; 
and (4) may be allowed for in the same manner as described in 
par. 138. 

The effects of (i) and (2), which tend to diminish the ampli- 
tude of the swings, are usually termed the " damping " effects, 
and may be determined experimentally. 

If the needle of a ballistic galvanometer is set swinging, 
the amplitude of the swings gradually diminishes, on account 
of this damping action, till finally the needle is brought to 

rest. 

If the damping is not too great, then it is found that the 
amplitudes of successive swings diminish in a geometrical 
series, calling ai, og, og, , . . a„ successive swings, then — 

-= r-V= f-V- f-Vrr f^O**^ = 
a2""\a3/ ■"\a4/ ""Vag/ ""\a„/ ~" 

or, calling a,« = amplitude of the mHa swing 
and a„ = amplitude of the ;/th swing 



then 






hence log, c= -_^ (log, a,„ - log^ a„) 
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log« c is the log of the constant ratio, and is Imown as the 
logarithmic decrement (X) ; - o ..... • 






w — m 



• 226. In order to correct any swing for damping we can now 
proceed as follows. Let a represent the observed swing of the 
ballistic galvanometer needle. If there had been no damping, 
the ^wing would have been greater, say a', so that the eflfect of 
the damping has been, during a half-period of a complete swing 
of the needle, to reduce the swing from a value a to a value ; 
therefore, since — 

^ = ,;"- ,„ Ooge a« - log. a„) 
'^= J (loge a - log, a) 
and = loge a' — loge a 

or loge a = + loge a 
from which, by the theory of logarithms— 

-+log^a 
tt = € 



\ 

lo 
= C'* X € 



aw- «•« ** 



but €^ when expanded gives i + 2 + ^^^'J ^"^. ^^"^^ ^ '^ 

small it is not necessary to go further up the series than the 
second term ; also — 

€>"? « = a 



hence a' = a ( i + - ) 



So that, in order to correct the observed swing of a ballistic 
galvanometer .needle for damping, we must multiply by 
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I H — J . We may therefore write the full formula for 
e ballistic galvanometer as — 

^ HT . a/ X\ 

This simple correction for damping may be applied in all 
Lses when A does not exceed 0*5, without introducing any 
insible error. 

Measurement of A. 

227. From what has just been said, it will be seen that we 
lay determine X from the observation of a series of swings of 
le needle. It must, however, be borne in mind that A is not a 
:)nstant for all conditions under which the galvanometer may 
^ used ; since it depends partly on the induced currents set up 

the coil in accordance with Lenz's law, and these depend on 
e resistance of the circuit in which they are induced, the 
raping must obviously vary with the resistance of the 
Ivanometer circuit. The measurement of A should therefore 
■ made for a number of cases, the galvanometer circuit resist- 
ce being specified in each case, starting with the galvano- 
eter on open circuit and ending with it short circuited. A 
^rve may then be plotted showing the relation between A and 
e resistance of the galvanometer circuit. From such a curve 
e value of A for any particular experiment may be deduced. 

To measure A the galvanometer needle should be set swinging, 
ther by means of a magnet, which is afterwards removed from 
s vicinity, or else by passing a current momentarily through 
^e galvanometer coils. The successive swings to right and 
it of the scale zero are then noted by two observers. Let these 

-' ttj, Ojj ^nj ''4> • • • ^w 

These should be tabulated in two parallel columns, and for 
invenience a zigzag line connecting them, thus — 
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fh 



as 







- Jl-t) 



a 



H 



If the zero lies between ai and oo, then the arithmetical sum 
of a,' + Oo gives the amplitude of the first swing, or, in general, 
calling readings to the left hand of zero minus, and to the 
right hand plus — 
The algebraic diff. of a, — a^ is the ampHtude of the ist siting 



5) 



J) 



55 



5) 



?5 



55 



a., 



a. 



«:! — "4 



5) 



5> 



55 



>> 



)» 



55 



2nd „ 
(«-i)th „ 



The logarithmic decrement may be calculated from the above, 
taking various combinations of swings, and using the relation— 



X = 



;/ — ;;/ 



(loge a,„ - loge a„) 



228. In order to determine the logarithmic decrement of a 

ballistic galvanometer, the needle was adjusted so that the 

spot of light was at the zero on the scale. The needle was 

then started swinging by bi\T\^vc\^ ^ xwajgcv^x. xse^a ^Jaa ^alvano- 
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ter and then removing it. The following readings were 
en with the galvanometer on open circuit : — 



— 127 



— 102 



-83 




+ 135 



+ 112 



+ 93 



+ 77 



Amplitude 


of ist swing = 135 + 127 = 262 




2nd „ =127 + 112 = 239 




3rd „ = 112 + 102 = 214 




4th „ = 102 + 93 = 195 




5th „ = 93 + 83 = 176 




6th „ = 83 + 77 = 160 



iking swings i and 3, A = "t-ITi O^S' 262 - loge 214) = 0*103 



>) 



3 V 5» ^ = V-^Z ^^^' ^^^ " ^^^' i76) = o-o98 



j> 



5J 



4 », 6,A = ^ — -(logei95 - logei6o) = o-io3 

2 „ 6,A=-^— (loge 239 - loge I00) = 0-I0I 



Mean value of logarithmic decrement X = o'loi 



Calibration of a Ballistic Galvanometer. 

229. The calibration of a ballistic galvanometer, in order to 
tain the relation between the quantity of electricity dis- 
arged through the coils and the throw ptodwee^ oxv ^^ 
edle, may be carried out in three ways — 
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(i) P'rom the relation Q = ^^ 2 sin -f i H — j 

(2) By means of an earth inductor or standard cunent 
inductor. 

(3) By means of a standard cell and condenser. 

230. First Method, — In calibrating the ballistic galvanometer 

HT a 

by means of the relation Q = — ft 2 sin we have to first find 

^ 27rG 2 

the value of p. This may be got by sending a steady current 

of known value, C (in G.G.S. units), through the galvanometer, 
and observing the steady deflection, 8, produced by it ; the con- 
ditions of control, etc., remaining the same as when the galva- 
nometer is used ballistically. Assuming the deflection % of the 
galvanometer to follow a tangent law for steady currents, we 
have — 



and therefore- 



C = vj tan I 



H 



(i tan S 



So that— 



Q=--X^ ^X2sin-(i + -) (absolute units) 
27r tan d 2 V 2 / ^ ' 

,^ , , , , loTC . OL f ^\ 

or Q (coulombs) = ^ t^n 8 "'" 2 I ^ + 2 J 

and the constant K of the galvanometer is — 

loTC 



TT tan 8 



The measurement of C, the steady current producing the de- 
flection 8, which in general will be very small, may be effected 
either by means of a zinc iodide voltameter in series with it, or 
by connecting the galvanometer in series with a large resist- 
ance and battery, and measuring the fall of potential between 
the galvanometer terminals on a potentiometer, against the 
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E.M.F. of a standard cell, then if the galvanometer resistance 
be known, the current passing through, it may be calculated. 

In order to determine T, the periodic time of swing of the 
galvanonieter needle, the latter should be set swinging through 
a small angle, and the time required for the spot of light on the 
scale to make fifty transits in the same, direction across the zero, 
should be taken on a stop-watch. The time between two suc- 
cessive transits in the same direction may then be calculated, 
and is- the periodic time of swing T. 

In reading the steady deflection 8 of the galvanometer needle, 
should the instrument be a mirror-galvanometer, it must be borne 
in mind that the angular deviation of the spot of light will be 
twice that of the needle. The same remark applies to the 
swing a. In connection with this point the student should 
refer back to par. 137, where a similar case is dealt with. 

231. In order to determine the constant of a 6000-ohm 
reflecting ballistic galvanometer, it was set up with its mirror a 
distance of 1000 mm. from the scale on which the divisions 
>?vere measured and found to be half-millimeters. A battery of 
-onstant E.M.F. was connected to the ends of a resistance of 
1 0,000 ohms, and the galvanometer terminals were connected 
icross 20 ohms of the 10,000-ohm resistance. The deflection 
>f the spot of light was 303 scale-divisions. The potential 
iifference at the ends of a 5000-ohm coil, which made up part 
^f the 10,000-ohm resistance, was measured on a potentiometer 
»-gainst a standard Clark cell, and found to be exactly i volt. 

The galvanometer needle was then set swinging, and by 
Cleans of a stop-watch it was found to make fifty swings in 260 
^conds. Then — 

TT tan 8 

260 
T = - = t;'20 seconds 

^ the fall of potential was i volt per 5000 ohms, the fall of 
otential between the galvanometer terminals, will be — : 

20 

= 0*004 volt 
5000 ^ 
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0*004 
and the current C = -7 — = o'oooooo66 ampere 

6000 *^ 

= 0*000000066 absolute unit 

The distance between the scale and the mirror of the galvano 
meter = 1000 mm. = 2000 scale-divisions, hence ^^ = 
0*151 = tangent of angular deflection of spot of light; 

Hence the angular deviation of the spot of light = 8*6° 
and angular deviation of galvanometer needle 8 = 4*3° 

and tan 8 = 0*752 

therefore K = -^ — «. 

Trtan 

10 X 5'20 X 0*000000066 

~ 3*142 X 0*0752 

= 0*0000145 

Inductor Methods of Calibration, 

232. {a) Earth Inductor. — When a coil of wire is rotated in 
a magnetic field so as to cut lines of force, an electro-motive 
force is induced in it, the value of which in volts is — 

^ " io« dt 

dN 

-r: denoting the rate of cutting the lines of force. If the cir- 
cuit of the coil is completed through a ballistic galvanometer a 
current will be produced, and if R is the total resistance of the 
circuit in ohms (galvanometer and coil), the current, accordi 
to the above equation, must be — 

5 = c= '^ 



R "■ "^ ~ io«R^/ 
From this we have — 

Q,dt = — o -:fj— 
10" R 

integrating this expression, we get — 
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5re Q is the quantity of electricity discharged through the 
vanometer in coulombs. 

[f the earth inductor consists of a coil of n turns, each of 
a A sq. cm., and placed with its plane parallel to the 
ection of the horizontal component of the earth's mag- 
ic field H, then, when the coil is rotated through 180°, the 
al number of lines of force cut will be — 

N = 2;/HA 
i therefore — 



Q = 



io»R 



iVe can now proceed to calibrate the galvanometer for quan- 
T of electricity. Thus, if on turning the earth inductor 
ough 180°, we obtain on the galvanometer needle a swing a,, 
have — 

^ 2«HA HT . a^f \\ 

1 therefore the constant of the galvanometer (K) will be — 

HT 2«HA 



K = 



ttCj 



:o'Rsinf(.+^) 



that in order to calculate the quantity of electricity in 
ilombs which produces any swing, a, of the galvanometer 
2dle, we may write — 



Q=Ksinf(i+^) 



must again be noticed here that a refers to the angular 
ing of the needle, and not that of the spot of light. 
In making a calibration of this kind, a separate experiment 
ist be performed in order to determine the value of H, the 
rizontal intensity of the earth's magnetic field, at the earth 
luctor coil (this may be done by some of the methods 
jcribed in par. 268) ; also the relative value of the controlling 
d H, acting on the ballistic galvanometer weed\^, T«M'«{^\i^ 
jcified by determining its periodic time oi smtv^. 
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233. Earth inductors of a mort or \va-a elaborate kind; 
mounted so as to admit of rotation about two axes, and pro- 
vided with graduattd dials iiid stojis such as that shown 
Fig. 101, mi\ bi. used \ much simpler form, however, with* 




rthcl \ery sat bfi torj cult n a> te obtained, consists of *■ 
largL c r ular co 1 of man) turns v ou d on a wooden ring, t 
e ds of the co ) be ng brought to t o terminals on the inner 
s de of tl e ru f, and the 1 ole ent rely unmounted. 

The total area b calculated by erj carefully measuring the 
c rcumferencc of ea h la> of r -ind adding together the 
nreas of each tun o al ulated To use this coil, it is placed 
on a flat table th ts, plane parallel to the table, and turned 
over through 180 by hand thus cutt ng the vertical component 
of the earth s fi Id \ 1 he v^lue of V may be found frotn H 
measurement of H a d tb anf,le of dip S since — 

\ = H tan 6 

■1 con en e t al f t\ to\.a\ ^i ttj, rif ^^vich 3 coil is about 
200 000 &q en 
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In using the earth inductor, care must be taken that the 
whole rotation of the coil has taken place before the ballistic 
needle commences to deflect. 

- 234, The following data were obtained in an experiment to 
determine the constant of a ballistic galvanometer : — 

• 

Distance of mirror from scale = 2000 scale-divisions 
Swing of spot of light ^ 2i^ „ „ 

Effective area of earth inductor «A = 192,300 sq. cm. 
Resistance of galvanometer = 6000 ohms 

The earth inductor was laid flat on a table and turned 
through 180°, so as to cut the vertical component of the earth's 
magnetic field. The strength of the horizontal component H 
had been carefully measured previously, and was found to be 
= o'i84 C.G.S. unit. The ^ngle of dip was also measured, 
and found to be 70*3°. 

Hence the vertical component V = H tan 70*3 

= 0-184 X 2*793 
= 0*514 C.G.S. unit 

The logarithmic decrement of the galvanometer was deter- 
mined, and was A = 0*30. 

The angular deviation of the spot of light was the angle 

whose tan = -3 — = 0*018 = 1*05°. 

2000 

Hence a = -~- = 0*525 

and sin - = sin 0*262 = 0*0045 

Therefore the constant K = 



lo'^R sin - ( I 4- - 
2 \ 2 

2 X 192300 X 0*514 



lo** X 6000 X 0*0045 (i + 0*15) 
= 0*0000633. 

235. (b) Current Inductor, — Instead of using a coil moving in 
the earth's field, we may produce a field o^ ktvo^iv ?Xx^xvj^ 
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insiJf a coil by means of a long solenoid through which fi 
measured current is flowing. The form of apparatus employed 
usually consists of a solenoid of length (a/)i which is : 
ten limes its radius {r), mounted horiiontally on a stand (sa 
Fig. 102). Round the wnirc [Kirtion of the solenoid a sraaft 




test-coil is wound, consisting of many turns of fine wire, tie 
number of turns, «i, being known. 

The test-coil is connected to the ballistic galvanometer, 
now a current of C amptres is sent through the solenoid, ih^ 
intensity of the field produced inside it at its centre is'— 



« being the number of turns per centimetre on the sol* 
If A is the mean area of the solenoid, the total number i 
lines of force (N) produced is — 

and this magnetic flux cuts the test-coil «i times, Hence tl 
effective number of lines, Ni, cut by the test-coil during the 
starting or stopping of the current in the solenoid if 

If R is the total resistance in ohms of the ballistic f^ ^^ 
meter and test-coil, the number of coulombs of electricity (Qf 
discharged through the circuit will be— 
4?r«j/,CA r 



N, = '' 



ft discbarj 



' PMl. Maff., 
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Hence, if when a current of Ci ampbres is started in the solenoid 
we get a throw, Qj, on the ballistic galvanometer, we have — 

47r;/;/iCiA ( , ;^ >| HT . a^f \ 






and the constant of the galvanometer K will then be — 
,, HT 4^;/;<,CiA f , r' ^ 

io»Rsin^(^i+-j 

SO that the quantity of electricity in coulombs required to 
produce any swing, a, of the ballistic needle will be — 

Q = Ksin-(i+- 

236. The method of calibration by means of the current 
inductor has certain advantages over the earth inductor method, 
since it is independent of the earth's magnetic field, if the axis 
of the coil is placed at right angles to the magnetic meridian. 
It is also very useful for calibrating ballistic galvanometers of 
the D'Arsonval type where the ordinary ballistic formula does 
not necessarily apply ; in this case it is usual to observe the 
"ballistic throws produced by starting or stopping currents of 
different values in the coil, and plotting an absolute calibration 
cnirve with the scale-readings for abscissae against the corre- 
sponding quantities of electricity in coulombs which produced 
them. 

The time of swing of the galvanometer coil, the distance of 
the mirror from the scale, and the length of a scale-division in 
centimetres should be carefully specified. 

The current sent through the large coil of the solenoid may 
be measured on a tangent galvanometer, or on some form of 
Ammeter which has been calibrated absolutely by comparison 
"With a standard current measuring instrimient. 

In using the apparatus, it will be found more satisfactory to 
take the ballistic swing on " breaking " a known current in the 
Solenoid, rather than on " make." 

237. The following are the dimensions of the coil shown in 
J*^ig. 102 : — 
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Large CoL, — 640 turns of No. 20 wire in two layers — 

Internal diameter = 5*00 cm. 
External „ = 5*53 „ 
Total length = 41*85 „ 
Resistance = 2*82 ohms. 

Small Coil— 130 turns No. 36 wire one layer — 

Resistance = 2*35 ohms. 

238. In the calibration of a ballistic galvanometer by the 
current inductor, the dimensions of which have just been given, 
the galvanometer needle was 2000 scale-divisions from the 
scale zero, and on breaking a current of 5 ampferes in the large 
coil, a ballistic swing of 50 scale-divisions was obtained on the 
galvanometer. The logarithmic decrement of the galvanometer 
was determined, and was \ = 0*30. 

The number of turns per cm. on large coil // = — \— = 15 "30 

41-85 

The number of turns on test-coil «, = 130 

Mean area of coil A = 21*74 sq. cm. 

Value of f I + "1^ 1 = 0-992 

Resistance of galvanometer = 6000 ohms 

Tangent of angular deflection of spot of light = -5_ 

2000 

= 0-025 

Angular deflection of spot of light = 1-41° 

Angular deflection of needle a = 0*70° 

Value sin - = 0-0061 
2 

lo^R sm - f I _f- - j ^ ^ 

_ 4 X 3-142 X 15-30 X 130 X 5 X 2r7j<_o;992 

10^ X 6000 X 0*0061 X 1-15 
= 0*0000640 
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Calibration of Ballistic Galvanometer by Means of a Standard 

Cell and Condenser, 

239. If a condenser having a capacity of K farads is charged 
to a potential of V volts, the quantity of electricity stored in it 

in coulombs is — 

Q = KV 

Since the capacity of standard condensers is usually measured 
in microfarads, it will have to be divided by io« to bring it 
:o farads before using in the above formula. 

In order to calibrate the ballistic galvanometer by this method, 
t is connected up with a battery, condenser, and suitable key, 
;o that the condenser may be charged or discharged through 
:he galvanometer. The following diagram (Fig. 103) shows 




:i 



— K 



A i 



Fig. 103. 

>iie method of arranging the circuit. The condenser C is 
>laced in series with the ballistic galvanometer BG and the 
lischarge key K ; the other terminal of the galvanometer being 
connected to the upper contact (2) of K, to the lower contact 
X ) of K through the standard cell B, and to earth. 

When K is depressed on contact (i), the condenser is charged, 
-rid the amplitude of the first swing of the needle noted. By 
rising K to the upper contact (2) the condenser is discharged, 
t^liis should be repeated several times, and the mean of the 
"Wings taken; also, if necessary, with several cells in series, 
^he E.M.F. of the cell is corrected for temperature, and the 
'^lue of Q calculated as shown above. K may be measured by 
• method to be described in the next chapter, or if a standard 
Ondenser is used it will be known. The ceW E axv^ \)5\^ Yfe^ 
^ must be carefu]]y insulated from earth. \{ the ^a\\ax\o\^eX.^\ 
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to be calibrated is one in which the sine of half the angle of 
swing of the needle is proportional to the quantity of electricity- 
discharged through it, then — 

Q = K,V, = ^ ^ sin -'( I + -) 

^ ' ' 27rG 2\ ^ 2f 

where the capacity potential and swing of the needle have the 
values K„ Vj, and aj respectively, and the constant of the 
galvanometer K will therefore be — 

__ HT K,V, 



in ?.{i + ^) 

2\ 2 / 



sin 

2 



and the quantity of electricity corresponding to any throw of 
the needle will be 

Q=Ksinf(i+^) 



The condenser method of calibration may also be employed 
in obtaining the absolute calibration curve of a D*Arsonval 
galvonometer for quantity of electricity. The condenser in this 
case being charged to different potential differences, either by 
employing several standard cells in series or by standardizing, 
by means of a Clark cell, the fall of potential down a long 
uniform wire, and charging the condenser across various known 
lengths of the wire. A curve may then be plotted with scale- 
readings for abscissa: and corresponding quantities of electricit}' 
in coulombs for ordinates, the distance of the mirror from 
the scale-division and relative value of the controlling force 
being specified. 

240. In a calibration of a ballistic galvanometer by means 
of a standard condenser and known E.M.F., a battery of two 
Leclanche cells in series was connected to a resistance of 10,000 
ohms ; whilst a condenser of 10 microfarads capacity was 
charged through the ballistic galvanometer across 300 ohms of 
the 10,000-ohm resistance. A ballistic swing of 230 scale- 
divisions was obtained, the scale being 2000 scale-divisions 
distant from the mirroi. T\ve dV^^i^uce of potential across 
a coil of 1000 ohms Tesislaiwee, \i\v\Ocv ^oykv^^^. ^-^t^ ^( the 
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10,000-ohm resistance, was then carefully measured on a potenr 
tiometer against a standard Clark cell, and was found to be 
0*280 volt. The difference of potential employed to charge the 
condenser was therefore — 

300 X 0*28 • 

^ ._ _ o-og. volt 

1000 

The angular swing of the spot of light = 6 '5 5^ 
The angular swing of the galvanometer needle a = 3*27 

Hence sin - = 0*028 
2 

The logarithmic decrement was found to be X = 0*40 

Hence K = — 






sm 

2 \ 

10 X 0*084 
~" 10^ X 0*028 X 1*2 
= 00000250 

Remarks on tJic Use of the Ballistic Galvanometer. 

241. In using a ballistic galvanometer, where great accuracy 
is not required, and the swings of the needle are small, the 
sines of the angles of swing are nearly proportional to the 
angles themselves, and therefore, in a comparison of two 
quantities of electricity, the ratio of the amplitudes may be 
taken instead of the ratio of the sines of the half-angles. 

The student will probably experience some difficulty at first 
in reading the exact value of the swing of the needle, this 
becoming more difficult the quicker the periodic time of swing 
of the needle. A few trial swings should be taken first, and 
thus the part of the scale reached by the spot of light will be 
located ; the observer may then at once turn his attention to 
this spot after having completed the circuit. A sliding pointer 
moving over the scale may be used with advantage to locate the 
exact position of the swing. It is advisable, however, for 
measurements of this kind, that there shouVd \ie aX. Xea'^X X"«^ 
obserrer^. 
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242. As staled before, the needle of the galvanometer must 
be perfectly stationary before the dischai^e is sent through the 
coils. To enable this to be attained quickly, a small auxiliarj' 
coil, connected to a battery Ihrough a reversing key, and known 
as a damping coil, may be set up near the galvanometer, so that 
when a current is flowing in it, its magnetic field will act on the 
galvanometer needle. By jjroperiy liming the duration and 
direction of the current in this coil, the needle may be rapidly 
brought to rest. It has been stated that almost any type of 
galvanometer may be used ballLstically ; for accurate work, 
however, a special design is necessary, since the damping in 




most galvanometers is pretty large, and when this is so, the 
correction is difficult, and cannot be made by taking the 
logarithmic decrement, but the galvanometer must be cali- 
brated directly in coulombs per degree of swing, throughoui 
the scale, by some of the inductor methods which are inde- 
pendent of the damping. A special form of ballistic galvano- 
meter, designed by Messrs. Nalder Bros., is shown in Fig. 104,' 
in it the magnets, which are hell-sbaped to diminish air-friction, 
are arranged astatically, two \ie\tvg, al the centre of the coil and 
t\Yo outside, one above and otve\)ft\o'« ft\ii co-i. 
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The coils, which are hinged to give easy access to the needle, 
are mounted in ebonite cases, and the whole highly insulated ; 
there is as little solid metal as possible in the vicinity of the 
needles, as eddy currents might be set up, which would increase 
the damping action. The mirror is also reduced in size as 
much as possible, on account of air-friction. 



V. 

CAPACITY, 

243. The capacity of a conductor is defined as the quantity of 
electricity required to raise its potential from zero to unity. 
The electro-magnetic practical unit of capacity is the farad, 
which is that capacity requiring one coulomb of electricity to 
raise the potential from zero to i volt. 

In practice this unit is much too large, and the millionth 
part of it, called the microfarad, is used instead. 

I farad = io~** C.G.S. electro-magnetic units of capacity. 
I farad = lo" microfarads. 
I microfarad = io~'* C.G.S. electro-magnetic units of capacity. 

Mkasurkment of the Capacity of a Condenser. 
244. In order to measure the capacity of a condenser we 
take advantage of the relation K = ^^, where K is the capacit)' 

in farads, Q the (quantity of electricity in coulombs, and V the 
potential in volts. The quantity of electricity, Q, in the 
condenser may be found by discharging it through a ballistic 
galvanometer, and calculating from the ballistic galvanometer 
formula ; whilst the potential difference, V, of the plates may 
be found in terms of a current and resistance. 

The following diagrams (Figs. 105 and 106) show the con- 
nections of the apparatus. 

The condenser C, whose capacity is required to be measured, 

is connected in series with a ballistic galvanometer, BG, and 

Aig/j-resistance key, K, acios^ V\\e e.^^^ qI ^X^x'^,^ \esistance Ri, 
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which is at least 10,000 ohms (see Fig. 105). A battery, B, of 
low internal resistance and constant E.M.F. is also connected 
to the ends of R. 

When the circuit of the condenser is completed by pressing 
the key K, the condenser is charged to a potential, V, which 



BG 




Fig. 105. 

represents the fall of potential between the ends of R, and the 
amplitude of the first swing of the galvanometer needle (a) is 
noted. This should be repeated several times, the condenser 
being discharged, after each throw, by means of its short- 
circuiting plug, after tJie circuit at K has been brok:u. Using 
the same symbols as in par. 224, we have — 



loHT 
Q = ^ 2 sm 



27rG 



;( . + 1) 



Q being in coulombs. 




Fig. 106. 



\ 



In order to get the value of V, the charging potential, the 
connections are now altered as below (see Fig. 106^. 

The condenser is removed and a resistance \>ox, ^^, *\^ 
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placed in series with the galvanometer, and the terminals are 
brought to two points on R, so as to include a known fraction, 
/•, of the resistance R, in order to get a steady deflection, 5, on 
the ballistic galvanometer. The value of h should not be very 
different from that of a. This may be obtained by altering the 
resistance Rj or the resistance r, or, if necessary, both of them. 
Then, if R., = galvanometer resistance, e = potential difference 
at the ends of the resistance r, and assuming that for steady 
currents the galvanometer follows a tangent law^, we have — 

^ H 

^ = R, + R. = '°G^'^^ 

io(R, + RJH 
. . ^ = *^ ,, — tan 

i> V R 

But = 
c r 



therefore V = 



t'R 



io(R,-f R,)HR^ . 
= f<- - tan 

loHT . a/ , A\ 

V - io(R,-fR0HRtan8 
/'G 

- 7rR(R;+Ri)tan8 

245. In the second part of the experiment the resistance r 
must be small compared with the resistance of the galvanometer 
and Ri, otherwise the fall of potential down R will not be the 
same as in the first part of the experiment. Also the controlling 
force acting on the ballistic galvanometer is supposed to be the 
same in the two experiments. Both a and 8 represent actual 
angular deflections of the galvanometer needle, and must be 
calculated from the scale-readings of the spot of light as sho^h 
par. 137. The \oganl\vm\e ^^qx^\xv^w\. ^\sa\ild be determined fe,, 
when the apparatus \s cotm^cXe^ >\^ ^^ vx. ^\%. ^<:^v '^'^^ 



in 
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^sult will give the capacity of the condenser in farads, 
lultiplying by 10^ we get it in microfarads. 

246. The following are the details of a measurement of 
apacity of a condenser by the above method. Three constant 
ells were connected to the ends of a resistance of 10,000 ohms, 
nd the condenser was charged from two points, the resistance 
etween which was 4700 ohms, and a ballistic throw of 
51 scale-divisions was obtained on a scale 100 cm. distant 
rom the mirror ; the scale-divisions were in millimetres. The 
condenser was then removed and the galvanometer terminals 
:onnected across two points on the 10,000 ohms, the resistance 
3etween which was 20 ohms, and a steady deflection of 
503 scale-divisions was obtained. The galvanometer resistance 
•vas measured and found to be 6000 ohms. The periodic 
ime of swing and logarithmic decrement of the galvano- 
neter needle were taken and were T = 5*20 seconds and 
. = 0*300. 

The angle of swing of the needle a is half the angle whose 

I £j*i 
ingent is -^- = -^ X 8*6° = 4*3"' ; and the angle of steady 

tiflection is half the angle whose tangent is = \ X i6*8^ 

= ■8-4° 

'lVsin"(i+^) 



Hence K = 



ttRR^ tan 8 
5'2o X 20 X 0*0377(1 + 0*15) 



"" 3*1416 X 4700 X 6000 X 0*1477 
= 0*344 X 10 ® farads 
= o*344 microfarads 

The temperature was 11*8° C. 

Methods of comparing Capacities. 

247. If it is desired to compare two capacities witK otse. 
Mother, one of them hemg a standard, t\veTe ax^ ^^Ne\^ 
Methods which may he adopted. Since tVie ca.\iacA\.^ Ss* ^^^ 
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ratio of the cjuantity of electricity in a condenser to the 
l^otential difference at its terminals, we may either charge both 
condensers to the same potential and compare the quantities 
of electricity in them, or we may give them a charge of known 
quantity and measure the potential differences. 

248. Comparison of Condensers by Means of a Ballistic 
Galvanometer, — In this method both are charged to the same 
potential and the quancities compared by means of a ballistic 
galvanometer. 

The two condensers, A and B (see Fig. 107), have each one 
terminal connected to earth and to the upper and lower 
contacts of a Kemp discharge key K, a battery C being 
inserted between the lower contact of K and the common 
terminal. The other terminals of the condensers are connected 




I^IG. 107. 

to the terminals (2) and (3) of a high-resistance two-way 
plug key respectively ; the terminal (i) of the two-way key 
being connected through the ballistic galvanometer BG, to the 
movable tongue of the key K. The terminals (i) and (2) of 
the two-way key are connected together, and the key 1^ 
depressed, thus charging condenser A from the cell C; the 
ballistic swing a^ is noted. The key K is then raised to the 
upper contact, discharging the condenser. The terminals (i) 
and (2) are now disconnected, and (i) and (3) are connected to- 
gether and the process repeated, charging condenser B this time, 
and obtaining a baWVsUe ?>V\x\^, o.^. 1^ K^ and Kg are the 
capacities of A and B tes^ecUN^iVj, ^xv^^ \^ Sicsfc ^^\ss&aL of 
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;he charging battery, which is assumed to have remained 
constant during the experiment, then — 

Qjoc tti oc K^V 

Qa oc 03 oc KbV 

therefore ^^ == 

JS.B Q.2 

IC a. 

If Kb is a standard condenser, then K^ = — ^' 

249. Comparing a condenser with a standard \ microfarad 
condenser, by the above method a ballistic swing of 183 scale- 
divisions was obtained with the standard, and 273 scale-divisions 
with the condenser whose capacity was required. 

Hence °"333 = ^|3 

X 273 

X = 0*498 microfarads 

The charging battery employed was a Hellesen dry cell. 

250. Comparison of Cofidefisers by tlie Electrometer Method. — 
In this method, one of the condensers is charged and its 
potential measured, the charge is then divided between the 
two condensers, and from the alteration in potential the ratio 
of their capacities may be calculated. 

The following diagram (Fig. 108) shows the arrangement 
of the apparatus. 




The condensers A and B are connected in parallel with each 
:>ther and with the battery C and electrometer E„ highly in- 
sulating keys, Ki and Kg, being placed in the battery circuit 
ind between the two condensers respectively. It will aUo \^^ 
Advisable to keep the battery well insulated awd \.o <i^\W Qxv^t. 
>ajr of plates, as at e. 
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In making the measurement, the keys Kj and K, are opened 
and the electrometer needle adjusted to zero. The key K, is 
then closed, thus charging condenser A with a certain quantity 
of electricity, Q, and raising its potential to Vj, which is 
measured by the deflection of the electrometer needle, 81. 
The battery circuit is now broken at the key Ki, and key Kj 
is closed ; this allows the charge Q to mix between the ti»'o 
condensers, and the potential will fall to Vj, as shown by the 
deflection &, of the electrometer needle. Now, calling Ka and 
Kb the capacities of A and B respectively, we have — 

(i) Q = KaViOcKA 

(2) Q = (Ka + Kb)V3 « (Ka + K„)8, 

whence ^ = ^ «- 

iS.„ Oi — dy 

In comparing two condensers in this way, a preliminary test 
must be made to see that the apparatus is insulated properly. 
This may be assumed to be the case if the deflections 81 and 8* 
remain constant for at least two minutes. The electrometer 
deflections are assumed proportional to the potential, and 
therefore the instrument must be used heterostatically, with the 
needle potential largely in excess of that of the quadrants. 
The battery C should consist of a sufficient number of cells, to 
give a large deflection on the electrometer for Si. 

251. In a comparison of two condensers, one of which was 
a standard condenser of capacity o'333 microfarads, when the 
standard alone was charged the electrometer deflection was 
240 scale-divisions ; on dividing the charge between the two 
condensers, the deflection fell to 121 scale-divisions. 

Hence - z=z ^^^ 

K„ Kb 240 — 121 

and Kg = 0*336 microfarads 

The battery employed consisted of six Lessing dry cells 
in series, and the electrometer needle was charged to a high 
potential by means of a Zamboni dry pile. 

^52. Comparison of Capadtici by iJit Method of Mixtures.— 
One of the most satis^aelox^ ycv^>;)cvc)^'5» ^1 ^Qro\^>axv^\s^ ^^3*1 
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ipacities of two condensers, and one which may be applied 
^en when there is a considerable difference in their values, 
the method of mixtures. The. principle of the method 
iing the measurement of the potentials required to give 
lual charges to the two condensers. The condensers are 
larged to different potential differences, the charges being 
terwards mixed, by placing the condensers in series, and 
e resultant charge tested for; when this latter is zero the 
)ndensers must have contained equal quantities of electricity, 
id therefore the capacities will be in the inverse ratio of the 
larging potentials. 
One method of arranging the apparatus is shown in Fig. 109. 




^ A , ^ '^ K 



i < 




Fig. 109. 



The battery C, consisting of several cells of constant E.M.F., 
connected in series with the two resistance boxes r^ and i\, 
he condensers A and B, by an arrangement of keys — ^a 
•Versing key, RK, supplied with cams by means of which 
le keys can be insulated midway between the upper and 
'Wer contacts, and a Kemp discharge key, K — may be charged 
-ross the ends of r^ and r^ respectively, connected in series 

> as to allow the charges to mix, and finally connected so 
lat the resultant charge (if any) may discharge through the 
illistic galvanometer BG to earth, the junction of r^ and ;o 
sing connected to one plate of each of the condensers and 

> earth. Calling (i), (2), and (3) the contacts of the two 
-ys, the following operations are gone through : — 

(t) The contacts (i), (2), and (3) are all ins\i\ated', i.c.\X\^>j 
^ held midway between the upper and lower conlacXs, 
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(2) Key (i) is allowed to rLse to the upper contact, thus 
charging condenser A across the ends of r,. 

(3) Key (3) is depressed so as to touch the lower contact 
and charge condenser B across the ends of r^. 

(4) Key (3) is insulated and keys (i) and (2) are depressed, 
to make contact with the lower contact, which is common to 
both ; by this means the positively charged plate of A is 
connected to the negatively charged plate of B, and vice vsrst^ 
and the two charges mix. 

(5) Key (3) is now raised to the upper contact, and the 
resultant charge (if any) in the condensers escapes to earth 
through the ballistic galvanometer. 

Should there be any swing on the ballistic needle after the 
last operation, it signifies that one of the charges must have 
been greater than the other. From the direction of the swing 
the direction of the discharge, and consequently the condenser 
having the larger charge, can be found, and the potential dif- 
ference to which it is charged must be diminished ; this may be 
effected either by diminishing the resistance, between the ends 
of which it is connected, or by increasing the resistance across 
which the other condenser is charged. The above operations 
are repeated, and j\ and ;':.. altered until there is no resultant 
charge left, and the ballistic galvanometer shows no deflection 
after operation (5). Then, since the charging potential differ- 
ences are proportional to the resistances i\ and ;-o, we have— 

The value of i\ + r.^ must always be large, never being less 
than 10,000 ohms. The keys may be arranged close together, 
so that all the above connections may be made in a second or 
two, thus, as far as possible, eliminating the effects of dielectric 
absorption. The keys must be highly insulated, as also must 
all the connecting wires and the condensers. 

The ballistic galvanometer must be arranged so as to be 

sufficiently sensitive to detect small discharges. The accuracy 

of the comparison may be le?»ted by finding the range through 

which 7'x or r. may be aVteied \\\\)cvom\. \^^ '^N^Tv<^\sNfe\sx siiowing 
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deflection due to the resultant charge. This should be done, 
id the percentage accuracy of the comparison stated. 

253. In a comparison between the standard one-third micro- 
rad condenser and a large condenser, the method of mixtures 
as employed. For the resistances i\ and /g, two large resist- 
ice boxes wound with platinoid wire were used. The ballistic 
ilvanometer employed w^as very sensitive, but in order to make 
:e test still more sensitive, instead of having the galvanometer 
3edle at rest before sending the resultant charge through it, 
le following procedure was adopted. The needle was set 
wringing through a small arc, and the amplitudes of two 
iccessive swings observed \ the resultant charge was then sent 
irough the galvanometer when the needle was in the middle of 
> third swing, and the effect on the amplitude of that swing 
3ted. If the discharge was in such a direction as to deflect 
le needle in the same direction as that in which it was moving, 
le amplitude was greater that it otherwise would have been as 
light be calculated from the two observed swings, allowing for 
amping \ if the discharge was in the opposite direction, the 
uplitude would be smaller than the theoretical ; and if the dis- 
large was zero, i,e, if the charges in the two condensers were 
jcactly equal, there would be no effect on the swing at all. 

The condenser A was the standard 0*333 microfarad, and in 
rder to get zero effect on the ballistic galvanometer needle, 
le resistances were i\ = 15,015 ohms, and r., = 500 ohms. A 
tiange of about 5 ohms could be detected. The coils were 
Drrect at 12*5° C., and the temperature during the test was 
5 '5° C. Taking 0*021 per cent, per 1° C. as the temperature' 
iriation of resistance of platinoid, the resistances corrected for 
imperature are r^ = 15024*4, and /% = 500*315. 

Hence ?:M_3 = 500*315 
B 15024*4 

B = 9*99 microfarads at 15*5° C. 

Specific Inductive Capacity. 

254. The ratio of the capacity of a condensei m\X\ 's^orcae 
^dium other than air as dielectric to the capacity o^ x!tve. ^aoKv<s. 
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condenser with air as the dielectric, is termed the specific 
inductive capacity (S.I.C.) of that medium. 

In order to determine the value of the S.I.C. of variou 
substances, we must therefore have some form of condense 
between the plates of which various dielectrics may be intrc 
duced. The method here described is that due to Dr. Joh] 
Hopkinson.* 

The apparatus re^iuired are a guard-ring condenser, an adjust 
able condenser, and a quadrant electrometer. 

The guard-ring condenser consists of a brass disc about 15 
cm. in diameter (see Fig. no), surrounded by a guard-ring, 




Fig. no. 



//, also of brass, about 7*5 cm. wide, and separated from it by a 
space of o'l cm., the ring h being supported from the base of 
the instrument by means of ebonite rods. 
The other plate o^ iVve eowdervser, r, is parallel to k ^^ 



^ PhxX, 7Vans., \^l^. 
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ounted on a rod which has a screw of ■—" pitch accurately 
it on it, and passes through a nut, /, the circumference of 
lich is graduated into 100 parts. The plate e is free to 
ove up and down in a vertical plane, but is prevented from 
tating. 

The disc is supported from two rods of ebonite, the ends 

which rest on the guard-ring, and is thus insulated from it. 

metal shield attached to qq^ covers and protects the upper 

rface of the plate hh. When in use, a vessel containing 

imice and strong sulphuric acid is placed on the upper surface 

hy inside the metal shield, in order to keep the insulation 

jrfect. The rods supporting gg must also be kept well 

sulated. 

255. The adjustable condenser used is of the form due to 

Drd Kelvin,^ and consists essentially of two hollow brass 

linders about 5 cm. diameter, one 26*5 cm. long, the other 35*3 

n. long, supported on ebonite insulators with their axes in the 

me line and their ends separated by a small air gap. Inside 

ese, and insulated from them, is a third brass cylinder, placed 

axial with the other two, 36*6 cm. long and 2*3 cm. diameter, 

anged so that it can slide backwards and forwards, and so 

ject by different amounts inside the interior of the larger 

^s. On the outside of all is a metal cover, which can be 

hed to protect the tubes within from outside induction. In 

\ this instrument, the outside cover d^ the cylinder ^, and 

nner cylinder c are all earthed, whilst the cylinder a is 

ed. By sliding c in or out of ^, the capacity of the 

nser may be increased or decreased. If necessary, the 

ty of this sliding condenser may be calculated from its 

dons ; in the following measurements, however, the know- 

if its capacity is not required. 

electrometer employed may be any form of sensitive 
leter. 

In making a measurement of the S.I.C. of a substance, 
wing diagrams show the connections. GR represents 
•d-ring condenser, SC the sliding condenser, E \.\\^ 
ter, and -)- and — iht poles of the cV\aig[\ng \>2i\Xerj 

' /%//. Tram,, 1871, p. 573. 
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Fig. Ill shows the connections in the first part of the experi- 
ment. The plates of the sliding condenser are connected to + 
and earth respectively, the disc and guard-ring of GR to 
— , whilst the movable plate of GR is earthed, as are also the 



SC 



i 



GR 



<£) e- 



\ 



H 




(juadrants of the electrometer E. In this way the condensers 
will both receive a charge of opposite sign. The connections 
are now altered to those of Fig. 112. The battery is entirely 
disconnected from the guard-ring and disc, and from the 



5C 



GR 



® 





Fig. 112. 







charged i)late of SC, and the guard-ring is earthed. ™y^ 
allows the charges in the condensers to mix. 

On connecting now, as in Fig. 113, one quadrant of i^ I 
eiectrometer, being eonneele.d\.o\\\^ c-oudensers, will bechaiPj 
to the same potenUsA. \^ X\v^ V\n<^ q.wA^tv^^\'^ -sxr. ^^ ^^"^ 
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Lcity, this charge will be zero, and there will be no electro- 
3r deflection, because the + and — charges would mix and 
ralize. 

■ the electrometer does deflect, it proves that one of the 
iensers has a greater capacity than the other, the sliding 
ienser SC is then adjusted until no deflection is obtained. 
57. It is important that the connection in Fig. 113 should 
)w that of Fig. 112 within a fraction of a second, and it may 
bund advisable to earth both poles of the battery during the 
nd and third part of the experiment. The connections in 
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© 





Fig. 113. 

se experiments may be made by means of separate keys. 
s, however, desirable to devise a special form of key, so that 

various changes may be made rapidly. One such key, 
^ised by Dr. Hopkinson, and described by him,^ is shown 
ow (Fig 114). It consists of an ebonite plate, qq, which is 
ewed to the shielding cover of the condenser ; a steel spring, 
'onnected to earth ; a similar spring, s, connected to one pole 
the battery ; tv are segments of brass connected to the brass 
'er ; urn are similar segments insulated from the cover and 
ird-ring, and connected to the sliding condenser and electro- 
ter respectively ; / is an ebonite handle and brass pin which 
ns in an insulated brass socket connected with the disc k ; 

ebonite piece x moves the springs ;- and s from t and v to 
nd uf respectively ; the spring rv may connect tv \\\\.V\ fe^ox ao 

' jP/i/7. Trans. y 1S78, p. 19. 
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Sti4iing 
Condenser^ 




Battery 



with ky and immediately after, both with the electrometer ; the 

other battery pole is connected to hh. 

358. Having got the slid- 
ing condenser and guard-ring 
condenser adjusted until they 
have equal capacities, a plate 
of dielectric, carefully cut 
with its opposite faces paral- 
lel, is then placed on the 
movable plate of the guard- 
ring condenser, its diameter 
being greater than that of the 
disc opposite to it. On re- 
peating the process of com- 
paring the condensers, it will 
be found that they are no 
longer equal, since the 
capacity of GR has been 
increased by the plate of 
dielectric. The movable plate 
of GR is now lowered by 
means of the screw until a 
balance of the capacities is 
again obtained, and the dis- 
tance J, through which it has 
been lowered, is noted. 
Then, if A is the effective 
area of the guard-ring con- 
denser,^ the distance between 
the plates in the first experi- 
ment, and t the thickness of 
the slab of dielectric of S.I.C 
UarCh ^ <::^ Electrometer = K, the capacity in the first 




case IS — 



Fig. 114. 



A 

\Trd 



' See J. J. Thomson, " M.cxV\\ett\?iUc?\ '1\\^<^\^ ^^^VtWvtvi^ and Magne- 
tism/' pp. 91 and 129. 



Measurement of Specific Inductive Capacity. 247 
md in the second case — 



md since these capacities are equal, we have — 



and K = ^ 



t - s 



The thickness ./ of the dielectric slab may also be measured 
)y means of the guard-ring condenser as follows. The 
lielectric slab is removed, and the movable plate is screwed 
ip until it comes into contact with the disc S, the exact position 
>f contact being judged by inserting slips of tissue paper 
>etween them and adjusting the screw until they just become 
oose. The plate is then screwed down, the dielectric slab 
>laced on it, and again screwed up until the upper surface of 
he slab makes contact with the disc, the tissue paper being 
Lgain used to test the exact position; from the difference in 
he readings of the screw in the two positions the thickness of 
he slab may be calculated. 

The battery employed in the above experiment consists of 
rom 50 to 100 cells, and the electrometer should be sufficiently 
•ensitive to give a large deflection with one cell. 

259. The specific gravity of the slab of dielectric should be 
determined, and also, if possible, its index of refraction for 
ight of known wave-length, since, according to the electro- 
magnetic theory of light — 

/x,2 = K 

^here ft = index of refraction for waves of infinite wave-length. 
^ sufficiently close approximation may, however, be obtained 
•y using the sodium D line in the spectrum in the measure- 
"^ent of iK, Since K increases slightly with temperature, 

measurement of the temperature of the slab should be 
-eorded. 

26a There are many other methods of measvLt\x\^ \}cv^^.\.^' 
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of dielectrics, references being given at the end of the chapter, 
one of considerable importance being the five-plate method of 
Gordon. By this method Gordon obtained results which 
differed widely from those of Hopkinson. This difference has 
been discussed by Hopkinson/ who showed that it was due to 
the distance between the plates not being small compared with 
their diameter. 

261. The following data have been taken from Hopkinson's 
results : — 



Material. 



Dcnsily. 



(revs, of screw )i(revs. of screw.) 



Light flint glass | 3 "2 

3*2 



15*01 
15*01 



12-8^ 
12*7? 



Batter>'. 



48 cells 



>> 



K 



689 
676 



262. Measurement of the Specific Inductive Capacity of tk 
Dielectric of a Cable, — A wire of circular cross-section covered 
uniformly with insulating material may be looked upon as a 
cylindrical condenser, and if the dimensions of the cable are 
known, and its total capacity measured, the specific inductive 
capacity of the dielectric may be calculated. The measurement 
of the capacity of the cable is made by some of the methods 
described in par. 247, the cable being immersed in a tank of 
water as in the measurement of dielectric resistance, when the 
metal tank forms one of the plates of the condenser and the 
wire core the other. 

In order to calculate the specific inductive capacity, we pro- 
proceed as follows. Let a represent the radius of the 
wire core, and b the radius of the outside of the dielectric 
surrounding the wire ; then, if we consider any ring ^^ 
dielectric of radius ;■, and of infinitely small thickness du 
whose length in the direction of the length of the cable is/ 
(centimetres), its capacity is practically ' that of two parallel 
plates of length / and breadth 27r;', which are separated by 
a distance dr^ and is 

27r;7 rl ^ 
c— ,.= ,. (electrostatic units) 

^ Phil. 7Vaiis.,\%%\, >^. -K^^. 
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But since the measurement of the capacity of the cable will 
e made in microfarads, this had better be expressed in micro- 
irads, and will be — 



c = —jT X . .. _ 26 microfarads 



rl_ 10" 

2dr ^ 9 X 10^ 

he ratio of the electrostatic unit of capacity to the electro- 
aagnetic unit being proportional to v^, where ^' = 3 X 10^^ cm. 
)er second; the microfarad being io~^'' C.G.S. electro-magnetic 
mits of capacity. 

If the specific inductive capacity of the dielectric of the 
able be denoted by K, the above expression becomes — 

Krl 10'' 

c = —7- X 2) microfarads 

2a7' 9 X iC" 

Now, this gives the capacity of a single ring of dielectric, but 
he insulation of the cable may be looked upon as consisting of 
, number of such rings in series, and if C denotes the total 
apacity in microfarads of the whole cable, by the laws of 
ondensers in series, we get — 

I 2 9 X 10'*' 
C "^K/^ 10^^ "^ 

2 9X lOa) , /^ 

rem which — 




2C lOge 

K = - ^"^ X 9 X 10 ' 



^'^ 



In making a measurement of the specific inductive capacity 
n this way, the temperature of the water in the tank contain- 
ng the cable should be taken. 

263. In order to measure the specific inductive capacity of 
G.P. insulating covering, experiments were made with three 
wires of different diameter, all covered with the same material. 

The length and the ratio of the external to l\\e \T\\.exT\tj\ x^'^wss* 
was first measured, and was — 
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No. I. length = 0*25 mile, - = 2*50 
No. 2. Length = 0*25 mile, - = 2*62 



No. 3. Length = 0*25 mile, - = 3*00 

Of 

The capacities were next measured by comparison with a 
standard one-third microfarad condenser, the method of mixtures 
being employed. The following capacities were found : — 

No. I = 0*0986 microfarads at 23*8° C. 
No. 2 = 0-0938 „ „ 

No. 3 = o"o8oo „ „ 

From these data we get, expressing the length in centi- 
metres — 



No. I. 



No. 2. 



No. 3. 



2 X 0-0986 X log, 2-50 X 9 X 10' 

K= "^ °- •" - = 4*03 

40233 

2 X 0-0938 X log, 2-62 X 9 X 10" 
k c= ' = 4*03 

40233 

2 X 0*0800 X lOfife 3-00 X 9 X 10* 
K = - - . -° y ^ __ ..Q2 

40233 ^ 



^ 1 



1 



i 



1" 



ir 



264. Measurement of the Specific Itiductivc Capacity of Liquids, 
—The method of Hoi)kinson for the measurement of the S.I.C 

of solids may also be applied to 
the measurement in the case of 
liciuids. 

The liquid is contained in a 
double metal cylinder, C (see 
Fig. 115), into which, but insu- 
lated from it, hangs the metal 
cylinder P, the position of P 
^g??g?^kk.k<kkkkkkk<kvkvvvvkvv'^^gg^^^ C relatively to C being fixed by 

^ "'• "''• means of ebonite stops. 

Tlio cylinder P forms one plate, and C the other, of the 
(ro/idenser. This eov\dervs>ei \s b;vlat\ced against the sliding 
condQWS^^x, first withowt cvwd a^xex\\^xv\^^\'^^^^\^^^XTs$illQ,uid 



\ S 



iJi 



I 
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tween the plates, the sliding condenser being in this case 
justed until a balance is obtained, the capacities being calcu- 
ed from the positions of the sliding tube in the cylindrical 
ndenser, which, for two concentric cylinders of length / and 
temal and internal radii b and a respectively, air being the 
idium between them, is — 

/ 



C = 



2 lOge - 

a 




265. Siloiv's Method, — A much simpler method is a modifi- 
tion of one due to Silow.^ 

A cylindrical quadrant electrometer is made by pasting four 
ifoil strips, each 10 cm. X 10 cm., symmetrically round the 
ner sides of a glass jar 10 cm. deep and 15 cm. diameter. In 
e interior, suspended by a wire, w, from a torsion head, hangs 

platinum needle, consisting of two curved 

ates of platinum P, P (see Fig. 116) con- 

icted together by a platinum wire, the whole 

jedle being well within the vessel. The 

Dposite tinfoil quadrants of the glass jar are 

►nnected together as in an electrometer; one 

.ir are connected to one pole of a battery the other pole of 

lich is earthed, whilst the other pair and the needle are both 

rthed. 

The needle is first brought to zero with the quadrants both 

rthed, one pair are then connected to the battery, and the 

edle deflects ; by turning the torsion head at the top of the 

re 7£', the needle may be brought back to zero, and the angle 

through which the wire has been turned noted. The vessel 

then filled up with the liquid and the above repeated, a 
'sion au, will now have to be applied to restore the needle to 

original position, the E.M.F. of the battery being assumed 
:istant. 

The ratio - is the ratio of the capacities, and therefore equal 

the S.I.C. of the liquid. 
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VI. 
MAGNETISM. 

Determination of H. 

268. In very many of the experiments performed in a 
physical laboratory, especially those involving the deflec- 
tion of a magnetic needle, which is either wholly or partly 
controlled by the magnetic field of the earth, it becomes neces- 
sary to determine the value of this controlling field. Also, since 
the direction of this field varies from place to place, and since 
ordinarily it is only the component of the total force which acts 
parallel to the surface of the earth that we have to do with, we do 
not require to know the total force, but only H, the horizontal 
component of it. The relation connecting the value of H 
with the total force is — 

H = T cos 8 

where T is the total force in C.G.S. units, and 8 is the angle 
between H and T, usually known as the angle of dip. 

269. Gauss's Method of dctcnnining H. — Several methods 
have been devised for the measurement of H in absolute units, 
but that most frequently employed is due to Gauss. This 
method has been thoroughly investigated, and improved by 
Professor T. Gray, to whose researches the student is referred.^ 

A small magnetic needle is suspended so as to swing freely 
in the earth's field, and a permanent magnet, tlie length between 
the poles of which is 2/, is placed with its centre at a distance,^, 
from the centre of the needle, so that the line joining the 
centres, is at right angles Xo \\\^ m^c^xv^lvc meridian, and also 

' Phil. Mag.<i vo\. v\.,^ov., \%n^% NCiV ^y.. ,\i^Q..^ v^^^V 
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the magnetic axis of the magnet is at right angles to the 
magnetic meridian (see Fig. 117); or so that the line joining 
the centres lies in the magnetic meridian, and the magnetic 
axis of the magnet at right angles to the meridian (see Fig. 
118). 

In each case the effect of the magnet is to deflect the needle 
out of the plane of the magnetic meridian. Then, in the first 

N 

• : ^ 

I ■ 

I- ; \ — : 



Fig. 117. Fig. ii8. 

case, usually called the A position of Gauss, we have,^ calling M 
the magnetic moment of the deflecting magnet, and the 
angular deflection of the needle — 

M (^^ - py 

= y ----^-L tan e 
H 2a 

and in the second case, the B position of Gauss, if d^ is the 
distance apart of the centres, and Oi the angular deflection of 
the needle — 

^ = {d;' + Pf tan e. 

If we now remove the needle, and suspend the deflecting 
magnet in its place, so that it is free to oscillate about a vertical 
^xis, then, calling I the moment of inertia of the magnet, and 
T its periodic time of swing, we have — 

kMH = ^'^ 

*c being a constant depending on the inductive action of the 
Earth's field on the magnetic moment of tVve ma^tv^X.. ^\s&\^ 

' See Appendix, 



256 Pratt Will Eiecthcity and Magnetism. 

f(rcat accuracy is not rciiuircd, k may be taken as equai to 
unity. Iiv (M)nil)ining this last equation with either of tiie 
previous ones, we can get an expression for either M or H. 

270. Con\'itioNs. — If a very accurate determination of H is 
to be made, there are certain corrections that must be taken 
into account in the above calculation. Of these the most 
ini])ortant are 

( 1 ) The correction for the distribution of magnetism in the 
l)ar. 

(2) 'J'he correction for the inductive action of the earth's 
field. 

271. (1) The correction for the distribution of magnetism in 
llie bar magnet resolves itself into the measurement of 2/, the 
distance between the poles of the magnet, as distinguished from 
^, the actual length of the magnet. The difference between 
lliese two tjuantities is very small, especially in the case of 
short magnets, and for ordinary measurements they may be 
taken as identical. Kohlrausch has shown that the distance of 
the i)()les from the ends of a bar magnet is about one-twelfth 
the length of the bar. The exact length, 2/, may be deter- 
inincd from observations of the deflections produced by the j 
ma^niet on the needle in the A and B positions, as follows '-— 

In llic A position tt = j ~ tan 

xl 2a 

AT 

in the H position g = ((/;- + /-)2 tan 0, 

Hence - ,t-j>~\ — 7i\-^ = . Vi 

2(/(i/f 4- /^)i tan Oi 

ami oxpaiiding. we get, neglecting small terms — 

. _ OiP - 20,cf{' 
^' -^ 20.f -h 3OA 

the value / liuis calculated is used in the calculation for H. 

272. {2) The correction for the inductive effect of the earth's 
tieUl on the magnetic moment of the deflecting magnet is due 
to the tact that v\v\nv\^ \\\c fvx'sX ^;\xt of the experiment the 

nui^nct is ^ laced wUh \ls aix\s ax. iX'^v ^xxv^^'s»\a^<i's\<^^^^^'i 
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jarth, whilst during the determination of its periodic time of 
iwing it lies in the magnetic meridian, and is therefore liable 
a slight increase in magnetization by induction from the 
earth's field. In order to find the relation between the mag- 
letic moment of the magnet in the two positions, the following 
nethod may be adopted. The magnet is placed inside a long 
solenoid, with its centre at the centre of the solenoid, and at a 
iistance, d^ from the centre of the needle, so that it is in the 
A. Gauss position with respect to it. In series with the 
solenoid is a compensating coil, which is adjusted with respect 
to the needle so as to neutralize the magnetic effect due 
to the solenoid alone ; this adjustment is made before the 
magnet is placed in position, and with a much stronger current 
than is to be used afterwards. The magnet is now placed in- 
side the solenoid, and the deflection, <^, of the needle noted ; 
a current of C ampferes is sent through the solenoid sufficient 
to produce a magnetic field at the centre of the coil approxi- 
mately equal to the field H to be measured, and the deflection 
^ of the needle noted. 
Now, since — 

M oc tan <^ 
and kM oc tan <^i 
tan <^i 
~ tan ^ 

The solenoid should be considerably longer than the needle, 
^nd may consist of a coil of wire one layer deep, wound on a 
long glass tube of a diameter slightly larger than the magnet. 
Then, if ;/ represents the total number of turns on the coil, 
o.nd / its length in centimetres, the strength of the field at the 
Centre is — 

47r«C 
10/ 

I^utting in the values for ;/, /, and the strength of field H 
^required, we get — 

C = -'''?^ 
The current may be measured on a tangervX. ^^XN^xv.o^sveX'et 
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whose constant has been determined by copper deposition, and 
which is sufficiently far off from the other apparatus not to 
exercise any magnetic effect upon it, or else measured by its 
fall of potential down a kno^n resistance. 

273. Tlu Magnetometer, — The magnetometer needle should 
consist of two steel magnets about i cm. long and o*o8 cm. 
diameter, cemented to the back of a light galvanometer mirror 
o'S cm. diameter, so that they are parallel to one another and 
have like poles pointing in the same direction. This mirror is 
suspended by a silk or spider line inside a glass tube, so that 
the magnets lie in the horizontal plane. 

The glass tube may be mounted on a stand provided with 
levelling screws, great care being taken to remove all iron or 
other magnetic substance from the neighbourhood, and for 
this reason the apparatus must be entirely constructed of non- 
magnetic material; any brass work should be tested, as it 
sometimes contains iron as an impurity. 

An ordinary galvanometer lamp and scale are placed at a 
carefully measured distance from the mirror, the scale being 
parallel to the plane of the mirror, and adjusted so that when 
the needle is in the magnetic meridian the spot of light is at 
the zero. To test the scale for accuracy of adjustment, the 
deflection produced by the magnet when its centre is at a given 
distance from the needle should be the same as when it is 
turned end for end. 

Two lines at right angles to one another should now be 
marked out to indicate the positions to be occupied by the 
centre of the magnet in the A and B positions. 

If the galvanometer scale is not graduated in centimetres its 
length must be measured, and the distance from the mirror to it 
expressed in scale-divisions, instead of in centimetres ; also, in 
reading off the angle from the deflection of the spot of light, 
the remarks in par. 137 apply here. 

If necessary, the coefificient of torsion t of the suspending 
fibre of the mirror must be measured by the method described 
previously (par. 138), and the angle increased in the ratio 

6(1 + r). 
274. Deflecting Magnets. — ^ltvaai^NV?a^\e,'0oaX\«a&\o!g>ic5S!Li 
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taken with more than one deflecting magnet, in order to 
ninate errors in the determination of 2/ and of I. 
These magnets should have a length at least forty times 
ir diameter, and may be made as follows. From a long, 
form steel rod of about 0*2 cm. diameter, which has been 
tened, lengths from 8 to 10 cm. are cut off, and the ends 
efuUy filed flat, these lengths are then glass hardened by 
Lting to a bright red heat and at once plunging into cold 
:er; after drying, they are magnetized by placing them 
ide a solenoid through which a strong current is flowing 
1 at the centre of which there is an intense magnetic field, 
else by placing them between the poles of a powerful electro- 
gnet. After having been magnetized in this way, it is 
nsable to artificially age the magnets, as they are in a very 
stable condition, and liable to lose a large amount of their 
gnetism on getting a slight knock ; they are therefore 
inged once or twice into a vessel of boiling water, being 
Dwed to cool between each immersion. In this way they 
,e some of their magnetism, but are in a much more 
rmanent condition than before. 

275. Method, — The needle having been carefully adjusted, 
e of the magnets is taken and placed with its centre at a 
tance, d^ from the centre of the needle in the A position of 
uss, and the deflection noted ; it is then turned end for end, 
centre being still kept at the same point, and the deflection 
the opposite side of the zero on the scale noted. This is 
vv repeated with the magnet at the opposite side of the 
idle, and at such a distance from it that the deflection pro- 
ced is the same. The exact distance of the centre of the 
ignet from the centre of the needle being half the distance 
iween the positions of the centre of the magnet on either 
e of the needle. 

The above should be repeated at two or three different 
tances for each of the magnets. Care must be taken to 
*p the magnets apart and to note the particular magn.et 
ich gave each set of readings. 

Similar sets of readings are taken for the B posiUoxv oS. Qj^.>is,^. 
e readings may be tabulated thus — 
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\t . Gauss . 
MagneU , j^^j^j^^ d 

1 ' 


Deflections. 


Mean 
d^ection 


Value of « 
calotdated 


Right. Left. 


Right. Left 


from mean 
deflecdoD. 


1 











From readings in the A and B positions the effective lengths 
of the various magnets may be calculated. 

276. After having got all the deflection experiments performed, 
the determinations of the periodic times of swing of die various 
magnets must be made. To do this the magnetometer is 
removed and the magnets one after another are suspended 

in its place, inside a glass shade, or box with 
glass sides, the suspension consisting of a 
long silk fibre with two loops at one end to 
hold the magnet in (see Fig. 119). It is 
not advisable to use a brass clip at the end 
of the suspension to hold the magnet, as it 
introduces an additional amount of inertia 
which would have to be determined by a 
separate experiment and allowed for. 
On the bottom of the box, underneath the suspended magnet, 
there should be placed a strip of mirror glass with a line 
scratched on it, so that when the magnet lies in the magnetic 
meridian it is exactly over this line. The magnet is set 
oscillating about the fibre as a vertical axis by bringing a 
piece of soft iron near and then removing it, care being taken 
not to set up a pendulum swing ; and when the amplitude of 
oscillation has fallen to about 3° on either side of the zero 
line, a stop-watch with centre seconds hand reading to o' 2 sec 
is started just as the magnet crosses the line. After ten such 
transits in the same direction the watch is stopped and the 
time of one complete double vibration calculated (T). The 
accuracy with which this measurement can be made increases 



A 



Fig. II'). 
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with the number of swings observed, so that, if possible, more 
than ten complete swings should be timed. 

The periodic time of swing of each of the magnets is taken 
in this way. The amplitude of the swing should always be kept 
small, otherwise a correction will have to be made for the arc 
of oscillation, this, however, being less than 0*02 % for an arc 
of 3° on either side of zero. 

277. Having obtained the time of swing of the magnets, we 
next proceed to determine their moments of inertia (I). This, 
for a cylindrical rod of length /„ (actual length of magnet), 
radius r, and weight ze/, is — 

The length and diameter of each bar should be measured in 
centimetres by a pair of bar-callipers, the diameter being taken 
at various points along the bar, and the mean taken in the 
calculation of the radius. The weight in grammes of each 
bar is taken on a delicate balance. 

278. The magnetometer needle should now be replaced in 
position and the induction constant k determined for each 
magnet, in the manner described above. 

The values — 

M (d' - Pf 

„ = - , tan ^ 
H 2a 

and H = (^' + ^')' ^^'^ ^' 

are calculated for each set of observations on each magnet 
and the mean for each of the Gauss positions obtained ; also 
the value of 

MH - -TfTT 

being known for each magnet, the value of H as determined 
by each of the magnets may now be calculated for the two 
Gauss positions by combining the two equations. Thus we 
have — 

^ = .TV -'- /y tan 6 '''' *^ ^ P°^^^'°" 
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and H* = 



47r»I 



KV(d^ -h 1^)1 tan e^ 
M 



for the B position 



279. The values of — , or the magnetic moment per gramme 



iv 



weight of the different magnets, should also be calculated, in 
order to give some idea of the quality and magnetic condition 
of the magnets employed. The following table, taken from 
Gray's paper, is of interest in this respect : — 



M 


^0 






tv 


2/ 


Diameter. 




centimetres. 


centimetres. 


centimetre. 


44*9 


1 803 


6*91 


0-25 ' 


58-5 


805 


7*io 1 


025 


35*2 


4-00 


3-12 


025 


55-8 


14-93 


13*22 


025 


71 'O 


lO'OI 


914 


0-20 



280. The effect of change of temperature on the magnetic 
moments of the magnets is very slight, being only about 
0*005 % P^r 1° C, and since the alteration in temperature of 
the room during the determination is never likely to be more 
than a few degrees, it may be neglected. 

In order to show the magnitude of the error due to the 
inductive action of a field on a magnet, the following numbers 
are taken from a table by Gray for glass-hard steel magnets, 
showing the percentage alteration of magnetic moment due 
to a field about five times the strength of the earth's field :— 



centimetres. 

3 

4 
6 

7 
8 

10 

10 

10 

10 



diameter 



Per cent, varia- '' 

tion of moment 1 

in unit field. j 



M 

IV 



10 




0-85 




27 


16 




070 




32 


20 




0-69 




35 


31 




0-54 




39 


32 




0-54 




54 


34 




0*51 




40 


44 


■ 


0*48 




43 


SO 


\ 


0-51 




(^1 


\os 


^A\ 


\ 


66 
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281. The following determination of H was made by the 
bregoing method. The deflecting magnets, of which there 
vrere three, were glass hard, and had the following dimensions : — 

(A) Length, 8*05 cm.; diameter, 0*25 cm. 

(B) Length, 15*03 cm. ; diameter, 0*25 cm. 

(C) Length, 10 cm. ; diameter, 0*2 cm. 

The mirror of the magnetometer needle was 1087 cm. distant 
rom the scale, which was graduated in millimetres. The deflec- 
ion magnets were adjusted until the readings on each side of 
ero were equal, and their distance from the mirror of the 
nagnetometer was taken as half the distance between the 
)Ositions on either side of the needle where they produced 
he same deflection. From the readings in the A and B 
>ositions of Gauss, the effective lengths of the magnets were 
alculated. 



i( umber of 
xperiment. 


Magnet. 

A' 


Gauss 
position. 


d 


Scale 
reading. 

1547 


(of needle). 
4-05° 


tan 6^ 
0*0707 


2/ 


I 


A 


cm. 
32*06 


7*11 


2 


A 


B 


28*75 


97*6 


2*31° 


0*0406 


7*11 


3 


B 


A 


5r§° 


77*6 


2*04° 


0*0356 


12*82 


4 


B 


B 


38*85 


72*9 


2*26° 


0*0395 


12*82 


5 


C 


A 


35 -oo 


99-1 


2*75° 


0*0481 


9*14 


6 


c 


B 


30*00 


83-0 


2*l8° 


0-0381 


9*14 



n order to determine the effect of the inductive action of the 
arth's field on the magnets, the magnetizing coil, with its 
ompensator, were fitted up in the A Gauss position, and the 
leflection noted, when a field of approximately 0*15 C.G.S. 
inits was produced in the interior of the coil. This gave the 
ollowing readings : — 



Magnet. 



A 
B 
C 



Deflection. 



i Deflection wUh 
current op. 



1547 

77*6 
99^1 



154*9 
777 
99-2 
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The effect of the earth's field on the magnet as calculated 
from these readings was taken as o'o8 per cent. 

The following table gives the results of the experiments to | 
determine the time of swing of the magnets, and the final calcu- 
lated value of H. 



Magnet. 



A 
B 
C 



I. 



1658 

106-50 

19-32 



T. 

seconds. 

5'i77 
8074 
5 549 



M. 



CG.S. units. 
0-1522 
0*1525 
0-1526 



160*4 
422*8 
162*2 



The mean value of H may be taken as 0*1524. 

Vibration Method of determining H. 

282. The following method of determining the value of 
the horizontal component of the earth's magnetic force, due to 
the author, is very much simpler to carry out than the method 
of Gauss. 

The method consists in comparing, by the method of vibra- 
tion of a magnetic needle, the strengths of two magnetic fields, 
one due to the earth's magnetism alone, and the other made up 
partly of the earth's field and partly of an artificial field of 
known strength produced in the interior of a long solenoid. 
Knowing the strength of field due to the solenoid the value of 
the earth's field may be calculated. 

283. The apparatus for carrying out this experiment consists of 
a solenoid containing a known number of turns and of a length at 
least ten times its radius, similar to that described in par. 237. 
Inside this solenoid there fits a cardboard tube, rather longer 
than half the length of the solenoid, near the end of which a 
mark is made, so that when the mark is flush with one end of 
the solenoid the other end of the cardboard tube is exactly at 
the centre of the solenoid. 

At the end of the tube which fits into the solenoid there is 
suspended, by means of a fine silk fibre or spider-line, a small 
magnetic needle so that it hangs exactly in the axis of the coil. 
A concave galvanometer mirror is attached to the needle so 
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that the plane of the mirror is at right angles to the axis of the 
needle. When the tube has been adjusted in position, glass 
plates are cemented over the open ends of the coil, to prevent 
air-currents from affecting the needle. The solenoid is mounted 
on a horizontal stand, so that its axis lies in the magnetic 
meridian, and a galvanometer lamp and scale are arranged so 
as to indicate the motions of the mirror attached to the needle. 
The solenoid is connected through a reversing key to a con- 
stant battery, resistance-box, and tangent, or other galvanometer 
whose constant has been obtained by a copper deposition 
experiment. The needle is set oscillating about the fibre as 
a vertical axis before the current is sent through the coil, and 
the periodic time of swing taken by means of a stop-watch, the 
oscillations of the needle being taken from the movement of 
the spot of light across the galvanometer scale. In no case 
should the angle of oscillation exceed three degrees on either 
side of zero, and should be kept as small as possible. Let 
Ti represent the periodic time of swing in this experiment. 

A current of known strength is now sent through the solenoid, 
suflficient to produce a field at the centre of strength rather less 
than that due to the earth, and in the same direction as the 
earth's field. The periodic time of swing T2 is again observed. 

The current, still of the same value, is reversed in the solenoid 
so as to produce a field in opposition to the earth's field, and 
the time of swing T3 of the needle is taken. 

284. Now, calling H the horizontal component of the earth's 
magnetic field, Hj the strength of field produced by the current 
in the solenoid, M the magnetic moment of the needle, and k a 
constant depending on the moment of inertia of the needle, and 
equal to 471^1, we have — 

(i) MH = '^ 



Ti^ 



(2) M(H -f H,) = ^, 

(3) M(H - H.) = =^ 
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From (i) and (2) or (i) and (3) we can calculate the value 
of H, since — 

(i) MH IV 

(2) - M(H + H,) - T,- 

and H = H] f^ — ^p-j 

ii — I2 

(i) MH _ T,« 

°^ (3)" - M(H - H,) - T.* 

rp 2 

and H = Hi rfr^ ^pg 

The value of H„ the field strength at the centre of the solenoid 
due to a current of c ampferes, is — 



H. =-1?(' - il) 



n being the number of turns per centimetre on the solenoid, r 
its radius in centimetres, and 2/ its length. 

285. Corrections, — In the above calculation it is assumed that 
the magnetic moment of the needle remains constant in the 
different fields, this, however, is hardly true, on account of 
the inductive action on the needle of the field in which it is 
placed. This error, however, may be eliminated by taking the 
readings with the directon of the current in the solenoid re- 
versed as above, provided we assume that the increase in 
magnetic moment (;//) of the needle, when placed in a field of 
the same direction as the earth's, is the same as the decrease 
when placed in a reverse field of equal strength. This has 
been proved to be the case for strongly magnetized steel bars 
in fields of strength up to 0*2 C.G.S. imit.^ Re-writing the 
above equations, we get — 

(i) MH = 



Ti*^ 
(2) (M + ;;/)(H + H,) = ^, 

^ See Sack on the " Speci^c liv^wc-Ucivv Co.wsUnts of Magneis," Phil 
A/ag., vol. xxii., Oct., i&%6. 
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(3) (M - m){IL - HO = :L^ 
From (2) and (3) we get — 







M 
2 

K 


I 

- 1V(H + H,) + 


I 






T/(H - 


H.) 


and from 


(3)- 














2 


T/(H + HO + 


Ta'CH - 


•H,) 



from which H = 

T, m^(T,*--T2»)±^/T^Ul^^ Ta '-T3^)'-8Tg'T3^H^'(1VT2'+T^^T3»-2lVT3'} 

2(T,nV + T,«T3« - 2T2«T,«) 

286. In a measurement of H by the vibration method, the 
coil employed consisted of a solenoid 417 cm. long, containing 
640 turns of wire, the mean radius of the coil being 2*63 cm. 
The oscillations of the magnet suspended at the centre of the 
solenoid were observed through a telescope with spider-lines in 
the eye-piece, instead of by means of a mirror, lamp, and scale. 
The solenoid was connected in series with a standard resistance- 
coil of 300 ohms, a battery, and reversing-key. In order to 
measure the current in the coil, the potential difference at the 
ends of the 300-ohm coil was measured against a standard cell 
by the potentiometer, and during the experiment it was i*434 
Volt. The following readings were obtained : — 



Field in 


Total number of 


Time in seconds 


Time of one double 


solenoid. 


swings observed. 


for total swings. 


vibration. 


H 


40 


1 14 6 


2-865 




H 


40 


ii6-o 


2-900 


2-880 mean 


H 


40 


115-0 


2-875 




H + Hi 


100 


232-6 


2-326 




H + Hi 


100 


2320 


2-320) 2-325 mean 
2'33o| 


H + H, 


100 


233-0 


H-H, 


30 


1296 


4-32o| 


H-H| 


30 


1296 


4-320> 4-^10 wvt^Yv 


H-H, 


30 


1286 


\ V29o\ 
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The currt-nt C = '-^"^ ampfercs 
300 ' 

Hence H = H, ,7,vl:V* = H, ;= ^ 



, ,j,^, _ ,j-^, 



' T/ - T/ 



I 




'I'lierefore — 

4X3-14X640X 1-434 f,_ ('-63)' \i (a'S'S )' 
417 X 300 X 2 X 

■ (4-31°)' 

+ (4'3io)'- (2-880)' 
and, calculating from the larger formula. 

H = o-i6t C.G.S. unit 

Determination of the Anclk ok Dip. 
287. The mtasurement of the angle which the direction of 
the total force of the earth's magnetic field makes with the 
horizontal is usually made 
with an apparatus known 
as a dip circle, in which a 
magnetic needle is supported 
so as to move freely in a 
\ertical plane. One form of 
ihis apparatus is shown in 
Fig. 120. 

The needle, which is made 
of steel, is supported on s 
|ierfectly cylindrical axis be- 
tween two agate knife-edges 
in front ofagraduated circle; 
the angle of inclination being 
read off on the graduated 
circle hy means of the lenses 
/, /, the vernier attached to 
the scale being adjusted until the needle points cover theirM 
■flections in tht; coTvcave ttiwtci'K "W.,"^, which move n" 
tht vernier. 
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288. Adjustments, — The first adjustment is to get the plane 
of the graduated circle accurately at right angles to the plane 
of the table. This is effected by means of a plumb-line, which 
Is hung in front of the circle, and the vernier adjusted until the 
line covers its reflection in the two mirrors. The vernier 
reading indicates the position when the line joining the centres 
of the mirrors is exactly vertical. The spirit-level attached to 
the base will assist in the levelling process. The next adjust- 
ment is to get the plane of motion of the needle in the plane 
of the magnetic meridian. Here advantage is taken of the fact 
that when the plane of the needle's motion is at right angles 
to that of the magnetic meridian, the needle sets exactly 
vertical. The needle is therefore magnetized and placed in 
position, and the dip circle turned about its vertical axis until 
the readings at the ends of the needle correspond with the 
vertical axis as determined above, and the whole circle is then 
rotated through 90°, thus placing the plane of motion of the 
needle in the plane of the magnetic meridian. 

Another cause of error is the eccentricity of the axis of 
rotation of the needle with respect to the centre of the circle, 
since, as the inclination of the needle alters, it tends to roll 
along the agate knife-edges. To prevent this, the axis can be 
caught in V-shaped notches, which raise it off the knife-edges 
and then replace it exactly at the centre of the circle, the 
screw E raising and lowering the notches. 

In taking the readings, both ends of the needle are observed ; 
the circle is then rotated through 180° about its vertical axis, 
and the readings repeated. The needle is reversed on its 
bearings, and above readings taken again. The needle is then 
removed and its polarity reversed by placing it in a long 
solenoid through which a current is flowing, and a second set 
of readings similar to the above taken again. The mean of 
several such sets of readings gives the angle of dip. 

289. Errors, — ^The principal errors to be guarded against in 
the above determination are — 

(i) Defective centreing of the needle with respect to the diaL 
(2) ^Want of coincidence between the magueUe^xvd^^o\cv&\.xv^:5i^^ 
axes of the needle. 



2/0 Practical Electricity and Magnetism, 

(3) Eccentricity of the axis of suspension of the needle with 
resi)ect to its centre of gravity. 

(4) Want of level of the agate knife-edges. 

Of these errors the first is eliminated by taking readings at 
both ends of the needle, the second by reversing the position 
of the needle in its pivots, the third by reversing the polarity 
of the needle, and the fourth by rotating the dial 180° about 
a vertical axis. Thus, the mean of all the readings gives the 
mean value of the angle of dip. 

290. Determination of t/ie Angle of Dip by Induced Currents, 
— The angle of inclination may also be determined by experi- 
ments with the earth inductor, a form such as that shown in 
Fig. 1 01 being used, which is capable of being rotated about 
two axes at right angles to one another. Either of the following 
methods may be employed. 

(i) The earth inductor is set up on a horizontal table and 
carefully levelled, so that the axis of rotation of the coil is 
perpendicular to the plane of the table, this adjustment being 
made by means of a plumb-line and spirit-level. The coil is 
connected to the terminals of a ballistic galvanometer placed 
at some distance off, and on suddenly rotating the coil through 
180" a swing, ^1, will be observed on the galvanometer. The 
coil, in rotating through 180^, has twice cut the horizontal 
component of the earth's magnetic field. Calling this H, and 
A the total effective area (the sum of the number of turns on 
the coil multiplied by the area of each) of the coil, we get, 
for the quantity of electricity, Q„ discharged through the 
galvanometer — 



,. 2HA . B^/ , A\ 



R being the resistance of the coil and galvanometer. 

The axis of rotation of the earth inductor is now turned 

through 90°, by the help of the graduated circle attached to it, 

and the coil again suddenly rotated through 180°, this time 

cutting the vertical component (V) of the earth's field twice, 

and discharging a c\uan\\\.^ ol ^Va\\c*\\>^, Qa:, through the 

^aivanometer, which ptodxiees ;x «>mvvs^, ^- 'Ws&w— 
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^ 2VA ' Pil I ^\ 




H cos 8 ^ I 
^^^ V = siiTS -" tan 8 

8 = angle of dip; 

sin ^ ^ 

therefore r = J = ^,^ . 

tan 8 . & /^-^ 
sm '-^ ^ 

2 

when the swing of the needle is small, from which, by the help 
of a table of tangents, the value of 8 may be found. 

In making this experiment, care must be taken that the whole 
rotation of the coil has taken place before the ballistic needle 
commences to move. 

291. (2) The second method of using the earth inductor to 
determine the angle of inclination is to arrange it so that its 
axis of rotation lies in the direction of the lines of force of the 
earth, i,e, so that the angle of inclination of the axis of the coil 
to the horizontal is the angle of dip. When this is the case, 
then, when connected to a ballistic galvanometer, and rotated 
through 180°, no swing of the galvanometer needle will be 
observed, since the coil in rotating does not cut any lines of 
force of the earth. This method may be made very sensitive 
t>y starting the ballistic galvanometer needle swinging slightly, 
^ind then timing the rotations of the coil to be synchronous 
Hdth the swings of the needle, when any increase in the 
Amplitude of the swing will denote a small quantity of electricity 
P^roduced in the coil. 

292. In a measurement of the angle of dip by means of the 
^rth inductor method, the following ballistic tVvio\^?» \^^x^ 
Observed : — 
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Component cut 


by 


Ballistic 


Mean 


tana = ''i 
fit 


earth inductor 




swing. 


deflection. 


Vertical ... 


206-5 ] 


#». 


Vertical ... 
Vertical ... 




207-0 
206-5 


206-0 




Vertical ... 




2050 1, 






Horizontal 




79 'o 




2-6042 


Horizontal 




8o-o 






Horizontal 




777 


79' I 


< 


Horizontal 




800 J 







tan 8 = 2 '6042, corresponds to 8 = 69° 

This value of 8 was verified by placing the axis of rotation of 
the earth inductor inclined to the horizontal at an angle of 69° 
in the direction of the magnetic meridian, and on rotating the 
coil no deflection of the galvanometer needle was observed. 

Measurement of the Magnetic Qualities of Iron 

AND Steel. 

293. When a current of electricity flows through a solenoid, 
a magnetic field is produced inside it, the strength of which, 
expressed in terms of lines of force per square centimetre, is 
usually denoted by the letter H. If now, keeping the current 
still the same, a bar of unmagnetized soft iron is introduced 
into the interior of the solenoid, the number of lines of force is 
very greatly increased, and the iron bar becomes strongly 
magnetized. The number of lines of force per square centi- 
metre in the iron bar is denoted by the letter B, and is generally 
termed the magnetic induction in the iron, or the flux density. 
If A represents the cross-sectional area of the bar, then 
BA = N the total flux of lines through it. The ratio of B to 
H in the above case, or the flux density with iron inside the 
solenoid to the flux density with air, the current being the 
same, is termed the magnetic permeability of the iron, and \^ 
denoted by the letter /a. So we have — 

B 
01 jji.^ = ^ 
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The permeability of the iron is sometimes termed its specific 
conductivity for lines of force, and its value is a measure of 
the magnetic quality of the iron. Another term sometimes 
employed in connection with the magnetization of iron is the 
" intensity of magnetization " (I), which is defined as the mag- 
netic moment per unit volume, and the ratio between I and 
H is called the magnetic susceptibility (K) of the bar, the 
relations connecting these quantities being — 

V 
M = magnetic moment, V = volume ; 

B = H + 47rl 
= H(i+47rK) 
And since B = /xH 

/A = I + 47rK 

/X- I 



and K = 



47r 



Measurement of Permeability. 

294. In order to measure the permeability of a substance, 
we have to measure both B and H. The methods generally 
employed for this may be classed under three heads — 
(i) Magnetometric methods. 

(2) Inductive or ballistic methods. 

(3) Traction methods. 

In (i) the intensity of magnetization of the bar is deduced 
from the effect which it exerts on a magnetic needle placed in 
its vicinity. The magnetic induction is measured in (2) by 
the quantity of electricity which it induces in a circuit surround- 
ing the specimen, when its value is suddenly altered ; whilst in 
(3) the magnetic induction can be calculated from the force 
required to overcome the magnectic attraction "beVweexv V^o 
bars. 
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Hi-:xl ::j-. i-r^, ri-»ri7':»:rLai force (./^y | - I///, i) 
ntiiML: :i: N ■.' / a-^V y 

"■"his foRv L\tr:> u tLirniiii: moment on the needle N, ^*^^ 
inccd by ihc moment of the controning force. Hentf 
6 the angular deflection of the needle, and F the ^'^^ 
controlling lorce, wc have — 
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/= F tan e 



\a( ^\ ^ 

, ^ ^ F tan ^ 
and I = ~ 



0-" 



In order to calculate B from this we use the relation — 

B = H 4- 47rl 

and the value of the magnetizing force H, at the centre of a 
long solenoid such as that used in this experiment, is — 

H = ^-^^ 
10 

where S is the number of turns per centimetre length of the 
solenoid, and C the current in ampbres. 

296. Apparatus, — In carrying out a measurement of perme- 
ability by means of the magnetometric method, the length of 
the specimen must be great compared with its diameter, in 
order to reduce the demagnetizing effect of the poles at the 
ends of the bar to a minimum. Thus, for instance, if a short 
bar of soft iron is strongly magnetized, and the magnetizing 
force removed, the specimen will be found to have lost all its 
magnetism, owing to the large demagnetizing action of the ends ; 
if, however, the bar has a length about four hundred times its 
diameter, this demagnetizing action is very much diminished. 
In order to experiment on specimens whose length is four 
hundred times their diameter, we have practically to work with 
wires, and this may be looked on as one of the disadvantages 
of this method of measuring permeability, since there is reason 
to believe that wires may not behave in the same way as large 
masses of metal. 

The wire to be experimented upon is placed inside a long 
solenoid, so that the coils project a little way beyond the ends 
of the specimen, in order that the magnetizing force acting on 
the wire may be sensibly uniform all along its length. The 
solenoid may be wound on a thin tube of some non-magnetic 
substance, which fits closely over the specimen. The arrange- 
ment of the apparatus is shown in Fig. 122. S repte^^tvl^ 
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the magnetizing solenoid with the iron wire inside, clamped in 
a vertical position near the magnetometer needle N ; in series 
with S is the compensating coil C, which neutralizes the 
magnetic effect of the solenoid on the needle N, a reversing 
key K, variable liquid resistance R, secondary battery B, and 
current measuring galvanometer G. A second solenoid S', in 



N 



K 3:b 




Fig. 122. 



series with a single secondary cell ^, and large resistance f, is - 
wound over the solenoid S in order to neutralize the inductive 
action of the vertical component of the earth's magnetic force 
on the specimen. 

The magnetometer needle N may be the same as that em- 
ployed in the measurement of H (see par. 273), the deflections 
being read by means of a lamp and scale, it being borne m > 
mind that the angle in the formula above is the angular 
deflection of the needle, and not that of the spot of light. I^ 
order to determine the value of the controlling force F acting < 
on the needle, which may be due to the earth alone, or to 
the earth and a permanent magnet, the method of Gauss ( ^ 
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red in the determination of H may be used ; or, if H 
tn determined for any particular part of the laboratory, 
iodic time of swing of the magnetometer needle should 
m at that place, and then again, when under the con- 
; force, to be used during the experiment. If H 
:nts the strength of the earth's field, and Tj the periodic 
f swing in it, while Tg represents the periodic time of 
inder the controlling force F, then — 

F_I? 

H~T/ 

rp 2 

and F = H- V 

reversing key K employed must be of a form which 
low very rapid reversals to be made, and may con- 
tly take the form of a commutator mounted so as to 
on an axle, contact being made by springs or brushes. 

variable resistance R must be so arranged that its value 
i altered without breaking circuit, and for this reason a 

resistance, such as that described in par. 22, is very 

e; or else a carbon resistance may be used (see Fig. 14). 

current measuring instrument G may be a sensitive 

:er which has been carefully calibrated throughout its 

or a sensitive low resistance galvanometer whose 
te calibration curve has been obtained. In any case 
strument must be so placed that its indications are not 
d by the other pieces of apparatus ; also all the wires 
y to the various pieces of apparatus should be twisted 
er, to neutralize any magnetic effect they might have. 
. Adjustments, — ^The first adjustment is to place the iron 
) that its upper pole is in a line with the needle of the 
tometer ; it is therefore placed into the solenoid, and a 
t sent through the coils; the solenoid, with the wire 

is then raised or lowered until the maximum deflection 
ined on the magnetometer ; it is then clamped firmly in 
jsition. The iron rod is now removed, a strong current 
hrough the solenoid, and the compensating coil C 
id relatively to the needle until it neutralizes the 
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magnetic effect of the latter on the needle, this being the 
case when the magnetometer needle returns to zero; this 
adjustment will be perfect for all currents, but should be made 
for the strongest current likely to be employed. 

298. As it is desirable to start with the bar in a perfectly 
unmagnetized condition, any residual magnetism must be 
removed. To do this the wire is adjusted inside the solenoid 
till it i)roduces its maximum effect at the needle, and starting 
with the strongest current in the solenoid, the reversing key is 
worked rapidly, so as to magnetize the bar, first in one direction 
and then in the opposite direction, at the same time the resist- 
ance R is gradually increased until the current is diminished to 
zero. This treatment should completely wipe out any residual 
effects of previous magnetizations. It may be found, however, 
that the bar is always left feebly magnetized in one direction, 
this being due to the inductive effect of the earth's magnetic 
field acting on the bar. To neutralize this, a current is sent 
through the solenoid S' so as to produce a magnetic field in 
opposition to that of the earth's, the current being regulated 
until, after the demagnetizing process described above has been 
carried out, the bar is left perfectly unmagnetized, as evidenced 
by the magnetometer needle setting at zero. 

299. Method of Measuremefit, — A very weak current is now 
sent through the solenoid S, and readings taken on the mag- 
netometer and galvanometer G, the current is gradually 
increased by slowly diminishing the resistance R, and a set of 
simultaneous readings on the two instruments taken until the 
current has reached its maximum value, it is then gradually 
diminished to zero, reversed, and carried to a maximum in the 
opposite direction, and finally reduced again to zero. The 
readings may be tabulated thus — 



Galvano- 
meter 
reading. 



Current in 
amperes. 


H 


Magneto- 
meter 
deflection. 
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Great care must be taken during the above operations not to 
shake the specimen, since, especially in the case of soft iron, a 
slight jar is sufficient to seriously affect its magnetic condition. 

From the above table a curve should be plotted, having 
values of B for ordinates, and H for abscissae ; also a curve 
with /Lt for ordinates and B for abscissae. 

300. Coi'rection for the End Effects, — In the above it has 
been assumed that the value of H, as calculated from the dimen- 
sions of the solenoid and the current flowing in it, represents 
the actual magnetizing force acting on the specimen; this 
assumption, however, is not strictly true, on account of the 
demagnetizing action of the poles at the ends of the bar, which 
tend to set up lines of force in the reverse direction to those in 
the solenoid, and therefore diminish the magnetizing force inside 
the specimen. If we call H' the effective magnetizing force 
acting on the specimen, then it has been shown by Ewing ^ that 
in the case of ellipsoids — 

H' = H - NI 

The following table giving values of N for various sizes of 
specimen : — 



„ . length 
^^''° diameter 


N 


SO 
100 
200 


0-01817 
0*00540 
0.00157 


300 
400 
500 


0*00075 
0*00045 
0*00030 



The corrections may be made for each value of H employed, 
and a separate column of values of H' added, or the correction 
may be made graphically on the curve connecting B and H. 

301. The following example of the method is taken from 
Ewing's " Experimental Researches in Magnetism." ^ The 
specimen consisted of annealed iron wire 0*077 cm. diameter and 

* See £/(fr//7aan, vol. xx:v. pp. 313, 3^1. 
' P/tt/. Trans,, 1885, p. 539. 



38o PractuMl Eltctridty and Magitttism. 

30*5 cm. long. The curve plotted from these leadings is i 
in Fig. 123. 
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-.2650 


16-42 
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-1*73 


-274 
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15560 
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4-92 


372 


15380 


69 
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-103 


-4260 
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2-80 


4 
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363 


1 5010 


86 
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58 
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(2) Inductive or Ballistic Methods of Measuring Pernieability, 

302. In the inductive methods of measuring /x, advantage is 
taken of the fact that if the magnetic flux through any closed 
conducting circuit is suddenly altered, a current is induced in 
the circuit during the change, the total quantity of electricity 
induced being proportional to the change in the magnetic flux. 
By placing a ballistic galvanometer in series with the conducting 
circuit, we can measure the quantity of electricity induced, and 
so get a measure of the change in the number of the lines of 
force. Also, since we can calculate the magnetizing force H, 
required to produce this induction change, in terms of the number 
of spirals in the magnetizing solenoid and the current flowing 
in them, we have all the necessary data from which to obtain /i. 

The specimen to be experimented upon by this method may 
take the form of either a straight bar or a closed ring. If the 
former is chosen, a correction must be applied for the demagne- 
tizing action of the ends similar to that employed in the 
magnet ometric method just described ; the advantage of the 
ring form is that, not having any poles, there is no such 
demagnetizing effect. The ring has usually a circular cross- 
section, but this is not necessary ; in fact, in the case of rings of 
small diameter, it is better that the section should rather 
approach that of a rectangle, since, on account of the difference 
between the external and internal circumferences of the ring, 
the magnetizing force will be stronger on the inner side where 
the spirals of the magnetizing coil lie closest together. For 
this reason, the diameter of the ring should always be large 
compared with its thickness, and may in the case of a ring of 
circular cross-section be from forty to fifty times its cross- 
sectional diameter. 

The ring to be experimented upon should have a perfectly 
uniform cross-section all round, and after its sectional area and 
mean circumference have been carefully measured, must be 
uniformly overwound with the magnetizing coil. A small 
secondary or induction coil of fine wire is wound over a part of 
the magnetizing co\\. TVv^ twxtc^^i^ o\ \>\\\s& <3^ tke two coils J 
must be known. V 



Ballistic Method. 283 

The apparatus is .then arranged as shown in Fig. 124. The 
rimary or magnetizing coil P is connected through a reversing 
sy, K, to a secondary battery, B, current-measuring galvano- 
leter, G, and variable liquid or carbon resistance, R. The 
jcondary or induction coil S is connected in series with the 
illistic galvanometer BG and the earth inductor E. Care 
lUSt be taken in setting up the apparatus that the various 



I'I'I'I — (Zh 






Fig. 124. 

istruments have no direct effect on one another. The ballistic 
ilvanometer should be supplied with a damping coil, in order 
) be able to quickly bring the needle to rest. 

303. The method of experiment is what is termed the step- 
y-step method, the current in the magnetizing spiral being 
icreased suddenly by small amounts, by diminishing the resist- 
ice R, and the ballistic throws observed corresponding to the 
icrements in the lines of force in the ring, the total number of 
nes of force in the ring at any instant being proportional to 
le algebraic sum of the ballistic throws from the commence- 
lent up to that point. When the current in the magnetizing 
oils has been increased to its maximum value, it is then 
iduced by steps to zero, reversed, carried to a negative maxi- 
lum and again reduced to zero, thus carrying the specimen 
irough a complete cycle of magnetization. 

The ballistic throws may be calibrated directly, in terms of 
alues of B, by means of the earth inductor. If the earth 
iductor has a total effective area. A, and is arranged so as to 
ut the horizontal component of the earth's lines of force, then, 
•^hen it is rotated through 180°, let it produce a throw, 9, on 
tie ballistic galvanometer, then — 

^a 2HA 

^6 —^ will represent the number of lines cut pei Siea\e-^\N\svw\ 
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throw of the ballistic needle. Hence, if B^ be any throw due 
to an increment of current in the magnetizing coils, and a be 
the total effective area of the induction coil S — 

2HA^, 
aB 
will represent the induction B. 

It is necessary here to point out a small source of error in 
the above calculation. The value of B required is the induc- 
tion in lines per square centimetre /// tlie iron. What has been 
calculated above is the induction in lines per square centimetre 
in the induction coil s. Now, the area of the induction coil, if 
wound outside the primary coil, will be slightly larger than the 
area of the iron core. Generally speaking, this correction is so 
small as to be negligible, but if a correction is to be applied, 
then from the total flux of lines through the test-coil must be 
subtracted the number of lines flowing through the air-space 
between the test-coil and the iron core ; or, calling this area a, 
and the magnetizing force due to the current in the primary H, 
Ha lines of force must be subtracted from the total flux of lines, 
and the remainder, when divided by a, will give the true value 
of B. The magnetizing force H is calculated exactly as in the 

last case, or — 

47r;/C 



H = 



10 



where ;/ is the number of turns per centimetre on the ring, and 
C is the current in amperes. The same method of measuring 
the current C may be employed as before. 

304. One of the disadvantages of the ring method of measur- 
ing /x is, that if an error is I' made in reading the ballistic throw 
at any point, it is carried through all the subsequent readings, 
and errors of this kind are therefore cumulative ; also, the 
method will give no indication of slow creeping up of the in- 
duction, as has been observed by Ewing using the magneto- 
metric method, so that the value of B may really be somewhat 
larger than will be calculated from the sum of the ballistic throws. 

305. The foWovj'mg, ey^arcv^Ve^ of the ballistic method ^^ 
measuring /x is due to "EiVm^*. — ^ 
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3 ring was welded out of a piece of soft annealed iron wire. 

Diameter of wire forming the ring = 0*248 cm. 

Area of section of iron = 0*0483 sq. cm. 
Mean radius of ring =5*0 cm. 
Mean circumference of ring = 31*4 cm. 
Number of turns in magnetizing coil =474 
Number of turns in secondary coil =167 

Area of earth inductor = 1216 sq. cm. 
Number of turns in earth inductor =10 
Earth's force cut by the earth inductor = 0*34 C.G.S. units 
tic throw on turning over earth inductor = 42*9 scale div. 

Dm the above it follows that the change in B per scale- 
on ballistic throw = 23*89. 



1 
H 


1 

Ballistic 


Sum of 


B 




throw. 


throws. 


M 


0*13 


I'l 


I'l 


26 




0*26 


I'l 


2*2 


53 




0*30 


o*5 


2*7 


^5 




0-40 


o'8 


3*5 


84 




o*53 


1*0 


4*5 


107 




071 


2*1 


6-6 


158 




0-93 


2*9 


9*5 


227 




1*31 


3*9 


134 


320 


245 


1-69 


9*2 


22*6 


540 


320 


1-89 


6*9 


29*5 


705 


370 • 


278 


77*5 


107-0 


2560 


920 


3*36 


787 


1857 


4440 


1320 


4*01 


820 


267*7 


6400 


1600 


4*95 


91-5 


359*2 


8580 


1740 


5*86 


57-0 


416*2 


9940 


1700 


7-20 


57-0 


473*2 


1 1300 


1570 


8-IO 


23-5 


496*7 


1 1870 


1460 


9-14 


24*0 


520*7 


12440 


1360 


7-83 


-4*4 


516*3 


12330 


— 


6*21 


-6*7 


509-6 


12170 




47.'^ 


-71 


502-5 


12000 




270 


— 14*0 


488-5 


1 1670 




O'CX) 


-33*2 


455*3 


10880 





5. 125 shows the curve plotted from these readings. 

6. An interesting modification of the iyiv^ Tcv^'CeLO^ ^^'sX. 
•ibed, due to Messrs. Evershed and VigtvoVe?.,'^ ^^Xs xv^ ^'^^ 

' A/earician^ vol. xxvii. pp. 49, 77. 
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the cumulative errors which may occur, and at the same time 
subjects the specimen to treatment more closely approximating 
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Fig. 135. 

to what would occur in actual practice ; also, the method admits 
of any reading being repeated at any time, and as often as 
desired, under exactly similar conditions, which is not possible 
with the other methods. 

In Evershed and Vignoles* method the ring of iron is over- 
wound in opposite directions with two magnetizing spirals, one 
having twice the number of turns that are on the other; the 
connections are shown in Fig. 126, where, for the sake of clear- 
ness, the coils are shown as wound on separate parts of the ring, 
but in reality both coils completely surround the ring, as does 
also the induction coil T. The magnetizing coils S, and S> are 
each connected to reversing keys Kj and Kg, variable resist- 
ances Ri and Ro, ammeters Aj and A2, and batteries Bj and 
II,, the test-coil T being connected by a pair of long leads 
to the ballistic galvanometer BG. 

The method o£ NvoiVm^ \^ ^^ loWw?^, A current is alwa}'s 
kept flowing in co\V S^ oi ^m^cv^tvX. ^Xx^tv^ x.^ ^^^^^^^^ 
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maximum amount of magnetization desired in one direction ; 
if now, the current in Si being kept on, a current of the same 
strength is sent through the coil S2, since the number of spirals 
on Sa is twice that on Sj, and the direction of winding is 
opposite to that on Sj, the iron will be magnetized to the same 
extent but in the opposite direction, so that by keeping a given 
current flowing in Si the iron may be carried through a com- 

B, 

WW 



i I'lM'l' w^ 



R| 







plete cycle of magnetization by simply starting and stopping an 
equal current in Sj. This is one df the principal features of 
the method, the specimen being [carried through a complete 
cycle of magnetization between each pair of readings. 

In order to obtain data for the BH curve, currents of various 
strengths are started in Sg and the corresponding ballistic throw 
noted, the cyclic process being carried through between each 
pair of readings. The falling curve of magnetization is ob- 
tained in the same way by reversing the currents in both coils. 

It will also be seen that any reading on the curve can at 
once be reproduced. The rings employed in the measurement 
were about 13 cm. diameter and i sq. cm. cross-sectional area. 
The ballistic galvanometer was calibrated by means of a current 
inductor. 

307. The following examples of the melYioda,!^ \."aL«L«txv ^xqtkv. 
their paper :— 
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For curve, see Fig. 127, 
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308. Magnet Bar Iron. 
Average length, 35 cm. ; sectional area, 0*877 sq. cm. 
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curve. 


Falling 


curve. 
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For curve, see Fig. 128. 
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309. Cast Iron. 
Average length, yt'b cm. ; sectional area, 0-88 cm. 
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310. Hopkinsoti's Method. — One of the drawbacks to the 
method of measuring the magnetic properties of iron, is ih 
ring of each different sa.-ai'?\e, -CTOK^-Nie. 'a.\^^i'A>i overwound ' 
a magnetizing coil, this \lem?,^Q«i^^'*'^«^-^;fe'aTO,^^=.'fi»«i'; 
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s are to be examined. This drawback is to some extent 
me in the ballistic method due to Dr. J. Hopkinson,' 
ually known as the divided-bar method, 
apparatus consists of a block of soft annealed wrought 
8' long by 6^" wide and 2' thick, out of the middle of 
a rectangular groove is cut, into which are placed the 
tizing coils, 'i'he sample to be tested is in the form of a 
265 cm. diameter, carefully turned to slide through the 
t the ends of the block, and cut in two at the centre, the 
eing faced up true where they meet in the space between 
o magnetizing coils (see Fig. 130), To one end of 



r^^9^ 



^ 



,Ma4tuta.ut6 Coil 
.Test Coil 
.PfaangtiziKa Coil 



the rods a collar, C, is attached, in order to prevent it 
pping through the hole ; to the other end, which passes 

the hole at the opposite end of the wrought iron 
ring to which weights can be fixed is attached. The 

encircles the bars at the point where they butt up 
one another, and is held by means of stretched india- 
bands. In order to make a measurement, a magne- 
■urrent of known strength is sent through the coils ■, 
n broken and the rods pulled apart by Vhewe^^^-Ns^ ", ^'^ 
' J>/,i7. Trans., 1885. 
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the rod slips out of the test-coil, the indianibber bands 
latter right out of the rectangular space, thus causing 
all the lines of force in the iron bar. The reading 
ballistic galvanometer is then noted, and the process 
for various magnetizing currents. In this way the enti 
may be gone through, and various specimens examined 
The object of having a heavy wrought-iron yoke or r 
is to provide a return path for the lines of force, so 
magnetic circuit is closed, and there are no free p< 
consequent demagnetizing eifect. The magnetic circui 
so good, however, as in the ring form, on accoun 
various joints in it. 

311. The two following tables are taken from Hop 
results. 

Annealed Wrought Iron. 
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Grey Cast Iron. 
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(3) Traction Method of ?neasuri?ig Permeability, 

12. The last method of measuring the magnetic quaHty of 
imple of iron to be described is the traction method, in 
ch the induction is calculated from the force of attraction 
veen two magnets. If A represents the area of contact of 
magnets in square centimetres, and B the magnetic induction 
ines per square centimetre, it can be shown^ that the force 
ynes required to separate them is — 

W (dynes) = 



or W (grammes) = 



Stt 



981 X 8 X TT 

Hence B 



_ / W X 981 X 87r 



13. Measurements of induction by this method have been 
ied out by Bidwell ^ both on divided bars and rings. The 
; was made of very soft charcoal iron rod, 0*64 cm. thick, 
joint being carefully welded. It was then turned in a lathe 
a uniform circular section, and when finished its external 
neter was 8 cm. and its diameter of cross-section 0*482 cm. 
I ring was sawn into two equal portions, and the cut faces 
und so as to be perfectly flat. Two brass tubes, 0*5 cm. long, 
e fitted over the ends so that they projected i mm. beyond 
faces, in order to serve as guides in placing the two parts of 
ring together. Each half ring was then overwound with 
ynetizing coils, the total number of turns for the whole ring 
ig 1929. The mean radius of the ring was 3*76 cm., and 
mean circumference 23*6 cm. The upper half of the ring 
1 rigidly fixed, while to the lower part a scale-pan was 
Lched, the apparatus being connected as shown in Fig. 131. 
5 battery B is connected in series with the magnetizing coils 
the ring, the galvanometer or ammeter G, variable resistance 
and key K. The weights required in the scale-pan in order 

"Mathematical Theory of Electricity and Magi\eV,\sm" Vi' ^' 

mson), p. 73. 

^^a. -/P^. Sj^,, voL xl. 
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to sei>arate the two portions of the ring when various mag- 
netizing currents are flowing in the coils, are noted, and the 
corresponding value of B calculated as above. 




A 



Fig. 131. 

314. The following data were obtained for (he above 
specimen : — 



Grammes 




per sq. cm. 


H 


area. 




32IO 


3*9 


5400 


10-3 


9680 


40-0 


121 70 


115*0 


I381O 


208 -o 


15130 


427-0 


15905 


585-0 



B 



/* 



B: 



739^ 


18991 


11550 


1121*4 


15460 


386-4 


17330 


1 1507 


18470 


' 88-8 


19330 


' 45*3 


19820 


33*9 



Magnetic Hysteresis. 

315. In plotting out the rising and falling curves of 
magnetic induction in iron and steel, it will have been observed 
that the falling curve does not coincide with the rising one, 
and when a sample of iron is carried through a complete 
cycle of magnetization, the curves connecting the values of B and 
H enclose an S-shaped space. This phenomena of the lagging 
of the induction behind the magnetizing force has received 
from Professor Ewing the name of hysteresis. One important 
ronsecjuence of magneUe\v^?>\.exe.^v^'va^^icsaX\\.mvQW^^ a dissipa- 
tion of energy, oT,\n ol\\eT NNo\d"^,^<^^^x.'a^^^^^^>^^^^^ 



Measurement of Magnetic Hysteresis, 295 

)sorbed by the sample under test during a cyclic magnetiza- 
dh and goes to raise its temperature by a very small amount, 
'he quantity of energy so absorbed can be calculated from the 
jrclic curves connecting the magnetizing force H with the 
itensity of magnetisation I and also from the BH cyclic curves. 

Suppose that in any experiment I is increased by a very 
nail amount, dly the work done per unit volume of the material 

that required to bring unit volume of the material with a 
lagnetization dl from an infinite distance to that point. This 
'ork equals the product dl into the mean value of the force H, 
yaX is, dw = Kdl, Now, if in Fig. 132 SP 
^presents the value of dl on the magneti- ^ 

ation curve OP, then the area OPQ F 

^presents the value H^I or the work 

one in increasing the magnetization by C 

n amount dl. If the falling curve of 
"Magnetization coincided with the curve 
> P, then all this work would be recovered, „ 

' ' Fig. 1^2. 

nd there would be no hysteresis loss, 
►ut the falling curve follows the path PR, hence the amount of 
'ork recovered is only the area RPQ. Therefore the difference 
Liea OPQ — area RPQ) equals area OPR, and is the measure 
r the energy absorbed by the specimen. 

If instead of a small part of the curve OP we take the com- 
pete cycle, then the area enclosed by it represents the work 
One during the magnetization, and by plotting the curves of H 
gainst I, both being expressed in C.G.S. units, the area gives us 
Me work done in ergs per cubic centimetre on the material. 

In order to calculate the work done during the cycle from 
»^e BH curve, we employ the relation — 

B = H -f 47rl 

Hence dB = dK -h /^irdl 
and H^ = H^H 4- ^irHdl 

H^B - H^H 

therefore H^I = 

47r 

Ht for a cyclic process /HdH. vanishes ; 
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therefore H//I = — H//B 



47r J 



and the work done per cubic centimetre on the material is — 

times the area of the BH curve. In general, in plotting the 
curve the scale of B or I will be many times that of H, thus in 
Fig. 128 B is 200 times the scale of H, so that the value of one 



small scjuare is 



2 X 200 



100 



TT 



ergs, and if there are n 



400 

47r 47r 

small sciuares enclosed by the curve ^-^n = ergs per cubic 
centimetre absorbed by the iron. 

Thus in Fig. 128 the value of | H^or-^^ | H^B is 16,300 



100 

TT 



J 



47r J 



ergs per cubic centimetre. 

316. The following table, taken from E wing's researches, 
give the approximate hysteresis loss for various materials per 
complete cycle of magnetization : — 






Material. 



Iron, soft annealed 

Iron, annealed wrought 

Iron, cast 

Mild steel ... 

Pianoforte steel wire, annealed ... 

Pianoforte steel wire, commercial 

Pianoforte steel wire, glass-hard ... 

Chrome steel (i % Cr.), annealed 

Chrome steel (i ^l^ Cr. ), oil-hardened 

Tungsten steel (3*4 *^/o Tungsten, 0*5 ^/q C, o'6 

Nickel, annealed ... 

Nickel, hardened ... 



Loss in ergs per cc 



/o Mn.) 



10300 
16000 

30000 to 40COO 

40000 to 60000 

94000 

II6000 

1 17000 

65000 

167000 

216800 

IIOOO 

25000 



Effects of Temperature on Magnets. 

317. In permanent steel magnets the alteration in tempera- 
ture produces a very slight diminution in the magnetic moment 
of the magnet. This alteration may be determined expen- 
mentally, and expressed as a temperature coefficient. Thus 
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calling Mj the magnetic moment at a temperature /^ C, M© the 
magnetic moment at 0°, and )8 the temperature coefficient of 
the magnet, we may write — 

M, = Mo (i - fit) 
In order to determine the value of fi for a particular 
magnet, it should be placed in a vessel of oil or water, the 
temperature of which may be altered by heating. A magneto- 
meter needle is then arranged near it, so as to be in one of the 

M 
Gauss positions, say the A tangent position, then —= d^ tan a, 

where M is the magnetic moment, H the controlling force at 
the needle, d the distance of the magnet from the needle, and 
a the angle of deflection of the needle. The temperature 
of the vessel must be steadied for some time before the 
reading is taken, in order to allow the magnet to acquire the 
temperature of the liquid, which may be taken by a thermo- 
meter. The deflections for various temperatures are taken, 
and the coefficient calculated from them. If ai and a^ repre- 
sent two deflections for temperatures t^ C. and // C. then — 

M/i oc tan a^ and M/^ oc tan a^ 

therefore ; ^- = n-} 

tan a-i I — p/j 

tan 0.2 — tan ai 

and p = ; To 1 To 

tan a^ti — tan a^t^ 

In good steel magnets fi varies from 0*0003 to o'ooi. 

318. The effect of temperature on the permeability of soft 
iron and steel is very interesting, and depends to a certain 
extent on the magnetizing force acting on the material. In 
order to investigate this, a ring of the material should be made 
and wound with magnetizing and secondary coils, which should 
be carefully insulated with asbestos paper, since the tempera- 
tures to which the specimen is to be carried would destroy 
ordinary insulation. The ring is then placed in an iron box, 
which can be heated by a gas furnace, the temperature 
of the ring being estimated from the resistance of the secondary 
coil, which is wound completely round the ring and should 
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be next the si)ecimen, the magnetizing coil being wound 
over it. The temperature coefficient of the wire forming the 
secondary or test-coil sho :ld be previously determined by a 
separate experiment. The BH curve is then taken by the 
l)allistic method, but before and after each reading on the 
ballistic galvanometer the resistance of the secondary coil is 
taken on a Wheatstone bridge, and the temperature calcu- 
lated from the mean resistance, and the known temperature 
coefficient. Curves should be taken for both strong and weak 
magnetizing fields at various temperatures, since the variation 
of the permeability greatly depends on this, 

319. The following tables, taken from curves given by 
Hopkinson, will give an idea of the variation of ft in the case 
of soft iron : — 

Magnetizing Force, 0*3 CkG.S. Unit. 



Temperature. 


M 


20° C. 


500 


480° 


700 


580" 


900 


730^ 


2500 


750° 


3800 


770° 


7700 


775° 


IIOOO 


785° 


I 


[JNETIZING F( 


3RCE, 45 C.G.S 


Temperature. 


M 


20° c. 


300 


3700 


300 


570- 


260 


670^ 


250 


720 


240 


7500 


200 


1>^S 


I 

1 



^21. In strong magneUe ^^X^'a \^^N^\\ifi. of (x, steadily de- 
creases as the tempeiatuTe \x\ei^a?»e,'5», ^yv^ ^^'^ ^\Q^^'5. 's^^^^^^ 
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to unity at 785° C. ; whilst in the weak fields it first increases 
slowly, then very suddenly, until it reaches the value 11,000, 
when it drops as suddenly again to unity at 785° C. At this 
temperature the iron becomes non-magnetic. In steel bars in 
weak and strong fields, the behaviour is similar, the tempera- 
ture at which the steel loses its magnetic properties being about 
700° C. 

322. When the bar is allowed to cool down it is found to 
regain its magnetic properties at about the above temperatures. 
A most interesting physical change also occurs in the iron at 
this temperature, which was first observed by Professor Barrett,^ 
and investigated by Dr. Hopkinson.^ If a piece of iron is 
heated to a temperature above 785° C, and then allowed 
slowly to cool, it is observed to get perceptibly hotter and 
brighter red at a temperature about 785° C, this being obviously 
due to a disengagement of heat at this temperature. This 
phenomenon has received the name of recalescence. 

In order to investigate it, a rod of steel is over-wound with 
an asbestos insulated coil of copper wire, and then jacketed 
with a number of layers of asbestos paper. The copper coil, 
the temperature variation of resistance of which should be 
accurately known, is connected up to a Wheatstone bridge and 
its resistance measured. The steel bar is then heated in a gas 
furnace to bright redness and allowed to cool slowly, time- 
measurements of the resistance of the wire being taken; on 
plotting a curve of temperature of the bar, as calculated from 
the resistance of the copper coil, against time as abscissae, a 
curve of the shape shown in Fig. 133 is obtained, the tempera- 
ture falling to 680° C. and then rising to 712° C, when it again 
falls. From this curve, also, the amount of heat disengaged 
may be estimated by finding the time corresponding to the 
distance between the two straight parts of the curve ; during 
this time the steel bar has been giving out heat without fall of 
temperature, and, comparing this with the time-rate of fall of 
temperature of the curve after the bend, we can therefore esti- 
mate the relative quantities of heat given out in the two casfc^^ 

' P/iil. Ma^., vol. XV., ApiiV, 1%%V 
* ife^. Sac. Pro., March, x"^. 
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and if the latter quantity can be measured, knowing the mass 
of the metal and its specific heat at that temperature, the 
(juantity disengaged during recalescence may be calculated. 
Thus Hopkinson showed that in a case where the rate of 



Tvn/f 



7i2 
660 




Time 



Fig. 133. 



fall of temperature was 0*21° C. per second after the bend, the 
quantity of heat disengaged was 173 times the heat liberated 
during a fall of i"^ C. 

Self and Mutual Induction. 

323. When a current of electricity is started in a circuit, it 
does not at once reach its steady value, but gradually increases 
from zero to its maximum value, the time required for the 
growth of the current depending on the nature of the circuit. 
When a current is .established in a circuit it sets up a magnetic 
field, hut this magnetic field, according to Lenz's law, reacts 
inductively on the circuit during the time it is being set up, and 
induces a back E.M.F., which tends to stop the current. This 
is known as the back E.M.F. of self-induction, and its magni- 
tude depends on the strength of the magnetic field set up by 
the given current, it therefore depends on the magnetic 
permeability of the field round the circuit, and will be greater 
the larger the value of /x. 

In the case of a coil of wire consisting of n turns carrying a 

current C and producing a total flux of N lines of force, the 

totaJ cutting of lines Vjy l\ve, coA \Vs.^l ^Wxv the current is 

started in it, assuming a\\ \.\ve^\me.^vo oaX*^^ ^Q\,^^\i'^>^v 



Measurement of L — RayleigKs Met /tod, 301 

and the ratio of this to the current C is defined as the coefficient 
of self-induction (L) of the coil, or the " inductance." 

The coefficient of self-induction of a circuit may also be 
defined as the ratio of the back E.M.F. to the time rate of change 
of the current in the coil, or as the electro-kinetic energy 
possessed by the current. All these definitions lead to the 
same result when the permeability of the circuit is constant ; 
but when /a varies with different values of B, as in the case of 
iron, they lead to different results. The following methods 
to be described of measuring the coefficient of self-induction 
are based on the first definition. 

324. The practical unit of self-induction is called the 
" secohm/* or sometimes the " henry," and corresponds to 
io9 C.G.S. units, i»e. to the cutting of 10^ magnetic lines when 
unit current (10 ampferes) is sent through the circuit. 

If two coils are placed close together, and a current is 
started in one, the magnetic field set up will induce an 
E.M.F. in the other, the total number of lines cut by the second 
coil, when unit current is started in the first, is defined as the 
coefficient of mutual induction (M) between them. This 
quantity, like the other, also depends on the nature of the cir- 
cuits and on the magnetic permeability of the medium between 
them. 

325. Lord RayleigHs Method of measuring Z. — In the follow- 
ing method, due to Lord Rayleigh,^ the coil whose coefficient of 
self-induction it is required to measure, is connected up to three 
other coils which are non-inductive, so as to form a Wheatstone 
bridge (see Fig. 134). A, B, and S represent the three non- 
inductive resistances, R the resistance whose self-induction is 
required, BG a ballistic galvanometer, Bj a battery, and K and 
Ki break-circuit keys. 

The resistances are adjusted so as to give a balance for 
steady currents, /.<?. so that on closing the battery key and then 
closing the galvanometer key no deflection is obtained on BG. 
Great care must be taken to get this balance exact ; the final 
adjustment may be made by slipping a bare wire under the 
terminal at the junction oi R and B until \ia\aTvefe \& c5^\ac«sfc^. 

' Trans. Roy. Soc.^ 1^2. 
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If now the galvanometer circuit is kept closed and the battery 
circuit is opened, a ballistic swing, 6, will be obtained on BG, 
due to the E.M.F. of self-induction in the coil R. 




Fig. 134. 



The quantity of electricity so discharged may be calculated 
as follows. An E.M.F. of value e in the coil will produce a 
current equal to, say, Kt% hut — 

d{U) 






where c = current in the coil, 
meter will therefore be- 



The current .^ in the galvano- 



A'"= - 









and the total quantity of electricity, Q, discharged through the 
galvanometer is — 



Q =jg'ft 



= — K 



d{\.c)dt 



dt 



= - kLC 



where C = value oi c \\\\ew \l \\^^ \^"a.Ocv^^ ^ steady value. But 
from the theory of lV\e ba\\\sUe ^'3\N^wo\xv^\.'e.\ V^^^ ^-ax, ii.n^— 
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Hence kLC = — >, 2 sin -I i + - ) 

2irG 2\ 2/ 

■ ^ HT . e( K\ 

The steady current-balance of the bridge is now upset by 
inserting in series with the coil R a very small resistance of 
known value, r. This will produce a steady deflection, 8, on 
the galvanometer, due to a small current, g\ flowing through it. 
Also, on account of the smallness of /', we may assume that the 
current flowing in the coil R is still C. 

Hence g* = KfC 

XT 

But g' = w tan 8 

where H and G have the same meanings as in the ballistic 
galvanometer formula — 

XJ 

therefore ktC = ^ tan 8 

^ ^ HtanS 
and kC = — pr. — 

putting this value for /cC in the equation for L, we get — 

, 0/ \- 



L = 



Tr 2 sm 2 



(■+i) 



27r tan 8 



If the periodic time of swing of the needle (T) is taken in 
seconds, and r in absolute units of resistance, the value of L 
will be obtained in C.G.S. units. If r is taken in ohms, L 
will be expressed in henrys. The angles 6 and 8 are the 
angular deflections of the needle, not the spot of light, and 
the logarithmic decrement is determined as described in 
par. 227. 

The resistance ;• may either be a small coil of known resist- 
ance, or a piece of straight wire of knovfn \ew^\v, ^x^^a.^ ^xA 
specific resistance. 
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326. In order to measure the coefficient of self-induction of 
a coil of wire wound on a bobbin with non-magnetic core, it 
was connected up as a Wheatstone bridge to three other coils of 
nearly the same resistance, but wound non-inductively, and a 
steady current-balance was obtained by slipping the bare end 
of one of the coils through the terminal until an exact balance 
was obtained. The galvanometer circuit being closed, the battery 
circuit was suddenly opened and a ballistic swing was obtained ; 
the mean of six such swings was 52*4 scale-divisions. A 
standard o*ioo-ohm resistance was now inserted in series 
with the coil whose self-induction was required, and a steady 
deflection of 48 scale-divisions was obtained. The periodic 
time of swing and logarithmic decrement of the galvanometer 
needle were then determined by the methods previously de- 
scribed, and were T = 20*15 seconds and A = cioi respec- 
tively. The mirror was i metre distant from the scale, which 
was graduated in millimetres. 

52*4 

Hence tan 2^ = - =0*01524 

1 000 ^ ^ 

and .-. ^ = 3° 

and sm - = o 0131 

2 

48 
also tan 28 = - = 0*048 

1000 ^ 

.-. 8 = 1-27'' 
and tan 8 = 0*0253 

20*15 ^ o'loo X 10" 2 X 0*0131 (i -f 0*050) 

Therefore L = ,; — : X \ — : 

2 X 3-142 0*0253 

= 3*49 X 10^ C.G.S. units 
= o*349 henrys 

327. Maxwell's Method of measuring L. — In Maxwell's 
method ^ the coefficient of self-induction of a coil is determined 
in terms of the capacity of a condenser. The coil R is, as in , 
Lord JRayleigh's method, eoivcve,cX.^^ ^\^^ \.<^'^\^^ non-inductive 1 

» See Maxwe\Vs ''^\ecVnc\V^ ^xv^^^^^^'^^^^r ^^.^^^^ ' 
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coils, so as to form a Wheatstone bridge (see Fig. 135). The 
arms A, B, and S represent the non-inductive resistances, across 
one of which is placed 'the condenser of capacity K. A 




Fig. 135. 



balance is first obtained for steady currents, when the following 
relation holds : — 

RS = AB 

A balance must now be obtained for both steady and tran- 
sient currents, />. no deflection or swing will be obtained on 
the galvanometer BG, whether the battery key is pressed and 
the?i the galvanometer key, or vice versd. There is only one 
possible arrangement of resistances which will fulfil this con- 
dition, and therefore the method is an exceedingly tedious one, 
since the experimenter must go on trying various combinations 
until he discovers the right one. 

When a balance is obtained for both steady and transient 
currents, the rate of rise of the potential at each of the galvano- 
meter terminals must be the same, since there is no current 
flowing through it. The rate of rise of potential of the ter- 
minal, connected to the condenser is proportional to the time- 
constant of the condenser, />. it is propoitiotval \.o 15^^^\\fc\^^^ 
is the capacity of the condenser ; also \he T2kXe ol i\^e, <5k^ 
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potential at the terminal connected to the coil R is propor- 
tional to its time-constant, which is — * 

Hence -p = KS 

and L = KRS 

If K, C, and S are all in C.G.S. units, L will be expressed in 
C.G.S. units. 

This method of Maxwell's, although it leads to a very simple 
result, is so difficult to carry out in practice, on account of the 
adjustments required to get the balance, that it is almost use- 
less in the laboratory, so that the following modifications are 
recommended. 

328. Rimingtor^s Modification of MaxwelTs Method oj 
measuring L? — ^The arrangement of the apparatus in this 
modification is the same as in Maxwell's method, with the 




Fig. 136. 

exception that the condenser, instead of being connected across 
the whole of the resistance S, is only connected across a part 
of it, ;- (see Fig. 136). The bridge is adjusted so as to balance 
for steady currents. It is then tested for balance with transient 

' See Fleming's *' Mleitvale Cv\TtetsXT\;v.Yksiw\svR.t^" vol. i. p. loi. 
^ Pha, Mag,, vol. xxW., 3\x\7, i^^l- 
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currents by closing the galvanometer circuit before the battery 
circuit ; should a throw be obtained on the galvanometer, the 
resistance rmust be altered, without altering the total resistance 
S of the arm, until a balance is obtained for transient, as well 
as for steady currents. 

If we call the steady value of the current flowing in A and R 
Xy and y that in B and S, also G the galvanometer resistance, 
then the quantity of electricity discharged through the 
galvanometer due to the self-induction of the coil R is — 

L^ .. A + S 



Q = 



S + R+^(^ + ^) ^ + ^^ + S 



G + A + S 



since AB = SR 



S(B + R) + G(S + B) 

Also, the quantity which passes through the galvanometer due 
to the discharging of the condenser K is — 



...^ G(B + R) G + B-f R 

A + S + — _^-~_^^ 

Kr/"^B 



since AB = SR 



S(B + R) + G(S + B) 

IBut these quantities flow through the galvanometer in opposite 
directions, and, since there is no ballistic swing, they must be 
equal to one another. 

LjcS Kvr-^B 

Hence 



S(B + R) + G(S + B) 


S(B + R) -f- G(S + B) 


and L^S = 


= Kjr'^B 




Kir-B 


or L : 


^S 


But ^- '■ 

X 


R 
B 


therefore L 


Kr'^R 

S 



In order to simplify the adjustment, part o^ V\\e x^^v&Xsxvcfe^ 
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should include a straight calibrated wire on which a sliding 
contact from the condenser may make contact. 

In carrying out the method, the values of R and G are 
usually fixed, and it can be shown mathematically ' that for the 
most sensitive arrangement the following relation should 
obtain, viz. — 

RS(G + R)(/- + S) 



B* = 



(G + S)(r + S) 



329. Sumpners Method of measuring L. — ^The connections 
in Dr. Sumpner's modification of Maxwell's method are shown 
in Fig. 137. S and B represent non-inductive resistances of 




Fig. 137. 

about 10,000 ohms each ; A is a non-inductive resistance the 
value of which can be altered ; BG is a ballistic galvanometer, 
also of about 10,000 ohms resistance ; and K is a condenser of 
one-third microfarad capacity. 

'I'he resistances are first adjusted until the bridge is balanced 
for steady currents, the final adjustments being made, as in the 
other methods, by slipping a piece of bare wire, in series with Ri 
under the terminal until the galvanometer gives no deflection 
when its circuit is compVeled a/tcr iVv^ battery circuit. 

' Gray's " Abso\u\.e ^e^^>\xe^tcvw.\&r nqVKv^. fcf^v 
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Keeping the galvanometer circuit closed, the battery circuit 
is now opened and a ballistic throw may be obtained of value 
^1. This swing represents a quantity of electricity which is 
proportional to the difference between the time-constants of the 
coil and condenser, and is — 

^ - KS oc ^, 

One of the condenser terminals is now disconnected and the 
above operation repeated, the throw ^2 this time being pro- 
portional to the time-constant of the coil alone, since the 
condenser is out of circuit ; 







therefore B^ ^ 


L 
R 


Hence, 


from these 


we get— 


- 








0^ 


K — 






\ 


L 
R 








and L 


= KRS- 


e. 



This method is very much simpler to carry out than Maxwell's 
method, and is found to give the most satisfactory results, 
when — 

B = S, B -f- R = 2(r, KRS = 2L 

(G = galvanometer resistance) 

330. It must be borne in mind that in all these measurements 
of L the value obtained has no definite meaning, if the perme- 
ability of the medium is not constant, unless the permeability 
corresponding to the particular conditions under which the test 
was made is stated. This is well illustrated in the following 
measurements by Sumpner, of the coefficient of self-induction 
of an electro-magnet with an iron core for various magnetizing 
currents. The resistance of A in the foWomtv^ \m2l^ ^ <^\s\^t 
said K = ^ microfarad, SB and G being 1 0^000 o\\xs\^ e-^Ocv. 
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Current in R 


688 


h 


L 


(amperes). 


(henrys) 


0'220 


508-0 


0-0637 


0*200 


627 


462 


00634 


0-I47 


444 


32 10 


0*0606 


o no 


367 


26 10 


0-0577 


0073 


230 


160 'O 


0-0547 


0055 


164 


III'O 


00517 


0*020 


49'5 


2975 


00419 


o'oi6 


38 


227 


0*0414 


0-0IC5 


24 


135 


0*0381 


0*0092 


20*5 


II'O 


00360 



The value of L when ihe iron core was removed was 0*0028 henr)-. 

331. Jouberfs Method of measuring Self-induction ,—V!\S: 
following modification of Joubert's method of measuring the 
coefficient of self-induction, due to Professor S. P. Thompson/ 
depends on the measurement of the apparent increase of resist- 
ance of a coil possessing self-induction when traversed by an 
alternating current. It can easily be shown * that, when a coil 
of resistance R ohms (as measured by a steady current on a 
bridge) is traversed by an alternating current which is a simple 
sine function of the time, its apparent resistance R' is expressed 
by the following relation — 

R' = VR" +~4^'«'L' 
where ;/ is the frequency of alternation of the current, and L 
the coefficient of self-induction of the coil ; the expression 

VR'"^ + 47rVL^ being known as the " impedance " of the coil. 
In order to produce an alternating current of known frequency. 
Professor Thompson employs a tuning-fork of known pitch as 
the interrupter of the current in the primary of an induction 
coil, the current in the secondary then alternating according 
to a simple sine function. 

The following diagram (Fig. 138) shows the method of 
arranging the apparatus. The coil R is that of which the 
coefficient of self-induction is required, PQ and S are non- 
inductively wound bridge coils. The key K, is arranged so 

' Jour. Elect. Eng.^ \o\. ilnV. "^. T^^^,. 

- ''Alt ernate Cut i ent Tt^im^oxTcv^x ,"" ^V?k\\^^., nq?^ . v ^, v^t^. 
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that either the battery Bi can be connected to the bridge or 
the secondary Si of the induction coil. Key K2 connects 
either the bridge galvanometer G or the telephone T across 
the other diagonal. The battery B2 is connected in series 
with the primary coil P and the tuning-fork interrupter F, 








Fig. 138. 

which may be arranged so as to be vibrated electro-magneti- 
cally by inserting an electro-magnet in series with P between 
the prongs of the fork. 

In making a measurement, Ki is connected to the battery B„ 
and Kg to G, this allows a steady current to flow through the 
bridge, and by adjusting the coils a balance is obtained in the 
ordinary way, and the resistance to steady currents calculated. 
Key Ki is now connected to S,, and K.^ to T, and the current in 
the induction coil started. A series of alternating currents 
now flow through the resistances, the frequency of which will 
be the same as that of the fork F. Balance rcvw"5X wa^ \s^ 
obtained by adjusting the non-inductive co\\s mtv\a\ \\\e\^ ^s. ^ 
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minimum of sound in the telephone, and the apparent resist- 
ance, R„ calculated. Then — 

2icn 

The value of // may be determined experimentally as described 
in vol. i. p. 103. 

332. The following example will illustrate the method. A 
solenoid was placed in the bridge, and its resistance to steady 
currents was found to be 4*06 ohms. The tuning-fork in the 
primary circuit of the induction coil had a frequency of 100 
vibrations per second; and the apparent resistance to alter- 
nating currents, as found by the arrangement of resistances 
required to give minimum sound in the telephone, was 13*8 
ohms. 

Hence L = ^ 

27r;/ 

^ (13-8)' - (4-o6)= 
2 X 3*142 X 100 
= 0*0209 henrys 

Comparison of Coefficients of Self-Inductiox. 

333. If a coil of variable known self-induction is constructed, 
comparisons of the coefficients of self-induction of coils may be 
made on the Wheatstone bridge, in much the same way as 
comparisons of resistances, and the coefficients expressed in 
terms of that of the standard. 

Thus if coils A and S, whose coefficients of self-induction are 
to be compared, are connected up to the non-inductive coils R] 
and R2 so as to form a Wheatstone bridge (see Fig. 139), and 
the values of Rj and R2 adjusted so as to give a balance for 
steady currents, then, by adjusting the variable standard of self- 
induction S, we can also obtain a balance for transient currents, 
without altering the steady current balance. When the double 
balance is obtained, then — 



EThe Secohmiueter. 3^3 

e L^ and L^ are the coeiBcients of self-induction of tbe 
ils A ant! S respectively ; and since Lg is known — 



In order to simijlify the test for transient currents, and make it 




are sensitive, Professors Ayrton and Perry have devised an 
Strument known as a secohmmeler (see Y\%. 140), in which 




: are two commutators mounted on iW saHve ax\«,, o^fta q^. 
■h is placed in tbe galvanometer, and Xhe o&«s "^o. fea 
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battery circuit, so that by rotating a handle the galvanometer 
and battery connections are periodically reversed at rates var)- 
ing from 200-6000 reversals per minute, the galvanometer 
terminals being reversed between each of the battery reversals, 
thus sending the transient current (if any) always in the same 
direction through the galvanometer, and so producing a steady 
deflection. 

The resistances A and S are first balanced for steady currents 
with the secohmmeter at rest. The commutator is then 
rapidly rotated, and if the coefficients of self-induction of the 
coils are not also balanced, a steady deflection will be obtained 
in the galvanometer. The variable standard of self-induction 
S is now adjusted without altering the resistance of the arm S, 
until the galvanometer deflection has been reduced to zero, 
when the self-inductions balance, and — 

■' - ^" R, 
Fig. 141 represents the connections as applied to an ordinary 




Fig. 141. 



P.O. bridge. BC and CiC represent the battery and galvano- 
meter commutators respectively, i\ and i\ the ratio arms, I^ 
and L2 the coil whose coefficient is to be measured, and the 



\ 



J standard or self-induction. Exact baJance for steady ciirr 
is in this case obtained by means of a slide wire adjus 
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Standards of Sei.f-Induction. 

334-. The variable standard of self-induction designed by 

Ayrton and Perry is shown in Fig. 142, and consists of two 




cods in series, one of which revolves inside the other about a 
vertical axis The coils are wound on frames which are parts 
of spheres, so as to allow the coils to be very close together when 
thej In. m the same plane. When the coils are in the same 
plane, and the current circulates in the same direction in both, 
the coefhcient of self-induction has its maximum value. By 
rotatmg the inner coil through 180"^, the coefficient passes 
through all \alues from the maximum to zero, 

The cods are made of copper wire, so as to have a low 
resistance, and on the top of the instrument there is a dial over 
which moves a pointer connected to the movable coil, which 
indicates either the anj>;u]ar separation of the coils, or, if desired, 
the dial may he graduated directly in henrys, the usual range 
being from □ 004-0 04 henry. 
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For usK in conjunction wilh the variable standard, there are " 
supplied boxes of fixed standards (see Fig. 143) which are 
arranged in much the same way as resistances, and contain 
inductances of 10, 20, 30, and 40 millihenrys. These coils 
may be placed in series with the variable standard when the 




I 



latter is not sufficiently large. In adding additional coils, care 
must be taken to rebalance the bridge for steady currents. 

Great care must be exercised, when comparing the coefficients 
of self-induction of two coils, to place them sufficiently far apart 
so that they do not affect one another, and so produce a mutiiai 
induction effect in addition to that of self-induction. * 

Comparison of Coefficients of Self-induction bv 
Sumpner's Methoo. 

335. A comparison of the coefficients of self-indued on of two 
coils may also be made by a method similar to that employed 
by Dr. Sumpner, in comparing the self-induction with the 
capacity of a condenser. 

The two coils, A and B, whose coefficients of self-induciion 
are to be compared, are connected up to the non-inductive 
coils R and S so as to form a Whealstone bridge (see Fig. 144). 
The non-inductive coils R and S are then adjusted so as 10 
give a balance for steady currents. If, keeping the galvano- 
meter circuit closed, the battery circuit is now opened, a sning, 
0„ will be obtained on the ballistic galvanometer BG which is 
proportional to the difference between the time-constants of 
the two coils, and — 
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where A and B are the resistances of the coils of self-induction 
La and Ln. 

One of the coils, say B, is now removed, and replaced by a 




Fig. 144. 



non-inductive resistance of equal value, so that the balance for 
steady currents remains undisturbed, and the above operation 
is repeated, this time the ballistic swing ^2 is proportional to 
the time-constant of coil A, and — 



and 



A 








La' Lb 

A B 


0, 








La 


0, 








A 










BLa - ALb 
BLa 


0, 








La 
^^Lb 


A 
~ B 


-e. 


k 


0. 




R 

~ S 


""e. 


_^' 


i 

\ 
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336. Two coils exactly similar were wound, one on a bar of 
iron and the other on a rod of wood, the resistances of both 
were exactly the same, 5 ohms. These coils were then 
connected up to two coils, R and S, each of 10,000 ohms, and 
a ballistic swing of 665 scale-divisions was obtained. When the 
coil wound on the wooden rod was replaced by an inductionless 
resistance of 5 ohms, a ballistic swing of 700 scale-divisions 
was obtained. Hence — 



Lb 
La 

L. 



R ^a 

S ^2 — ^1 
1 0000 



700 



loooo 700 — 665 



20 

I 



337. The following table of coefficients of self-induction of 
common pieces of apparatus has been compiled from data 
given in a paper on inductance by A. E. Kennelly.^ 



Instrument. 



Cardew voltmeter ... 

Doubly wound resistance coil 

Standard lo-ohm telegraphic relay 

Mirror-speaking galvanometer, 2250 ohms 

An 80-ohm telephone call -bell ... 

Bell telephone receiver, 75 ohms 

Dynamo field magnets 

Dynamo armature ... 

Primary of alternating current transformer 

Secondary ,, ,, 

Primary small medical coil 

Secondary ,, ,, , n 

Primary large induction coil 

Secondary,, ,, ,, 

Astatic mirror galvanometer, 5000 ohms 
Electric bell, 2'5 ohms 



)) 



Approximate 
value of L 
(henrys). 



OOOOOOI 

O'OOOOOI 

0*2 to o*5 

3-6 

1*4 
0*07 to O'l 

I to 900 

0'02 to 50 

o*4 to 40 

O'OOI to O'l 

0*005 
0100 
0*013 
2000*0 

2*0 

0*012 



' Electrician, vol. xxvi. p. 267. 
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^TERMINATION OF THE COEFFICIENT OF MUTUAL INDUCTION 

OF Two Coils. 

338. The following method of determining the coeflficient of 
itual induction of two coils is due to Professor Carey Foster.^ 
The two coils A and B are connected up, one to a ballistic 
vanometer BG (see Fig. 145), and the other to a non- 



R 



'I 



TOy)Q«- ^ 



B BG 



B' K 

Fig. 145. 

luctive resistance R, battery B', and break-circuit key K. 
I opening or closing the key K, a quantity of electricity, Q,, 
induced in the coil B, which >vill produce a swing of 
iplitude, ^1, on the ballistic galvanometer needle. If y 
)resents the strength of the current in the coil A, M the 
sfificient of mutual induction, and g the resistance of the coil 
md the ballistic galvanometer, then — 

Q, = r- 

now a condenser of capacity K is connected in series with 
i ballistic galvanometer across the ends of resistance R, as 




Fig. 145. 

Fig. 146, then, on closing or opening the key Kj, the 
* PhiL Ma^,, voL xxiii., February, 1887. 
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condenser will be charged or discharged, a quantity of electri- 
city, Qi, passing through the ballistic galvanometer and pro- 
ducing a swing of amplitude ^o, and — 

Q, = yRK 
yM 

hence ^ = ^ 

Q. yRK 
M 



RK^ 



. ^1 
r\ Sin — 



sm 



therefore M = 



RK> sin - 

2 



Sin 



e. 



The experimental conditions may be so chosen that ^i = k 
when the formula simplifies to — 

In order to do this, and make the method a zero one, the 
connections are altered to those in Fig. 147. 



r 



L 







BG 



R 

^A^AAAr- 



II 



^^ 



WM) mm 



K, 



B 



Fig. 147. 



An additional resistance, Rj, is inserted in circuit with the 
coil B, this being adjusted till, on opening and closing the 
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:ey Ki, no swing is observed on the galvanometer needle 
i^hen the induced quantity of electricity in B just balances the 
[uantity passing in or out of the condenser K. Then — 

M = RK(^ + R,) 

' being the resistance of the coil B and galvanometer. 

Should it not be found possible to get a balance for any 
alue of Rj, then the resistance R must be altered and the 
est repeated. In order to save time when making the test, 
li should first be made infinite, and the direction of the 
alvanometer swing noted on opening or closing the key Ki, 
^is swing being entirely due to the condenser K ; Ri is then 
[lort circuited, and, if the throw is still to the same side, it 
hows that the quantity of electricity given to the condenser 
; greater than the maximum induced quantity in B, so that 
le charging potential of K must be diminished by diminishing 
le resistance of R between the condenser terminals. This 
lould be done without altering the total resistance in the 
Ircuit of coil A, otherwise the current in the inducing circuit 
ill be altered, and this will alter the quantity of electricity 
iduced in B. The sensitiveness of this test depends on the 
jnsitiveness of the ballistic galvanometer. If the values of 
., K, and {g + Rj) are expressed in absolute units, M will be 
ilculated in absolute units. 

339. The following example is taken from Professor Foster's 
iper. 

A measurement was made of the coefficient of mutual 
iduction between the primary and secondary coils of an 
pps 6-inch spark induction coil of the following dimensions : — 

liCngth of secondary coil = 21 cm. 
3utside diameter of secondary coil =11*3 cm. 

Resistance of primary coil = 0*278 ohm (16*5° C). 
Resistance of secondary coil = 7394 ohms (16*5° C). 

The condenser used had a capacity of 4*926 microfarads, 
he following results were obtained : — 
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K 

(ohms). 


Cohms). 


R(r+RO 

(absolute ozuts). 


27 


7394 + 


1550 


2-415 X 


10" 


28 


7394 + 


1250 


2*420 




29 


7394 + 


940 


2-417 




30 


7394 + 


650 


2-413 




31 


7394 + 


390 


2413 




32 


7394 + 


ISO 


2-414 





Mean - = 2*415 X 10 



» 



K 

M 



4-926 X IO-" X 2-415 X 10' 
1-1896 X 10* 



23 



Comparison of a Capacity and Coefficient of Mutual 

Induction. 

340. A comparison may be eflfected between the capacity of 
a condenser and the coefficient of mutual induction between 
two coils in a similar manner to the comparison of a capacity 




Fig. 148. 



and coefficient of self-induction. One of the coils, A, is 
connected with three non-inductive coils, P, Q, and R, so as 
to form a Wheatstone bridge (see Fig. 148). The other coil, 
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B, is connected between the junction of A and P and the 
)attery C. A condenser of known capacity, K, is placed 
icross the end of coil Q. 

The bridge is first balanced for steady currents in the usual 
vay, and then, keeping the galvanometer circuit closed, the 
)attery circuit is opened, when a ballistic swing, ^1, will be 
)btained ; and — 

e, oc ^^ M - QAK 

The condenser is. now disconnected from the coil Q, and the 
galvanometer swing again taken ; let this be ^2> then — 

^^ Q±Rm-qak 

Hence -^ — Q 

*>^ Q + R „ 



K Q + R o.,-e, 

[f the capacity of K is known, the value of M may be found. 
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Experimental Determination of 
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Measure 

Complete Theory of Determina- 
tion of H 

On the Measurement of H 

On a Galvanometric Method of 

determining H 
A New Form of Magnetometer 



)> 



»' 



11 



On a New Method for the De- 
termination of the Vertical 
Compound of the Earth's Mag- 
netic field 

Additions to the Kew Magneto- 
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Magnetic Survey of the British 
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VII. 

ELECTRO'MAGNETIC WAVES, 

343. Within recent years the experimental part of this 
section of the subject has been developed to such an extra- 
ordinary extent, and its importance in connection with the 
relation of light to electricity is so great, that we do not 
consider it necessary to offer any apology for adding a chapter 
descriptive of experiments on electro-magnetic waves. It will 
also be found that in general the apparatus required is of such 
a simple character that the experiments can easily be repeated, 
provided a little care is exercised in making them. 

344. Before describing the apparatus required for producing 
and detecting electro-magnetic waves, it will be as well to give 
a short account of the phenomena itself, and by describing 
some of the phenomena peculiar to wave-motions in general 
indicate the nature of the experiments required to establish the 
wave-motion nature of electro-magnetic effects. 

345. Suppose that an insulated metal sphere is set up at 
some distance from an uncharged electrophorus, and the sphere 
suddenly charged; the gold leaves of the electrophorus will 
diverge, since they are charged by induction, but in separating 
the leaves and causing them to diverge, work must be done 
against the force of gravity, which will be given out again when 
the leaves collapse. Now, the energy necessary to make the 
leaves diverge must have come from the sphere, and since in 
any case of the propagation of energy some medium is neces- 
sary to transmit it, we have to answer the questions. What is 
this medium in the case above mentioned? and how does the 
medium transmit the energy ? 
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346. Again, suppose we set up a coil of wire, and connect it 
to a battery through a reversing key. At some distance from 
the coil let us place a pivoted magnetic needle, then when we 
send a current through the coil it becomes an electro-magnet, 
and will deflect the needle ; by properly timing the direction of 
the current in the coil we can cause the needle to spin round 
on its pivot. Here, again, energy is transmitted across space, 
namely, from the coil to the magnet, and for the same reason 
as before we must assume the existence of some medium. In 
the first experiment mentioned above we were transmitting what 
was almost entirely an electrostatic effect, and in the second 
1 magnetic effect. Strictly speaking, however, electrostatic 
ind magnetic effects were propagated in both cases — a magnetic 
iffect in charging the sphere, since that involved a flow of 
jlectricity for a very short interval of time ; and an electrostatic 
ifTect in starting a current in the coil, since its potential was 
aised sHghtly above that of the earth. The same two effects 
.re propagated in the charging and discharging of a Leyden jar 
)r other condenser, but instead of considering each separately, 
he two are combined in the term electro-magnetic effect. 

347. As regards the medium which transmits this electro- 
lagnetic effect, we can prove that it is not atmospheric air, 
ince the effect can be propagated through a vacuum ; a deter- 
mination of the velocity of propagation of the effect, however, 
ives us a valuable clue to the nature of the transmitting 
ledium. The velocity of propagation of an electro-magnetic 
ffect has been shown to be the same as the velocity of propa- 
ation of light, and therefore we might expect that the medium 
y which light is transmitted — the luminiferous ether — is also 
lat which transmits electro-magnetic effects. The experimental 
roof of this supposition was the great work of the late 
rofessor Hertz, to whose treatise on "Electric Waves," 
anslated by Professor Jones, and also to the " Work of 
[ertz," by Professor Lodge, the student is recommended to 
ifer. 

348. Given a supply of energy and the means of transmitting 
from one place to another we have next to consider how the 
ansmission is effected. Here we find great assistance by 
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considering the method of the propagation of sound energy. 
Sound is propagated in its media — solids, liquids, or gases— by 
means of waves, and the experimental study of sound is on this 
account of great importance, apart from its musical interest, 
since we can study it as a typical case of energy propagation 
by waves. If, then, waves are a means of transmitting energy 
in a medium, we must examine our electro-magnetic phenomena 
for effects which we should expect from a wave-motion. 

349. Firstly, with regard to the propagation of waves in 
homogeneous media, we find that the transmission is rectilinear, 
and that the velocity of propagation depends on the medium, 
and can be calculated, provided we know some of its physical 
properties. Newton was the first to annunciate the law respect- 
ing the velocity of propagation, which is — 

e 
~d 

V = velocity of propagation ; e = elasticity of the medium ; 
d = density of the medium. 

This law has been experimentally proved to hold in the 
propagation of sound-waves in ordinary matter; if, however, 
we wish to apply it to the case of electro-magnetic waves, we 
must remember that e and d will be the elasticity and density 
of the ether respectively. Now, elasticity is the reciprocal of 
pliability, and the pliability of a dielectric, we call its specific \ 

inductive capacity, K, hence will represent the elasticity of 

the ether ; also, the density of the ether is what we call perme- 
ability, /A, and rewriting Newton's law with the above constants 
we get — 

I 

350. Secondly, when a wave which is being propagated 
through a homogenous medium arrives at the interface between 
that medium and another of different density, the following 
phenomena may occur : — 

1. Reflection. 

2. Transmission. 

3. Absorption. 
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The laws which govern the reflection of waves from plane or 
curved surfaces are well known, and do not require any further 
mention. 

351. As regards the transmission of waves in the new 
medium, if the latter is of greater density than the first medium, 
the velocity of propagation is decreased ; if of smaller density 
it is increased. The consequence of this alteration of velocity 
is, that should the wave impinge normally on the surface of the 
new medium its velocity alone will be affected; should it, 
however, meet it at some other angle, then both velocity and 
direction will be altered. This phenomena is usually, in the 
case of light or sound waves, termed refraction ; the amount 
of bending for a given ray entering a medium at a given angle 
depending 'on the index of refraction of the medium, r, which 
we can define as follows — 

^ __ velocity of wave in space 
velocity of wave in medium 

Now, we have just seen how to calculate the velocity of propa- 
gation of electro-magnetic waves, and the above definition of 
the refractive index gives us a means of proving that electro- 
Uiagnetic waves and light waves are propagated by the same 
medium, and are very similar. Let K be the S.I.C. of a 
Substance, /i. its permeability, and ;* its index of refraction for 
light, then, since K and ft for air are both imity, we have — 



__ velocity of wave in space V i , — 



velocity of wave in medium 



VK/a 



or r^ = K/Lt 

Taking as an example carbon bi-sulphide (CS2), we find that 
r* = 2*678, and K/li = 2*67, ft being = i, which shows a 
Remarkable agreement. There are, however, many cases in 
Which experiment has failed to show that the above law holds ; 
this, however, may be due to a difference in degree rather than 
in kind of the two wave-motions compared. 

When the new medium which the wave meets is of smaller 
density than the other, and the angle of incidence is greater 
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than the critical angle, the wave is totally reflected with the 
loss of half a wave-length. 

352. The third effect that may occur in the new medium is 
absorption, and we wish more particularly to call attention to 
one particular kind, namely, selective absorption, in which one 
I)articular frequency is absorbed more readily than any other; 
just as when a tuning-fork of definite pitch, placed in the 
vicinity of a second fork of the same pitch which is vibrating, 
absorbs these vibrations and itself commences to vibrate, 
exhibiting the phenomena of resonance ; if the forks were of 
different pitch this would not occur. 

353. One other effect peculiar to wave-motions, and one 
which is well illustrated in the case of sound-waves, is that of 
interference, which deals with the resultant effect of two or 
more waves at a point. If two waves of the same frequency, 
amplitude, and wave-length meet at a point so that one is half 
a wave-length in advance of the other, they completely annul 
one another and produce interference. Thus if waves are 
transmitted so as to fall normally on a reflecting surface, the 
outgoing waves meet the reflected waves, and at certain points 
half a wave-length apart produce interference. In the case of 
sound-waves this means silence, and by measuring the distance 
between these points the wave-length can be calculated. 

We have now enumerated some of the more important effects 
l^roduced by a typical wave-motion, and if we can reproduce 
these effects in our electro-magnetic phenomena, we will have 
strong evidence in favour of the view that it also is propagated 
by a wave-motion. 

Apparatus for producing Electro-Magnetic Waves. 

354. In making experiments with waves of any kind, it is 
necessary that we should suit our apparatus to the length of 
the waves with which we are working, or, in cases where we can 
employ waves of different lengths, that we should choose those 
lengths which can be most conveniently experimented upon; 
thus in sound-waves we should not think of trying interference 
experiments with waves twenty or thirty feet long but with 
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those of a few inches in length, so also with our electro-magnetic 
waves, they must be of a convenient length. We could, of 
course, produce electro-magnetic waves by means of our coil 
battery and reversing key, but the length would be so great- 
many miles in this case — that they would be perfectly useless ; 
the more rapid the alternations of current the shorter the waves 
would be, but no commutator could be made to alter the 
direction of the current so rapidly as to produce waves of a few 
inches in length. 

In order to get a discharge which is alternating with sufficient 
rapidity to produce waves of useful length, we have to fall back 
on the discharge of a Leyden jar. A charged Leyden jar 
corresponds very closely to a stretched spring, which, if released, 
oscillates backwards and forwards about its position of rest for 
some time before it finally stops. If, however, the motion of 
the spring was damped by placing it in some viscous liquid 
such as glue, there would be no oscillations, it would simply 
return slowly to its position of rest. A Leyden jar discharging 
behaves in the same way if the oscillations are not damped by 
self-induction, and the frequency of the oscillation produced 
can be calculated as follows ^ — 

2^^ ^ KL 4L 

where n = frequency of oscillation in vibrations per sec. ; 
K = capacity of the jar in farads ; 
L = coefficient of self-induction in henrys ; 
R = resistance of discharge circuit in ohms ; 
the conditions for the production of an oscillating discharge 
being that — 

'4L 
K 

In cases where R is small, the expression for frequency may 

be written — 

I 



R<\/ 



;/ = 



27rV'LK 

* ** Electricity and Magnetism " (Joubert, Foster, and Atkinson), ars. 
329, 330. 
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355. If ordinary I^yden jars are employed for producing 
the oscillations, it is found that the wave-length is still far too 
great, being from 150-300 feet with ordinary sized jars. A 
better arrangement for producing oscillations is that first 
employed by Hertz, and known as a Hertz oscillator. This 
consists simply of two brass spheres attached to the ends of 
two rods which are attached to the secondary of an induction 
coil, the spark passing between the two brass knobs. In order 
to give capacity to this, metal spheres or plates are sometimes 
attached to the other ends of the rods. 

356. .The following formula is given by Lodge ^ for the 
calculation of L in the formula for the frequency of the 
oscillation : — 

L = 2/log ~ 
a 

where / =: length of the entire rod portion of the oscillator in 
cases where the oscillator consists of metal spheres mounted on 
the ends of brass rods, to the other ends of which are attached 
small plates to give capacity, and d = diameter of the rod. In 
measuring /, it is best to include the knobs and spark-gap, and 
about a quarter the diameter of each end plate. 

The capacity K is practically half the static capacity of the 
plate or sphere at either end of the oscillator, since the two 
capacities are really in series. Thus for two oppositely charged 
spheres of radius ;- and distance s from centre to centre — 



^'■'■(■+;) 



357. For isolated bodies, the following values of K are given 
by Lodge : — 



Condenser. 



Globe 



Value of K 



radius 



, 2 

Thin circular disc ... - jradius 



Thin square disc 
Thin oblong disc 



IT 



0*36 side of square 
^slightly greater than square 
\ of same area 



* Lodge, Phil. Mog.,\o\. -sv^nyv^.^^w^^ 1889. 
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358. The following example will illustrate the calculation, 
and applies to an oscillator consisting of two rods each 6 cm. 
long and i cm. diameter, to which knobs 2 cm. diameter and 
plates 8 cm. diameter have been attached (see Fig. 149.) The 
spark-gap is o'8 cm. 




Fig. 149. 

Static capacity K = 1*4 cm. 
Self-induction L = 190 cm. 

Log ■— = 4-5 

Rate of vibration f^ = 300 million per sec. 
Wave-length A. = 100 cm. 

359. A still more convenient form of oscillator, originally due 
to Professor Lodge, consists of two small brass spheres con- 
nected to the secondary of an induction coil, and arranged so 
is to spark across the diameter of a larger brass sphere placed 
between them (see Fig. 150). This form has also been adopted 
by Bose.i The small spheres in his case _. 



O 



o 



ivere 0*3 cm. diameter, and the large one 
:>'78 cm. diameter. The distance from 
-entre to centre of the small spheres was 

C'2 cm. The waves produced by this \\ Q 

iscillator were 1*84 cm. long. It is ad- p^^ ^ ^ 

-disable to hinge the supports of the small 
spheres so that their distance apart may be varied. 

360. Another form of oscillator due to Lodge consists of 
Wo metal spheres sparking to the interior of a copper cylinder ; 
vith the dimensions in Fig. 151 waves of 3" long are produced. 

361. A form of oscillator used by Marconi, and described by 
^reece,^ consists of two solid brass spheres fixed in an oil-tight 

* See Pro, Roy, Soc, vol. Ix. p. 167. 
^ Electrician, vol. xxxix. p. 217. 
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insulating case filled with vaseline oil, two smaller spheres 
placed close to the outside of the others are connected to the 
induction coil, the spark passing across the three gaps. With the 
laige spheres, 4" diameter, waves 1-2 metres long were obumed. 
362. The great difficulty with all these oscillators is that 
when the sparking surfaces get roughened, as they do with use, 




the discharge ceases to be oscillatory ; the brass knobs should 
therefore be made easily removable, to admit of their being 
burnished up. It is also necessary in all quantitative experi- 
ments to completely enclose the oscillating apparatus — battery, 
coil, and wires— inside a copper-lined box, leaving only the 
spark-gap outside, since oscillations may escape from other 
parts of the apparatus. For this reason the form of apparatus 
designed by Bose ' is recommended. 

363. The oscillator is fixed to the outside of a box contain- 
ing the coil and battery ; a copper tube open at both ends is 
slipped over the oscillator so as to direct the path of the waves. 



;e PhiL Mag 
[. p. 160. 



. xliii., Jan., 1897; also see Fro. Ray. Su-, 
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The box containing the battery and coil is encased inside two 
netal cases — an inner one of iron, which forms a magnetic shield 
ound it, and an outer one of copper, which prevents stray 
adiation from escaping. Also, instead of having the usual 
vibrating make and break on the coil, an ordinary break- 
:ircuit key is employed, the condenser being connected to it as 
n the vibrating break ; the object of this is to enable single 
lashes of radiation to be obtained instead of a continuous 
tream, thus saving the sparking surfaces. The key can be 
aanipulated from the outside of the box by a string. 

Apparatus for detecting Electro-Magnetic Waves. 

364. If the electro-magnetic waves are produced by a Ley den 
ar discharging through a wire circuit, the presence of the 
v^aves may be detected by placing a second similar jar, pro- 
vided with a discharging circuit of the same dimensions, in 
he vicinity of the first. On the first jar being discharged, the 
oscillations produced set up electro-magnetic waves which, on 
Lrriving at the second jar, induce discharges in it, which can 
>e detected by the presence of a spark at the discharging 
^nobs. This effect, however, is only possible when the jars 
md their discharging circuits are identical with one another, 
he second jar having to be " tuned into resonance " with the 
irst before it will act as a detector. 

365. A much more sensitive form of detector, and one which 
is easier to work with, is that known as a coherer. 

The action of the coherer was first demonstrated by Branly,^ 
>vho showed that a tube containing metallic filings, and which 
had a very high resistance, became a tolerably good con- 
ductor when placed near a sparking coil. This phenomena 
has been utilized by Lodge, Bose, Marconi, and others, as 
a means of detecting electro-magnetic waves. 

A simply made form of coherer consists of a glass tube about 
eight inches long and half-inch diameter, filled with small 
clippings of copper. Passing into the clippings through corks 
at either end of the tube are copper wires, which connect the 

^ Branly, Comptes Rendus^ vol. cxi. p. 785 ; vol. cxii. p. 90. 
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coherer in series with a galvanometer and battery. The tube ■ 
in its normal state is a very bad conductor, due to the DUiDber 
of bad contacts at the copper clippings, and no deflection will 
be obtained on the galvanometer. If a sparking coil is now 
set a-going in the vicinity of the tube, the galvanometer will 
be observed to deflect, this being due to the sudden acquisitiwi 
of conducting power by the tube of clippings. On slightly 
tapping the tube, it returns at once to its badly conducting 
condition. This action, according to Lodge, is due to the 
breaking down of the insulating layer of oxide between the 
clippings by the electrical surgings set up in them by the electro- 
magnetic waves. 

366, A much more satisfactory form of coherer is 
devised by Professor Bose,' in which the copper clippings are 

replaced by steel springs. Th:; construction 

^ of the instrument is as follows. A rectangular 

block of ebonite, about 3 cm. long, of square 

cross-section, with I'o cm. side, has a small 

rectangular groove cut in one side, 3 

^ long by o'4 cm, broad. Into this giooce 

■'aSkt '^'"^ placed eight or nine short steel wire 

springs, o'4 cm. in length, of No. 34 wire. A 

glass plate is fixed over them to prevent 

them from dropping out of the groove. Fig. 

M 152 shows the spirals in position. 

Fig. ,5s. Two brass plates make contact with the 

upper and lower spirals respectively, the upp« 

brass plate being attached to a screw, by means of whicli 

it can be made to compress the spirals. The upper and 

lower brass plates are connected in series with a batter)' 

and sensitive galvanometer. If the spirals are loose, 1 

deflection will be obtained on the galvanometer. The screif 

is now turned so as to compress the spirals until a small 

deflection is obtained; the coherer is now in a sensitive 

condition, and if exposed to electro-magnetic radiation ih^ 

galvanometer will deflect violently, indicating a great din 

tion of resistance at the spirals. In order to restore ihem j 

' Phii. ftfog., vol. xliii., January, 1897. I 
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heir normal state, the coherer may be tapped, or the 
pressing screw may be slightly unscrewed. It will be 
id, as has been pointed out by Rose, that there is a certain 
e for the E.M.F. acting in the circuit, for which the coherer 
ost sensitive when detecting waves of given length. This 
t be found experimentally, and the battery, instead of being 
lected directly to the coherer, should be joined up to the 
i of a high resistance, from which the coherer circuit is 
n as a shunt j thus, by altering the resistance included 
/een the coherer wires, various E.M.F.'s may be obtained, 
as already been explained in par. 20. 

57. In experimenting with the above, or, in fact, with any 
1 of coherer, the greatest difficulty will be experienced in 
ecting it from stray radiation. Thus, covering the face 
he spirals with a copper plate, which is opaque to electro- 
:netic waves, will not be found sufficient to prevent the 
:rer from working, since the waves impinge on the connect- 
vrires, or on the battery or galvanometer, and transmit their 
;ts through the circuit to the coherer. We must therefore 
pletely shield all the instruments in the coherer circuit. 
he following Fig. (153) illustrates the method adopted by 
author. 




'he battery B, consisting of a small iron-zinc cell (the iron 
I solution of ferric chloride and the zinc in sulphuric acid. 
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this giving an E.M.F. of about 0*5 volt, which is best for 
all-round work), and the galvanometer coil G, are enclosed 
inside a stjuare brass box, the needle attached to the minor. 
M being suspended outside. The coherer C is enclosed 
inside a circular brass box attached to one side of the square 
box, an ojxining, protected by the brass tube T, being made 
in front of the sensitive spirals. On the open end of T various 
diaphragms, D, can be attached, so as to limit the amount of 
radiation received by C. The wires from the coherer pass 
through two ebonite bushed holes into the interior of the brass 
box, where they are attached to the battery and galvanometer 
respectively. An opening, O, provided with a sliding brass 
lid in the circular box containing the coherer, admits of entrance 
to the adjusting screw S. The whole apparatus can be attached 
to a spectrometer circle, taking the place of the observing 
telescope. Before using, the apparatus should be tested for 
electro-magnetic wave tightness, by placing a brass cap with 
no hole in it over the end of the tube, T, and adjusting the 
coherer to its maximum sensitiveness. Then, on producing 
electro-magnetic waves in its vicinity, no effect should be 
obtained on the coherer. This receiver is used in conjunction 
with the oscillator described in par. 363. 

368, In performing the various optical experiments with the 
electro-magnetic waves, it is necessary that we should employ 
a i)arallel beam, and not a divergent one. In order to obtain 
this, a lens of some refracting material must be placed in front 
of the oscillator, so that the spark-gap is at its principal focus. 
'J'he lens should be in the form of a cylinder or semi-cylinder, 
and should be enclosed in a square metal tube, which fits on 
to the tube surrounding the oscillator. Such a lens may be 
made of sulphur, the index of refraction of which is 173 
Employing the usual lens formula— ^ 

P = (m-i)(J-s) 

w here F = focal length ; 

R = radius of curvature of side nearest source ; 
S — radius of curvature of side farthest from source ; 

' Vol. i , Exp. 72. 
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£1 surface concave to the incident rays being reckoned positive, 
vve can calculate the necessary curvature for our sulphur 
lens, and, making a metal mould, proceed to cast it to the 
irequired size. 



Transmission, Reflection, and Absorption. 

369. (i) Rectilinear Propagation, — In order to demonstrate 
the rectilinear propagation of the rays, the oscillator and coherer 
should be set up opposite each other, and at some distance 
apart, as A B in Fig. 154. The coherer B is then adjusted so 

A B 

Fig. 154. 

IS to respond to the waves from A, which are supposed to 
::onsist of a parallel ray. If a thick plate of some good 
conductor, such as copper, is now interposed between A and B 
10 effect will be obtained at B, because a conductor is opaque 
:o the electro-magnetic waves. If, however, a non-conductor, 
IS ebonite sheet, or a wooden board, etc., be interposed the 
iffect is obtained as if there was nothing between A and B. 
>Jon-conductors are transparent to the waves. Various sub- 
stances should be tried, and the relative thicknesses of the 
Dlates required to just stop the passage of the waves determined. 
[f now a number of copper plates are taken, and holes of the 
same diameter as the radiator tube drilled in them, and the 
elates placed parallel to each other between A and B, then, if 
:he holes coincide, the effect will still be obtained at B ; but if 
hey are displaced, so that the holes are not opposite one 
mother, then no effect will be obtained at the coherer, thus 
iemonstrating the rectilinear propagation of the waves. 

370. (2) Reflection and Absorption, — In order to prove experi- 
Tientally the laws of reflection of the waves, a spectrometer 
should be employed ; but they may be demonstrated without^ 
n the following manner. On a large flat board a graduated 
:iircle of about 12" diameter is drawn (see Fig. 155). The 
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oscillator and coherer A and B are placed opposite each other, 
and B adjusted to respond to the waves from A. The lens 
must be placed in front of A, in order to get a parallel beam, 
and the smallest diaphragm which can be used should be put in 
front of A, so as to get a small ray. B is then rotated through 
90° to B', and on working the oscillator, no effect should be 
obtained. A small copper plate, C, is now placed at the centre 
of the circle, and rotated about a vertical axis until an effect is J 




B 



obtained at B'. On measuring the angles it will be found that 
the angles of incidence and reflection are equal. The effect 
should be tried with B in various other positions, also using 
different substances for the reflector C. It wdll be found that 
while almost every substance reflects more or less of the 
incident waves, the eflect is much more marked in the case of 
the good conductors than of the insulators. Tests should be 
made for substances that are electrically black to the waves: 
i.c, substances which do not either reflect or transmit to any 
marked extent, but absorb the waves. Blotting-paper soaked 
in water will be found to do this to some extent. 

Refraction. 

371. Of all the experiments with the electro-magnetic waves 
the measurement of the index of refraction is one of the most 
j'niportant. The methods employed are similar to those when 
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using light waves. We may, for instance, make a prism of the 
refracting substance, and determine the angle of minimum 
deviation of the electro-magnetic ray and the angle of the prism,- 
when — 

. A + D 

sm 

2 
r = ^— 



. A 

sm — 

where A = angle of prism, and D = angle of minimum 
deviation. Such measurements have been made by Hertz, 
Lodge, and others, but, as Bose ^ has shown, it is much more 
satisfactory to measure the index of refraction by determining 
the critical angle a of the medium, from which we get — 

I 

r = -. — 



sm a 

In the case of solids, the refracting medium should take the 
form of two semi-cylinders with an air-space between them. 
This shape is chosen because, in order that all the ray should 
be totally reflected at the same instant, it should impinge 
normally on the air film, this being obtained by using semi- 
cylindrical lenses as the medium, and placing the spark-gap at 
the principal focal line. 

In the case of substances whose index of refraction is not 
approximately known, a rough measurement is first made, with 
the spark-gap somewhere near the semi-cylinders; from the 
approximate value of r thus obtained, the focal length of the 
lens may be calculated, and, placing the spark-gap at that point, 
a new and more accurate value of r may be obtained. In order 
only to utilize the central rays, a copper diaphragm, with a slit 
cut in it, is placed between the semi-cylinders, thus stopping all 
rays but those that get through the slit. 

The arrangement of the apparatus is shown in Fig. 156. 
The oscillator A and coherer B are placed diametrically 
opposite one another, and tested for proper adjustment. The 
semi-cylinders, with the diaphragm D between them, are then 
placed in position, so that the diaphragm is at right angles to 

jPro. Roy, SoCy vol. lix. p. i6o. 
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thf lino joining AB. The tubes surrounding the oscillator and 
coherer should end quite close up to the semi-cylinders. On 
starting the oscillator the coherer will at once respond, due to 
the rays which pass through the hole in the copper diaphragm. 
The diaphragm D and semi-cylinders are now rotated in a clock- 
wise direction, and when they reach some position, D"D", il 




will be found that the coherer no longer responds, the ray being 
just totally reflected in thit position This position is noted 
h d d Ih -cjl d h d 

1 k d ec 11 h h po 

II r d h t fl J th 

p b 1 h 1 DOD h cal 

1 df h m>b lldip 

b h h tall flee d d d h 

P h h h J b h g f 

h I h dm f h >1 d 

d p d 1 1 ly h f h f h PI 

bh>mjbb smdm d hh 

d 1 d b hi d p 1 h 

dh b Iklihhldb 

m Id 
id pi d jl d cal gl 1 d d d I 

gl part h h I pa b 

VJ M en f W L ^h—\ d 

hlhfh dbyH sell h 



Measurement of Wave-Lengtk. 345 

several methods available. We might, for instance, employ the 
xelationship v =^ n\ where v = velocity of propagation, ;/ = 
frequency, and A. = wave-length ; this would involve a measure- 
ment of velocity and frequency, both of which measurements 
present great difficulties, rendering this method unsuitable. 

373. Another method that has been adopted, and successfully 
carried out, by Hertz, was to produce a stationary wave by 
reflecting a wave back on itself from a metal sheet ; then, by 
finding the positions in front of the reflector where interference 
occurs, and measuring the distance between them, a value may 
te obtained for the wave-length. Some doubts have, however, 
teen thrown on this method of measuring wave-length, as some 
experiments tend to show that the wave-length measured 
depends to some extent on the free period of vibration of the 
resonator employed. 

374. A much more satisfactory method, and one that has 
^ven good results, is that employed by Bose,^ in which a curved 
diffraction grating is used. The theory of the curved diffraction 
grating has been fully worked out,^ since it is employed for the 
measurement of the length of light waves, ^ y 

so that only the dimensions of the / ^^^——^^ 

gating have to be altered to meet the //^ jiS* 

changed conditions of using it with much y\^ — '^^^^^^^^^^^'y. 

longer waves. M P^X^ ] C 

Let G in Fig. 157 represent the curved ^ — """^--^^^^^^i^ 
grating, and c the centre of curvature. v\^ 3^^ 

The circle /, drawn with M^ as diameter, \ ^ ^ 

is the focal curve. Any source of radi- . \ -' 

ation placed on this curve will give a Fig. 157. 

diffracted spectrum situated somewhere on the same curve, 
defined by the equation — 

7i\ = {a + b) (sin i + sin 0) 

where fi\ = //th spectrum ; 
{a + b) = sum of the breadths of a strip and space in grating ; 
i = angle of incidence ; 
= angle of diffraction. 

' Pro. Roy, Soc, vol. Ix. p. 167. 
* See Preston's " Light," par. 136. 
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The sign of ^ is + if the diffracted image / lies on the same 
side of Mr as s the source, and — if it lies on the opposite side. 

375. The grating employed consists of a sheet of ebonite on 
which a number of strips of tinfoil have been pasted, these 
being about 2*5 to 3 cm. broad, and the sj)ace between two 
adjacent tinfoil strips is equal in breadth to the strips. The 
ebonite sheet before pasting on the strips must be bent into a 
curve of about 100-150 cm. radius. 

This grating is then placed vertically on a flat surface, as G 
(Fig. 157), and the circle / drawn to give the positions for j 
and /. The coherer should be placed at r, thus making 6 in 
the calculation equal to zero. /The radiator must now be 
moved about on the curve/, until the diffracted image falls on 
the coherer, when it will respond. The angle of incidence, /, 
must now be measured, and the wave-length calculated. 

376. The following numbers obtained by Bose for a 3 cm. 
grating will serve to illustrate the measurement : — 



21*5 

29*5 
33*0 
34'o 



o 

-7 
-10 

-II 



1-832^ 



I '852 ^mean 
I -854 1 1-845 
I -841] 



The radiator employed in the above measurement was the 
same as that described in par. 359. 



Polarization of Electro-Magnetic Waves. 

377. All the phenomena previously described are common to 
sound, light, and radiant heat waves ; the phenomena of polari- 
zation, however, is common only to light and radiant heat 
waves, and indicates that the nature of the wave-motion in 
these two cases differs essentially from that in sound propaga- 
tion. Sound is propagated in solids, liquids, or gases, by 
means of longitudinal waves whose direction of vibration is the 
same as the direction of propagation. The phenomena of 
polarization indicates iVvaV \\^Vvt and radiant heat waves are 
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propagated by transverse vibrations, or those whose direction 
of motion is at right angles to the direction of propagation^ and 
moreover that the direction of vibration is not confined solely 
to one plane. 

378. If a ray of light falls on a plate of tourmaline cut 
parallel to the axis of the crystal, it is transmitted with a slight 
diminution of intensity. The light that is transmitted, however, 
differs essentially from the incident light on the tourmaline, 
since it will only pass through a second plate of tourmaline if 
the latter is parallel to the first ; if placed at right angles, the 
ray is totally stopped by the second plate. The ray of light 
after passing through the first tourmaline plate has therefore 
acquired a two-sided property that it did not possess before, 
and is said to be plane polarized. The first tourmaline is 
called the " polarizer," and the second one which is used to 
discover the polarization is called the analyzer. 

379. In order to polarize the electro-magnetic waves, they 
are sent through a screen of parallel copper wires, which should 
be constructed as described by Bose,^ by winding copper wire 
of 2 mils, diameter round a thin piece of mica, which is then 
immersed in melted paraffin, the object being to fix the wires. 
Four circular pieces are cut out of this, and two are fixed 
parallel to each other at the ends of a tube which will fit into 
the tube surrounding the spark-gap, this constituting the 
polarizer. There are about twenty-five wires to the centimetre. 
This polarizer only transmits vibrations at right angles to the 
wires, and by means of it, it can be shown that the waves from 
the sparking knobs are partly plane polarized parallel to the 
spark-gap. 

The analyzer is made in the same way as the polarizer, and 
can be attached to the tube surrounding the coherer. 

When the polarizer is placed with the wires at right angles to 
the direction of the spark, the ray proceeding from the oscillator 
will be completely plane-polarized, as can be tested by turning 
the analyzer so that its wires are (i) parallel, (2) perpendicular 
to the direction of the wires in the polarizer, when in the 
second case, no effect will be obtained at the coherer. 

* Bose, Electrician, vol. xxxvi. p. 291. 
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We have now seen that all the ordinary optical experiments 
can be performed with electro-magnetic waves as produced 
above, and that light and these electro-magnetic waves are 
identical, except in so far as regards frequency and wave-length, 
the latter vibrating more slowly and being considerably longer 
than the visible ether waves ; they will therefore occupy a place 
far to the left of the red in the spectrum. 



Filn 

Pons 

Oa a ( 

Stu( 

-once 
_tion 

Wt 

livil 
hoto 



' References to Original Papers, 



349 



380. References to Original Papers. 



Title of Paper. 



rge of Leyden Jars 

i of Refraction for Electric 
» 

lination of Wave-Length of 
trie Radiation 
ve Conductivity 
Experiments on Relation 
'een Light and Electricity 
ice of Light on Electrical 
stance of Metals 
ice of Light on the Electric 
>ion of Metals 
cal Absorption of Crystals 

lission of Radiation of Low 
angibility through Ebonite 
tive Index of Ebonite 

ion of Electric Rays 

5 of Refraction of Metals 

netric Investigations on 

trie Discharge 

gation of Electric Vibra- 

» with Thermo-Elements 

tion and Dispersion in 

lis 

rement of Electro-Magnetic 

lomena 

ments on Photo-Electricity 

d of Determining Electro- 

netic Radiation 

)- Magnetic Radiation on 

IS 

1 Acquisition of Conducting 
er by Metallic Particles 
Complete Apparatus for the 
ly of Electric Waves 
itration of Electric Radia- 
by Lenses 

ons of Electrical Conduc- 
ts under Electric Influence 
ve Cells 
Electric Researches 



Author. 



Lodge 
Bose 



)t 



Gordon 



Bornstein 

Rowland and 

Nichols 
Abney 

Ayr ton and 

Perry 
Goldstein 

Kund 

Staub 

Klemencic 

Du Bois 

Boys, Briscoe, 
and Watson 
Minchin 

Klemencic 

Minchin 

Lodge 

Bose 

Lodge 

Branly 

Minchin 
Righi 



Reference. 



Pro, Roy. Soc,^ vol. 

50, p. 2. 
Ibtd.^ vol. 59, p. 

160. 
Ibid,.i vol. 60, p. 

167. 
Ibid.^ vol. 60, p. 433. 
Phil. Mag.^ vol. 2, 

Sept., 1876. 
IbiJ.^ Supp., vol. 3, 

1877. 
Ibid.y vol. 4, Nov., 

1877. 
Ibtd.y vol. II, June, 

1881. 
Ibid.y vol. II, June, 

1881. 
Ibid.^ vol. 12, Sept., 

1881. 
Ibid.t vol. 14, Dec, 
1882. 
I Ibid,^ vol. 26, July, 
I 1888. 

I Ibid,^ vol. 30, Sept., 
i 1890. 

Ibid.^ vol. 30, Sept., 
I 1890. 

i Ibid.^ vol. 30, Nov., 
1890. 
Ibid.^ vol. 31, Jan., 
i 1891. 
Ibid,^ vol. 31, Mai., 

1891. 
Ibid,^ vol. 33, April, 

1892. 
Ibid,, vol. 37, Jan., 

1894. 
Ibid,, vol. 37, Jan., 

1894. 
Ibid,, vol. 43, Jan., 

1897. 
Elect,, vol. 23, p. 

32. 
Ibid,, vol. 27, pp. 

221, 448. 

Ibid,, vol. 28, p. 85. 

/<^ii/.,vol.33, p. 297. 



3 so Practical Electricity atid Magnetism, 



Title of Paper. 



Author. 



Reference. 



Electric Waves 

Electric Oscillations 
Resistance of Filings of Metals 
Contact Resistance of Metals 
Heat developed by Electric 

Oscillations in Wires 
Tinfoil Grating for Electric Oscil- 
lations 
Apparatus for the Study of 

Electric Waves 
Multiple Resonance in connection 

with Hertz Experiments 
An Electric Radiation Meter 
Experiments to determine Wave 

Velocity in certain Dielectrics 
On the Speed of Propagation of 

Electric Waves in Insulating 

Dielectrics 
Experimental Determination of 

the Rate of Propagation of 

Electro-Magnetic Waves 
Refractive Index of Electric Waves 

in Alcohol 
The Equality of the Velocities of 

Propagation of very Short 

Electric Waves in Free Space 

and along Conductors 
On the Refraction and Dispersion 

of Rays of Electric Force 
A Carbon Detector for Hertz 

Waves 
The History of the Coherer 

Principle 
The Practical Applications of the 

Coherer 



Trowbridge 

Klemencic 
Lhuillier 
Branly 
Cardani 


Elect., vol. 35, pp. 

712, 8l2. 

/^«/.,vol.35,p.8i2. 
Ibid,, vol. 35, p. 570. 
Ibid., vol. 35, p. 4' 
Ibid., vol. 36, p. 292. 


Mezuno 


Ibid,, vol. 36, p. 187. 


Bose 


Ibid., vol. 3; 


^p.788. 


Sarasin and De 

la Rive 
Gregory 
Trouton 


Ibid,, vol. 24, p 

317. 

Ibid,, vol 24, p. 10. 

Ibid., vol. 25, p. 


Arons and 
Rubens 


557. 
Ibid,, vol. 

157. 


26, p. 


Blondlot 


Ibid,, vol. 
8s- 


28, p. 


Ellinger 
Dufour 


Ibid,, vol. 

387. 
Ibid,, vol. 

485. 


305 P- 
33. P' 


1 

1 Garbasso 


Ibid,, vol. 


34, P- 


Jervis-Smith 

1 

Lodge 

A. C. Brown 


39. 
Ibid., vol. 

84. 

Ibid., vol. 

87. 

Ibui, , vol. 
91. 


40, p. 
40, p. 
40, p. 



APPENDIX 

THE TANGENT POSITIONS OF GAUSS. 

{i) A Tangent Position. — The relative positions of magnet 
and needle in this position are shown in Fig. 158. 

N 

I ' =1 



< d 4 

Fig. 158. 

Calling ;// and ///' the pole-strengths of the deflecting magnet 
^nd the needle respectively, then — 

The repulsion of ;/ for N = rfZT'iy^ 
the attraction of 5 for N = — 



{d + if 
therefore the total force of ) mm^ mni 



:e of ^ mwl 



repulsion acting on N ) (d — If {d + If 

= Jd'^'^y 

^nd in the same way it can be shown that — 

^fnm'dl 
The total force of attraction acting on S = — /^2^^2\2 

Now, if 2A. represents the length of the needle, and the 
mgular deflection of the needle from the magnetic meridian, 
hen the turning couple acting on the needle is — 

%mtridl 

/J2 /2\2 ^ cos V 



I 
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But the controlling couple due to the earth's magnetism, H, 
which balances the deflecting couple, is — 

2Hw'A sin ^ 
and therefore-/ ., _ ^wA cos ^ = 2H/// A sin ^ 

And since 2////= M, the magnetic moment of the deflecting 
magnet, then- 

H= 2^— ^"^ 
which, when / is very small compared with d, simplifies to— 

H=l tand 

{2) B Tangent Position. — The relative positions of deflector 
and needle are shown in Fig. 159. 
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n^^ ^ ^,5 

< 2/ ■> 

Fig. 159. 

The force at the needle due to pole ;/ = — -, where /// = po^^' 

r- 

in 

strength of ;/ ; also the force due to s will be equal to - --; 

Therefore the resultant force F of /i and^ wdll be parallel to 
the deflecting magnet, and — 
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= 2 COS a = 
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2fnl 
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But r 


= (^^ + P)\ 




• T? 


M 





If the needle has been deflected through an angle, ^, from 
the meridian, and ik is the length of the needle, ni being its 
pole-strength, then — 

2^A.tit 

the deflecting couple = —— — ^ \ cos 

This is balanced by the controlling couple due to the earth's 
field, which is- — 

2H/«'A. sin 

2M.fn' 
Hence /^2 , p\ l cos = zKm'X sin 

M 

and g = (^' + O^ tan ^ 

Here, again, when / is small compared with d^ the expression 
simplifies, and may be written — 

^ = ^3 tan ^ 
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CONVERSION TABLES, CONSTANTS, ETC. 



To convert inches to centimetres x 


2*54 


„ centimetres to inches x 


0-3937 


, , grains to grammes x 


0*0648 


,, grammes to grains X 


15 '432 


,, oz. (avoir.) to grammes x 


28-35 


„ grammes to oz. (avoir.) x 


003S3 


,, lbs, to grammes x 


453*59 


„ grammes to lbs. x 


0'0022 


„ gallons to c.c. x 


4541 


The weight of i grain = 63*57 


dynes 


„ I oz. - 278 X 1 


io« „ 


M I lb. = 4*45 X 1 


>o* „ 


,, I gramme = 981 


)> 


I foot-pound = I -356 X 10' ergs 


> 


I kilogrammetre = 9-81 X lo^ „ 




I joule = 10^ ,, 


I 


I Hp. =7*46 X 10® ergs per sec. 


I watt (volt ampere) = 10^ 


f* 



To convert common into Naperian logs X 2*3026 
Naperian into common „ x 0*4343 



)) 



* * ^ " ( Manchester) = 98 1 '34 

Latitude (Manchester) = 53° 29' 

Length of seconds pendulum (Manchester) = 99*430 cm. 
ir = 3-1416 

Area of a circle = 07854 (diam.)' 



Tables of Physical Constants. 
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Table of Specific Gravities. 



Substance. 


Specific 


Substance. 


Specific 




gravity. 




gravity. 


lum 


21*5 


Sulphur 


2-0 


iryato°C. ... 


15*596 


Ivory 


1-9 


••• ••• ••* 


11-3 


Sand 


1-42 




lO'S 


Hooper's I.R. 


I -18 


^A • • • • • • 


8-9 


Ebony 


• I 1-1*2 


er 


85-8-9 


Ebonite 


1*15 


an silver 


8*5 


Boxwood 


0*91-1 -03 


••• ••* ••• 


8- 1-8-6 


Oak 


07-1-0 


(cast) 


7-8 


Guttapercha 


0-97-0-98 


[wrought) 


7-8 


Wax 


096 


[wire) 


77 


Indiarubber (pure) 


0*93 


[cast) 


7I-7-6 


Cork 


0-24 


••• ••• ••• 


7*3 


HjSO^ ato°C. 


1*85 


••• ••• ••• 


71 


HNO, 


1-56 


(flint) 


30-3*5 


HCl 


1*27 


(crown) 


2-5-2-7 


CSj 


1-293 


le 


2-5-2-8 


Glycerine ,, 


1*27 


inium ... 


2*6 


Linseed oil , , 


0-94 


ilain 


2-4 


Oil of turpentine „ 


0-87 


9 

fe • • • • • • 


1-8-2-8 


Alcohol „ 


o-8o6 


>n (graphite) ... 


2*3 


Mineral oil ,, 


0-76-0-83 


arbon 


1-9 


Ether „ 


0-736 


••• ••• ••• 


2-1 







Density of Water at different Temperatures. 



4° C. = f 00000 

6° C. = 0-99997 

10° C. = o*99974 

12° C. = 0-99955 

140 C. = 0-99930 



15° C. = 0-99915 
170 C. = 0-99884 
20° C. = 0-99827 
25° C. = 0-99713 
30° C. = 0-99577 



Manchester, 1900 a.d. 

Dip = 69° 
Declination = 18'' West of North 
H = 0-1712 



^ ^ 



3;^ Practical Electricity and Magnetism. 
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Wire Gauge Tables, 
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Wire Table No. i. 



Gauge. 



B.W.G. 



ko . 

k2 

U 

x6 

x8 

fto 

aa 

a4 
a6 

88 

30 
32 

34 
36 
38 
40 



Diameter. 



Inches. 



mm. 



0*134 


3*403 


0*109 
0*083 
0*065 


3*770 

3*io8 
X-65X 


0*049 
0*035 
0*038 


x-944 
0*889 
o*7XX 


0'033 
0*0x8 


0*560 
o*4S7 


0*014 


0-355 


0*01 3 


0*304 


0*OTI 


0*379 


0*0095 


0*341 


0*0079 
0*0068 
0*0058 


0*300 
0-172 
0*247 



Yds per 

lb. 
(bare). 



6-1 

9*3 
x6*o 
a6*o 
46*0 
89*9 

140*4 

337*5 

339*9 

5618 

764*7 

908-0 

z 336-0 

17600 

2375*0 

3190-0 



Copper. 



Manganin. 



1 
Ohms per 
lb. 
(bare). 


Ohms 1 


Yds. per 
lb. 

(bare). 


Ohms per 

Ih. 
■ (bare). 


Ohms 


per yd 


per yd. 


0*01057 


0-0017 


^^ 


„_ 


_^ 


0*024x6 


0-0026 


— 


""" 


— 


0-07x86 


0*0045 


15-98 


1*9545 


0*0971 


o'Z9io4 


0*0073 


36*06 


5-1964 


0-1994 


0*59157 


0*0129 


4586 


16*0907 


0-3508 


2*3725 


0*0253 


89-89 


618131 


0*4109 


5-5484 


00397 


140*44 


150-918 


1*075 


14*557 


0-0643 


337-53 


395*97 


1*740 


32486 


0*0961 


339*83 


88563 


8*6o6 


88772 


; 0*1580 


561-83 


3414*61 


4*396 


164-46 


1 0*2150 


761*71 


4473*36 


5*849 


334*34 


1 0-3574 


910*06 


6372-67 


7*001 


421-07 


1 0-3451 


1320-14 


"455*1 


• 9*389 


880-62 


0-4991 


1764*43 


33954*3 


• 13*58 


1604* X 


; 0-6736 


' 2381-23 


i 43631-5 


1 18-33 


3031*1 


1 0-9360 

1 


1 3373*41 


; 82445*9 


■ 25*19 

1 



Wire Table No. 2. 



Gauge. ' 



L.SG. 



xo 

X3 

14 
16 

18 
20 
33 

31 
28 

30 
33 

34 
36 
38 
40 



t 



Diameter. 


Inches. ! 

1 


mm. 


0*138 


3*251 


0*104 


2*642 


0*080 


2*032 


0*064 
: 0*048 


1*626 


1-219 


' 0*036 


0-914 


' 0-038 


0*711 


0'022 


0-559 


o-oi8 


0-457 


0*0148 


0-376 


0*0x24 
o*oio8 


0*315 


0-274 


0*0092 


0*233 


0*0076 


0*193 


00060 


0*152 


0-0048 


0*I22 



German silver. 



Yds- per 


Ohms per 


lb. 


lb. 


(bare). 


(bare). 


6-7 


0*167 


io*a 


0*384 


17a 


1*09 


26*9 


2-67 


47-9 


8-46 


72-5 


26-75 


85*0 


73*11 


I40*5 


191*8 


227*7 


428*1 


340-2 


936*6 


503*2 


1900-0 


946-x 


3302-0 


1302*0 


6272*0 


1 190S-0 


13469-0 


1 3058-0 


34673*0 


1 4785*0 


84652*0 



I 

I Ohms 
I per yd. 

0*0249 
00377 
0*0637 
0-0995 
0*1769 
0-3146 
0*5201 

0-8435 
1-2586 

1-8517 
2*6521 
34962 
4*8181 
7*0603 
11*327 
17-699 



Platinoid. 



Yds per I Ohms per 

lb. lb. 

(bare). 



Ohms 



(bar'e). P*"^ y^* 



6-7 

10'2 
17-2 
26*9 

47*9 
73-5 
85*0 

140-5 
227*7 
340-3 
503-2 

946-1 
1302*0 
1908*0 
30580 
4785-0 



0-3031 i 

0-6957 
1-9869 : 

4-8520 , 
15-3313 
48-46 
133-43 
347*47 
775-37 
1696*49 
3443-80 
5982*72 
11362*0 
24398*0 
62805*0 , 
153333-0 



0*0450 
0-0682 

0*1154 
0*1803 
0*3206 
0*5699 
0*9422 
1-5261 
2-2798 
3-3733 

4-8039 

6*3329 

8*7271 

127896 

20-5185 

32*0601 



■ m^ . . d 



>9 
M 



)» 



A single cotton covering adds 0*006 to O'OoS inch to the diameter 
A double „ ,, „ 0*004 m 

A single silk „ „ 0002 to 0*003 >» 

A double „ ,» ,» 0*004 to o'oo6 ^^ 
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Table op Specific Resistances of Liquids. 



Liquid. 



Density. 



Tempera- 
ture. 



Specific 
resistance 

(ohms 
per cc) 



Authority. 



H,S04 


09985 


22° C. 


70*41 


Kohlraiisch * 


If 


I'OOOO 


9» 


4105 


>t 


i» 


1*0504 


If 


325 


,1 


»f 


1*0989 


>» 


1*787 




If 


11430 


I> 


1*414 




»f 


I '2045 


»> 


1*239 




»» 


i*3>63 


»9 


1*347 




19 


13994 


>> 


1*672 




»t 


1*4482 


>» 


1*962 




II 


1*5026 


«t 


2*412 




CUSO4 


roi67 


10° c. 


164*4 


Ewing and Macgregorf 


II 


I '0216 


I> 


1348 




»f 


1*0318 


»» 


987 




.. 


1*0622 


>l 


' 59-0 




II 


1*1174 


II 


38*0 


9 9' 99 


II (saturated) 


1*2054 


II 


29*0 


19' 99 


ZnSO^ 


1*4220 


>» 


337 


99 99 


HCl 


1*109 


»» 


I '31 




HNOj 


1185 


II 


1*28 





Table of Specific Dielectric Resistances. 



Material. 


Specific 
resistance. 


Density. 
2-427 


i 

Temp. 

( 


Authority. 


Glass (Bohemian) 4*25 x 10" 


60° c. 


Gray 


! 7-15 X 10" 


2-587 


60° 


»i 


,, (test-tube) 


1*44 X 10^* 


2*435 


60° 


»» 


»> »» 


. 3*50 X 10" 


2*44 


60° 


II 


„ (flint) 


. 3-89 X 10" 


2753 


60° 


II 


II II 


I -02 X 10'^ 


3-172 


60° 


II 


Mica 


. 8-40 X lO^' 




20° 


Ayrton and Perry 


Guttapercha 


. 4-50 X 10" 


o*97 to 0-98 


24° 


Latimer Clark 


Shellac ... 


9-00 X 10^* 




28° 


Ayrton and Perry 


Ebonite ... 


2-80 X 10" 


I-I5 


46° 


II II 


Paraffin 


3*40 X 10" 




46- 


II II 


Indiarubber 


I *09 X IO-* , 


■■ 


24° 


Jenkin 


Hooper's core ... 


1-50 X 10" i 


— 


24° 


11 


Parchment 


3'oo X 10'" 


— 


20° 


Uppenborn 


Ordinary paper ' 4-85 x 10'^ 

1 


i 


20° 


11 



* Kohlrausch and Nippoldt, **Leilfaden der Praktschen Physick, 
f Ewing and Macgtegot, Trans. Roy. Soc^^^^vs^xa^^yol, xxvii,, 1873. 
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ABLE OF Dielectric Resistance and Capacity of G.P. Covered 
Wire after One Minute Electrification. 



External diameter 


Resistance per mile 
in megohms. 


Capacity per mile in 
microfarads. 


Internal diameter. 


25 


366-1 . . 


0-394 


2-6 


384-8 


0-375 


27 


3969 


0-363 


28 


4"*4 


0-351 


2*9 


425-4 


0-339 


3-0 


439'0 ; 


0-329 


3*5 


500-6 


0*288 


40 


553*9 


0-260 



Table of Electro-Motive Forces of Cells. 



Cell. 


E.M.F. 
(volts). 


Cell. 


E.M.F. 
(volts). 


Grove 


I '9 to I '95 


Hellesen 


1 

1*45 


Bunsen 


1*9 to 1*95 


E.C.C. 


. 1 . 1*45. 


Daniell 


1*07 to 1-14 


Obach 


1*5 


Bichromate ... 


2 


Lessing 


• 1 1*47 


Leclanche 


1*5 


Secondary .. 


. ! I 85 to 21 


Gassner 


1*3 


Clark 


1*434 

1 



Table of Contact Differences of Potential. 



Metals. 



Copper to iron... 
Copper to platinum 
Copper to zinc... 
Copper to brass 
Platinum to brass 



Difference of potential 
volts at 18° C. 



0-146 
0*238 
0-750 
0*087 ' 

0*287 

— 
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Tabli of Potential Differbncb required to Spark between 

TWO Parallel Plates. 



Disumce 


Cm Al.t* . 


Distance. 


E.M.F. 


(in cms.). 


(volU> 


(in cms.). 


(in volts). 


0*0205 


lOOO 


o'iSoo 


7000 


^:^ 


2000 


0*2146 


8000 


3000 


0.2495 


9000 


0*0914 


4000 


0*2863 


lOOOO 


0*1176 


5000 


03245 


IIOOO 


0-I473 


6000 


o-337ii 


1 1 330 



Table of Electro-Chemical Equivalents. 



Element. 



I Grammes per 
coulomb. 



Silver 

Copper (cupric) 

,, (cuprous) 
Iron (ferric) 

,, (ferrous) ... 
Nickel ... 
Zinc 



o'ooiiiS 

0*0003279 

0*000655 

0*0001934 

0*0002900 

0*0003042 

00003367 



Element. 



Lead 

Tin (staunic) . 
„ (staunous) 
Hydrogen 
Oxygen 
Water ... 
Iodine ... 



Grammes per 
oonlcHnb^ 



0*001071 
0*000304 
0*000609 

0*00001035 
0*00008286 

0*00009321 

0*0013134 



Element. 



Hydrogen 

Oxygen 

Water 



Cub. cm. per coulomb 
at Q° C and 760 mm. 



0*1156 
0*0578 

01734 



I 
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Table of Specific Inductive Capacities. 



Material. 



ass (flint) 






>nite 



(crown) 
(plate) 



-Jtapercha (best) 
ianibber (black) 

•» (g>'cy vulcanized) 
a.ffinwax(M.P.68°C.)l 



ilac 

*"oleuin spirit 

»* oil 
■pientine 
'tcroil ... 
•*"in oil ... 
v« oil ... 
^*ene 

t«r (distilled) 
■ohol (ethyl) 



• * • 

• •• 



xyciisiv^. 


O.A.V^. 


4'S 


9-896 


3'66 


7"376 


3 '20 


6-72 


287 


6-6i 


2*48 


696 


— 


8-45 


— 


6-64 


I-I5 


(4-2 
1 2 -284 


0*91 to 0*98 


2-462 


0*93 


2*220 




2-497 


0*9109 


1-9936 


©•9080 


I '977 




2-740 




1-92 


0-88 


2-10 


087 


2-23 




4-78 




3-02 


0*91 


3*i6 


085 


2*198 


I'OO 


76*0 


080 


26-5 



Authority. 



Hopkinson, Phil, Trans., 1881 






ft 



» 



Klemendc* Beibldtter% vol. xii., 1888 

Faraday 

Gordon, Phil. Trans., 1879 






tt 
tt 
tt 



Gibson and Barclay, Phil. Trans., 1871 
Gordon, Phil. Trans., 1879 
Hopkinson, Phil. Trans., 1881 



tt 
It 
it 
tt 
tt 



tt 
tt 
II 
II 
It 



II 
I* 
I* 
tt 



Silow, /V^jf. Ann., 1875 
Quincke, IVied. Ann., x888 



II 



11 



Table of Coefficients of Cubical Expansion. 



Material. 



Coefficient. 



Glass 
Alcohol 
Water at 5° C. 

„ at 100° C. 
Mercury 



0*0000258 

O'OOII 

0*000022 

0*00755 

0*00018 



Table of Specific Heats. 



Substance. 


Specific heat. 


Substance. 


Specific heat. 


rass 


0*094 


Glass 


O'lq 


opper 


0*094 


Alcohol ... 




0-58 


inc 


0*094 


Mercury ... 




0034 


on 


OII3 


Turpentine 




0*43 


Iver 


0057 


Paraffin oil 




0434 


latinum 0° to 100° 


0-0335 


Aniline 




049 


„ 0° to 300° 


0-0343 


Water 0° to 40° . 




1*0013 


,, o°to5oo'' 


0*0352 


„ 0° to 80° . 




1-0035 


„ 0° to 1000° 


0-0373 




\ 
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Table of Melting- Points. 



SnbsUnce. 


Melt.ng-point. 


Substance. 


Melting-point. 


Platinum ... 


• i 1775'' C. 


Zinc 


412® C. 


Iron 


. 1 i6oo° 


Lead 


326® 


Nickel 


r 1 1450° 


Cadmium 


315° 


Steel 


• 1370° 


Bismuth 


260° 


Copper 


. i 1054° 


Tin . 


230« 


Glass 


1100° 


Selenium 


217° 


Silver 


' 954^ 


Sulphur 


115° 


Alunvinium... 


.. 1 600° 


Paraffin 


54" 


Antimony ... 


432'' 

1 







91 
)> 
>» 



9> 
9» 
>> 



Table of Heat Constants, 

Latent heat of water (gramme degree Centigrade) = 80 

„ (pound ,, Fahrenheit) = 143 

steam (gramme „ Centigrade) = 536 

,, (pound „ Fahrenheit) = 966 

Mechanical equivalent of heat = 772 ft. -lbs. per ° F. 

= 1390 », ,, ° C. 

= 42400 gramme ,, ° C. 
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Table of Indices of Refraction for Sodium Light. 



Material. 


Density. 


1 

1 Index. 


Glass (crown)... 
„ (flint) ... 
Water ...^ 

Carbon bisulphide . 
Benzol 
Alcohol 

Ether 

Chloroform ... 


o^'5 
2-8 to 4*2 

I'O 

1*27 

. 1 0-877 

o*8oo 

• i 0713 

1-501 


1-51 

1*54 to 171 

j 1-33 
1 16303 

I -4972 

j I -3633 

' 1*3594 

i I 4492 
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Subject. Par. 

bsolute electrometer 205 

— —- measurement of current 130 

'■ of electro-motive force . . . . .179 

■ • of resistance . . . . . . . .114 

'■ ■ — (B.A. metlioid) . . 117, 118 

— ^ (Joules' method) . . . 116 

■ (Lorenz* method) .119,120 

•djustment and care of apparatus 3 

— ~ of standard tangent galvanometer . . .' . . 139 

^per^, legal definition of the 160 

^gular deflection of galvanometer needle '137 

Pparatus for detecting electro-magnetic waves .... 364 

for producing electro-magnetic waves . . . . 354 

^tificial cable 113 

•A, method of determining resistance absolutely . . . 117, 118 

A. standard ohm 123 

^llistic galvanometer . 223 

: calibration 227 

• — - — ■ , by condenser .... 239 

"■^- — , by current inductor . . 235 

"^- , by earth inductor . . . 232 

— ^ , by steady current . . . 230 

— ^ theory of '. . 224 

, use of . 241 



itteries 19 

tttery, complete test of 200-203 

resistance, measurement of . 86-88 

■ , temperature coefficient of 196-199 

filar suspension, constant of ... 149 

)se's coherer . 366, 367 

• oscillator 359 

isscha's method of determining the ratio of the radii of 

two coils • • • • '^^Q^?^^^ 



Page 
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132 
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337 

332 

los 

no 
116 
211 
215 
227 
223 
220 
218 
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229 

190 

84 
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38o Index. 

Subject. Pak. Paci 

Branly's coherer 365-337 

Bridge wire calibration 32 . 31 

, £idl of potential method . . . 34-37 . 3* 

, Mattheissen and Hockin's method . 33 • 3' 

Cable, artificial 113 . 105 

Cadmium standard cell 192 . 183 

Calibration of a bridge wire 32 . 31 

, fall of potential method . 34-37 . 32 

, Mattheissen and Hockin's 

method 32 .• 31 

of a direct-current reading instrument . . . . 176 . 172 

. of a sensitive galvanometer 23 . 19 

Capacities, comparison of 247 . 23$ 

, by ballistic galvanometer . . 248, 249 . 236 

J by electrometer 250^ 251 . 237 

, by method of mixtures . . . 252, 253 . 238 

Capacity, absolute measurement of 244-246 . 232 

, definition of 243 . 232 

, original papers on 266, 267 . 252 

, specific inductive 254 . 241 

Carbon resistance 22 . 17 

Carey Foster bridge 53 • 53 

Carhart Clark standard cell 187 . 180 

Clark standard cell 183-186 . 176 

Coefficient of self-induction of a Hertz oscillator .... 356 . 334 

(Coherer, Bose's 366-367 . 338 

, Branly's 365-337 

Comparison of a capacity and an inductance 340 . 322 

of electro-motive forces by condenser . .194, 195 . 185 

by potentiometer . . 219 . 206 

of resistances by potentiometer 215,216 . 202 

Condenser adjustable 255 . 243 

Connecting wires 13 • 10 

Constant of bifilar suspension 149 . 141 

of Siemens' electro-dynamometer 175 . 171 

of standard tangent galvanometer 134 . 129 

Contact, E.M.F. of 209 . 198 

Contacts 13-15 • 'O 

Control, magnetic, for galvanometers 6 . 4 

Copper voltameter 164-168 . 155 

treatment of plates 165 . 156 

Correction for end contacts in metre bridge 38-41 . 40 

Cost of working a primary battery 203 . 192 

Coulomb, definition oi 222 . 211 



Index. 

SUBJICT. Pa«. 

CurKDt, absolate measntement of 130 

balance 151-158 

, laboratoiy form 1 55 

, Lord Kelvin's '72.173 

inductoi, dimeniions of 237 

measurement izg 

by potentiomeler 117,218 

, original papers od 178 

Damping of Ulistic galvanometer needle 325 

T>aaiell standard cell 188-191 

, measurement of E.M.F. 212 

— ^ .variations of E.M.F. 210 

Demagnetizing effect of poles of a magnet 300 

Determination of H 268 

by Gauss's method 269-381 

by vibration method 2S3-2S6 

of magnetic inclination by induced currents 390-393 
by needle . . . 287-389 

Dial bridge 30 

Dielectricresistanceof cable 68 

■^^ .specific 94-95 

Directing magnet stand for galvanometer 6 

Earth inductors 233 

Effective Imgtb af a bar magnet 271 2j6 

ElectrO'Chemicilequivalent of copper 166, 167 . 158 

Electio-dynamometer, absolute 148 

Siemens' 174-177 

, detetminaiion of constant . 175 

Electro- magnetic wives 343 

. apparatus for producing .... 354 

, calculation of frequency .... 354 

• . meamreoienl of wave-length . . 372 

, oiiginal papers 00 380 

, polatization pf 377 

, reflection of 370 

, refraction of 371 

, velocity of propagation .... 349 

Electro -motive force, absolute determination of ... . 179 

.contact 309 

, conditions for a standard of ... . 180 

■, method of obttuning a small .... 30 

, original papers on 321 

forces, comparison by potentiometer . . . 219 



382 Index. 

Subject. Par. fkni 

Electrometer, absolute 205 . 193 

insulation testing 208 . 198 

needle, charging of 211 . 199 

, quadrant 206 . 195 

Emmissivity constant of an insulated wire coil 47 . 49 

Farad, definition of 243 . 232 

Fault-testing 109-I13 . 102 

Fleming standard ohm 124 . 116 

Galvanometer adjustment 3 . 2 

— , ballistic, calibration of 229 . 217 

, by condenser . . 239, 240 . 227 

, by current inductor 235-238 . 223 

, by earth inductor 232-234 . 220 

: , by steady currents 230, 231 . 218 

— • theory of 224 . 211 

, use of .... • 241 . 229 

calibration 23, 24 . 19 

connecting wires 11. 9 

— — control 6 . 4 

insulation 4 . 3 

needle suspension 7-10 . 6 

resistance, measurement of 89, 90 . 87 

, standard sine 144 135 

, Gray's form 147 . 138 

tangent 132 . 127 

, best dimensions for . . . 135 130 

, constant of 134 . 129 

, construction 136 . 130 

, correction for torsion . . 138 . 131 

, needle deflection . • • • 137 . 131 

vibration, method of preventing 12 . 9 

General instructions for experimental work 2 . 2 

Grating for measurement of wave-length 375 . 346 

Guard-ring for preventing leakage 69 . 68 

H, determination of, Gauss's method .268-281 . 254 

, vibration method 282-286 . 264 

Ilclmholte standard tangent galvanometer . . . . 142 . 133 

Hertz oscillator 355 . 334 

^ — ^ , calculation of inductance of . . . . . 356 . 334 

-— — , capacVly ot 357,358 . 334 
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Subject. 

High-resistance keys 

'-- measurement by direct deflection . 

' by inferred zero . 

— ^ — by loss of charge 

of small capacity 



Par. 

18 

66-72 

■ 76 
75-81 

74 



Index of refraction for electro-magnetic waves . . . 371 

Inductive effect of a magnetic Held on a bar magnet . . . 272 

.Inferred zero method of measuring high resistance ... 76 

Insulation test for electrometers 208 

"■ — galvanometers . 4 

Interference of waves 353 

Iodine voltameter 169-171 

Iron and steel, measurement of magnetic qualities . . . 293 

Joules' method of determining resistance 117 

Kelvin ctirrent balances 172, 173 

Keys 16-18 

Kohlrausch method of measuring liquid resistance . . '83 

'Legal definition of the ampere 160 

— ^ '• of the ohm 121 

^ of the volt 182 

•Lens for electro-magnetic waves 368" 

JLiquid resistance, measurement of 82 

'— — — , Cambridge method . . 84 

'- \ , by fall of potential . . 85 

' '- , Kohlrausch method . . 83 

'.- : -I specific 96, 97 

' resistances 22 

Lodge's oscillator 359, 360 

Logarithmic decrement 227^ %7& 

Loop test for cables • ' iio 

Lorenz method of determining resistance 1x9,^^ 

Low resistance measurement by Carey Foster bridge . . . "^5 

\ by fall of potential . . . S7-w 

■■ standards 61-63 

Magnetic hysteresis 3i5» 3^6 

inclination, measurement by induced currents . 290-292 

.. by needle 289 

qualities of iron and steel 293 

I Magnetism, original papers on 341/34^ 

Ma^etometer rhd 
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384 Index. 

SuBjKCT. Par. 

Magnets, deflecting 274 

, moments of inertia 277 

Make-and-break key 16 

Making and adjusting a resistance coil 64, 65 

Manganin resistances, ageing of 21 

standards of low resistance 63 

Marconi's oscillator 361 

Measurement of battery resistance 86-88 

of capacity 244, 245 

of current 129 

by potentiometer 217, 218 

of galvanometer resistance 89 

of inductance, Joubert*8 method . . . .331.332 

, Maxwell's method .... 327 

, Rayleigh*s method . . . 325, 326 

, Rimington*s method . . . . 328 

, Sumpner's method .... 329 

of liquid resistance 82-85 

of permeability 294 

, Evershed and Vignole's 

method 306-309 

, Hopkinson's method . . 310, 311 

, magnetometer method . 295-301 

, ring ballistic method . . 302-305 

, traction method . . . 312-314 

of resistance 25, 26 

by P.O. bridge 28 

Wheatstone bridge 27 

of specific resistance 91-97 

of temperature of bridge coils 46 

of very high resistance by direct deflection 66-72 

by loss of charge . 73-81 

of very low resistance 57"6o 

Mercury contacts 14 

Metallic contacts 15 

Metre bridge 31 

, end contacts 38-41 

, extra resistance for 44 

, practical test of sensitiveness 45 

, r/f«w/ of method of using 5I» 52 

, tapping error 42 

, thermo-electric effect 43 

, wire calibration 32 

Microfarad, definition of the 243 

Molecular change and tesisUxict 105-108 



Index. 385 

Subject. Par. Page 

Mutual induction coefficient 324 . 301 

, determination of . . . • 33ii| 339 • 3^9 

Ohm, legal definition of the 121 . 115 

Original papers on capacity 266, 267 . 252 

on current 178 . 173 

on electro-magnetic waves 380 . 349 

on electro-motive force 221 . 209 

on magnetism .341,342 . 324 

on resistance 127, 128 . 119 

Oscillator, Bose's 359-335 

, Hertz's 356-334 

, Lodge's 359, 360 . 335 

• , Marconi's 361 . 335 

Permeability, measurement of, by magnetometer . . . 295-301 . 274 

, by ring ballistic method . 302-305 . 282 

, by Evershed and Vignole*s 

method 306-309 . 286 

— ' — , by Hopkinson's method . 310, 311 . 290 

, by traction method . . 312-314 . 293 

Permeability and temperature 317-322 296 

Polarization of electro-magnetic waves 377 . 346 

Polarizing apparatus for electro-magnetic waves .... 379 . 347 

P.O. bridge 28 . 26 

Potentiometer 213, 214 200 

, comparison of resistance by 215 . 202 

of currents by 217 . 205 

ofE.M.F.*sby 219 . 206 

Quadrant electrometer 206, 207 195 

, law of 210 . 198 

Quantity of electricity, measurement of 222 . 2ii 

Quartz fibre suspension 9 . 7 

Radii of two coils, method of measuring the ratio of . . . 1 53 . 144 

Rayleigh's current balance 152 . 144 

method of measuring inductance 325,326 . 301 

Recalescence 322 . 299 

Recording results i . i 

Reichsanstalt standard ohm 125 . 117 

Relations of the various standards of resistance . . . . 126 . 117 

Relation of S.LC. to index of refraction 259 . 24,'^ 

1 C 



386 Index. 

Subject. Par. 

Resistance, battery 86 

, galvanometer 89 

, liquid 82-85 

measurement 25, 26 

J interval between tests .... 50 

, P.O. bridge 28 

, Wsumi 5^ 

, substitution method 27 

, Wheatstone bridge method ... 27 

, specific 9i~97 

, standardization 54> 55 

, standards 121-126 

, very high 66-81 

, very low 5^ 

Resistances 21, 22 

, carbon 22 

, coil making and adjusting 64, 65 

, liquid 22 

, sizes of wires for 21 

Reversing keys 17 

Secohm, definition of 327 

Self and mutual induction 323 

Self-induction coefticient 323 

, measurement by Rayleigh's 

method 325, 326 

-by Maxwell's method 327 

by Rimington's 

method 328 

by Sumpner's method 329 

by Joubert's 

method 331, 332 

comparison of coefficients 333 

by Sumpner's 

method 335 

standards 334 

— of various instruments 337 

, variation with permeability 330 

Sensitiveness of Wheatstone bridge 44 

Siemens' electro-dynamometer 174, 175 

Silver, specification of 162 

voltameter 160 

Sine galvanometer .... 144 

, Grays (orm 147 



Index. 387 

Subject. Pah. P*ci . 

Specitic indncltve capacity 354 . 241 

■ , measurement of, by Hopkinson's 

method 256-261 243 

of cable dielectric .... 263, 263 . 34S 

and index of refiaclion. , . . 351 331 

of liquid 264, 265 . 250 

Specific resistance 91-97 • 9° 

of dielectrics 94i 95 ■ 92 

• -ofliquids 9^> 97 - 94 

and molecular change 105-108 . 101 

variation with temperature .... 98-104 . 95 

Standard cell, Cahart-Clark 187 . 180 

—^ , care of 193 • 184 

.Clark's 183,184. . 176 

: , DinieU 188 . 181 

, Weston 192 . 183 

current balance 151-158 . 143 



Standards of resistance 121-126 

oflow resistance 61-63 

Standardiiatiouofiesistanccs 54, 55 

Stationary electro- magnetic waves 373 

Suspensions, metallic to 

, qoarlE fibre 9 



Tangent galvanometer adjusts 



136 

, Helmholli form 142 



standard 132 . I27 

Tappiigefrof in mclto bridge 42 - 44 

Temperature coefficient of a battery 196-199 . 187 

and dielectric resistance 7° ■ 7° 

measueemeat of bridge coil* 4^ ■ 4^ 

variation of specific resistance 98-104 . 95 

Test of a primary battery 200-203 . 190 

Thermostat 48 ■ 50 

The raiomeier standardization 49 ■ 51 

Thermo -eleclric effect in metre bridge 43 ■ 46 

Torsion in galvanometer needle suspension 138 . 131 

Velocity of propagation of electro-magnetic waves . . . 349 ■ 330 



388 Index. 

Subject. #^ Par. Pace 

Vibration of galvanometer, method of preventing . ... 12 . 9 

Volt, legal definition of 182 . 176 ' 

Voltameters 159-171 151 

, copper 164-168 . 155 

, iodine 169-171 . 160 

, silver 160-162 . 152 

Waves, electro-magnetic 343 . 328 

Wave-length of electro-magnetic waves 372 344 

, measurement of . 374 . 345 

Weston standard cadmium cell 192 . 183 

Wheatstone bridge 27 • 24 

, sensitiveness of 44 . 47 

Wire calibration, fall of potential method 34-37 . 32 

, Mattheissen and Hockin*s method ... 33 . 31 
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